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To Dad, for everything he taught me 


Foreword to the First Edition 


Digital system design has entered a new era. At a time when the design of micro¬ 
processors has shifted into a classical optimization exercise, the design of embedded 
computing systems in which microprocessors are merely components has become a 
wide-open frontier. Wireless systems, wearable systems, networked systems, smart 
appliances, industrial process systems, advanced automotive systems, and biologically 
interfaced systems provide a few examples from across this new frontier. 

Driven by advances in sensors, transducers, microelectronics, processor perfor¬ 
mance, operating systems, communications technology, user interfaces, and pack¬ 
aging technology on the one hand, and by a deeper understanding of human needs 
and market possibilities on the other, a vast new range of systems and applications is 
opening up. It is now up to the architects and designers of embedded systems to make 
these possibilities a reality. 

However, embedded system design is practiced as a craft at the present time. 
Although knowledge about the component hardware and software subsystems is clear, 
there are no system design methodologies in common use for orchestrating the overall 
design process, and embedded system design is still run in an ad hoc manner in most 
projects. 

Some of the challenges in embedded system design come from changes in underly¬ 
ing technology and the subtleties of how it can all be correctly mingled and integrated. 
Other challenges come from new and often unfamiliar types of system requirements. 
Then too, improvements in infrastructure and technology for communication and 
collaboration have opened up unprecedented possibilities for fast design response to 
market needs. However, effective design methodologies and associated design tools 
haven’t been available for rapid follow-up of these opportunities. 

At the beginning of the VLSI era, transistors and wires were the fundamental com¬ 
ponents, and the rapid design of computers on a chip was the dream. Today the CPU 
and various specialized processors and subsystems are merely basic components, and 
the rapid, effective design of very complex embedded systems is the dream. Not only 
are system specifications now much more complex, but they must also meet real-time 
deadlines, consume little power, effectively support complex real-time user interfaces, 
be very cost-competitive, and be designed to be upgradable. 

Wayne Wolf has created the first textbook to systematically deal with this array 
of new system design requirements and challenges. He presents formalisms and a 
methodology for embedded system design that can be employed by the new type of 
“tall-thin” system architect who really understands the foundations of system design 
across a very wide range of its component technologies. 

Moving from the basics of each technology dimension, Wolf presents formalisms 
for specifying and modeling system structures and behaviors and then clarifies these 
ideas through a series of design examples. He explores the complexities involved and 
how to systematically deal with them. You will emerge with a sense of clarity about 
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Foreword to the First Edition 


the nature of the design challenges ahead and with knowledge of key methods and 
tools for tackling those challenges. 

As the first textbook on embedded system design, this book will prove invaluable 
as a means for acquiring knowledge in this important and newly emerging field. It will 
also serve as a reference in actual design practice and will be a trusted companion in 
the design adventures ahead. I recommend it to you highly. 


Lynn Conway 

Professor Emerita, Electrical Engineering and 
Compu ter Science, University of Michigan 



Preface to the First Edition 


Microprocessors have long been a part of our lives. However, microprocessors have 
become powerful enough to take on truly sophisticated functions only in the past few 
years. The result of this explosion in microprocessor power, driven by Moore’s Law, 
is the emergence of embedded computing as a discipline. In the early days of micro¬ 
processors, when all the components were relatively small and simple, it was neces¬ 
sary and desirable to concentrate on individual instructions and logic gates. Today, 
when systems contain tens of millions of transistors and tens of thousands of lines 
of high-level language code, we must use design techniques that help us deal with 
complexity. 

This book tries to capture some of the basic principles and techniques of this new 
discipline of embedded computing. Some of the challenges of embedded computing 
are well known in the desktop computing world. For example, getting the highest 
performance out of pipelined, cached architectures often requires careful analysis 
of program traces. Similarly, the techniques developed in software engineering for 
specifying complex systems have become important with the growing complexity of 
embedded systems. Another example is the design of systems with multiple processes. 
The requirements on a desktop general-purpose operating system and a real-time 
operating system are very different; the real-time techniques developed over the past 
30 years for larger real-time systems are now finding common use in microprocessor- 
based embedded systems. 

Other challenges are new to embedded computing. One good example is power 
consumption. While power consumption has not been a major consideration in tra¬ 
ditional computer systems, it is an essential concern for battery-operated embedded 
computers and is important in many situations in which power supply capacity is lim¬ 
ited by weight, cost, or noise. Another challenge is deadline-driven programming. 
Embedded computers often impose hard deadlines on completion times for programs; 
this type of constraint is rare in the desktop world. As embedded processors become 
faster, caches and other CPU elements also make execution times less predictable. 
However, by careful analysis and clever programming, we can design embedded pro¬ 
grams that have predictable execution times even in the face of unpredictable system 
components such as caches. 

Luckily, there are many tools for dealing with the challenges presented by com¬ 
plex embedded systems: high-level languages, program performance analysis tools, 
processes and real-time operating systems, and more. But understanding how all these 
tools work together is itself a complex task. This book takes a bottom-up approach to 
understanding embedded system design techniques. By first understanding the funda¬ 
mentals of microprocessor hardware and software, we can build powerful abstractions 
that help us create complex systems. 
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A note to embedded system professionals 

This book is not a manual for understanding a particular microprocessor. Why should 
the techniques presented here be of interest to you? There are two reasons. First, tech¬ 
niques such as high-level language programming and real-time operating systems are 
very important in making large, complex embedded systems that actually work. The 
industry is littered with failed system designs that didn’t work because their design¬ 
ers tried to hack their way out of problems rather than stepping back and taking a 
wider view of the problem. Second, the components used to build embedded systems 
are constantly changing, but the principles remain constant. Once you understand the 
basic principles involved in creating complex embedded systems, you can quickly 
learn a new microprocessor (or even programming language) and apply the same fun¬ 
damental principles to your new components. 


A note to teachers 

The traditional microprocessor system design class originated in the 1970s when 
microprocessors were exotic yet relatively limited. That traditional class emphasizes 
breadboarding hardware and software to build a complete system. As a result, it con¬ 
centrates on the characteristics of a particular microprocessor, including its instruction 
set, bus interface, and so on. 

This book takes a more abstract approach to embedded systems. While I have taken 
every opportunity to discuss real components and applications, this book is fundamen¬ 
tally not a microprocessor data book. As a result, its approach may seem initially unfa¬ 
miliar. Rather than concentrating on particulars, the book tries to study more generic 
examples to come up with more generally applicable principles. However, I think that 
this approach is both fundamentally easier to teach and in the long run more useful 
to students. It is easier because one can rely less on complex lab setups and spend 
more time on pencil-and-paper exercises, simulations, and programming exercises. 
It is more useful to the students because their eventual work in this area will almost 
certainly use different components and facilities than those used at your school. Once 
students learn fundamentals, it is much easier for them to learn the details of new 
components. 

Hands-on experience is essential in gaining physical intuition about embedded sys¬ 
tems. Some hardware building experience is very valuable; I believe that every student 
should know the smell of burning plastic integrated circuit packages. But I urge you 
to avoid the tyranny of hardware building. If you spend too much time building a 
hardware platform, you will not have enough time to write interesting programs for it. 
And as a practical matter, most classes don’t have the time to let students build sophis¬ 
ticated hardware platforms with high-performance I/O devices and possibly multiple 
processors. A lot can be learned about hardware by measuring and evaluating an exist¬ 
ing hardware platform. The experience of programming complex embedded systems 
will teach students quite a bit about hardware as well—debugging interrupt-driven 
code is an experience that few students are likely to forget. 
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A home page for the book ( www.mkp.com/embed) includes overheads, instructor’s 
manual, lab materials, links to related Web sites, and a link to a password-protected ftp 
site that contains solutions to the exercises. 
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Embedded computing is more important today than it was in 2000, when the first 
edition of this book appeared. Embedded processors are in even more products, rang¬ 
ing from toys to airplanes. Systems-on-chips now use up to hundreds of CPUs. The 
cell phone is on its way to becoming the new standard computing platform. As my col¬ 
umn in IEEE Computer in September 2006 indicated, there are at least a half-million 
embedded systems programmers in the world today, probably closer to 800,000. 

In this edition I’ve tried to both update and to revamp. One major change is that the 
book now uses the TI C55x DSP. 1 seriously rewrote the discussion of real-time sched¬ 
uling. I have tried to expand on performance analysis as a theme at as many levels 
of abstraction as possible. Given the importance of multiprocessors in even the most 
mundane embedded systems, this edition also talks more generally about hardware/ 
software co-design and multiprocessors. 

One of the changes in the field is that this material is taught at lower and lower 
levels of the curriculum. What used to be graduate material is now upper-division 
undergraduate; some of this material will percolate down to the sophomore level in 
the foreseeable future. I think that you can use subsets of this book to cover both 
more advanced and more basic courses. Some advanced students may not need the 
background material of the earlier chapters and you can spend more time on software 
performance analysis, scheduling, and multiprocessors. When teaching introductory 
courses, software performance analysis is an alternative path to exploring micropro¬ 
cessor architectures as well as software; such courses can concentrate on the first few 
chapters. 

The new Web site for this book and my other books is http://www.waynewolf.com. 
On this site, you can find overheads for the material in this book, suggestions for labs, 
and links to more information on embedded systems. 
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CHAPTER POINTS 

• Why we embed microprocessors in systems. 

• What is difficult and unique about embedding computing and cyber-physical 
system design. 

• Design methodologies. 

• System specification. 

• A guided tour of this book. 


Introduction 

In this chapter we set the stage for our study of embedded computing system design. 
In order to understand design processes, we first need to understand how and why 
microprocessors are used for control, user interface, signal processing, and many other 
tasks. The microprocessor has become so common that it is easy to forget how hard 
some things are to do without it. 

We first review the various uses of microprocessors. We then review the major rea¬ 
sons why microprocessors are used in system design—delivering complex behaviors, 
fast design turnaround, and so on. Next, in Section 1.2, we walk through the design of 
an example system to understand the major steps in designing a system. Section 1.3 
includes an in-depth look at techniques for specifying embedded systems—we use 
these specification techniques throughout the book. In Section 1.4, we use a model 
train controller as an example for applying these specification techniques. Section 1.5 
provides a chapter-by-chapter tour of the book. 


Complex systems and microprocessors 

We tend to think of our laptop as a computer, but it is really one of many types 
of computer systems. A computer is a stored program machine that fetches and 
executes instructions from a memory. We can attach different types of devices to the 
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computer, load it with different types of software, and build many different types 
of systems. 

So what is an embedded computer system? Loosely defined, it is any device that 
includes a programmable computer but is not itself intended to be a general-purpose 
computer. Thus, a PC is not itself an embedded computing system. But a fax machine 
or a clock built from a microprocessor is an embedded computing system. 

This means that embedded computing system design is a useful skill for many 
types of product design. Automobiles, cell phones, and even household appliances 
make extensive use of microprocessors. Designers in many fields must be able to 
identify where microprocessors can be used, design a hardware platform with I/O 
devices that can support the required tasks, and implement software that performs 
the required processing. Computer engineering, like mechanical design or thermo¬ 
dynamics, is a fundamental discipline that can be applied in many different domains. 
But of course, embedded computing system design does not stand alone. Many of 
the challenges encountered in the design of an embedded computing system are not 
computer engineering—for example, they may be mechanical or analog electrical 
problems. In this book we are primarily interested in the embedded computer itself, 
so we will concentrate on the hardware and software that enable the desired functions 
in the final product. 


Embedding computers 

Computers have been embedded into applications since the earliest days of computing. 
One example is the Whirlwind, a computer designed at MIT in the late 1940s and early 
1950s. Whirlwind was also the first computer designed to support real-time operation 
and was originally conceived as a mechanism for controlling an aircraft simulator. 
Even though it was extremely large physically compared to today’s computers (it con¬ 
tained over 4,000 vacuum tubes, for example), its complete design from components 
to system was attuned to the needs of real-time embedded computing. The utility of 
computers in replacing mechanical or human controllers was evident from the very 
beginning of the computer era—for example, computers were proposed to control 
chemical processes in the late 1940s [Sto95]. 

A microprocessor is a single-chip CPU. VLSI (very large scale integration) 
technology has allowed us to put a complete CPU on a single chip since the 1970s, 
but those CPUs were very simple. The first microprocessor, the Intel 4004, was 
designed for an embedded application, namely, a calculator. The calculator was 
not a general-purpose computer—it merely provided basic arithmetic functions. 
However, Ted Hoff of Intel realized that a general-purpose computer programmed 
properly could implement the required function, and that the computer-on-a-chip 
could then be reprogrammed for use in other products as well. Because integrated 
circuit design was (and still is) an expensive and time-consuming process, the 
ability to reuse the hardware design by changing the software was a key break¬ 
through. The HP-35 was the first handheld calculator to perform transcendental 
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functions [Whi72]. It was introduced in 1972, so it used several chips to imple¬ 
ment the CPU, rather than a single-chip microprocessor. However, the ability to 
write programs to perform math rather than having to design digital circuits to 
perform operations like trigonometric functions was critical to the successful 
design of the calculator. 

Automobile designers started making use of the microprocessor soon after 
single-chip CPUs became available. The most important and sophisticated use of 
microprocessors in automobiles was to control the engine: determining when spark 
plugs fire, controlling the fuel/air mixture, and so on. There was a trend toward 
electronics in automobiles in general—electronic devices could be used to replace 
the mechanical distributor. But the big push toward -microprocessor-based engine 
control came from two nearly simultaneous developments: The oil shock of the 
1970s caused consumers to place much higher value on fuel economy, and fears of 
pollution resulted in laws restricting automobile engine emissions. The combina¬ 
tion of low fuel consumption and low emissions is very difficult to achieve; to meet 
these goals without compromising engine performance, automobile manufacturers 
turned to sophisticated control algorithms that could be implemented only with 
microprocessors. 

Microprocessors come in many different levels of sophistication; they are usu¬ 
ally classified by their word size. An 8-bit microcontroller is designed for low-cost 
applications and includes on-board memory and I/O devices; a 16-bit microcontroller 
is often used for more sophisticated applications that may require either longer word 
lengths or off-chip I/O and memory; and a 32-bit RISC microprocessor offers very 
high performance for computation-intensive applications. 

Given the wide variety of microprocessor types available, it should be no 
surprise that microprocessors are used in many ways. There are many household 
uses of microprocessors. The typical microwave oven has at least one micropro¬ 
cessor to control oven operation. Many houses have advanced thermostat systems, 
which change the temperature level at various times during the day. The mod¬ 
ern camera is a prime example of the powerful features that can be added under 
microprocessor control. 

Digital television makes extensive use of embedded processors. In some cases, 
specialized CPUs are designed to execute important algorithms—an example is the 
CPU designed for audio processing in the SGS Thomson chip set for DirecTV [Lie981. 
This processor is designed to efficiently implement programs for digital audio decod¬ 
ing. A programmable CPU was used rather than a hardwired unit for two reasons: 
First, it made the system easier to design and debug; and second, it allowed the pos¬ 
sibility of upgrades and using the CPU for other purposes. 

A high-end automobile may have 100 microprocessors, but even inexpensive cars 
today use 40 microprocessors. Some of these microprocessors do very simple things 
such as detect whether seat belts are in use. Others control critical functions such as the 
ignition and braking systems. Design Example 1.1 describes some of the microproces¬ 
sors used in the BMW 850i. 
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Design Example 1.1 BMW 850i Brake and Stability Control System 

The BMW 850i was introduced with a sophisticated system for controlling the wheels of the 
car. An antilock brake system (ABS) reduces skidding by pumping the brakes. An automatic 
stability control (ASC+T) system intervenes with the engine during maneuvering to improve 
the car's stability. These systems actively control critical systems of the car; as control sys¬ 
tems, they require inputs from and output to the automobile. 

Let’s first look at the ABS. The purpose of an ABS is to temporarily release the brake on 
a wheel when it rotates too slowly—when a wheel stops turning, the car starts skidding and 
becomes hard to control. It sits between the hydraulic pump, which provides power to the 
brakes, and the brakes themselves as seen in the accompanying diagram. This hookup allows 
the ABS system to modulate the brakes in order to keep the wheels from locking. The ABS 
system uses sensors on each wheel to measure the speed of the wheel. The wheel speeds 
are used by the ABS system to determine how to vary the hydraulic fluid pressure to prevent 
the wheels from skidding. 


Sensor 


Sensor 



Brake 


Hydraulic 

pump 


Brake 



Brake 


Brake 



Sensor 


Sensor 


The ASC+T system's job is to control the engine power and the brake to improve the 
car’s stability during maneuvers. The ASC+T controls four different systems: throttle, ignition 
timing, differential brake, and (on automatic transmission cars) gear shifting. The ASC+T can 
be turned off by the driver, which can be important when operating with tire snow chains. 

The ABS and ASC+T must clearly communicate because the ASC+T interacts with 
the brake system. Since the ABS was introduced several years earlier than the ASC+T, 
it was important to be able to interface ASC+T to the existing ABS module, as well as to 
other existing electronic modules. The engine and control management units include the 
electronically controlled throttle, digital engine management, and electronic transmission 
control. The ASC+T control unit has two microprocessors on two printed circuit boards, one 
of which concentrates on logic-relevant components and the other on performance-specific 
components. 


Characteristics of embedded computing applications 

Embedded computing is in many ways much more demanding than the sort of pro¬ 
grams that you may have written for PCs or workstations. Functionality is important 
in both general-purpose computing and embedded computing, but embedded applica¬ 
tions must meet many other constraints as well. 
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On the one hand, embedded computing systems have to provide sophisticated 
functionality: 

• Complex algorithms: The operations performed by the microprocessor may be 
very sophisticated. For example, the microprocessor that controls an automobile 
engine must perform complicated filtering functions to optimize the performance 
of the car while minimizing pollution and fuel utilization. 

• User interface: Microprocessors are frequently used to control complex user 
interfaces that may include multiple menus and many options. The moving 
maps in Global Positioning System (GPS) navigation are good examples of 
sophisticated user interfaces. 

To make things more difficult, embedded computing operations must often be per¬ 
formed to meet deadlines: 

• Real time: Many embedded computing systems have to perform in real time—if 
the data isn’t ready by a certain deadline, the system breaks. In some cases, failure 
to meet a deadline is unsafe and can even endanger lives. In other cases, missing 

a deadline doesn’t create safety problems but does create unhappy customers— 
missed deadlines in printers, for example, can result in scrambled pages. 

• Multirate: Not only must operations be completed by deadlines, but many 
embedded computing systems have several real-time activities going on at 
the same time. They may simultaneously control some operations that run at 
slow rates and others that run at high rates. Multimedia applications are prime 
examples of multirate behavior. The audio and video portions of a multimedia 
stream run at very different rates, but they must remain closely synchronized. 
Failure to meet a deadline on either the audio or video portions spoils the 
perception of the entire presentation. 

Costs of various sorts are also very important: 

• Manufacturing cost: The total cost of building the system is very important in many 
cases. Manufacturing cost is determined by many factors, including the type of 
microprocessor used, the amount of memory required, and the types of I/O devices. 

• Power and energy: Power consumption directly affects the cost of the hardware, 
because a larger power supply may be necessary. Energy consumption 

affects battery life, which is important in many applications, as well as heat 
consumption, which can be important even in desktop applications. 

Finally, most embedded computing systems are designed by small teams on tight 
deadlines. The use of small design teams for microprocessor-based systems is a self- 
fulfilling prophecy—the fact that systems can be built with microprocessors by only 
a few people invariably encourages management to assume that all microprocessor- 
based systems can be built by small teams. Tight deadlines are facts of life in today’s 
internationally competitive environment. However, building a product using embed¬ 
ded software makes a lot of sense: Hardware and software can be debugged somewhat 
independently and design revisions can be made much more quickly. 
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CPUs are flexible 


CPUs are efficient 


CPUs are highly 
optimized 


Why use microprocessors? 

There are many ways to design a digital system: custom logic, field-programmable 
gate arrays (FPGAs), and so on. Why use microprocessors? There are two answers: 

• Microprocessors are a very efficient way to implement digital systems. 

• Microprocessors make it easier to design families of products that can be built 
to provide various feature sets at different price points and can be extended to 
provide new features to keep up with rapidly changing markets. 

The paradox of digital design is that using a predesigned instruction set processor 
may in fact result in faster implementation of your application than designing your 
own custom logic. It is tempting to think that the overhead of fetching, decoding, and 
executing instructions is so high that it cannot be recouped. 

But there are two factors that work together to make microprocessor-based designs 
fast. First, microprocessors execute programs very efficiently. Modern RISC proces¬ 
sors can execute one instruction per clock cycle most of the time, and high-performance 
processors can execute several instructions per cycle. Although there is overhead that 
must be paid for interpreting instructions, it can often be hidden by clever utilization 
of parallelism within the CPU. 

Second, microprocessor manufacturers spend a great deal of money to make their 
CPUs run very fast. They hire large teams of designers to tweak every aspect of the 
microprocessor to make it run at the highest possible speed. Few products can justify the 
dozens or hundreds of computer architects and VLSI designers customarily employed in 
the design of a single microprocessor; chips designed by small design teams are less likely 
to be as highly optimized for speed (or power) as are microprocessors. They also utilize 
the latest manufacturing technology. Just the use of the latest generation of VLSI fabri¬ 
cation technology, rather than one-generation-old technology, can make a huge differ¬ 
ence in performance. Microprocessors generally dominate new fabrication lines because 
they can be manufactured in large volume and are guaranteed to command high prices. 
Customers who wish to fabricate their own logic must often wait to make use of VLSI 
technology from the latest generation of microprocessors. Thus, even if logic you design 
avoids all the overhead of executing instructions, the fact that it is built from slower cir¬ 
cuits often means that its performance advantage is small and perhaps nonexistent. 

It is also surprising but true that microprocessors are very efficient utilizers of logic. 
The generality of a microprocessor and the need for a separate memory may suggest that 
microprocessor-based designs are inherently much larger than custom logic designs. 
However, in many cases the microprocessor is smaller when size is measured in units of 
logic gates. When special-purpose logic is designed for a particular function, it cannot be 
used for other functions. A microprocessor, on the other hand, can be used for many dif¬ 
ferent algorithms simply by changing the program it executes. Because so many modern 
systems make use of complex algorithms and user interfaces, we would generally have 
to design many different custom logic blocks to implement all the required functionality. 
Many of those blocks will often sit idle—for example, the processing logic may sit idle 
when user interface functions are performed. Implementing several functions on a single 
processor often makes much better use of the available hardware budget. 
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Given the small or nonexistent gains that can be had by avoiding the use of micro¬ 
processors, the fact that microprocessors provide substantial advantages makes them 
the best choice in a wide variety of systems. The programmability of microprocessors 
can be a substantial benefit during the design process. It allows program design to be 
separated (at least to some extent) from design of the hardware on which programs 
will be run. While one team is designing the board that contains the microprocessor, 
I/O devices, memory, and so on, others can be writing programs at the same time. 
Equally important, programmability makes it easier to design families of products. In 
many cases, high-end products can be created simply by adding code without chang¬ 
ing the hardware. This practice substantially reduces manufacturing costs. Even when 
hardware must be redesigned for next-generation products, it may be possible to reuse 
software, reducing development time and cost. 

Why not use PCs for all embedded computing? Put another way, how many dif¬ 
ferent hardware platforms do we need for embedded computing systems? PCs are 
widely used and provide a very flexible programming environment. Components of 
PCs are, in fact, used in many embedded computing systems. But several factors keep 
us from using the stock PC as the universal embedded computing platform. 

First, real-time performance requirements often drive us to different architectures. 
As we will see later in the book, real-time performance is often best achieved by 
multiprocessors. 

Second, low power and low cost also drive us away from PC architectures and 
toward multiprocessors. Personal computers are designed to satisfy a broad mix of 
computing requirements and to be very flexible. Those features increase the complex¬ 
ity and price of the components. They also cause the processor and other components 
to use more energy to perform a given function. Custom embedded systems that are 
designed for an application, such as a cell phone, burn several orders of magnitude less 
power than do PCs with equivalent computational performance, and they are consider¬ 
ably less expensive as well. 

The smartphone is an important computing platform. Because several hundred mil¬ 
lion smartphones are sold each year, a great deal of effort is put into designing them to 
be fast, low power, and cheap. Cell phones operate on batteries, so they must be very 
power efficient. They must also perform huge amounts of computation in real time. 
Not only are cell phones taking over some PC-oriented tasks, such as email and Web 
browsing, but the components of the cell phone can also be used to build non-cell-phone 
systems that are very energy efficient for certain classes of applications. 


Cyber-physical systems 

A cyber-physical system is one that combines physical devices, known as the plant, 
with computers that control the plant. The embedded computer is the cyber-part of the 
cyber-physical system. We can, in general, make certain trade-offs between the design 
of the control of the plant and the computational system that implements that control. 
For example, we may in fact be able to miss certain deadlines for issuing control 
commands if the plant is not close to going unstable. However, in this book we will 
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Challenges in embedded computing system design 

External constraints are one important source of difficulty in embedded system design. 

Let’s consider some important problems that must be taken into account in embedded 

system design. 

• How much hardware do we need? We have a great deal of control over the 
amount of computing power we apply to our problem. Not only can we select 
the type of microprocessor used, we can select the amount of memory, the 
peripheral devices, and more. Because we often must meet both performance 
deadlines and manufacturing cost constraints, the choice of hardware is 
important—too little hardware and the system fails to meet its deadlines, too 
much hardware and it becomes too expensive. 

• How do we meet deadlines? The brute force way of meeting a deadline is to 
speed up the hardware so that the program runs faster. Of course, that makes the 
system more expensive. It is also entirely possible that increasing the CPU clock 
rate may not make enough difference to execution time because the program’s 
speed may be limited by the memory system. 

• How do we minimize power consumption? In battery-powered applications, 
power consumption is extremely important. Even in nonbattery applications, 
excessive power consumption can increase heat dissipation. One way to make 
a digital system consume less power is to make it run more slowly, but naively 
slowing down the system can obviously lead to missed deadlines. Careful 
design is required to slow down the noncritical parts of the machine for power 
consumption while still meeting necessary performance goals. 

• How do we design for upgradeability? The hardware platform may be used over 
several product generations, or for several different versions of a product in the 


concentrate on the cyber side and consider how to design embedded computers given 
the specifications on timing, power, and so on taken from the complete cyber-physical 
system. 

Even though we think of the cyber side as distinct, remember that computing is a 
physical act. Although PCs have trained us to think about computers as purveyors of 
abstract information, those computers in fact do their work by moving electrons and 
doing work. This is the fundamental reason why programs take time to finish, why 
they consume energy, and so on. 

A central subject of this book is what we might call the physics of software. 
Software performance and energy consumption are very important properties when 
we are connecting our embedded computers to the real world. We need to understand 
the sources of performance and power consumption if we are to be able to design 
programs that meet our application’s goals. Luckily, we don’t have to optimize our 
programs by pushing around electrons. In many cases, we can make very high-level 
decisions about the structure of our programs to greatly improve their real-time per¬ 
formance and power consumption. As much as possible, we want to make computing 
abstractions work for us as we work on the physics of our software systems. 
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same generation, with few or no changes. However, we want to be able to add 
features by changing software. How can we design a machine that will provide 
the required performance for software that we haven’t yet written? 

• Does it really work? Reliability is always important when selling products— 
customers rightly expect that products they buy will work. Reliability is especially 
important in some applications, such as safety-critical systems. If we wait until 
we have a running system and try to eliminate the bugs, we will be too late—we 
won’t find enough bugs, it will be too expensive to fix them, and it will take 

too long as well. Another set of challenges comes from the characteristics of 
the components and systems themselves. If workstation programming is like 
assembling a machine on a bench, then embedded system design is often more 
like working on a car—cramped, delicate, and difficult. 

Let’s consider some ways in which the nature of embedded computing machines 
makes their design more difficult. 

• Complex testing: Exercising an embedded system is generally more difficult than 
typing in some data. We may have to run a real machine in order to generate 

the proper data. The timing of data is often important, meaning that we cannot 
separate the testing of an embedded computer from the machine in which it is 
embedded. 

• Limited observability and controllability: Embedded computing systems usually 
do not come with keyboards and screens. This makes it more difficult to see 
what is going on and to affect the system’s operation. We may be forced to 
watch the values of electrical signals on the microprocessor bus, for example, to 
know what is going on inside the system. Moreover, in real-time applications we 
may not be able to easily stop the system to see what is going on inside. 

• Restricted development environments: The development environments for 
embedded systems (the tools used to develop software and hardware) are often 
much more limited than those available for PCs and workstations. We generally 
compile code on one type of machine, such as a PC, and download it onto the 
embedded system. To debug the code, we must usually rely on programs that run 
on the PC or workstation and then look inside the embedded system. 

Performance of embedded computing systems 

When we talk about performance when writing programs for our PC, what do we 
really mean? Most programmers have a fairly vague notion of performance—they 
want their program to run “fast enough” and they may be worried about the asymptotic 
complexity of their program. Most general-purpose programmers use no tools that are 
designed to help them improve the performance of their programs. 

Embedded system designers, in contrast, have a very clear performance goal in 
mind—their program must meet its deadline. At the heart of embedded computing is 
real-time computing, which is the science and art of programming to deadlines. The 
program receives its input data; the deadline is the time at which a computation must be 
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finished. If the program doesn’t produce the required output by the deadline, then the pro¬ 
gram doesn’t work, even if the output that it eventually produces is functionally correct. 

This notion of deadline-driven programming is at once simple and demanding. It 
isn’t easy to determine whether a large, complex program running on a sophisticated 
microprocessor will meet its deadline. We need tools to help us analyze the real-time 
performance of embedded systems; we also need to adopt programming disciplines 
and styles that make it possible to analyze these programs. 

In order to understand the real-time behavior of an embedded computing system, 
we have to analyze the system at several different levels of abstraction. As we move 
through this book, we will work our way up from the lowest layers that describe com¬ 
ponents of the system up through the highest layers that describe the complete system. 
Those layers include: 

• CPU: The CPU clearly influences the behavior of the program, particularly 
when the CPU is a pipelined processor with a cache. 

• Platform: The platform includes the bus and I/O devices. The platform 
components that surround the CPU are responsible for feeding the CPU and 
can dramatically affect its performance. 

• Program: Programs are very large and the CPU sees only a small window of 
the program at a time. We must consider the structure of the entire program to 
determine its overall behavior. 

• Task: We generally run several programs simultaneously on a CPU, creating a 
multitasking system. The tasks interact with each other in ways that have 
profound implications for performance. 

• Multiprocessor: Many embedded systems have more than one processor—they 
may include multiple programmable CPUs as well as accelerators. Once again, 
the interaction between these processors adds yet more complexity to the 
analysis of overall system performance. 


The embedded system design process 

This section provides an overview of the embedded system design process aimed at 
two objectives. First, it will give us an introduction to the various steps in embedded 
system design before we delve into them in more detail. Second, it will allow us to 
consider the design methodology itself. A design methodology is important for three 
reasons. First, it allows us to keep a scorecard on a design to ensure that we have done 
everything we need to do, such as optimizing performance or performing functional 
tests. Second, it allows us to develop computer-aided design tools. Developing a single 
program that takes in a concept for an embedded system and emits a completed design 
would be a daunting task, but by first breaking the process into manageable steps, we 
can work on automating (or at least semiautomating) the steps one at a time. Third, 
a design methodology makes it much easier for members of a design team to com¬ 
municate. By defining the overall process, team members can more easily understand 
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what they are supposed to do, what they should receive from other team members at 
certain times, and what they are to hand off when they complete their assigned steps. 
Because most embedded systems are designed by teams, coordination is perhaps the 
most important role of a well-defined design methodology. 

Figure 1.1 summarizes the major steps in the embedded system design process. In 
this top-down view, we start with the system requirements. In the next step, specifica¬ 
tion, we create a more detailed description of what we want. But the specification states 
only how the system behaves, not how it is built. The details of the system’s internals 
begin to take shape when we develop the architecture, which gives the system structure 
in terms of large components. Once we know the components we need, we can design 
those components, including both software modules and any specialized hardware we 
need. Based on those components, we can finally build a complete system. 

In this section we will consider design from the top down —we will begin with the 
most abstract description of the system and conclude with concrete details. The alterna¬ 
tive is a bottom-up view in which we start with components to build a system. Bottom- 
up design steps are shown in the figure as dashed-line arrows. We need bottom-up design 
because we do not have perfect insight into how later stages of the design process will 
turn out. Decisions at one stage of design are based upon estimates of what will happen 
later: How fast can we make a particular function run? How much memory will we need? 
How much system bus capacity do we need? If our estimates are inadequate, we may 
have to backtrack and amend our original decisions to take the new facts into account. In 
general, the less experience we have with the design of similar systems, the more we will 
have to rely on bottom-up design information to help us refine the system. 


FIGURE 1.1 
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Major levels of abstraction in the design process. 


















12 


CHAPTER 1 Embedded Computing 


Requirements vs. 
specifications 


But the steps in the design process are only one axis along which we can view 
embedded system design. We also need to consider the major goals of the design: 

• manufacturing cost; 

• performance (both overall speed and deadlines); 

• power consumption. 

We must also consider the tasks we need to perform at every step in the design 
process. At each step in the design, we add detail: 

• We must analyze the design at each step to determine how we can meet the 
specifications. 

• We must then refine the design to add detail. 

• And we must verify the design to ensure that it still meets all system goals, 
such as cost, speed, and so on. 

Requirements 

Clearly, before we design a system, we must know what we are designing. The initial 
stages of the design process capture this information for use in creating the architec¬ 
ture and components. We generally proceed in two phases: First, we gather an informal 
description from the customers known as requirements, and we refine the requirements 
into a specification that contains enough information to begin designing the system 
architecture. 

Separating out requirements analysis and specification is often necessary because 
of the large gap between what the customers can describe about the system they want 
and what the architects need to design the system. Consumers of embedded systems are 
usually not themselves embedded system designers or even product designers. Their 
understanding of the system is based on how they envision users’ interactions with the 
system. They may have unrealistic expectations as to what can be done within their 
budgets, and they may also express their desires in a language very different from sys¬ 
tem architects’jargon. Capturing a consistent set of requirements from the customer and 
then massaging those requirements into a more formal specification is a structured way 
to manage the process of translating from the consumer’s language to the designer’s. 

Requirements may be functional or nonfunctional. We must of course capture the 
basic functions of the embedded system, but functional description is often not suf¬ 
ficient. Typical nonfunctional requirements include 

• Performance: The speed of the system is often a major consideration both for the 
usability of the system and for its ultimate cost. As we have noted, performance 
may be a combination of soft performance metrics such as approximate time to 
perform a user-level function and hard deadlines by which a particular operation 
must be completed. 

• Cost: The target cost or purchase price for the system is almost always a 
consideration. Cost typically has two major components: manufacturing cost 
includes the cost of components and assembly; nonrecurring engineering 
(NRE) costs include the personnel and other costs of designing the system. 
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• Physical size and weight: The physical aspects of the final system can vary 
greatly depending upon the application. An industrial control system for an 
assembly line may be designed to fit into a standard-size rack with no strict 
limitations on weight. A handheld device typically has tight requirements on 
both size and weight that can ripple through the entire system design. 

• Power consumption: Power, of course, is important in battery-powered systems 
and is often important in other applications as well. Power can be specified in the 
requirements stage in terms of battery life—the customer is unlikely to be able to 
describe the allowable wattage. 

Validating a set of requirements is ultimately a psychological task because it 
requires understanding both what people want and how they communicate those needs. 
One good way to refine at least the user interface portion of a system’s requirements 
is to build a mock-up. The mock-up may use canned data to simulate functionality in 
a restricted demonstration, and it may be executed on a PC or a workstation. But it 
should give the customer a good idea of how the system will be used and how the user 
can react to it. Physical, nonfunctional models of devices can also give customers a 
better idea of characteristics such as size and weight. 

Requirements analysis for big systems can be complex and time consuming. How¬ 
ever, capturing a relatively small amount of information in a clear, simple format is 
a good start toward understanding system requirements. To introduce the discipline 
of requirements analysis as part of system design, we will use a simple requirements 
methodology. 

Figure 1 .2 shows a sample requirements form that can be filled out at the start of 
the project. We can use the form as a checklist in considering the basic characteristics 
of the system. Let’s consider the entries in the form: 

• Name: This is simple but helpful. Giving a name to the project not only 
simplifies talking about it to other people but can also crystallize the purpose of 
the machine. 


Name 

GPS moving map 

Purpose 


Inputs 


Outputs 


Functions 


Performance 


Manufacturing cost 


Power 


Physical size and weight 



FIGURE 1.2 


Sample requirements form. 
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• Purpose: This should be a brief one- or two-line description of what the system 
is supposed to do. If you can’t describe the essence of your system in one or two 
lines, chances are that you don’t understand it well enough. 

• Inputs and outputs: These two entries are more complex than they seem. The 
inputs and outputs to the system encompass a wealth of detail: 

• Types of data: Analog electronic signals? Digital data? Mechanical inputs? 

• Data characteristics: Periodically arriving data, such as digital audio 
samples? Occasional user inputs? How many bits per data element? 

• Types of I/O devices: Buttons? Analog/digital converters? Video displays? 

• Functions: This is a more detailed description of what the system does. 

A good way to approach this is to work from the inputs to the outputs: When 
the system receives an input, what does it do? How do user interface inputs 
affect these functions? How do different functions interact? 

• Performance: Many embedded computing systems spend at least some time 
controlling physical devices or processing data coming from the physical world. 
In most of these cases, the computations must be performed within a certain 
time frame. It is essential that the performance requirements be identified early 
because they must be carefully measured during implementation to ensure that 
the system works properly. 

• Manufacturing cost: This includes primarily the cost of the hardware 
components. Even if you don’t know exactly how much you can afford to spend 
on system components, you should have some idea of the eventual cost range. 
Cost has a substantial influence on architecture: A machine that is meant to sell 
at $10 most likely has a very different internal structure than a $100 system. 

• Power: Similarly, you may have only a rough idea of how much power the 
system can consume, but a little information can go a long way. Typically, the 
most important decision is whether the machine will be battery powered or 
plugged into the wall. Battery-powered machines must be much more careful 
about how they spend energy. 

• Physical size and weight: You should give some indication of the physical size of 
the system to help guide certain architectural decisions. A desktop machine has 
much more flexibility in the components used than, for example, a lapel-mounted 
voice recorder. 

A more thorough requirements analysis for a large system might use a form similar 
to Figure 1.2 as a summary of the longer requirements document. After an introductory 
section containing this form, a longer requirements document could include details on 
each of the items mentioned in the introduction. For example, each individual feature 
described in the introduction in a single sentence may be described in detail in a sec¬ 
tion of the specification. 

After writing the requirements, you should check them for internal consistency: 
Did you forget to assign a function to an input or output? Did you consider all the 
modes in which you want the system to operate? Did you place an unrealistic number 
of features into a battery-powered, low-cost machine? 
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To practice the capture of system requirements, Example 1.1 creates the require¬ 
ments for a GPS moving map system. 


Example 1.1 Requirements Analysis of a GPS Moving Map 

The moving map is a handheld device that displays for the user a map of the terrain around 
the user's current position; the map display changes as the user and the map device change 
position. The moving map obtains its position from the GPS, a satellite-based navigation 
system. The moving map display might look something like this: 



User’s current 
position 


What requirements might we have for our GPS moving map? Here is an initial list: 

• Functionality: This system is designed for highway driving and similar uses, not nautical 
or aviation uses that require more specialized databases and functions. The system 
should show major roads and other landmarks available in standard topographic 
databases. 

• User interface: The screen should have at least 400 x 600 pixel resolution. The device 
should be controlled by no more than three buttons. A menu system should pop up on 
the screen when buttons are pressed to allow the user to make selections to control the 
system. 

• Performance: The map should scroll smoothly. Upon power-up, a display should take no 
more than one second to appear, and the system should be able to verify its position and 
display the current map within 15 seconds. 

• Cost: The selling cost (street price) of the unit should be no more than $120. 

• Physical size and weight: The device should fit comfortably in the palm of the hand. 

• Power consumption: The device should run for at least eight hours on four AA bat¬ 
teries, with at least 30 minutes of those eight hours comprising operation with the 
screen on. 

Notice that many of these requirements are not specified in engineering units—for example, 

physical size is measured relative to a hand, not in centimeters. Although these requirements 

must ultimately be translated into something that can be used by the designers, keeping a 
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record of what the customer wants can help to resolve questions about the specification that 
may crop up later during design. 

Based on this discussion, let’s write a requirements chart for our moving map system: 


Name 

GPS moving map 

Purpose 

Consumer-grade moving map for driving use 

Inputs 

Power button, two control buttons 

Outputs 

Back-lit LCD display 400 x 600 

Functions 

Uses 5-receiver GPS system; three user-selectable 
resolutions; always displays current latitude and 
longitude 

Performance 

Updates screen within 0.25 seconds upon 
movement 

Manufacturing cost 

$40 

Power 

100 mW 

Physical size and weight 

No more than 2" x 6", 12 ounces 


This chart adds some requirements in engineering terms that will be of use to the design¬ 
ers. For example, it provides actual dimensions of the device. The manufacturing cost was 
derived from the selling price by using a simple rule of thumb: The selling price is four to 
five times the cost of goods sold (the total of all the component costs). 


Specification 

The specification is more precise—it serves as the contract between the customer and 
the architects. As such, the specification must be carefully written so that it accurately 
reflects the customer’s requirements and does so in a way that can be clearly followed 
during design. 

Specification is probably the least familiar phase of this methodology for neophyte 
designers, but it is essential to creating working systems with a minimum of designer 
effort. Designers who lack a clear idea of what they want to build when they begin 
typically make faulty assumptions early in the process that aren’t obvious until they 
have a working system. At that point, the only solution is to take the machine apart, 
throw away some of it, and start again. Not only does this take a lot of extra time, the 
resulting system is also very likely to be inelegant, kludgy, and bug-ridden. 

The specification should be understandable enough so that someone can verify 
that it meets system requirements and overall expectations of the customer. It should 
also be unambiguous enough that designers know what they need to build. Designers 
can run into several different types of problems caused by unclear specifications. If 
the behavior of some feature in a particular situation is unclear from the specification, 
the designer may implement the wrong functionality. If global characteristics of the 
specification are wrong or incomplete, the overall system architecture derived from the 
specification may be inadequate to meet the needs of implementation. 
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A specification of the GPS system would include several components: 

• data received from the GPS satellite constellation; 

• map data; 

• user interface; 

• operations that must be performed to satisfy customer requests; 

• background actions required to keep the system running, such as operating the 
GPS receiver. 

UML, a language for describing specifications, will be introduced in the next sec¬ 
tion. We will practice writing specifications in each chapter as we work through example 
system designs. We will also study specification techniques in more detail in Chapter 7. 


Architecture design 

The specification does not say how the system does things, only what the system does. 
Describing how the system implements those functions is the purpose of the archi¬ 
tecture. The architecture is a plan for the overall structure of the system that will be 
used later to design the components that make up the architecture. The creation of the 
architecture is the first phase of what many designers think of as design. 

To understand what an architectural description is, let’s look at a sample architec¬ 
ture for the moving map of Example 1.1. Figure 1.3 shows a sample system archi¬ 
tecture in the form of a block diagram that shows major operations and data flows 
among them. This block diagram is still quite abstract—we haven’t yet specified 
which operations will be performed by software running on a CPU, what will be done 
by special-purpose hardware, and so on. The diagram does, however, go a long way 
toward describing how to implement the functions described in the specification. We 
clearly see, for example, that we need to search the topographic database and to render 
(i.e., draw) the results for the display. We have chosen to separate those functions so 
that we can potentially do them in parallel—performing rendering separately from 
searching the database may help us update the screen more fluidly. 



FIGURE 1.3 


Block diagram for the moving map. 
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FIGURE 1.4 


Software 


Hardware and software architectures for the moving map. 


Only after we have designed an initial architecture that is not biased toward too 
many implementation details should we refine that system block diagram into two 
block diagrams: one for hardware and another for software. These two more refined 
block diagrams are shown in Figure 1.4. The hardware block diagram clearly shows 
that we have one central CPU surrounded by memory and I/O devices. In particular, 
we have chosen to use two memories: a frame buffer for the pixels to be displayed 
and a separate program/data memory for general use by the CPU. The software block 
diagram fairly closely follows the system block diagram, but we have added a timer 
to control when we read the buttons on the user interface and render data onto the 
screen. To have a truly complete architectural description, we require more detail, such 
as where units in the software block diagram will be executed in the hardware block 
diagram and when operations will be performed in time. 

Architectural descriptions must be designed to satisfy both functional and nonfunc¬ 
tional requirements. Not only must all the required functions be present, but we must 
meet cost, speed, power, and other nonfunctional constraints. Starting out with a sys¬ 
tem architecture and refining that to hardware and software architectures is one good 
way to ensure that we meet all specifications: We can concentrate on the functional 
elements in the system block diagram, and then consider the nonfunctional constraints 
when creating the hardware and software architectures. 
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How do we know that our hardware and software architectures in fact meet 
constraints on speed, cost, and so on? We must somehow be able to estimate the 
properties of the components of the block diagrams, such as the search and render¬ 
ing functions in the moving map system. Accurate estimation derives in part from 
experience, both general design experience and particular experience with similar 
systems. However, we can sometimes create simplified models to help us make 
more accurate estimates. Sound estimates of all nonfunctional constraints during 
the architecture phase are crucial, because decisions based on bad data will show 
up during the final phases of design, indicating that we did not, in fact, meet the 
specification. 

Designing hardware and software components 

The architectural description tells us what components we need. The component design 
effort builds those components in conformance to the architecture and specification. The 
components will in general include both hardware—field-programmable gate arrays 
(FPGAs), boards, and so on—and software modules. 

Some of the components will be ready-made. The CPU, for example, will be a 
standard component in almost all cases, as will memory chips and many other com¬ 
ponents. In the moving map, the GPS receiver is a good example of a specialized 
component that will nonetheless be a predesigned, standard component. We can also 
make use of standard software modules. One good example is the topographic data¬ 
base. Standard topographic databases exist, and you probably want to use standard 
routines to access the database—not only is the data in a predefined format, but it is 
highly compressed to save storage. Using standard software for these access func¬ 
tions not only saves us design time, but it may give us a faster implementation for 
specialized functions such as the data decompression phase. 

You will have to design some components yourself. Even if you are using only 
standard integrated circuits, you may have to design the printed circuit board that con¬ 
nects them. You will probably have to do a lot of custom programming as well. When 
creating these embedded software modules, you must of course make use of your 
expertise to ensure that the system runs properly in real time and that it doesn’t take 
up more memory space than is allowed. The power consumption of the moving map 
software example is particularly important. You may need to be very careful about 
how you read and write memory to minimize power—for example, because memory 
accesses are a major source of power consumption, memory transactions must be care¬ 
fully planned to avoid reading the same data several times. 

System integration 

Only after the components are built do we have the satisfaction of putting them 
together and seeing a working system. Of course, this phase usually consists of a lot 
more than just plugging everything together and standing back. Bugs are typically 
found during system integration, and good planning can help us find the bugs quickly. 
By building up the system in phases and running properly chosen tests, we can often 
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find bugs more easily. If we debug only a few modules at a time, we are more likely 
to uncover the simple bugs and be able to easily recognize them. Only by fixing the 
simple bugs early will we be able to uncover the more complex or obscure bugs that 
can be identified only by giving the system a hard workout. We need to ensure during 
the architectural and component design phases that we make it as easy as possible to 
assemble the system in phases and test functions relatively independently. 

System integration is difficult because it usually uncovers problems. It is often 
hard to observe the system in sufficient detail to determine exactly what is wrong—the 
debugging facilities for embedded systems are usually much more limited than what you 
would find on desktop systems. As a result, determining why things don’t work correctly 
and how they can be fixed is a challenge in itself. Careful attention to inserting appropri¬ 
ate debugging facilities during design can help ease system integration problems, but the 
nature of embedded computing means that this phase will always be a challenge. 

Formalisms for system design 

As mentioned in the last section, we perform a number of different design tasks at dif¬ 
ferent levels of abstraction throughout this book: creating requirements and specifica¬ 
tions, architecting the system, designing code, and designing tests. It is often helpful 
to conceptualize these tasks in diagrams. Luckily, there is a visual language that can 
be used to capture all these design tasks: the Unified Modeling Language (UML) 
[Boo99, Pil05]. UML was designed to be useful at many levels of abstraction in the 
design process. UML is useful because it encourages design by successive refinement 
and progressively adding detail to the design, rather than rethinking the design at each 
new level of abstraction. 

UML is an object-oriented modeling language. Object-oriented design empha¬ 
sizes two concepts of importance: 

• It encourages the design to be described as a number of interacting objects, 
rather than a few large monolithic blocks of code. 

• At least some of those objects will correspond to real pieces of software or hardware 
in the system. We can also use UML to model the outside world that interacts with 
our system, in which case the objects may correspond to people or other machines. 

It is sometimes important to implement something we think of at a high level as a 
single object using several distinct pieces of code or to otherwise break up the object 
correspondence in the implementation. However, thinking of the design in terms of 
actual objects helps us understand the natural structure of the system. 

Object-oriented (often abbreviated 00) specification can be seen in two comple¬ 
mentary ways: 

• Object-oriented specification allows a system to be described in a way that 
closely models real-world objects and their interactions. 

• Object-oriented specification provides a basic set of primitives that can be used 
to describe systems with particular attributes, irrespective of the relationships of 
those systems’ components to real-world objects. 
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Object-oriented design vs. 
programming 


Both views are useful. At a minimum, object-oriented specification is a set of lin¬ 
guistic mechanisms. In many cases, it is useful to describe a system in terms of real- 
world analogs. However, performance, cost, and so on may dictate that we change the 
specification to be different in some ways from the real-world elements we are trying 
to model and implement. In this case, the object-oriented specification mechanisms 
are still useful. 

What is the relationship between an object-oriented specification and an object- 
oriented programming language (such as C++ [Str97])? A specification language may 
not be executable. But both object-oriented specification and programming languages 
provide similar basic methods for structuring large systems. 

UML is a large language, and covering all of it is beyond the scope of this book. In 
this section, we introduce only a few basic concepts. In later chapters, as we need a few 
more UML concepts, we introduce them to the basic modeling elements introduced 
here. Because UML is so rich, there are many graphical elements in a UML diagram. 
It is important to be careful to use the correct drawing to describe something—for 
instance, UML distinguishes between arrows with open and filled-in arrowheads, and 
solid and broken lines. As you become more familiar with the language, uses of the 
graphical primitives will become more natural to you. 

We also won’t take a strict object-oriented approach. We may not always use 
objects for certain elements of a design—in some cases, such as when taking particular 
aspects of the implementation into account, it may make sense to use another design 
style. However, object-oriented design is widely applicable, and no designer can con¬ 
sider himself or herself design literate without understanding it. 

Structural description 

By structural description, we mean the basic components of the system; we will 
learn how to describe how these components act in the next section. The principal 
component of an object-oriented design is, naturally enough, the object. An object 
includes a set of attributes that define its internal state. When implemented in a pro¬ 
gramming language, these attributes usually become variables or constants held in a 
data structure. In some cases, we will add the type of the attribute after the attribute 
name for clarity, but we do not always have to specify a type for an attribute. An object 
describing a display (such as a CRT screen) is shown in UML notation in Figure 1.5. 
The text in the folded-corner-page icon is a note; it does not correspond to an object 


Object name: class name 
Attributes 


FIGURE 1.5 
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An object in UML notation. 
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Classes as types 


Choose your interface 
properly 


in the system and only serves as a comment. The attribute is, in this case, an array of 
pixels that holds the contents of the display. The object is identified in two ways: It has 
a unique name, and it is a member of a class. The name is underlined to show that this 
is a description of an object and not of a class. 

A class is a form of type definition—all objects derived from the same class have 
the same characteristics, although their attributes may have different values. A class 
defines the attributes that an object may have. It also defines the operations that deter¬ 
mine how the object interacts with the rest of the world. In a programming language, 
the operations would become pieces of code used to manipulate the object. The UML 
description of the Display class is shown in Figure 1.6. The class has the name that 
we saw used in the dl object because dI is an instance of class Display. The Display 
class defines the pixels attribute seen in the object; remember that when we instanti¬ 
ate the class an object, that object will have its own memory so that different objects 
of the same class have their own values for the attributes. Other classes can examine 
and modify class attributes; if we have to do something more complex than use the 
attribute directly, we define a behavior to perform that function. 

A class defines both the interface for a particular type of object and that object’s 
implementation. When we use an object, we do not directly manipulate its attributes— 
we can only read or modify the object’s state through the operations that define the 
interface to the object. (The implementation includes both the attributes and whatever 
code is used to implement the operations.) As long as we do not change the behavior 
of the object seen at the interface, we can change the implementation as much as we 
want. This lets us improve the system by, for example, speeding up an operation or 
reducing the amount of memory required without requiring changes to anything else 
that uses the object. 

Clearly, the choice of an interface is a very important decision in object-oriented 
design. The proper interface must provide ways to access the object’s state (because we 
cannot directly see the attributes) as well as ways to update the state. We need to make the 
object’s interface general enough so that we can make full use of its capabilities. How¬ 
ever, excessive generality often makes the object large and slow. Big, complex interfaces 
also make the class definition difficult for designers to understand and use properly. 



FIGURE 1.6 


A class in UML notation. 
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Derived classes 


There are several types of relationships that can exist between objects and classes: 

• Association occurs between objects that communicate with each other but have 
no ownership relationship between them. 

• Aggregation describes a complex object made of smaller objects. 

• Composition is a type of aggregation in which the owner does not allow access 
to the component objects. 

• Generalization allows us to define one class in terms of another. 

The elements of a UML class or object do not necessarily directly correspond to 
statements in a programming language—if the UML is intended to describe something 
more abstract than a program, there may be a significant gap between the contents of 
the UML and a program implementing it. The attributes of an object do not necessar¬ 
ily reflect variables in the object. An attribute is some value that reflects the current 
state of the object. In the program implementation, that value could be computed from 
some other internal variables. The behaviors of the object would, in a higher-level 
specification, reflect the basic things that can be done with an object. Implementing all 
these features may require breaking up a behavior into several smaller behaviors—for 
example, initialize the object before you start to change its internal state. 

UML, like most object-oriented languages, allows us to define one class in terms 
of another. An example is shown in Figure 1.7 where we derive two particular types 
of displays. The first, BW_dispIay, describes a black-and-white display. This does not 



FIGURE 1-7 


Derived classes as a form of generalization in UML. 
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Generalization and 
inheritance 


require us to add new attributes or operations, but we can specialize both to work on 
one-bit pixels. The second. Color_map_display, uses a graphic device known as a 
color map to allow the user to select from a large number of available colors even with 
a small number of bits per pixel. This class defines a co!or_map attribute that deter¬ 
mines how pixel values are mapped onto display colors. A derived class inherits all 
the attributes and operations from its base class. In this class, Display is the base class 
for the two derived classes. A derived class is defined to include all the attributes of 
its base class. This relation is transitive—if Display were derived from another class, 
both BW_display and Color_map_display would inherit all the attributes and opera¬ 
tions of Display’s base class as well. Inheritance has two purposes. It of course allows 
us to succinctly describe one class that shares some characteristics with another class. 
Even more important, it captures those relationships between classes and documents 
them. If we ever need to change any of the classes, knowledge of the class structure 
helps us determine the reach of changes—for example, should the change affect only 
Color_map_display objects or should it change all Display objects? 

UML considers inheritance to be one form of generalization. A generalization rela¬ 
tionship is shown in a UML diagram as an arrow with an open (unfilled) arrowhead. 
Both BW_display and Color_map_display are specific versions of Display, so Dis¬ 
play generalizes both of them. UML also allows us to define multiple inheritance, 
in which a class is derived from more than one base class. (Most object-oriented pro¬ 
gramming languages support multiple inheritance as well.) An example of multiple 
inheritance is shown in Ligure 1.8; we have omitted the details of the classes’ attributes 
and operations for simplicity. In this case, we have created a Multimedia_display class 
by combining the Display class with a Speaker class for sound. The derived class 
inherits all the attributes and operations of both its base classes, Display and Speaker. 
Because multiple inheritance causes the sizes of the attribute set and operations to 
expand so quickly, it should be used with care. 



FIGURE 1.8 


Multiple inheritance in UML. 
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Association between classes 

FIGURE 1.9 

Links and associations. 

A link describes a relationship between objects; association is to link as class is 
to object. We need links because objects often do not stand alone; associations let us 
capture type information about these links. Figure 1.9 shows examples of links and an 
association. When we consider the actual objects in the system, there is a set of mes¬ 
sages that keeps track of the current number of active messages (two in this example) 
and points to the active messages. In this case, the link defines the contains relation. 
When generalized into classes, we define an association between the message set class 
and the message class. The association is drawn as a line between the two labeled with 
the name of the association, namely, contains. The ball and the number at the message 
class end indicate that the message set may include zero or more message objects. 
Sometimes we may want to attach data to the links themselves; we can specify this in 
the association by attaching a class-like box to the association’s edge, which holds the 
association’s data. 

Typically, we find that we use a certain combination of elements in an object or 
class many times. We can give these patterns names, which are called stereotypes in 
UML. A stereotype name is written in the form «signal». Figure 1.11 shows a ste¬ 
reotype for a signal, which is a communication mechanism. 

Behavioral description 

We have to specify the behavior of the system as well as its structure. One way to 
specify the behavior of an operation is a state machine. Figure 1.10 shows UML 
states; the transition between two states is shown by a skeleton arrow. 
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FIGURE 1.10 


A state and transition in UML. 



FIGURE 1.11 
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Signal, call, and time-out events in UML. 


These state machines will not rely on the operation of a clock, as in hardware; 
rather, changes from one state to another are triggered by the occurrence of events. 
An event is some type of action. The event may originate outside the system, such 
as a user pressing a button. It may also originate inside, such as when one routine 
finishes its computation and passes the result on to another routine. We will con¬ 
centrate on the following three types of events defined by UML, as illustrated in 
Figure 1.11: 

• A signal is an asynchronous occurrence. It is defined in UML by an object that 
is labeled as a «signal». The object in the diagram serves as a declaration of the 
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event’s existence. Because it is an object, a signal may have parameters that are 
passed to the signal’s receiver. 

• A call event follows the model of a procedure call in a programming language. 

• A time-out event causes the machine to leave a state after a certain amount of 
time. The label tm(time-value) on the edge gives the amount of time after which 
the transition occurs. A time-out is generally implemented with an external timer. 
This notation simplifies the specification and allows us to defer implementation 
details about the time-out mechanism. 

We show the occurrence of all types of signals in a UML diagram in the same 
way—as a label on a transition. 

Let’s consider a simple state machine specification to understand the semantics 
of UML state machines. A state machine for an operation of the display is shown 
in Figure 1.12. The start and stop states are special states that help us organize 
the flow of the state machine. The states in the state machine represent different 
conceptual operations. In some cases, we take conditional transitions out of states 
based on inputs or the results of some computation done in the state. In other cases, 
we make an unconditional transition to the next state. Both the unconditional and 
conditional transitions make use of the call event. Splitting a complex operation into 
several states helps document the required steps, much as subroutines can be used 
to structure code. 

It is sometimes useful to show the sequence of operations over time, particularly 
when several objects are involved. In this case, we can create a sequence diagram, 
like the one for a mouse click scenario shown in Figure 1.13. A sequence diagram 
is somewhat similar to a hardware timing diagram, although the time flows verti¬ 
cally in a sequence diagram, whereas time typically flows horizontally in a tim¬ 
ing diagram. The sequence diagram is designed to show a particular scenario or 



FIGURE 1.12 


A state machine specification in UML. 
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FIGURE 1.13 


A sequence diagram in UML. 


choice of events—it is not convenient for showing a number of mutually exclusive 
possibilities. In this case, the sequence shows what happens when a mouse click is 
on the menu region. Processing includes three objects shown at the top of the dia¬ 
gram. Extending below each object is its lifeline, a dashed line that shows how long 
the object is alive. In this case, all the objects remain alive for the entire sequence, 
but in other cases objects may be created or destroyed during processing. The boxes 
along the lifelines show the focus of control in the sequence, that is, when the object 
is actively processing. In this case, the mouse object is active only long enough to 
create the mousejclick event. The display object remains in play longer; it in turn 
uses call events to invoke the menu object twice: once to determine which menu item 
was selected and again to actually execute the menu call. The find_region() call is 
internal to the display object, so it does not appear as an event in the diagram. 


Design example: Model train controller 

In order to learn how to use UML to model systems, we will specify a simple system, 
a model train controller, which is illustrated in Figure 1.14. The user sends messages 
to the train with a control box attached to the tracks. The control box may have famil¬ 
iar controls such as a throttle, emergency stop button, and so on. Because the train 
receives its electrical power from the two rails of the track, the control box can send 
signals to the train over the tracks by modulating the power supply voltage. As shown 
in the figure, the control panel sends packets over the tracks to the receiver on the 
train. The train includes analog electronics to sense the bits being transmitted and a 
control system to set the train motor’s speed and direction based on those commands. 
Each packet includes an address so that the console can control several trains on the 
same track; the packet also includes an error correction code (ECC) to guard against 
transmission errors. This is a one-way communication system—the model train can¬ 
not send commands back to the user. 
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FIGURE 1.14 

A model train control system. 


We start by analyzing the requirements for the train control system. We will base 
our system on a real standard developed for model trains. We then develop two speci¬ 
fications: a simple, high-level specification and then a more detailed specification. 


Requirements 

Before we can create a system specification, we have to understand the requirements. 

Here is a basic set of requirements for the system: 

• The console shall be able to control up to eight trains on a single track. 

• The speed of each train shall be controllable by a throttle to at least 63 different 
levels in each direction (forward and reverse). 

• There shall be an inertia control that shall allow the user to adjust the 
responsiveness of the train to commanded changes in speed. Higher inertia 
means that the train responds more slowly to a change in the throttle, simulating 
the inertia of a large train. The inertia control will provide at least eight different 
levels. 
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DCC documents 


• There shall be an emergency stop button. 

• An error detection scheme will be used to transmit messages. 

We can put the requirements into our chart format: 


Name 

Model train controller 

Purpose 

Control speed of up to eight model trains 

Inputs 

Throttle, inertia setting, emergency stop, train number 

Outputs 

Train control signals 

Functions 

Set engine speed based upon inertia settings; 
respond to emergency stop 

Performance 

Can update train speed at least 10 times per second 

Manufacturing cost 

$50 

Power 

10 W (plugs into wall) 

Physical size and weight 

Console should be comfortable for two hands, 
approximate size of standard keyboard; weight 
less than 2 pounds 


We will develop our system using a widely used standard for model train control. 
We could develop our own train control system from scratch, but basing our system 
upon a standard has several advantages in this case: It reduces the amount of work we 
have to do and it allows us to use a wide variety of existing trains and other pieces of 
equipment. 

1.4.2 DCC 

The Digital Command Control (DCC) standard (http://www.nmra.org/standards/ 
DCC/standards_rps/DCCStds.html) was created by the National Model Railroad 
Association to support interoperable digitally controlled model trains. Hobby¬ 
ists started building homebrew digital control systems in the 1970’s and Marklin 
developed its own digital control system in the 1980s. DCC was created to provide 
a standard that could be built by any manufacturer so that hobbyists could mix and 
match components from multiple vendors. 

The DCC standard is given in two documents: 

• Standard S-9.1, the DCC Electrical Standard, defines how bits are encoded on 
the rails for transmission. 

• Standard S-9.2, the DCC Communication Standard, defines the packets that 
carry information. 

Any DCC-conforming device must meet these specifications. DCC also provides 
several recommended practices. These are not strictly required but they provide some 
hints to manufacturers and users as to how to best use DCC. 
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DCC Electrical Standard 


DCC Communication 
Standard 


The DCC standard does not specify many aspects of a DCC train system. It doesn’t 
define the control panel, the type of microprocessor used, the programming language 
to be used, or many other aspects of a real model train system. The standard concen¬ 
trates on those aspects of system design that are necessary for interoperability. Over¬ 
standardization, or specifying elements that don’t really need to be standardized, only 
makes the standard less attractive and harder to implement. 

The Electrical Standard deals with voltages and currents on the track. Although the 
electrical engineering aspects of this part of the specification are beyond the scope of 
the book, we will briefly discuss the data encoding here. The standard must be care¬ 
fully designed because the main function of the track is to carry power to the locomo¬ 
tives. The signal encoding system should not interfere with power transmission either 
to DCC or non-DCC locomotives. A key requirement is that the data signal should not 
change the DC value of the rails. 

The data signal swings between two voltages around the power supply voltage. As 
shown in Figure 1.15, bits are encoded in the time between transitions, not by voltage 
levels. A 0 is at least 100 ps while a 1 is nominally 58 ps. The durations of the high 
(above nominal voltage) and low (below nominal voltage) parts of a bit are equal to 
keep the DC value constant. The specification also gives the allowable variations in bit 
times that a conforming DCC receiver must be able to tolerate. 

The standard also describes other electrical properties of the system, such as 
allowable transition times for signals. 

The DCC Communication Standard describes how bits are combined into packets 
and the meaning of some important packets. Some packet types are left undefined in 
the standard but typical uses are given in Recommended Practices documents. 

We can write the basic packet format as a regular expression: 

PSA(sD) + E (Eq. 1.1) 


In this regular expression: 

• P is the preamble, which is a sequence of at least 10 1 bits. The command station 
should send at least 14 of these 1 bits, some of which may be corrupted during 
transmission. 


1 0 
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FIGURE 1.15 


Bit encoding in DCC. 
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Baseline packet 


Packet transmission 
rates 


Commands 


• S is the packet start bit. It is a 0 bit. 

• A is an address data byte that gives the address of the unit, with the most 
significant bit of the address transmitted first. An address is eight bits long. The 
addresses 00000000, 11111110, and 11111111 are reserved. 

• s is the data byte start bit, which, like the packet start bit, is a 0. 

• D is the data byte, which includes eight bits. A data byte may contain an address, 
instruction, data, or error correction information. 

• E is a packet end bit, which is a 1 bit. 

A packet includes one or more data byte start bit/data byte combinations. Note that 
the address data byte is a specific type of data byte. 

A baseline packet is the minimum packet that must be accepted by all DCC imple¬ 
mentations. More complex packets are given in a Recommended Practice document. 
A baseline packet has three data bytes: An address data byte gives the intended receiver 
of the packet; the instruction data byte provides a basic instruction; and an error cor¬ 
rection data byte is used to detect and correct transmission errors. 

The instruction data byte carries several pieces of information. Bits 0-3 provide a 
4-bit speed value. Bit 4 has an additional speed bit, which is interpreted as the least 
significant speed bit. Bit 5 gives direction, with 1 for forward and 0 for reverse. Bits 
7-8 are set at 01 to indicate that this instruction provides speed and direction. 

The error correction data byte is the bitwise exclusive OR of the address and 
instruction data bytes. 

The standard says that the command unit should send packets frequently because a 
packet may be corrupted. Packets should be separated by at least 5 ms. 

Conceptual specification 

DCC specifies some important aspects of the system, particularly those that allow 
equipment to interoperate. But DCC deliberately does not specify everything about a 
model train control system. We need to round out our specification with details that 
complement the DCC spec. A conceptual specification allows us to understand the 
system a little better. We will use the experience gained by writing the conceptual 
specification to help us write a detailed specification to be given to a system architect. 
This specification doesn’t correspond to what any commercial DCC controllers do, but 
it is simple enough to allow us to cover some basic concepts in system design. 

A train control system turns commands into packets. A command comes from the 
command unit while a packet is transmitted over the rails. Commands and packets may 
not be generated in a 1-to-l ratio. In fact, the DCC standard says that command units 
should resend packets in case a packet is dropped during transmission. Figure 1.16 shows 
a generic command class and several specific commands derived from that base class. 
Estop (emergency stop) requires no parameters whereas Set-speed and Set-inertia do. 

We now need to model the train control system itself. There are clearly two major 
subsystems: the command unit and the train-board component. Each of these subsys¬ 
tems has its own internal structure. The basic relationship between them is illustrated 
in Figure 1.17. This figure shows a UML collaboration diagram; we could have used 
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FIGURE 1.16 


Class diagram for the train controller commands. 


l..n: command 



FIGURE 1.17 

UML collaboration diagram for major subsystems of the train controller system. 

another type of figure, such as a class or object diagram, but we wanted to emphasize 
the transmit/receive relationship between these major subsystems. The command unit 
and receiver are each represented by objects; the command unit sends a sequence of 
packets to the train’s receiver, as illustrated by the arrow. The notation on the arrow 
provides both the type of message sent and its sequence in a flow of messages; because 
the console sends all the messages, we have numbered the arrow’s messages as l..n. 
Those messages are of course carried over the track. Because the track isn’t a com¬ 
puter component and is purely passive, it does not appear in the diagram. However, 
it would be perfectly legitimate to model the track in the collaboration diagram, and 
in some situations it may be wise to model such nontraditional components in the 
specification diagrams. For example, if we are worried about what happens when the 
track breaks, modeling the tracks would help us identify failure modes and possible 
recovery mechanisms. 

Let’s break down the command unit and receiver into their major components. 
The console needs to perform three functions: read the state of the front panel on the 
command unit, format messages, and transmit messages. The train receiver must also 
perform three major functions: receive the message, interpret the message (taking into 
account the current speed, inertia setting, etc.), and actually control the motor. In this 
case, let’s use a class diagram to represent the design; we could also use an object 
diagram if we wished. The UML class diagram is shown in Figure 1.18. It shows the 
console class using three classes, one for each of its major components. These classes 
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FIGURE 1.18 


A UML class diagram for the train controller showing the composition of the subsystems. 

must define some behaviors, but for the moment we will concentrate on the basic 
characteristics of these classes: 

• The Console class describes the command unit’s front panel, which contains the 
analog knobs and hardware to interface to the digital parts of the system. 

• The Formatter class includes behaviors that know how to read the panel knobs 
and creates a bit stream for the required message. 

• The Transmitter class interfaces to analog electronics to send the message along 
the track. 

There will be one instance of the Console class and one instance of each of the 
component classes, as shown by the numeric values at each end of the relationship 
links. We’ve also shown some special classes that represent analog components, end¬ 
ing the name of each with an asterisk: 

• Knobs* * describes the actual analog knobs, buttons, and levers on the control 
panel. 

• Sender* describes the analog electronics that send bits along the track. 

Likewise, the Train makes use of three other classes that define its components: 

• The Receiver class knows how to turn the analog signals on the track into 
digital form. 
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• The Controller class includes behaviors that interpret the commands and figures 
out how to control the motor. 

• The Motor interface class defines how to generate the analog signals required to 
control the motor. 

We define two classes to represent analog components: 

• Detector * detects analog signals on the track and converts them into digital form. 

• Pulser* turns digital commands into the analog signals required to control the 
motor speed. 

We have also defined a special class. Train set, to help us remember that the system 
can handle multiple trains. The values on the relationship edge show that one train set 
can have t trains. We would not actually implement the train set class, but it does serve 
as useful documentation of the existence of multiple receivers. 

Detailed specification 

Now that we have a conceptual specification that defines the basic classes, let’s refine 
it to create a more detailed specification. We won’t make a complete specification, but 
we will add detail to the classes and look at some of the major decisions in the specifi¬ 
cation process to get a better handle on how to write good specifications. 

At this point, we need to define the analog components in a little more detail because 
their characteristics will strongly influence the Formatter and Controller. Figure 1.19 
shows a class diagram for these classes; this diagram shows a little more detail than 
Figure 1.18 because it includes attributes and behaviors of these classes. The Panel 
has three knobs: train number (which train is currently being controlled), speed (which 


Knobs* 

train-knob: integer 
speed-knob: integer 
inertia-knob: unsigned-integer 
emergency-stop: boolean 

set-knobs() 


Pulser* 


pulse-width: unsigned-integer 
direction: boolean 


Sender* 


Detector* 

send-bitO 


<integer> read-bit(): integer 


FIGURE 1.19 


Classes describing analog physical objects in the train control system. 
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can be positive or negative), and inertia. It also has one button for emergency-stop. 
When we change the train number setting, we also want to reset the other controls to 
the proper values for that train so that the previous train’s control settings are not used 
to change the current train’s settings. To do this. Knobs* must provide a set-knobs 
behavior that allows the rest of the system to modify the knob settings. (If we wanted 
or needed to model the user, we would expand on this class definition to provide 
methods that a user object would call to specify these parameters.) The motor system 
takes its motor commands in two parts. The Sender and Detector classes are relatively 
simple: They simply put out and pick up a bit, respectively. 

To understand the Pulser class, let’s consider how we actually control the train 
motor’s speed. As shown in Figure 1.20, the speed of electric motors is commonly 
controlled using pulse-width modulation: Power is applied in a pulse for a fraction of 
some fixed interval, with the fraction of the time that power is applied determining the 
speed. The digital interface to the motor system specifies that pulse width as an inte¬ 
ger, with the maximum value being maximum engine speed. A separate binary value 
controls direction. Note that the motor control takes an unsigned speed with a separate 
direction, while the panel specifies speed as a signed integer, with negative speeds cor¬ 
responding to reverse. 

Figure 1.21 shows the classes for the panel and motor interfaces. These classes 
form the software interfaces to their respective physical devices. The Panel class 
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FIGURE 1.20 


Controlling motor speed by pulse-width modulation. 



Panel 


panel-activeQ: boolean 
train-number(): integer 
speed(): integer 
inertia(): integer 
estopQ: boolean 
new-settings!) 

FIGURE 1.21 


Motor-interface 


speed: integer 


Class diagram for the panel and motor interface. 
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defines a behavior for each of the controls on the panel; we have chosen not to define 
an internal variable for each control because their values can be read directly from 
the physical device, but a given implementation may choose to use internal variables. 
The new-settings behavior uses the set-knobs behavior of the Knobs * class to change 
the knobs settings whenever the train number setting is changed. The Motor-interface 
defines an attribute for speed that can be set by other classes. As we will see in a 
moment, the controller’s job is to incrementally adjust the motor’s speed to provide 
smooth acceleration and deceleration. 

The Transmitter and Receiver classes are shown in Figure 1.22. They provide the 
software interface to the physical devices that send and receive bits along the track. 
The Transmitter provides a distinct behavior for each type of message that can be sent; 
it internally takes care of formatting the message. The Receiver class provides a read- 
cmd behavior to read a message off the tracks. We can assume for now that the receiver 
object allows this behavior to run continuously to monitor the tracks and intercept 
the next command. (We consider how to model such continuously running behavior 
as processes in Chapter 6.) We use an internal variable to hold the current command. 
Another variable holds a flag showing when the command has been processed. Sepa¬ 
rate behaviors let us read out the parameters for each type of command; these mes¬ 
sages also reset the new flag to show that the command has been processed. We don’t 
need a separate behavior for an Estop message because it has no parameters—knowing 
the type of message is sufficient. 

Now that we have specified the subsystems around the formatter and controller, it 
is easier to see what sorts of interfaces these two subsystems may need. 

The Formatter class is shown in Figure 1.23. The formatter holds the current 
control settings for all of the trains. The send-command method is a utility func¬ 
tion that serves as the interface to the transmitter. The operate function performs 
the basic actions for the object. At this point, we only need a simple specification, 
which states that the formatter repeatedly reads the panel, determines whether any 


Transmitter 


Receiver 



current: command 



new: boolean 

send-speed(adrs: integer, 


read-cmdO 

speed: integer) 


new-cmd(): boolean 

send-inertia(adrs: integer, 


rcv-type(msg-type: 

val: integer) 


command) 

send-estop(adrs: integer) 


rcv-speed(val: integer) 


rcv-inertia(val: integer) 


FIGURE 1.22 


Class diagram for the Transmitter and Receiver. 
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Formatter 


current-train: integer 
current-speed(ntrains]: integer 
current-inertia[ntrains]: unsigned-integer 
current-estop [ntrainsj: boolean 


send-command() 
panel-active!): boolean 
operate!) 


FIGURE 1.23 

Class diagram for the Formatter class. 



FIGURE 1.24 

Sequence diagram for transmitting a control input. 


settings have changed, and sends out the appropriate messages. The panel-active 
behavior returns true whenever the panel’s values do not correspond to the current 
values. 

The role of the formatter during the panel’s operation is illustrated by the sequence 
diagram of Figure 1.24. The figure shows two changes to the knob settings: first to 
the throttle, inertia, or emergency stop; then to the train number. The panel is called 
periodically by the formatter to determine if any control settings have changed. 
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Refining command 
classes 



FIGURE 1.25 

State diagram for the formatter operate behavior. 


If a setting has changed for the current train, the formatter decides to send a com¬ 
mand, issuing a send-command behavior to cause the transmitter to send the bits. 
Because transmission is serial, it takes a noticeable amount of time for the transmitter 
to finish a command; in the meantime, the formatter continues to check the panel’s 
control settings. If the train number has changed, the formatter must cause the knob 
settings to be reset to the proper values for the new train. 

We have not yet specified the operation of any of the behaviors. We define what a 
behavior does by writing a state diagram. The state diagram for a very simple version 
of the operate behavior of the Formatter class is shown in Figure 1.25. This behavior 
watches the panel for activity: If the train number changes, it updates the panel dis¬ 
play; otherwise, it causes the required message to be sent. Figure 1.26 shows a state 
diagram for the panel-active behavior. 

The definition of the train’s Controller class is shown in Figure 1.27. The operate 
behavior is called by the receiver when it gets a new command; operate looks at the 
contents of the message and uses the issue-command behavior to change the speed, 
direction, and inertia settings as necessary. A specification for operate is shown in 
Figure 1.28. 

The operation of the Controller class during the reception of a set-speed command 
is illustrated in Figure 1.29. The Controller's operate behavior must execute several 
behaviors to determine the nature of the message. Once the speed command has been 
parsed, it must send a sequence of commands to the motor to smoothly change the 
train’s speed. 

It is also a good idea to refine our notion of a command. These changes result 
from the need to build a potentially upward-compatible system. If the messages were 
entirely internal, we would have more freedom in specifying messages that we could 
use during architectural design. But because these messages must work with a vari¬ 
ety of trains and we may want to add more commands in a later version of the sys¬ 
tem, we need to specify the basic features of messages for compatibility. There are 
three important issues. First, we need to specify the number of bits used to determine 
the message type. We choose three bits because that gives us five unused message 
codes. Second, we need to include information about the length of the data fields, 
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FIGURE 1.26 


State diagram for the panel-activate behavior. 


Controller 


current-train: integer 
current-speed[ntrains]: unsigned-integer 
current-direction[ntrains]: boolean 
current-inertia [ntrains]: unsigned-integer 


operated 
issue-command() 


FIGURE 1.27 


Class diagram for the Controller class. 
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FIGURE 1.28 

State diagram for the Controller operate behavior. 
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:Motor-interface 


:Pulser* 
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rev-type 
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Set-speed 


operate 
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FIGURE 1.29 


Set-pulse 


Set-pulse 


Set-pulse 


Set-pulse 


Set-pulse 


Sequence diagram for a set-speed command received by the train. 


which is determined by the resolution for speeds and inertia set by the requirements. 
Third, we need to specify the error correction mechanism; we choose to use a single¬ 
parity bit. We can update the classes to provide this extra information as shown in 
Figure 1.30. 
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FIGURE 1.30 

Refined class diagram for the train controller commands. 


Lessons learned 

We’ve learned a few things in this exercise beyond gaining experience with UML nota¬ 
tion. First, standards are important. We often can’t avoid working with standards but 
standards often save us work and allow us to make use of components designed by oth¬ 
ers. Second, specifying a system isn’t easy. You often learn a lot about the system you are 
trying to build by writing a specification. Third, specification invariably requires making 
some choices that may influence the implementation. Good system designers use their 
experience and intuition to guide them when these kinds of choices must be made. 


A guided tour of this book 

The most efficient way to learn all the necessary concepts is to move from the bot¬ 
tom up. This book is arranged so that you learn about the properties of components 
and build toward more complex systems and a more complete view of the system 
design process. Veteran designers have learned enough bottom-up knowledge from 
experience to know how to use a top-down approach to designing a system, but when 
learning things for the first time, the bottom-up approach allows you to build more 
sophisticated concepts on the basis of lower-level ideas. 

We will use several organizational devices throughout the book to help you. 
Application Examples focus on a particular end-use application and how it relates 
to embedded system design. We will also make use of Programming Examples to 
describe software designs. In addition to these examples, most of the chapters will 
use a significant system design example to demonstrate the major concepts of the 
chapter. 

Each chapter includes questions that are intended to be answered on paper as 
homework assignments. The chapters also include lab exercises. These are more open 
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ended and are intended to suggest activities that can be performed in the lab to help 
illuminate various concepts in the chapter. 

Throughout the book, we will use several CPUs as examples: the ARM RISC 
processor, the Texas Instruments C55x digital signal processor (DSP), the PIC16F, 
and the Texas Instruments C64x. All are well-known microprocessors used in many 
embedded applications. Using real microprocessors helps make concepts more 
concrete. However, our aim is to learn concepts that can be applied to all sorts of 
microprocessors. Although microprocessors will evolve over time (Warhol’s Law of 
Computer Architecture [Wol92] states that every microprocessor architecture will 
be the price/performance leader for fifteen minutes), the concepts of embedded sys¬ 
tem design are fundamental and long term. 

Chapter 2: Instruction sets 

In Chapter 2, we begin our study of microprocessors by concentrating on instruc¬ 
tion sets. The chapter covers the instruction sets of the ARM, PIC16F, TI C55x, and 
TI C64x microprocessors in separate sections. All these microprocessors are very 
different. Understanding all details of both is not strictly necessary to the design of 
embedded systems. However, comparing them does provide some interesting lessons 
in instruction set architectures. 

Understanding some aspects of the instruction set is important both for concrete¬ 
ness and for seeing how architectural features can affect performance and other system 
attributes. But many mechanisms, such as caches and memory management, can be 
understood in general before we go on to details of how they are implemented in these 
three microprocessors. 

We do not introduce a design example in this chapter—it is difficult to build even 
a simple working system without understanding other aspects of the CPU that will be 
introduced in Chapter 3. However, understanding instruction sets helps us to under¬ 
standing problems such as execution speed and code size that we study throughout 
the book. 

Chapter 3: CPUs 

Chapter 3 rounds out our discussion of microprocessors by focusing on the following 
important mechanisms that are not part of the instruction set itself: 

• We will introduce the fundamental mechanisms of input and output, including 

interrupts. 

• We also study the cache and memory management unit. 

We also begin to consider how the CPU hardware affects important characteristics 
of program execution. Program performance and power consumption are very impor¬ 
tant parameters in embedded system design. An understanding of how architectural 
aspects such as pipelining and caching affect these system characteristics is a founda¬ 
tion for analyzing and optimizing programs in later chapters. 
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Our study of program performance will begin with instruction-level performance. 
The basics of pipeline and cache timing will serve as the foundation for our studies of 
larger program units. 

We use as an example a simple data compression unit, concentrating on the pro¬ 
gramming of the core compression algorithm. 

Chapter 4: Computing platforms 

Chapter 4 looks at the combined hardware and software platform for embedded 
computing. The microprocessor is very important, but only part of a system that 
includes memory, I/O devices, and low-level software. We need to understand 
the basic characteristics of the platform before we move on to build sophisticated 
systems. 

The basic embedded computing platform includes a microprocessor, I/O hardware, 
I/O driver software, and memory. Application-specific software and hardware can be 
added to this platform to turn it into an embedded computing platform. The micro¬ 
processor is at the center of both the hardware and software structure of the embed¬ 
ded computing system. The CPU controls the bus that connects to memory and I/O 
devices; the CPU also runs software that talks to the devices. In particular, I/O is cen¬ 
tral to embedded computing. Many aspects of I/O are not typically studied in modern 
computer architecture courses, so we need to master the basic concepts of input and 
output before we can design embedded systems. 

Chapter 4 covers several important aspects of the platform: 

• We study in detail how the CPU talks to memory and devices using the 
microprocessor bus. 

• Based on our knowledge of bus operation, we study the structure of the memory 
system and types of memory components. 

• We look at basic techniques for embedded system design and debugging. 

• We will study system-level performance analysis to see how bus and memory 
transactions affect the execution time of systems. 

We illustrate these principles using two design examples: an alarm clock and a 
digital audio player. 

Chapter 5: Program design and analysis 

Chapter 5 moves to the software side of the computer system to understand how 
complex sequences of operations are executed as programs. Given the challenges of 
embedded programming—meeting strict performance goals, minimizing program 
size, reducing power consumption—this is an especially important topic. We build 
upon the fundamentals of computer architecture to understand how to design embed¬ 
ded programs. 

• We will develop some basic software components—data structures and their 
associated routines—that are useful in embedded software. 
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• As part of our study of the relationship between programs and instructions, we 
introduce a model for high-level language programs known as the control/data 
flow graph (CDFG). We use this model extensively to help us analyze and 
optimize programs. 

• Because embedded programs are increasingly written in higher-level languages, 
we will look at the processes for compiling, assembling, and linking to 
understand how high-level language programs are translated into instructions and 
data. Some of the discussion surveys basic techniques for translating high-level 
language programs, but we also spend time on compilation techniques designed 
specifically to meet embedded system challenges. 

• We develop techniques for performance analysis of programs. It is difficult 
to determine the speed of a program simply by examining its source code. 

We learn how to use a combination of the source code, its assembly language 
implementation, and expected data inputs to analyze program execution time. We 
also study some basic techniques for optimizing program performance. 

• An important topic related to performance analysis is power analysis. We 
build on performance analysis methods to learn how to estimate the power 
consumption of programs. 

• It is critical that the programs that we design function correctly. The control/data 
flow graph and techniques we have learned for performance analysis are related 
to techniques for testing programs. We develop techniques that can methodically 
develop a set of tests for a program in order to excise likely bugs. 

At this point, we can consider the performance of a complete program. We will 
introduce the concept of worst-case execution time as a basic measure of program 
execution time. 

We will use two design examples in Chapter 5. The first is a simple software 
modem. A modem translates between the digital world of the microprocessor and the 
analog transmission scheme of the telephone network. Rather than use analog elec¬ 
tronics to build a modem, we can use a microprocessor and special-purpose software. 
Because the modem has strict real-time deadlines, this example lets us exercise our 
knowledge of the microprocessor and of program analysis. The second is a digital still 
camera, which is considerably more complex than the modem both in the algorithms 
it must execute and the variety of tasks it must perform. 

Chapter 6: Processes and operating systems 

Chapter 6 builds on our knowledge of programs to study a special type of software 
component, the process, and operating systems that use processes to create systems. A 
process is an execution of a program; an embedded system may have several processes 
running concurrently. A separate real-time operating system (RTOS) controls when 
the processes run on the CPU. Processes are important to embedded system design 
because they help us juggle multiple events happening at the same time. A real-time 
embedded system that is designed without processes usually ends up as a mess of 
spaghetti code that doesn’t operate properly. 
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We will study the basic concepts of processes and process-based design in this 
chapter: 

• We begin by introducing the process abstraction. A process is defined by a 
combination of the program being executed and the current state of the program. 
We will learn how to switch contexts between processes. 

• In order to make use of processes, we must be able to schedule them. We 
discuss process priorities and how they can be used to guide scheduling. 

• We cover the fundamentals of interprocess communication, including the 
various styles of communication and how they can be implemented. We will also 
look at various uses of these interprocess communication mechanisms in systems. 

• The real-time operating system is the software component that implements the 
process abstraction and scheduling. We study how RTOSs implement schedules, 
how programs interface to the operating system, and how we can evaluate the 
performance of systems built from RTOSs. We will also survey some example 
RTOSs. 

Tasks introduce a new level of complexity to performance analysis. Our study of 
real-time scheduling provides an important foundation for the study of multitasking 
systems. 

Chapter 6 analyzes two design examples: a digital telephone answering machine 
and an engine control unit. The answering machine must juggle several real-time 
tasks simultaneously: voice compression, voice data storage, and user interface. To 
emphasize the role of processes in structuring real-time computation, we compare the 
answering machine design with and without processes. We will see that the implemen¬ 
tation that does not use processes will be considerably harder to design and debug. An 
engine controller must control the fuel injectors and spark plugs of an engine based 
upon a set of inputs. Relatively complex formulas govern its behavior, all of which 
must be evaluated in real time. The deadlines for these tasks vary over several orders 
of magnitude. 

Chapter 7: System design techniques 

Chapter 7 studies the design of large, complex embedded systems. We introduce 
important concepts that are essential for the successful completion of large embed¬ 
ded system projects, and we use those techniques to help us integrate the knowledge 
obtained throughout the book. 

This chapter delves into several topics related to large-scale embedded system 
design: 

• We revisit the topic of design methodologies. Based on our more detailed 
knowledge of embedded system design, we can better understand the role of 
methodology and the possible variations in methodologies. 

• We study system specification methods. Proper specifications become 
increasingly important as system complexity grows. More formal specification 
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techniques help us capture intent clearly, consistently, and unambiguously. 
System analysis methodologies provide a framework for understanding 
specifications and assessing their completeness. 

• We look at quality assurance techniques. The program testing techniques covered 
in Chapter 5 are a good foundation but may not scale easily to complex systems. 
Additional methods are required to ensure that we exercise complex systems to 
shake out bugs. 


Chapter 8: Networks and multiprocessors 

The final chapter is an advanced topic that may be left out of initial studies and intro¬ 
ductory classes without losing the basic principles underlying embedded computing. 
Many embedded systems are multiprocessors—computer systems with more than one 
processing element. The multiprocessor may use CPUs and DSPs; it may also include 
non-programmable elements known as accelerators. Multiprocessors are often more 
energy-efficient and less expensive than platforms that try to do all the required 
computing on one big CPU. 

Chapter 8 studies the design of networked and multiprocessor embedded systems. 
We will look at the components of several types of multiprocessors, including both 
single-chip multiprocessors and distributed embedded systems with multiple chips 
connected by a network. We will look at the structure of some important networks 
used in distributed embedded computing such as the CAN network widely used in cars 
and the IC network for consumer electronics. We will also consider the programming 
challenges of single-chip multiprocessors. 

We will study two design examples. The first is an accelerator for use in a video 
compression system. Digital video requires performing a huge number of operations 
in real time; video also requires large volumes of data transfers. As such, it provides a 
good way to study not only the design of the accelerator itself but also how it fits into 
the overall system. The second is a compact disc player. Although very low cost, a CD 
player includes a single-chip multiprocessor that performs very sophisticated real-time 
functions using a combination of a CPU, DSP, and accelerators. 


Summary 

Embedded microprocessors are everywhere. Microprocessors allow sophisticated 
algorithms and user interfaces to be added relatively inexpensively to an amazing 
variety of products. Microprocessors also help reduce design complexity and time by 
separating out hardware and software design. Embedded system design is much more 
complex than programming PCs because we must meet multiple design constraints, 
including performance, cost, and so on. In the remainder of this book, we will build a 
set of techniques from the bottom up that will allow us to conceive, design, and imple¬ 
ment sophisticated microprocessor-based systems. 
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What we learned 

• Embedded computing can be fun. It can also be difficult thanks to the 
combination of complex functionality and strict constraints that we must satisfy. 

• Trying to hack together a complex embedded system probably won’t work. You 
need to master a number of skills and understand the design process. 

• Your system must meet certain functional requirements, such as features. It may 
also have to perform tasks to meet deadlines, limit its power consumption, be of 
a certain size, or meet other nonfunctional requirements. 

• A hierarchical design process takes the design through several different levels of 
abstraction. You may need to do both top-down and bottom-up design. 

• We use UML to describe designs at several levels of abstraction. 

• This book takes a bottom-up view of embedded system design. 


Further reading 

Koopman [KoolO] describes in detail the phases of embedded computing system 
development. Spasov [Spa99] describes how 68HCT1 microcontrollers are used in 
Canon EOS cameras. Douglass [Dou98] gives a good introduction to UML for embed¬ 
ded systems. Other foundational books on object-oriented design include Rumbaugh 
et al. [Rum91], Booch [Boo91], Shlaer and Mellor [Shl92], and Selic et al. [Sel94]. 


Questions 

Q1-1 Briefly describe the distinction between requirements and specification. 

Q1-2 Give an example of a requirement on a computer printer. 

Q1-3 Give an example of a requirement on a digital still camera. 

Q1-4 Given an example of a specification on a computer printer, giving both 

type of specification and any required values. Take your example from an 
existing product and identify that product. 

Q1-5 Given an example of a specification on a digital still camera, giving both 
type of specification and any required values. Take your example from an 
existing product and identify that product. 

Q1 -6 Briefly describe the distinction between specification and architecture. 

Q1-7 At what stage of the design methodology would we determine what type of 
CPU to use (8-bit vs. 16-bit vs. 32-bit, which model of a particular type of 
CPU, etc.)? 

Q1-8 At what stage of the design methodology would we choose a programming 
language? 
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Q1-9 Should an embedded computing system include software designed in more 
than one programming language? Justify your answer. 

Q1-10 At what stage of the design methodology would we test our design for 
functional correctness? 

Q1 - 11 Compare and contrast top-down and bottom-up design. 

Q1-12 Give an example of a design problem that is best solved using top-down 
techniques. 

Q1-13 Give an example of a design problem that is best solved using bottom-up 
techniques. 

Q1-14 Provide a concrete example of how bottom-up information from the 
software programming phase of design may be useful in refining the 
architectural design. 

Q1-15 Give a concrete example of how bottom-up information from I/O device 
hardware design may be useful in refining the architectural design. 

Q1-16 Create a UML state diagram for the issue-command() behavior of the 
Controller class of Figure 1.27. 

Q1-17 Show how a Set-speed command flows through the refined class structure 
described in Figure 1.18, moving from a change on the front panel to the 
required changes on the train: 

a. Show it in the form of a collaboration diagram. 

b. Show it in the form of a sequence diagram. 

Q1-18 Show how a Set-inertia command flows through the refined class structure 
described in Figure 1.18, moving from a change on the front panel to the 
required changes on the train: 

a. Show it in the form of a collaboration diagram. 

b. Show it in the form of a sequence diagram. 

Q1-19 Show how an Estop command flows through the refined class structure 
described in Figure 1.18, moving from a change on the front panel to the 
required changes on the train: 

a. Show it in the form of a collaboration diagram. 

b. Show it in the form of a sequence diagram. 

Q1-20 Draw a state diagram for a behavior that sends the command bits on the 
track. The machine should generate the address, generate the correct 
message type, include the parameters, and generate the ECC. 

Q1-21 Draw a state diagram for a behavior that parses the received bits. The 

machine should check the address, determine the message type, read the 
parameters, and check the ECC. 
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Q1-22 Draw a class diagram for the classes required in a basic microwave oven. 

The system should be able to set the microwave power level between 1 and 
9 and time a cooking run up to 59 minutes and 59 seconds in one-second 
increments. Include * classes for the physical interfaces to the telephone 
line, microphone, speaker, and buttons. 

Q1-23 Draw a collaboration diagram for the microwave oven of Ql-22. The 
diagram should show the flow of messages when the user first sets the 
power level to 7, then sets the timer to 2:30, and then runs the oven. 


Lab exercises 

LI -1 How would you measure the execution speed of a program running on 
a microprocessor? You may not always have a system clock available to 
measure time. To experiment, write a piece of code that performs some 
function that takes a small but measurable amount of time, such as a matrix 
algebra function. Compile and load the code onto a microprocessor, and then 
try to observe the behavior of the code on the microprocessor’s pins. 

LI -2 Complete the detailed specification of the train controller that was started in 
Section 1.4. Show all the required classes. Specify the behaviors for those 
classes. Use object diagrams to show the instantiated objects in the complete 
system. Develop at least one sequence diagram to show system operation. 

LI -3 Develop a requirements description for an interesting device. The device may 
be a household appliance, a computer peripheral, or whatever you wish. 

LI -4 Write a specification for an interesting device in UML. Try to use a variety 
of UML diagrams, including class diagrams, object diagrams, sequence 
diagrams, and so on. 
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CHAPTER POINTS 

• A brief review of computer architecture taxonomy and assembly language. 

• Four very different architectures: ARM, PIC16F, Tl C55x, and Tl C64x. 


Introduction 

In this chapter, we begin our study of microprocessors by studying instruction sets— 
the programmer’s interface to the hardware. Although we hope to do as much program¬ 
ming as possible in high-level languages, the instruction set is the key to analyzing the 
performance of programs. By understanding the types of instructions that the CPU 
provides, we gain insight into alternative ways to implement a particular function. 

We use four CPUs as examples. The ARM processor [Fur96, Jag95, Slo04] is 
widely used in cell phones and many other systems. (The ARM architecture comes 
in several versions; we will concentrate on ARM version 7.) The PIC16F is an 8-bit 
microprocessor designed for very efficient, low-cost implementations. The Texas 
Instruments C55x and C64x are two very different digital signal processors (DSPs) 
[TexOl, Tex02, Tex 10]. The C55x has a more traditional architecture while the C64x 
uses very-long instruction word (VLIW) techniques to provide high-performance par¬ 
allel processing. 

We will start with a brief introduction to the terminology of computer architectures 
and instruction sets, followed by detailed descriptions of the ARM, PIC16F, C55x, 
and C64x instruction sets. 


Preliminaries 

In this section, we will look at some general concepts in computer architecture and 
programming, including some different styles of computer architecture and the nature 
of assembly language. 
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Computer architecture taxonomy 

Before we delve into the details of microprocessor instruction sets, it is helpful to 
develop some basic terminology. We do so by reviewing a taxonomy of the basic ways 
we can organize a computer. 

A block diagram for one type of computer is shown in Figure 2.1. The computing 
system consists of a central processing unit (CPU) and a memory. The memory 
holds both data and instructions, and can be read or written when given an address. 
A computer whose memory holds both data and instructions is known as a von 
Neumann machine. 

The CPU has several internal registers that store values used internally. One of 
those registers is the program counter (PC), which holds the address in memory of 
an instruction. The CPU fetches the instruction from memory, decodes the instruction, 
and executes it. The program counter does not directly determine what the machine 
does next, but only indirectly by pointing to an instruction in memory. By changing 
only the instructions, we can change what the CPU does. It is this separation of the 
instruction memory from the CPU that distinguishes a stored-program computer from 
a general finite-state machine. 

An alternative to the von Neumann style of organizing computers is the Harvard 
architecture, which is nearly as old as the von Neumann architecture. As shown in 
Figure 2.2, a Harvard machine has separate memories for data and program. The program 



FIGURE 2.1 

A von Neumann architecture computer. 



FIGURE 2.2 


A Harvard architecture. 
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Word length 


counter points to program memory, not data memory. As a result, it is harder to write 
self-modifying programs (programs that write data values, then use those values as 
instructions) on Harvard machines. 

Harvard architectures are widely used today for one very simple reason—the sepa¬ 
ration of program and data memories provides higher performance for digital signal 
processing. Processing signals in real time places great strains on the data access sys¬ 
tem in two ways: First, large amounts of data flow through the CPU; and second, that 
data must be processed at precise intervals, not just when the CPU gets around to it. 
Data sets that arrive continuously and periodically are called streaming data. Having 
two memories with separate ports provides higher memory bandwidth; not making 
data and memory compete for the same port also makes it easier to move the data at 
the proper times. DSPs constitute a large fraction of all microprocessors sold today, 
and most of them are Harvard architectures. A single example shows the importance 
of DSP: Most of the telephone calls in the world go through at least two DSPs, one at 
each end of the phone call. 

Another axis along which we can organize computer architectures relates to their 
instructions and how they are executed. Many early computer architectures were what 
is known today as complex instruction set computers (CISC). These machines 
provided a variety of instructions that may perform very complex tasks, such as 
string searching; they also generally used a number of different instruction formats 
of varying lengths. One of the advances in the development of high-performance 
microprocessors was the concept of reduced instruction set computers (RISC). 
These computers tended to provide somewhat fewer and simpler instructions. RISC 
machines generally use load/store instruction sets—operations cannot be performed 
directly on memory locations, only on registers. The instructions were also chosen so 
that they could be efficiently executed in pipelined processors. Early RISC designs 
substantially outperformed CISC designs of the period. As it turns out, we can use 
RISC techniques to efficiently execute at least a common subset of CISC instruction 
sets, so the performance gap between RISC-like and CISC-like instruction sets has 
narrowed somewhat. 

Beyond the basic RISC/CISC characterization, we can classify computers by sev¬ 
eral characteristics of their instruction sets. The instruction set of the computer defines 
the interface between software modules and the underlying hardware; the instructions 
define what the hardware will do under certain circumstances. Instructions can have a 
variety of characteristics, including: 

• fixed versus variable length; 

• addressing modes; 

• numbers of operands; 

• types of operations supported. 

We often characterize architectures by their word length: 4-bit, 8-bit, 16-bit, 32-bit, 
and so on. In some cases, the length of a data word, an instruction, and an address are 
the same. Particularly for computers designed to operate on smaller words, instruc¬ 
tions and addresses may be longer than the basic data word. 
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One subtle but important characterization of architectures is the way they number 
bits, bytes, and words. Cohen [Coh81] introduced the terms little-endian mode (with 
the lowest-order byte residing in the low-order bits of the word) and big-endian mode 
(the lowest-order byte stored in the highest bits of the word). 

We can also characterize processors by their instruction execution, a separate con¬ 
cern from the instruction set. A single-issue processor executes one instruction at a 
time. Although it may have several instructions at different stages of execution, only 
one can be at any particular stage of execution. Several other types of processors 
allow multiple-issue instruction. A superscalar processor uses specialized logic to 
identify at run time instructions that can be executed simultaneously. A VLIW pro¬ 
cessor relies on the compiler to determine what combinations of instructions can be 
legally executed together. Superscalar processors often use too much energy and are 
too expensive for widespread use in embedded systems. VLIW processors are often 
used in high-performance embedded computing. 

The set of registers available for use by programs is called the programming 
model, also known as the programmer model. (The CPU has many other registers 
that are used for internal operations and are unavailable to programmers.) 

There may be several different implementations of an architecture. In fact, the 
architecture definition serves to define those characteristics that must be true of all 
implementations and what may vary from implementation to implementation. Differ¬ 
ent CPUs may offer different clock speeds, different cache configurations, changes to 
the bus or interrupt lines, and many other changes that can make one model of CPU 
more attractive than another for any given application. 

The CPU is only part of a complete computer system. In addition to the memory, 
we also need I/O devices to build a useful system. We can build a computer from sev¬ 
eral different chips but many useful computer systems come on a single chip. A micro¬ 
controller is one form of a single-chip computer that includes a processor, memory, 
and I/O devices. The term microcontroller is usually used to refer to a computer system 
chip with a relatively small CPU and one that includes some read-only memory for 
program storage. A system-on-chip generally refers to a larger processor that includes 
on-chip RAM that is usually supplemented by an off-chip memory. 


Assembly languages 

Figure 2.3 shows a fragment of ARM assembly code to remind us of the basic features 
of assembly languages. Assembly languages usually share the same basic features: 

• one instruction appears per line; 

• labels, which give names to memory locations, start in the first column; 

• instructions must start in the second column or after to distinguish them from labels; 

• comments run from some designated comment character (; in the case of ARM) 
to the end of the line. 

Assembly language follows this relatively structured form to make it easy for the 
assembler to parse the program and to consider most aspects of the program line 
by line. (It should be remembered that early assemblers were written in assembly 
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label 1 ADR r4,c 
LDR r0,[r4] 
ADR r4,d 
LDR rl,[r4] 
SUB rO,rO,rl 

FIGURE 2.3 

An example of ARM assembly language. 


; a comment 


; another comment 


31 27 25 24 20 19 15 11 0 


cond 

00 

X 

opcode 

S 

Rn 

Rd 

Format determined by X bit 


X = 1 (represents operand 2): 


11 7 


0 


#rot 


8-bit immediate 


X = 0 format: 


11 6 4 3 0 


#sh iff 

Sh 

0 

Rm 

11 7 i 


4 

3 0 

Rs 

0 

Sh 

1 

Rm 


FIGURE 2.4 

Format of an ARM data processing instruction. 


language to fit in a very small amount of memory. Those early restrictions have carried 
into modern assembly languages by tradition.) Figure 2.4 shows the format of an ARM 
data processing instruction such as an ADD. For the instruction 

ADDGT r0,r3,#5 

the cond field would be set according to the GT condition (1100), the opcode field 
would be set to the binary code for the ADD instruction (0100), the first operand register 
Rn would be set to 3 to represent r3, the destination register Rd would be set to 0 for 
rO, and the operand 2 field would be set to the immediate value of 5. 

Assemblers must also provide some pseudo-ops to help programmers create com¬ 
plete assembly language programs. An example of a pseudo-op is one that allows data 
values to be loaded into memory locations. These allow constants, for example, to be 
set into memory. An example of a memory allocation pseudo-op for ARM is: 

BIGBLOCK % 10 

The ARM 1 pseudo-op allocates a block of memory of the size specified by the 
operand and initializes those locations to zero. 
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CPUs can execute programs faster if they can execute more than one instruction at a 
time. If the operands of one instruction depend on the results of a previous instruction, 
then the CPU cannot start the new instruction until the earlier instruction has finished. 
However, adjacent instructions may not directly depend on each other. In this case, the 
CPU can execute several simultaneously. 

Several different techniques have been developed to parallelize execution. Desk¬ 
top and laptop computers often use superscalar execution. A superscalar processor 
scans the program during execution to find sets of instructions that can be executed 
together. Digital signal processing systems are more likely to use very long instruc¬ 
tion word (VLIW) processors. These processors rely on the compiler to identify sets 
of instructions that can be executed in parallel. Superscalar processors can find paral¬ 
lelism that VLIW processors can’t—some instructions may be independent in some 
situations and not others. However, superscalar processors are more expensive in both 
cost and energy consumption. Because it is relatively easy to extract parallelism from 
many DSP applications, the efficiency of VLIW processors can more easily be lever¬ 
aged by digital signal processing software. 

In modern terminology, a set of instructions is bundled together into a VLIW 
packet, which is a set of instructions that may be executed together. The execution 
of the next packet will not start until all the instructions in the current packet have 
finished executing. The compiler identifies packets by analyzing the program to deter¬ 
mine sets of instructions that can always execute together. 

To understand parallel execution, let’s first understand what constrains instructions 
from executing in parallel. A data dependency is a relationship between the data 
operated on by instructions. In the example of Figure 2.5, the first instruction writes 
into rO while the second instruction reads from it. As a result, the first instruction must 
finish before the second instruction can perform its addition. The data dependency 
graph shows the order in which these operations must be performed. 


add rO, rl, r2 
add r3, rO, r4 

Instructions 


FIGURE 2.5 


rO rl 



Data dependencies and order of instruction execution. 
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VLIW and embedded 
computing 


add rO, rl, r2 
add r3, rl, r4 
add r5, r2, r4 

Instructions 


FIGURE 2.6 


rO rl rl r4 r2 r4 



Instructions without data dependencies. 


Branches can also introduce control dependencies. Consider this simple branch 

bnz r3,foo 
add r0,rl,r2 

foo: ... 

The add instruction is executed only if the branch instruction that precedes it does 
not take its branch. 

Opportunities for parallelism arise because many combinations of instructions do 
not introduce data or control dependencies. The natural grouping of assignments in the 
source code suggests some opportunities for parallelism that can also be influenced by 
how the object code uses registers. Consider the example of Figure 2.6. Although these 
instructions use common input registers, the result of one instruction does not affect 
the result of the other instructions. 

VLIW processors examine inter-instruction dependencies only within a packet of 
instructions. They rely on the compiler to determine the necessary dependencies and 
group instructions into a packet to avoid combinations of instructions that can’t be 
properly executed in a packet. Superscalar processors, in contrast, use hardware to ana¬ 
lyze the instruction stream and determine dependencies that need to be obeyed. 

A number of different processors have implemented VLIW execution modes and 
these processors have been used in many embedded computing systems. Because the 
processor does not have to analyze data dependencies at run time, VLIW processors 
are smaller and consume less power than superscalar processors. VLIW is very well 
suited to many signal processing and multimedia applications. For example, cellu¬ 
lar telephone base stations must perform the same processing on many parallel data 
streams. Channel processing is easily mapped onto VLIW processors because there 
are no data dependencies between the different signal channels. 


ARM processor 

In this section, we concentrate on the ARM processor. ARM is actually a family 
of RISC architectures that have been developed over many years. ARM does not 
manufacture its own chips; rather, it licenses its architecture to companies who either 
manufacture the CPU itself or integrate the ARM processor into a larger system. 
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The textual description of instructions, as opposed to their binary representation, is 
called an assembly language. ARM instructions are written one per line, starting after 
the first column. Comments begin with a semicolon and continue to the end of the line. 
A label, which gives a name to a memory location, comes at the beginning of the line, 
starting in the first column: 

LDR r0,[r8] ; a comment 
label ADD r4,rO,rlW 

Processor and memory organization 

Different versions of the ARM architecture are identified by number. ARM7 is a von 
Neumann architecture machine, while ARM9 uses a Harvard architecture. However, 
this difference is invisible to the assembly language programmer except for possible 
performance differences. 

The ARM architecture supports two basic types of data: 

• The standard ARM word is 32 bits long. 

• The word may be divided into four 8-bit bytes. 

ARM7 allows addresses to be 32 bits long. An address refers to a byte, not a word. 
Therefore, the word 0 in the ARM address space is at location 0, the word 1 is at 4, the 
word 2 is at 8, and so on. (As a result, the PC is incremented by 4 in the absence of a 
branch.) The ARM processor can be configured at power-up to address the bytes in a 
word in either little-endian or big-endian mode, as shown in Figure 2.7. 

General-purpose computers have sophisticated instruction sets. Some of this 
sophistication is required simply to provide the functionality of a general computer, 
while other aspects of instruction sets may be provided to increase performance, 
reduce code size, or otherwise improve program characteristics. In this section, we 
concentrate on the functionality of the ARM instruction set. 


Bit 31 BitO 






Word 4 

Byte 3 

_ 

Byte 2 

Byte 1 

_ 

Byte 0 

_ 

Word 0 


Little-endian 


Bit 31 BitO 






Word 4 

Byte 0 

_ 

Byte 1 

Byte 2 

_ 

Byte 3 

_ 

Word 0 


Big-endian 


FIGURE 2.7 


Byte organizations within an ARM word. 
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Data operations 

Arithmetic and logical operations in C are performed in variables. Variables are imple¬ 
mented as memory locations. Therefore, to be able to write instructions to perform C 
expressions and assignments, we must consider both arithmetic and logical instructions 
as well as instructions for reading and writing memory. 

Figure 2.8 shows a sample fragment of C code with data declarations and sev¬ 
eral assignment statements. The variables a, b, c, x, y, and z all become data loca¬ 
tions in memory. In most cases data is kept relatively separate from instructions in the 
program’s memory image. 

In the ARM processor, arithmetic and logical operations cannot be performed 
directly on memory locations. While some processors allow such operations to directly 
reference main memory, ARM is a load-store architecture —data operands must first be 
loaded into the CPU and then stored back to main memory to save the results. Figure 2.9 
shows the registers in the basic ARM programming model. ARM has 16 general-purpose 

int a, b, c, x, y, z; 
x = (a + b) - c; 
y = a*(b + c); 
z = (a « 2) I (b & 15); 

FIGURE 2.8 

A C fragment with data operations. 


FIGURE 2.9 


rO 
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r2 

r3 

r4 

r5 

r6 

r7 

r8 

r9 

rlO 
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rl2 
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rl4 
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CPSR 



NZCV 


The basic ARM programming model. 
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registers, rO through rl5. Except for rl5, they are identical—any operation that can be 
done on one of them can be done on the others. The rl5 register has the same capabilities 
as the other registers, but it is also used as the program counter. The program counter 
should of course not be overwritten for use in data operations. However, giving the PC 
the properties of a general-purpose register allows the program counter value to be used 
as an operand in computations, which can make certain programming tasks easier. 

The other important basic register in the programming model is the current pro¬ 
gram status register (CPSR). This register is set automatically during every arith¬ 
metic, logical, or shifting operation. The top four bits of the CPSR hold the following 
useful information about the results of that arithmetic/-logical operation: 

• The negative (N) bit is set when the result is negative in two’s-complement 
arithmetic. 

• The zero (Z) bit is set when every bit of the result is zero. 

• The carry (C) bit is set when there is a carry out of the operation. 

• The overflow (V) bit is set when an arithmetic operation results in an overflow. 

These bits can be used to easily check the results of an arithmetic operation. How¬ 
ever, if a chain of arithmetic or logical operations is performed and the intermediate 
states of the CPSR bits are important, they must be checked at each step because the 
next operation changes the CPSR values. 

Example 2.1 illustrates the computation of CPSR bits. 


Example 2.1 Status Bit Computation in the ARM 

An ARM word is 32 bits. In C notation, a hexadecimal number starts with Ox, such as 
Oxffffffff, which is a two’s-complement representation of -1 in a 32-bit word. 

Here are some sample calculations: 

• -1 + 1 = 0 : Written in 32-bit format, this becomes Oxffffffff + Oxl = 0x0, giving the CPSR 
value of NZCV = 1001. 

. o-l = -1: 0x0 - 0x1 = Oxffffffff, with NZCV = 1000. 

• 2 31 - 1 + 1 = -2 31 -. 0x7fffffff + 0x1 = 0x80000000, with NZCV = 0101. 


The basic form of a data instruction is simple: 

ADD rO,rl,r2 

This instruction sets register rO to the sum of the values stored in rl and r2. In addition 
to specifying registers as sources for operands, instructions may also provide immediate 
operands, which encode a constant value directly in the instruction. For example, 

ADD r0,rl,#2 

sets rO to rl + 2. 

The major data operations are summarized in Figure 2.10. The arithmetic 
operations perform addition and subtraction; the with-carry versions include the 
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ADD 

Add 

ADC 

Add with carry 

SUB 

Subtract 

SBC 

Subtract with carry 

RSB 

Reverse subtract 

RSC 

Reverse subtract with carry 

MUL 

Multiply 

MLA 

Multiply and accumulate 


Arithmetic 


AND 

Bit-wise and 

ORR 

Bit-wise or 

EOR 

Bit-wise exclusive-or 

BIC 

Bit clear 


Logical 


LSL 

Logical shift left (zero fill) 

LSR 

Logical shift right (zero fill) 

ASL 

Arithmetic shift left 

ASR 

Arithmetic shift right 

ROR 

Rotate right 

RRX 

Rotate right extended with C 


Shift/rotate 

FIGURE 2.10 

ARM data instructions. 


current value of the carry bit in the computation. RSB performs a subtraction with 
the order of the two operands reversed, so that RSB r0,rl,r2 sets rOtobe r2 - rl. 
The bit-wise logical operations perform logical AND, OR, and XOR operations (the 
exclusive oris called EOR). The BIC instruction stands for bit clear: BIC r0,rl,r2 sets 
rO to rl and not r2. This instruction uses the second source operand as a mask: Where 
a bit in the mask is 1, the corresponding bit in the first source operand is cleared. The 
MUL instruction multiplies two values, but with some restrictions: No operand may 
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be an immediate, and the two source operands must be different registers. The MLA 
instruction performs a multiply-accumulate operation, particularly useful in matrix 
operations and signal processing. The instruction 

MLA r0,rl,r2,r3 

sets rO to the value rl x r2 + r3. 

The shift operations are not separate instructions—rather, shifts can be applied to 
arithmetic and logical instructions. The shift modifier is always applied to the second 
source operand. A left shift moves bits up toward the most-significant bits, while a 
right shift moves bits down to the least-significant bit in the word. The LSL and LSR 
modifiers perform left and right logical shifts, filling the least-significant bits of the 
operand with zeroes. The arithmetic shift left is equivalent to an LSL, but the ASR cop¬ 
ies the sign bit—if the sign is 0, a 0 is copied, while if the sign is 1, a 1 is copied. The 
rotate modifiers always rotate right, moving the bits that fall off the least-significant bit 
up to the most-significant bit in the word. The RRX modifier performs a 33-bit rotate, 
with the CPSR’s C bit being inserted above the sign bit of the word; this allows the 
carry bit to be included in the rotation. 

The instructions in Figure 2.11 are comparison operands—they do not modify 
general-purpose registers but only set the values of the NZCV bits of the CPSR reg¬ 
ister. The compare instruction CMP rO, rl computes rO-rl, sets the status bits, and 
throws away the result of the subtraction. CMN uses an addition to set the status bits. 
TST performs a bit-wise AND on the operands, while TEQ performs an exclusive-or. 

Figure 2.12 summarizes the ARM move instructions. The instruction MOV rO,rl 
sets the value of rO to the current value of rl. The MVN instruction complements the 
operand bits (one’s complement) during the move. 

Values are transferred between registers and memory using the load-store instruc¬ 
tions summarized in Figure 2.13. LDRB and STRB load and store bytes rather than whole 
words, while LDRH and SDRH operate on half-words and LDRSH extends the sign bit on 
loading. An ARM address may be 32 bits long. The ARM load and store instructions 
do not directly refer to main memory addresses, because a 32-bit address would not 
fit into an instruction that included an opcode and operands. Instead, the ARM uses 
register-indirect addressing. In register-indirect addressing, the value stored in the 
register is used as the address to be fetched from memory; the result of that fetch is 
the desired operand value. Thus, as illustrated in Figure 2.14, if we set rl = 0x100, 
the instruction 

LDR rO, [rl] 

sets rO to the value of memory location 0x100. Similarly, STR rO,[rl] would store the 
contents of rO in the memory location whose address is given in rl. There are several 
possible variations: 

LDR rO.Erl, - r2] 

loads rO from the address given by rl - r2, while 

LDR rO , [rl, #4] 
loads rO from the address rl + 4. 
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CMP 

Compare 

CMN 

Negated compare 

TST 

Bit-wise test 

TEQ 

Bit-wise negated test 


FIGURE 2.11 

ARM compare instructions. 


MOV 

Move 

MVN 

Move negated 


FIGURE 2.12 

ARM move instructions. 


LDR 

Load 

STR 

Store 

LDRH 

Load half-word 

STRH 

Store half-word 

LDRSH 

Load half-word signed 

LDRB 

Load byte 

STRB 

Store byte 

ADR 

Set register to address 


FIGURE 2.13 

ARM load-store instructions and pseudo-operations. 



FIGURE 2.14 


Register indirect addressing in the ARM. 
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0X201 


o X 100 FOO 


SUB rl, rl5, #&101 


0X5 


Memory 


0X201 rl 5 


Distance =0X101 


FIGURE 2.15 


Computing an absolute address using the PC. 


This begs the question of how we get an address into a register—we need to be 
able to set a register to an arbitrary 32-bit value. In the ARM, the standard way to set 
a register to an address is by performing arithmetic on a register. One choice for the 
register to use for this operation is the program counter. By adding or subtracting to the 
PC a constant equal to the distance between the current instruction (i.e., the instruction 
that is computing the address) and the desired location, we can generate the desired 
address without performing a load. The ARM programming system provides an ADR 
pseudo-operation to simplify this step. Thus, as shown in Figure 2.15, if we give loca¬ 
tion 0x100 the name FOO, we can use the pseudo-operation 

ADR rl,FOO 

to perform the same function of loading rl with the address 0x100. Another tech¬ 
nique is used in high-level languages like C. As we will see when we discuss proce¬ 
dure calls, languages use a mechanism called a frame to pass parameters between 
functions. For the moment, a simplified view of the process is sufficient. A register 
holds a frame pointer (fp) that points to the top of the frame; elements within the 
frame are accessed using offsets from fp. The assembler syntax [fp,#-n] is used to 
take the nth location from fp. 

Example 2.2 illustrates how to implement C assignments in ARM instruction. 


Example 2.2 C Assignments in ARM Instructions 

We will use the assignments of Figure 2.8. The semicolon (;) begins a comment after an 
instruction, which continues to the end of that line. The statement 

x = (a + b) - c; 

can be implemented by using rO for a, rl for b, r2 for c, and r3 for x. We also need registers 
for indirect addressing. In this case, we will reuse the same indirect addressing register, r4, 
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More addressing modes 


for each variable load. The code must load the values of a, b, and c into these registers before 
performing the arithmetic, and it must store the value of x back to memory when it is done. 

Here is code generated by the gcc compiler for this statement. It uses a frame pointer to 
hold the variables: a is at -24, b at -28, c at -32, and x at -36: 

1 dr r2, [fp, #-24] 

1 dr r3, [fp, #-28] 
add r2, r2, r3 
1 dr r3, [fp, #-32] 
rsb r3, r3, r2 
str r3, [fp, #-36] 

The operation 

y = a*(b + c); 

can be coded similarly, but in this case we will reuse more registers by using rO for both 
a and b, rl for c, and r2 for y. Once again, we will use r4 to store addresses for indirect 
addressing. The resulting code from gcc looks like this: 

1 dr r2, [fp, #-28] 

1 dr r3, [fp, #-32] 
add r2, r2, r3 
1 dr r3, [fp, #-24] 
mul r3, r2, r3 
str r3, [fp, #-40] 

The C statement 

z = (a « 2) | (b & 15); 

results in this gcc-generated code: 


1 dr 

r3, 

[fp, #-24] 

mov 

r2, 

r3, asl #2 

1 dr 

r3, 

[fp, #-28] 

and 

r 3, 

r3, #15 

orr 

r3, 

r2, r3 

str 

r3, 

[fp, #-44] 


We have already seen three addressing modes: register, immediate, and indirect. 
The ARM also supports several forms of base-plus-offset addressing, which is related 
to indirect addressing. But rather than using a register value directly as an address, the 
register value is added to another value to form the address. For instance, 

LDR r0,[rl.#16] 

loads rO with the value stored at location rl + 16. Here, rl is referred to as the base 
and the immediate value the offset. When the offset is an immediate, it may have 
any value up to 4,096; another register may also be used as the offset. This address¬ 
ing mode has two other variations: auto-indexing and post-indexing. Auto-indexing 
updates the base register, such that 

LDR rO,[rl,#16]! 
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first adds 16 to the value of rl, and then uses that new value as the address. The ! oper¬ 
ator causes the base register to be updated with the computed address so that it can be 
used again later. Our examples of base-plus-offset and auto-indexing instructions will 
fetch from the same memory location, but auto-indexing will also modify the value of 
the base register rl. Post-indexing does not perform the offset calculation until after 
the fetch has been performed. Consequently, 

LDR r0,[rl],#16 

will load rO with the value stored at the memory location whose address is given by rl, 
and then add 16 to rl and set rl to the new value. In this case, the post-indexed mode 
fetches a different value than the other two examples, but ends up with the same final 
value for rl as does auto-indexing. 

We have used the ADR pseudo-op to load addresses into registers to access vari¬ 
ables because this leads to simple, easy-to-read code (at least by assembly language 
standards). Compilers tend to use other techniques to generate addresses, because they 
must deal with global variables and automatic variables. 

Flow of control 

The B (branch) instruction is the basic mechanism in ARM for changing the flow of 
control. The address that is the destination of the branch is often called the branch 
target. Branches are PC-relative—the branch specifies the offset from the current 
PC value to the branch target. The offset is in words, but because the ARM is byte- 
addressable, the offset is multiplied by four (shifted left two bits, actually) to form a 
byte address. Thus, the instruction 

B #100 

will add 400 to the current PC value. 

We often wish to branch conditionally, based on the result of a given computation. 
The i f statement is a common example. The ARM allows any instruction, including 
branches, to be executed conditionally. This allows branches to be conditional, as well 
as data operations. Figure 2.16 summarizes the condition codes. 

We use Example 2.3 as a way to explore the uses of conditional execution. 


Example 2.3 Implementing an i f Statement in ARM 

We will use the following i f statement as an example: 

if (a > b) { 
x = 5; 
y = c + d; 

1 

el se x = c - d; 

The implementation uses two blocks of code, one for the true case and another for the 
false case. Let’s look at the gcc-generated code in sections. First, here is the compiler¬ 
generated code for the a>b test: 
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1 dr 

r2, 

[fp. 

#- 

■24] 

1 dr 

r3, 

[fp. 

# 

■28] 

cmp 

r2, 

r3 



bl e 

. L2 





Here is the code for the true block: 
.L2: mov r3, #5 


str 

r3, 

[fp. 

#■ 

■40] 

1 dr 

r2, 

[fp. 

#■ 

-32] 

1 dr 

r3, 

[fp. 

#■ 

-36] 

add 

r3, 

r2, 

r3 


str 

r3, 

[fp, 

#■ 

■44] 

b 

. L3 





And here is the code for the false block: 


1 dr 

r3, 

[f P , 

#- 

■32] 

1 dr 

rZ, 

[f P , 

#■ 

■36] 

rsb 

r3, 

r2, 

r3 


str 

r3, 

[fp, 

#■ 

■40] 


. L3: 


The loop is a very common C statement, particularly in signal processing code. Loops 
can be naturally implemented using conditional branches. Because loops often operate 


EQ 

Equals zero 

Z = 1 

NE 

Not equal to zero 

Z = 0 

CS 

Carry set 

C = 1 

cc 

Carry clear 

C = 0 

Ml 

Minus 

N = 1 

PL 

Nonnegative (plus) 

N = 0 

VS 

Overflow 

V = 1 

VC 

No overflow 

V= 0 

HI 

Unsigned higher 

C = 1 and Z = 0 

LS 

Unsigned lower or same 

C = 0 or Z = 1 

GE 

Signed greater than or equal 

N = V 

LT 

Signed less than 

NVV 

GT 

Signed greater than 

Z = 0 and N = V 

LE 

Signed less than or equal 

Z = 1 orNAV 


FIGURE 2.16 


Condition codes in ARM. 
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on values stored in arrays, loops are also a good illustration of another use of the base- 
plus-offset addressing mode. A simple but common use of a loop is in the FIR filter, 
which is explained in Application Example 2.1 ; the loop-based implementation of the 
FIR filter is described in Example 2.5. 


Application Example 2.1 FIR Filters 

A finite impulse response (FIR) filter is a commonly used method for processing signals; we 
make use of it in Section 5.12. The FIR filter is a simple sum of products: 

Z C,x t (Eq. 2.1) 

l<i <n 

In use as a filter, the x ( .s are assumed to be samples of data taken periodically, while the 
c ( s are coefficients. This computation is usually drawn like this: 



This representation assumes that the samples are coming in periodically and that the 
FIR filter output is computed once every time a new sample comes in. The A boxes represent 
delay elements that store the recent samples to provide the x ( .s. The delayed samples are 
individually multiplied by the c ( s and then summed to provide the filter output. 


Example 2.5 An FIR Filter for the ARM 

Flere Is the C code for an FIR filter: 

for (i =0, f = 0; i < N; i++) 
f = f + c[i] * x [ 1 ] ; 

We can address the arrays c and x using base-plus-offset addressing: We will load one 
register with the address of the zeroth element of each array and use the register holding i 
as the offset. 

Here is the gcc-generated code for the loop: 

.LBB2: 

mov r3, #0 

str r3, [fp, #-24] 

mov r3, #0 

str r3, [fp, #-28] 

. L2: 
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C functions 


1 dr 

r3, 

[fp. #-24] 

cmp 

r3, 

#7 

bl e 

. L5 


b 

. L3 


1 dr 

r 3, 

[fp, #-24] 

mvn 

rZ, 

#47 

mov 

r3, 

r3, asl #2 

sub 

rO, 

fp, #12 

add 

r 3, 

r3, rO 

add 

rl, 

r3, r2 

1 dr 

r 3, 

[fp, #-24] 

mvn 

r 2, 

#79 

mov 

r3, 

r3, asl #2 

sub 

r 0, 

fp, #12 

add 

r3, 

r3, rO 

add 

r3, 

r3, r2 

1 dr 

r 2, 

[rl, #0] 

1 dr 

r 3, 

[r3, #0] 

mul 

rZ, 

r3, r2 

1 dr 

r3, 

[fp, #-28] 

add 

r3. 

r3, r2 

str 

r3, 

[fp, #-28] 

1 dr 

r 3, 

[fp, #-24] 

add 

r 3, 

r3, #1 

str 

r3, 

[fp, #-24] 

b 

. L2 



. L3: 

The mvn instruction moves the bitwise complement of a value. 


The other important class of C statement to consider is the function. A C function 
returns a value (unless its return type is voi d); subroutine or procedure are the com¬ 
mon names for such a construct when it does not return a value. Consider this simple 
use of a function in C: 

x = a + b; 

foo(x) ; 

y = c - d; 

A function returns to the code immediately after the function call, in this case the 
assignment to y. A simple branch is insufficient because we would not know where to 
return. To properly return, we must save the PC value when the procedure/function is 
called and, when the procedure is finished, set the PC to the address of the instruction 
just after the call to the procedure. (You don’t want to endlessly execute the procedure, 
after all.) 

The branch-and-link instruction is used in the ARM for procedure calls. For instance, 

BL foo 

will perform a branch and link to the code starting at location foo (using PC-relative 
addressing, of course). The branch and link is much like a branch, except that before 
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branching it stores the current PC value in rl4. Thus, to return from a procedure, you 
simply move the value of r 14 to r 15: 

MOV rl5,rl4 

You should not, of course, overwrite the PC value stored in rl4 during the proce¬ 
dure. 

But this mechanism only lets us call procedures one level deep. If, for example, 
we call a C function within another C function, the second function call will overwrite 
rl4, destroying the return address for the first function call. The standard procedure 
for allowing nested procedure calls (including recursive procedure calls) is to build a 
stack, as illustrated in Figure 2.17. The C code shows a series of functions that call 
other functions: f 1 () calls f 2 (), which in turn calls f 3 (). The right side of the figure 
shows the state of the procedure call stack during the execution of f 3 () . The stack 
contains one activation record for each active procedure. When f 3 () finishes, it can 
pop the top of the stack to get its return address, leaving the return address for f 2 () 
waiting at the top of the stack for its return. 

Most procedures need to pass parameters into the procedure and return values out 
of the procedure as well as remember their return address. 

We can also use the procedure call stack to pass parameters. The conventions used 
to pass values into and out of procedures are known as procedure linkage. To pass 
parameters into a procedure, the values can be pushed onto the stack just before the 
procedure call. Once the procedure returns, those values must be popped off the stack 
by the caller, because they may hide a return address or other useful information on the 


void f 1 (int a) { 
f2(a) ; 

1 


void f2(int r) { 
f3(r,5); 

1 


void f3(int x, int y) { 
g = x + y ; 

1 


mainO { 
fl(xyz); 

1 

C code 

FIGURE 2.17 


f3 


f2 


fl 


n 

Growth 


Function call stack 


Nested function calls and stacks. 
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stack. A procedure may also need to save register values for registers it modifies. The 
registers can be pushed onto the stack upon entry to the procedure and popped off the 
stack, restoring the previous values, before returning. Procedure stacks are typically 
built to grow down from high addresses. 

Assembly language programmers can use any means they want to pass parameters. 
Compilers use standard mechanisms to ensure that any function may call any other. 
(If you write an assembly routine that calls a compiler-generated function, you must 
adhere to the compiler’s procedure call standard.) The compiler passes parameters and 
return variables in a block of memory known as a frame. The frame is also used to 
allocate local variables. The stack elements are frames. A stack pointer (sp) defines 
the end of the current frame, while a frame pointer (fp) defines the end of the last 
frame. (The fp is technically necessary only if the stack frame can be grown by the 
procedure during execution.) The procedure can refer to an element in the frame by 
addressing relative to sp. When a new procedure is called, the sp and fp are modified 
to push another frame onto the stack. 

The ARM Procedure Call Standard (APCS) [Slo04] is a good illustration of a typi¬ 
cal procedure linkage mechanism. Although the stack frames are in main memory, 
understanding how registers are used is key to understanding the mechanism, as 
explained below. 

• r0-r3 are used to pass the first four parameters into the procedure. rO is also used 
to hold the return value. If more than four parameters are required, they are put 
on the stack frame. 

• r4-r7 hold register variables. 

• rll is the frame pointer and rl3 is the stack pointer. 

• rlO holds the limiting address on stack size, which is used to check for stack 
overflows. 

Other registers have additional uses in the protocol. 

Example 2.6 illustrates the implementation of C functions and procedure calls. 


Example 2.6 Procedure Calls in ARM 

Here is a simple example of two procedures, one of which calls another: 

void f2(int x) ! 
int y; 
y = x+1; 
i 

void f1(int a) ( 
f 2 (a); 

1 

This function has only one parameter, so x will be passed in rO. The variable y is local 
to the procedure so it is put into the stack. The first part of the procedure sets up registers 
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DSP 


SIMD 


NEON 


TrustZone 


to manipulate the stack, then the procedure body is implemented. Here is the code gener¬ 
ated by the ARM gcc compiler for f2() with manually-created comments to explain the code: 


mov 

ip. 

sp 

stmfd 

sp! 

, {fp, ip, 1r, pc) 

sub 

fp. 

ip, #4 

sub 

sp, 

sp, #8 

str 

rO, 

[fp, #-16] 

1 dr 

r3, 

[fp, #-16] 

add 

r3, 

r3, #1 

str 

r3, 

[fp, #-20] 

1 dmea 

fp. 

{fp, sp, pc! 

And here 

is the code generated for fl() 


set up f2()’s stack access 


get x 
add 1 

assign to y 
return from f2() 


mov ip, sp 

stmfd sp ! , {fp , ip, 1 r, pc} 
sub fp, ip, #4 

sub sp, sp, #4 

str rO, [fp, #-16] 

1 dr rO, [fp, #-16] 

bl f 2 

Idmea fp, jfp, sp, pc) 


set up fl’s stack access 


save the value of a passed into f1() 
load value of a for the f2() call 
call f2() 
return from f1() 


Advanced ARM features 

Several models of ARM processors provide advanced features for a variety of 
applications. 

Several extensions provide improved digital signal processing. Multiply-accumulate 
(MAC) instructions can perform a 16 x 16 or 32 x 16 MAC in one clock cycle. Saturation 
arithmetic can be performed with no overhead. A new instruction is used for arithmetic 
normalization. 

Multimedia operations are supported by single-instruction multiple-data (SIMD) 
operations. A single register is treated as having several smaller data elements, such 
as bytes. The same operation is simultaneously applied to all the elements in the 
register. 

NEON instructions go beyond the original SIMD instructions to provide a new set 
of registers and additional operations. The NEON unit has 32 registers, each 64 bits 
wide. Some operations also allow a pair of registers to be treated as a 128-bit vec¬ 
tor. Data in a single register is treated as a vector of elements, each smaller than the 
original register, with the same operation being performed in parallel on each vector 
element. For example, a 32-bit register can be used to perform SIMD operations on 8, 
16, 32, 64, or single-precision floating-point numbers. 

TrustZone extensions provide security features. A separate monitor mode allows 
the processor to enter a secure world to perform operations not permitted in normal 
mode. A special instruction, the secure monitor call, is used to enter the secure world, 
as can some exceptions. 
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Jazelle 


Cortex 


The Jazelle instruction set allows direct execution of 8-bit Java™ bytecodes. As a 

result, a bytecode interpreter does not need to be used to execute Java programs. 

The Cortex collection of processors is designed for compute-intensive applications: 

• Cortex-A5 provides Jazelle execution of Java, floating-point processing, and 
NEON multimedia instructions. 

• Cortex-A8 is a dual-issue in-order superscalar processor. 

• Cortex-A9 can be used in a multiprocessor with up to four processing elements. 

• Cortex-A15 MPCore is a multicore processor with up to four CPUs. 

• The Cortex-R family is designed for real-time embedded computing. It provides 
SIMD operations for DSP, a hardware divider, and a memory protection unit for 
operating systems. 

• The Cortex-M family is designed for microcontroller-based systems that require 
low cost and low-energy operation. 


PICmicro mid-range family 

The PICmicro line includes several different families of microprocessors. We will 
concentrate on the mid-range family, the PIC16F family, which has an 8-bit word size 
and 14-bit instructions. 

Processor and memory organization 

The PIC16F family has a Harvard architecture with separate data and program memo¬ 
ries. Models in this family have up to 8,192 words of instruction memory held in 
flash. An instruction word is 14 bits long. Data memory is byte addressable. They may 
have up to 368 bytes of data memory in static random-access memory (SRAM) and 
256 bytes of electrically-erasable programmable read-only memory (EEPROM) data 
memory. 

Members of the family provide several low power features: a sleep mode, the 
ability to select different clock oscillators to run at different speeds, and so on. They 
also provide security features such as code protection and component identification 
locations. 


Address range 


Instruction space 


Data operations 

The PIC16F family uses a 13-bit program counter. Different members of the family 
provide different amounts of instruction or data memory: 2K instructions for the low- 
end models, 4K for medium, and 8K for large. 

Figure 2.18 shows the organization of the instruction space. The program counter 
can be loaded from a stack. The lowest addresses in memory hold the interrupt vec¬ 
tors. The rest of memory is divided into four pages. The low-end devices have access 
only to page 0; the medium-range devices have access only to pages 1 and 2; high-end 
devices have access to all four pages. 
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Data space 


Program counter 


PC stack 



FIGURE 2.18 

Instruction space for the PIC16F. 


The PIC16F data memory is divided into four bits. Two bits of the STATUS register, 
RP< 1:0>, select which bank is used. PIC documentation uses the term general purpose 
register to mean a data memory location. It also uses the term file register to refer to 
a location in the general-purpose register file. The lowest 32 locations of each bank 
contain special function registers that perform many different operations, primarily 
for the I/O devices. The remainder of each bank contains general-purpose registers. 

Because different members of the family support different amounts of data mem¬ 
ory, not all of the bank locations are available in all models. All models implement the 
special function registers in all banks. However, not all of the banks make general- 
purpose registers available. The low-end models provide general-purpose registers 
only in bank 0, the medium models banks 0 and 1, while the high-end models support 
general-purpose registers in all four banks. 

The 13-bit program counter is shadowed by two other registers: PCL and PCLATH. 
Bits PC<7:0> come from PCL and can be modified directly. Bits PC<12:8> of PC come 
from PCLATH which is not directly readable or writable. Writing to PCL will set the 
lower bits of PC to the operand value and set the high bits of PC from PCLATH. 

An 8-level stack is provided for the program counter. This stack space is in a sepa¬ 
rate address space from either the program or data memory; the stack pointer is not 
directly accessible. The stack is used by the subroutine CALL and RETURN/RETLW/ 
RETFIE instructions. The stack actually operates as a circular buffer—when the stack 
overflows, the oldest value is overwritten. 

STATUS is a special function register located in bank 0. It contains the status bits 
for the ALU, reset status, and bank select bits. A variety of instructions can affect 


STATUS register 
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Addressing modes 


Data instructions 


bits in STATUS, including carry, digit carry, zero, register bank select, and indirect 
register bank select. 

PIC uses / to refer to one of the general-purpose registers in the register file. W 
refers to an accumulator that receives the ALU result; b refers to a bit address within a 
register; k refers to a literal, constant, or label. 

Indirect addressing is controlled by the INDF and FSR registers. INDF is not a 
physical register. Any access to INDF causes an indirect load through the file select 
register FSR. FSR can be modified as a standard register. Reading from INDF uses the 
value of FSR as a pointer to the location to be accessed. 

Figure 2.19 lists the data instructions in the PIC16F. Several different combina¬ 
tions of arguments are possible: ADDLW adds a literal k to the accumulator W; 
ADDWF adds W to the designated register f. 


ADDLW 

Add literal and W 

BCF 

Bit clear f 

ADDWF 

Add W and f 

BSF 

Bit set f 

ANDLW 

AND literal with W 

ANDWF 

AND W with f 

COMF 

Complement f 

CLRF 

Clear f 

DECF 

Decrement f 

CLRW 

Clear W 

IORLW 

Inclusive OR literal with W 

INCF 

Increment f 

IORWF 

Inclusive OR W with F 

MOVF 

Move f 

MOVWF 

Move W to f 

MOVLW 

Move literal to W 

NOP 

No operation 

RLF 

Rotate left F through carry 

RRF 

Rotate right F through carry 

SUBWF 

Subtract W from F 

SWAPF 

Swap nibbles in F 

XORLW 

Exclusive OR literal with W 

CLRWDT 

Clear watchdog timer 

SUBLW 

Subtract W from literal 


FIGURE 2.19 


Data instructions in the PIC16F 
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Jumps and branches 


Example 2.7 shows the code for an FIR filter on the PIC16F. 


Example 2.7 FIR Filter on the PIC16F 

Here is code generated for our FIR filter by the PIC MPLAB C32 compiler, along with some 
manually generated comments. As with the ARM, the PIC16F uses a stack frame to organ¬ 
ize variables: 

. L2: 


1 w 

$2,0($fp) 



si t 

$2,$2,8 



beq 

$2,$0,.L3 

; 1 oop 

test — done? 

nop 


; fall 

through conditional branch 


here 


1 w 

$2,0($fp) 



sll 

$2 , $2,2 

; compute address of first 

array 

addu 

$3,$2,$fp 



1 w 

$2,0($fp) 



sll 

$2,$2,2 

; compute address of second array 

addu 

$2,$2,$fp 



1 w 

$ 3,8 ($ 3) 

; get first array value 


1 w 

$2.40($2) 

; get second array value 


mul 

$3,$3,$2 

; multiply 


1 w 

$2,4($ f p) 



addu 

$2,$2,$3 

; add to running sum 


sw 

$2,4($ fp) 

; store result 


1 w 

$2,0($fp) 



addi u 

$2 , $2,1 

; increment loop count 


sw 

$2,0($fp) 



b 

. L2 

; unconditionally go back 

to the 


loop test 

nop 


Flow of control 

Figure 2.20 shows the PIC16F’s flow of control instructions. GOTO is an uncon¬ 
ditional branch. PC<10:0> are set from the immediate value k in the instruction. 
PC<12:11> come from PCLATH<4:3>. Test-and-skip instructions such as INCFSZ 
take a register f. The f register is incremented and a skip occurs if the result is zero. 
This instruction also takes a one-bit d operand that determines where the incremented 
value of f is written: to W if d = 0 and f if d = 1. BTFSS is an example of a bit test- 
and-skip instruction. It takes an f register argument and a three-bit b argument specify¬ 
ing the bit in f to be tested. This instruction also skips if the tested bit is 1. 
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Subroutines 


Accumulator 
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BTFSC 

Bit test f, skip if clear 

BTFSS 

Bit test f, skip if set 

CALL 

Call subroutine 

DECFSZ 

Decrement f, skip if 0 

INCFSZ 

Increment f, skip if 0 

GOTO 

Unconditional branch 

RETFIE 

Return from interrupt 

RETLW 

Return with literal in W 

RETURN 

Return from subroutine 

SLEEP 

GO into standby mode 


FIGURE 2.20 

Flow of control instructions in the PIC16F. 


Subroutines are called using the CALL instruction. The k operand pro¬ 
vides the bottom 11 bits of the program counter while the top two come from 
PCLATH<4:3>. The return address is pushed onto the stack. There are several 
variations on subroutine return, all of which use the top of the stack as the new PC 
value. RETURN performs a simple return; RETLW returns with an 8-bit literal 
k saved in the W register. RETFIE is used to return from interrupts, including 
enabling interrupts. 


Tl C55x DSP 

The Texas Instruments C55x DSP is a family of digital signal processors designed for 
relatively high performance signal processing. The family extends on previous genera¬ 
tions of Tl DSPs; the architecture is also defined to allow several different implemen¬ 
tations that comply with the instruction set. 

The C55x, like many DSPs, is an accumulator architecture, meaning that many 
arithmetic operations are of the form accumulator = operand + accumulator. Because 
one of the operands is the accumulator, it need not be specified in the instruction. 
Accumulator-oriented instructions are also well-suited to the types of operations per¬ 
formed in digital signal processing, such as a y x l + + .... Of course, the C55x 

has more than one register and not all instructions adhere to the accumulator-oriented 
format. But we will see that arithmetic and logical operations take a very different 
form in the C55x than they do in the ARM. 

C55x assembly language programs follow the typical format: 

MPY *AR0, *CDP+, ACO 
label: MOV #1, TO 
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Data types 

Registers 


Program counter and 
control flow 

Accumulators 

Status registers 

Stack pointers 


Assembler mnemonics are case-insensitive. Instruction mnemonics are formed by 
combining a root with prefixes and/or suffixes. For example, the A prefix denotes an 
operation performed in addressing mode while the 40 suffix denotes an arithmetic 
operation performed in 40-bit resolution. We will discuss the prefixes and suffixes in 
more detail when we describe the instructions. 

The C55x also allows operations to be specified in an algebraic form: 

AC1 = ARO * coef(*CDP) 

Processor and memory organization 

We will use the term register to mean any type of register in the programmer model 
and the term accumulator to mean a register used primarily in the accumulator style. 
The C55x supports several data types: 

• A word is 16 bits long. 

• A longword is 32 bits long. 

• Instructions are byte-addressable. 

• Some instructions operate on addressed bits in registers. 

The C55x has a number of registers. Few to none of these registers are general- 
purpose registers like those of the ARM. Registers are generally used for special¬ 
ized purposes. Because the C55x registers are less regular, we will discuss them by 
how they may be used rather than simply listing them. 

Most registers are memory-mapped —that is, the register has an address in 
the memory space. A memory-mapped register can be referred to in assembly lan¬ 
guage in two different ways: either by referring to its mnemonic name or through 
its address. 

The program counter is PC. The program counter extension register XPC extends 
the range of the program counter. The return address register RETA is used for sub¬ 
routines. 

The C55x has four 40-bit accumulators ACO, AC1, AC2, and AC3. The low-order 
bits 0-15 are referred to as ACOL, AC1L, AC2L, and AC3L; the high-order bits 16-31 
are referred to as ACOFI, AC1H, AC2FI, and AC3FI; and the guard bits 32-39 are 
referred to as ACOG, AC1G, AC2G, and AC3G. (Guard bits are used in numerical 
algorithms like signal processing to provide a larger dynamic range for intermediate 
calculations.) 

The architecture provides six status registers. Three of the status registers, STO 
and ST1 and the processor mode status register PMST, are inherited from the C54x 
architecture. The C55x adds four registers ST0_55, ST1_55, ST2_55, and ST3_55. 
These registers provide arithmetic and bit manipulation flags, a data page pointer and 
auxiliary register pointer, and processor mode bits, among other features. 

The stack pointer SP keeps track of the system stack. A separate system stack is 
maintained through the SSP register. The SPH register is an extended data page pointer 
for both SP and SSP. 
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Auxiliary and coefficient 
data pointer registers 


Circular buffers 


Single repeat registers 


Block repeat registers 


Temporary registers 

Transition registers 

Data and peripheral page 
pointers 

Interrupts 


Memory map 


Eight auxiliary registers AR0-AR7 are used by several types of instructions, nota¬ 
bly for circular buffer operations. The coefficient data pointer CDP is used to read 
coefficients for polynomial evaluation instructions; CDPH is the main data page 
pointer for the CDP. 

The circular buffer size register BK47 is used for circular buffer operations for the 
auxiliary registers AR4-7. Four registers define the start of circular buffers: BSA01 for 
auxiliary registers ARO and AR1; BSA23 for AR2 and AR3; BSA45 for AR4 and AR5; 
and BSA67 for AR6 and AR7. The circular buffer size register BK03 is used to address 
circular buffers that are commonly used in signal processing. BKC is the circular buf¬ 
fer size register for CDP. BSAC is the circular buffer coefficient start address register. 

Repeats of single instructions are controlled by the single repeat register CSR. This 
counter is the primary interface to the program. It is loaded with the required number 
of iterations. When the repeat starts, the value in CSR is copied into the repeat counter 
RPTC, which maintains the counts for the current repeat and is decremented during 
each iteration. 

Several registers are used for block repeats—instructions that are executed several 
times in a row. The block repeat counter BRCO counts block repeat iterations. The 
block repeat start and end registers RS AOL and REAOL keep track of the start and end 
points of the block. 

The block repeat register 1 BRC1 and block repeat save register 1 BRS1 are 
used to repeat blocks of instructions. There are two repeat start address registers 
RSAO and RSA1. Each is divided into low and high parts: RSAOL and RSAOH, for 
example. 

Four temporary registers TO, Tl, T2, and T3 are used for various calculations. 
These temporary registers are intended for miscellaneous use in code, such as holding 
a multiplicand for a multiply, holding shift counts, and so on. 

Two transition register TRNO and TRN1 are used for compare-and-extract-extre- 
mum instructions. These instructions are used to implement the Viterbi algorithm. 

Several registers are used for addressing modes. The memory data page start 
address registers DP and DPH are used as the base address for data accesses. Similarly, 
the peripheral data page start address register PDP is used as a base for I/O addresses. 

Several registers control interrupts. The interrupt mask registers 0 and 1, named 
IERO and IER1, determine what interrupts will be recognized. The interrupt flag reg¬ 
isters 0 and 1, named IFRO and IFR1, keep track of currently pending interrupts. Two 
other registers, DBIERO and DBIER1, are used for debugging. Two registers, the inter¬ 
rupt vector register DSP (IVPD) and interrupt vector register host (IVPH), are used as 
the base address for the interrupt vector table. 

The C55x registers are summarized in Figure 2.21. 

The C55x supports a 24-bit address space, providing 16 MB of memory, as shown 
in Figure 2.22. Data, program, and I/O accesses are all mapped to the same physical 
memory. But these three spaces are addressed in different ways. The program space 
is byte-addressable, so an instruction reference is 24 bits long. Data space is word- 
addressable, so a data address is 23 bits. (Its least-significant bit is set to 0.) The data 
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register mnemonic description 


AC0-AC3 

accumulators 

AR0-AR7, XAR0- 
XAR7 

auxiliary registers and extensions of auxiliary registers 

BK03, BK47, BKC 

circular buffer size registers 

BRC0-BRC1 

block repeat counters 

BRS1 

BRC1 save register 


CDP, CDPH, CDPX coefficient data register: low (CDP), high (CDPH), full (CDPX) 


CFCT 

control flow context register 

CSR 

computed single repeat register 

DBIER0-DBIER1 

debug interrupt enable registers 

DP, DPH, DPX 

data page register: low (DP), high (DPH), full (DPX) 

IER0-IER1 

interrupt enable registers 

IFR0-IFR1 

interrupt flag registers 

IVPD, IVPH 

interrupt vector registers 

PC.XPC 

program counter and program counter extension 

PDP 

peripheral data page register 

RETA 

return address register 

RPTC 

single repeat counter 

RSA0-RSA1 

FIGURE 2.21 

block repeat start address registers 


Registers in the Tl C55x. 

space is also divided into 128 pages of 64K words each. The I/O space is 64K words 
wide, so an I/O address is 16 bits. The situation is summarized in Figure 2.23. 

Not all implementations of the C55x may provide all 16 MB of memory on chip. 
The C5510, for example, provides 352 KB of on-chip memory. The remainder of the 
memory space is provided by separate memory chips connected to the DSP. 

The first 96 words of data page 0 are reserved for the memory-mapped registers. 
Because the program space is byte-addressable, unlike the word-addressable data 
space, the first 192 words of the program space are reserved for those same registers. 
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Addressing modes 


16 Mbytes 
(24-bit address) 



8 Mwords 
(23-bit address) 



64 kwords i 
(16-bit address)! 


I/O space 


8 bits 


16 bits 


16 bits 


FIGURE 2.22 


Address spaces in the TMS320C55x. 



FIGURE 2.23 

The C55x memory map. 


Addressing modes 

The C55x has three addressing modes: 

• Absolute addressing supplies an address in the instruction. 

• Direct addressing supplies an offset. 

• Indirect addressing uses a register as a pointer. 
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Absolute addressing 


Direct addressing 


Indirect addressing 


Absolute addresses may be any of three different types: 

• A kl6 absolute address is a 16-bit value that is combined with the DPH register 
to form a 23-bit address. 

• A k23 absolute address is a 23-bit unsigned number that provides a full data 
address. 

• An I/O absolute address is of the form port(#1234), where the argument to 
portO is a 16-bit unsigned value that provides the address in the I/O space. 

Direct addresses may be any of four different types: 

• DP addressing is used to access data pages. The address is calculated as 

A dp = DPH[22:15] I (DP+Doffset). 

Doffset is calculated by the assembler; its value depends on whether you are 
accessing a data page value or a memory-mapped register. 

• SP addressing is used to access stack values in the data memory. The address is 
calculated as 


A SP = SPH[22:15] I (SP-hSoffset). 

Soffset is an offset supplied by the programmer. 

• Register-bit direct addressing accesses bits in registers. The argument @ 

bi toff set is an offset from the least-significant bit of the register. Only a few 
instructions (register test, set, clear, complement) support this mode. 

• PDP addressing is used to access I/O pages. The 16-bit address is calculated as 

A pdp = PDP[ 15:6] I PDPoffset. 

The PDPoffset identifies the word within the I/O page. This addressing mode is 
specified with the portO qualifier. 

Indirect addresses may be any of four different types: 

• AR indirect addressing uses an auxiliary register to point to data. This addressing 
mode is further subdivided into accesses into data, register bits, and I/O. To 
access a data page, the AR supplies the bottom 16 bits of the address and the top 
7 bits are supplied by the top bits of the XAR register. For register bits, the AR 
supplies a bit number. (As with register-bit direct addressing, this only works on 
the register bit instructions.) When accessing the I/O space, the AR supplies a 
16-bit I/O address. This mode may update the value of the AR register. Updates 
are specified by modifiers to the register identifier, such as adding + after the 
register name. Furthermore, the types of modifications allowed depend upon the 
ARMS bit of status register ST2_55: 0 for DSP mode, 1 for control mode. A 
large number of such updates are possible: examples include *ARn+, which adds 

1 to the register for a 16-bit operation and 2 to the register for a 32-bit operation; 
*(ARn + ARO) writes the value of ARn + ARO into ARn. 
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Stack operations 


Move instruction 


• Dual AR indirect addressing allows two simultaneous data accesses, either for an 
instruction that requires two accesses or for executing two instructions in parallel. 
Depending on the modifiers to the register ID, the register value may be updated. 

• CDP indirect addressing uses the CDP register to access coefficients that may 
be in data space, register bits, or I/O space. In the case of data space accesses, 
the top 7 bits of the address come from CDPH and the bottom 16 come from the 
CDP. For register bits, the CDP provides a bit number. For I/O space accesses 
specified with port( ), the CDP gives a 16 bit I/O address. Depending on the 
modifiers to the register ID, the CDP register value may be updated. 

• Coefficient indirect addressing is similar to CDP indirect mode, but is used 
primarily for instructions that require three memory operands per cycle. 

Any of the indirect addressing modes may use circular addressing, which is handy 
for many DSP operations. Circular addressing is specified with the ARnLC bit in sta¬ 
tus register ST2_55. For example, if bit AR0LC=1, then the main data page is sup¬ 
plied by AROH, the buffer start register is BSA01, and the buffer size register is BK03. 

The C55x supports two stacks: one for data and one for the system. Each stack is 
addressed by a 16-bit address. These two stacks can be relocated to different spots in 
the memory map by specifying a page using the high register: SP and SPH form XSP, 
the extended data stack; SSP and SPH form XSSP, the extended system stack. Note 
that both SP and SSP share the same page register SPH. XSP and XSSP hold 23-bit 
addresses that correspond to data locations. 

The C55x supports three different stack configurations. These configurations 
depend on how the data and system stacks relate and how subroutine returns are imple¬ 
mented. 

• In a dual 16-bit stack with fast return configuration, the data and system stacks 
are independent. A push or pop on the data stack does not affect the system 
stack. The RETA and CFCT registers are used to implement fast subroutine 
returns. 

• In a dual 16-bit stack with slow return configuration, the data and system stacks 
are independent. However, RETA and CFCT are not used for slow subroutine 
returns; instead, the return address and loop context are stored on the stack. 

• In a 32-bit stack with slow return configuration, SP and SSP are both modified 
by the same amount on any stack operation. 


Data operations 

The MOV instruction moves data between registers and memory: 

MOV src.dst 

A number of variations of MOV are possible. The instruction can be used to move 
from memory into a register, from a register to memory, between registers, or from one 
memory location to another. 
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Multiply instructions 


Compare instruction 


Branches 


The ADD instruction adds a source and destination together and stores the result in 
the destination: 

ADD src,dst 

This instruction produces dst = dst + src. The destination may be an accumulator 
or another type. Variants allow constants to be added to the destination. Other variants 
allow the source to be a memory location. The addition may also be performed on 
two accumulators, one of which has been shifted by a constant number of bits. Other 
variations are also defined. 

A dual addition performs two adds in parallel: 

ADD dual(Lmem),ACx,ACy 

This instruction performs HI (ACy ) = HI(Lmem)+HI(ACx) and LO (ACy) = LO ( Lmem) + 

LO ( ACx ). The operation is performed in 40-bit mode, but the lower 16 and upper 24 bits 
of the result are separated. 

The MPY instruction performs an integer multiplication: 

MPY src.dst 

Multiplications are performed on 16-bit values. Multiplication may be per¬ 
formed on accumulators, temporary registers, constants, or memory locations. The 
memory locations may be addressed either directly or using the coefficient address¬ 
ing mode. 

A multiply and accumulate is performed by the MAC instruction. It takes the same 
basic types of operands as does MPY. In the form 

MAC ACx,Tx,ACy 

the instruction performs ACy = ACy + (ACx * Tx). 

The compare instruction compares two values and sets a test control flag: 

CMP Smem == val, TCI 

The memory location is compared to a constant value. TCI is set if the two are 
equal and cleared if they are not equal. 

The compare instruction can also be used to compare registers: 

CMP src RELOP dst, TCI 

The two registers can be compared using a variety of relational operators RE LOP. If 
the U suffix is used on the instruction, the comparison is performed unsigned. 

Flow of control 

The B instruction is an unconditional branch. The branch target may be defined by the 
low 24 bits of an accumulator 

B ACx 

or by an address label 

B label 
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Loops 


Nonrepeatable 

instructions 

Subroutines 


The BCC instruction is a conditional branch: 

BCC 1abel, cond 

The condition code determines the condition to be tested. Condition codes specify 
registers and the tests to be performed on them: 

• Test the value of an accumulator: <0, <=0, >0, >=0, =0, !=0. 

• Test the value of the accumulator overflow status bit. 

• Test the value of an auxiliary register: <0, <=0, >0, >=0, =0, !=0. 

• Test the carry status bit. 

• Test the value of a temporary register: <0, <=0, >0, >=0, =0, !=0. 

• Test the control flags against 0 (condition prefixed by !) or against 1 (not 
prefixed by !) for combinations of AND, OR, and NOT. 

The C55x allows an instruction or a block of instructions to be repeated. Repeats 
provide efficient implementation of loops. Repeats may also be nested to provide two 
levels of repeats. 

A single-instruction repeat is controlled by two registers. The single repeat counter, 
RPTC, counts the number of additional executions of the instruction to be executed; 
if RPTC = N, then the instruction is executed a total of N + 1 times. A repeat with a 
computed number of iterations may be performed using the computed single-repeat 
register CSR. The desired number of operations is computed and stored in CSR; the 
value of CSR is then copied into RPTC at the beginning of the repeat. 

Block repeats perform a repeat on a block of contiguous instructions. A level 0 
block repeat is controlled by three registers: the block repeat counter 0, BRC0, holds 
the number of times after the initial execution to repeat the instruction; the block repeat 
start address register 0, RSA0, holds the address of the first instruction in the repeat 
block; the repeat end address register 0, REA0, holds the address of the last instruction 
in the repeat block. (Note that, as with a single instruction repeat, if BRCn’s value is 
N, then the instruction or block is executed N + 1 times.) 

A level 1 block repeat uses BRC1, RSA1, and REA1. It also uses BRS1, the block 
repeat save register 1. Each time that the loop repeats, BRC1 is initialized with the 
value from BRS1. Before the block repeat starts, a load to BRC1 automatically copies 
the value to BRS1 to be sure that the right value is used for the inner loop executions. 

A repeat cannot be applied to all instructions—some instructions cannot be 
repeated. 

An unconditional subroutine call is performed by the CALL instruction: 

CALL target 

The target of the call may be a direct address or an address stored in an accumula¬ 
tor. Subroutines make use of the stack. A subroutine call stores two important regis¬ 
ters: the return address and the loop context register. Both these values are pushed onto 
the stack. 

A conditional subroutine call is coded as: 

CALLCC adrs.cond 
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Interrupts 


The address is a direct address; an accumulator value may not be used as the subrou¬ 
tine target. The conditional is as with other conditional instructions. As with the uncon¬ 
ditional CALL, CALLCC stores the return address and loop context register on the stack. 

The C55x provides two types of subroutine returns: fast-return and slow-return. 
These vary on where they store the return address and loop context. In a slow return, the 
return address and loop context are stored on the stack. In a fast return, these two values 
are stored in registers: the return address register and the control flow context register. 
Interrupts use the basic subroutine call mechanism. They are processed in four phases: 

1. The interrupt request is received. 

2. The interrupt request is acknowledged. 

3. Prepare for the interrupt service routine by finishing execution of the current 
instruction, storing registers, and retrieving the interrupt vector. 

4. Processing the interrupt service routine, which concludes with a return-from- 
interrupt instruction. 

The C55x supports 32 interrupt vectors. Interrupts may be prioritized into 27 lev¬ 
els. The highest-priority interrupt is a hardware and software reset. 

Most of the interrupts may be masked using the interrupt flag registers IFR1 and 
IFR2. Interrupt vectors 2-23, the bus error interrupt, the data log interrupt, and the real¬ 
time operating system interrupt can all be masked. 


C coding guidelines 

Some coding guidelines for the C55x [TexOl] not only provide more efficient code 
but in some cases should be paid attention to in order to ensure that the generated code 
is correct. 

As with all digital signal processing code, the C55x benefits from careful attention 
to the required sizes of variables. The C55x compiler uses some nonstandard lengths 
of data types: char, short, and int are all 16 bits, long is 32 bits, and long long is 
40 bits. The C55x uses IEEE formats for float (32 bits) and double (64 bits). C code 
should not assume that int and long are the same types, that char is 8 bits long or 
that 1 ong is 64 bits. The i nt type should be used for fixed-point arithmetic, especially 
multiplications, and for loop counters. 

The C55x compiler makes some important assumptions about operands of mul¬ 
tiplications. This code generates a 32-bit result from the multiplication of two 16-bit 
operands: 

long result = (long)(int)srcl * (1ong)(int)src2; 

Although the operands were coerced to long, the compiler notes that each is 16 
bits, so it uses a single-instruction multiplication. 

The order of instructions in the compiled code depends in part on the C55x pipeline 
characteristics. The C compiler schedules code to minimize code conflicts and to take 
advantage of parallelism wherever possible. However, if the compiler cannot determine 
that a set of instructions are independent, it must assume that they are dependent and 
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generate more restrictive, slower code. The restri ct keyword can be used to tell the 
compiler that a given pointer is the only one in the scope that can point to a particular 
object. The -pm option allows the compiler to perform more global analysis and find 
more independent sets of instructions. 

Example 2.8 shows a C implementation of an FIR filter on the C55x. 


Example 2.8 

FIR Filter on the C55x 




Here is assembly code generated by the Tl 

C55x C compiler for 

the FIR filter with manu- 

ally generated comments: 





MOV 

ARO, *SP(#1) ; 

set up 

the 

1 oop 


MOV 

TO, *SP(#0) 





MOV 

#0, *SP(#2 ) 





MOV 

#0, *SP(#3) 





MOV 

*SP(#2 ) , AR1 





| | MOV 

#8, AR2 





CMP 

AR1 >= AR2, TCI 





| | NOP 

; 

avoids 

Si 1 

i con 

Exception CPU_24 

BCC 

$C$ L2,TCI 







loop body 



$ C $ L 1: 






$ C $ DW $ L $_ 

main$2$B : 





MOV 

SP, AR3 ; 

copy s' 

tack 

poi n 

ter into auxiliary 



registers 

for a 

ddress computation 

MOV 

SP, AR2 





MOV 

AR1, TO 





AMAR *+AR3(#12 ) ; 

set up 

ope 

rands 


ADD 

*SP(#2 ) , AR3, AR3 





MOV 

*SP(#3), ACO ; 

put f 

i nto 

auxi 

liary register 

AMAR *+AR2(#4) 





MACM *AR3, *AR2(TO ) , ACO 

, ACO ; 

mul 

tiply and accumulate 

MOV 

ACO, *SP(#3) ; 

save f 

on 

stack 


ADD 

#1, *SP(#2) ; 

increment 

1 oop 

count 

MOV 

*SP(#2), AR1 





1 1 MOV 

#8, AR2 





CMP 

AR1 < AR2, TCI 





1 1 NOP 


avoids 

Si 1 

i con 

Exception CPU_24 

BCC 

$C$ LI,TCI 






: 

return 

for 

next 

iteration 



Tl C64x 

The Texas Instruments TMS320C64x is a high-performance VLIW DSR It provides 
both fixed-point and floating-point arithmetic. The CPU can execute up to eight instruc¬ 
tions per cycle using eight general-purpose 32-bit registers and eight functional units. 
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Figure 2.24 shows a simplified block diagram of the C64x. Although instruction 

execution is controlled by a single execution unit, the instructions are performed by 

two data paths, each with its own register file. The CPU is a load/store architecture. 

The data paths are named A and B. Each data path provides four function units: 

• The .L units (.LI and ,L2 in the two data paths) perform 32/40-bit arithmetic and 
comparison, 32-bit logical, and data packing/unpacking. 

• The .S units (.SI and .S2) perform 32-bit arithmetic, 32/40-bit shifts and bit- 
field operators, 32-bit logical operators, branches, and other operations. 

• The .M units (.Ml and .M2) perform multiplications, bit interleaving, rotation, 
Galois field multiplication, and other operations. 

• The .D units (.Dl and .D2) perform address calculations, loads and stores, and 
other operations. 

Separate data paths perform data movement: 

• Load-from memory units .LD1 and .LD2. These units loads registers from 
memory. 

• Store-from memory units .ST1 and .ST2 to store register values to memory. 

• Address paths .DAI and .DA2 to compute addresses. These units are associated 
with the .Dl and ,D2 units in the data paths. 

• Register file cross paths . IX and ,2X to move data between register files A and 
B. Data must be explicitly moved from one register file to the other before it can 
be used in the other data path. 



FIGURE 2.24 


C64x block diagram. 
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On-chip memory is organized as separate data and program memories. The exter¬ 
nal memory interface (EMIF) manages connections to external memory. The external 
memory is generally organized as a unified memory space. 

The C64x provides a variety of 40-bit operations. A 40-bit value is stored in a reg¬ 
ister pair, with the least significant bits in an even-numbered register and the remain¬ 
ing bits in an odd-numbered register. A similar scheme is used for 64-bit values. 

Instructions are fetched in groups known as fetch packets. A fetch packet includes 
eight words at a time and is aligned on 256-bit boundaries. Due to the small size of 
some instructions, a fetch packet may include up to 14 instructions. The instructions 
in a fetch packet may be executed in varying combinations of sequential and parallel 
execution. An execute packet is a set of instructions that execute together. Up to eight 
instructions may execute together in a fetch packet, but all must use a different func¬ 
tional unit, either performing different operations on a data path or using corresponding 
function units in different data paths. The p-bit in each instruction encodes information 
about which instructions can be executed in parallel. Instructions may execute fully 
serially, fully parallel, or partially serially. 

Many instructions can be conditionally executed, as specified by a s that specifies 
the condition register and a z field that specifies a test for zero or nonzero. 

Two instructions in the same execute packet cannot use the same resources 
or write to the same register on the same cycle. Here are some examples of these 
constraints: 

• Instructions must use separate functional units. For example, two instructions 
cannot simultaneously use the .SI unit. 

• Most combinations of writing using the same .M unit are prohibited. 

• Most cases of reading multiple values in the opposite register file using the .IX 
and .2X cross path units are prohibited. 

• A delay cycle is executed when an instruction attempts to read a register that 
was updated in the previous cycle by a cross path operation. 

• The .DAI and .DA2 units cannot execute in one execute packet two load and 
store registers using a destination or source from the same register file. The 
address register must be in the same data path as the .D unit being used. 

• At most four reads of the same register can occur on the same cycle. 

• Two instructions in an execute packet cannot write to the same register on the 
same cycle. 

• A variety of other constraints limit the combinations of instructions that are 
allowed in an execute packet. 

The C64x provides delay slots, which were first introduced in RISC processors. 
Some effects of an instruction may take additional cycles to complete. The delay slot 
is a set of instructions following the given instruction; the delayed results of the given 
instruction are not available in the delay slot. An instruction that does not need the 
result can be scheduled within the delay slot. Any instruction that requires the new 
value must be placed after the end of the delay slot. For example, a branch instruction 
has a delay slot of five cycles. 
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The C64x provides three addressing modes: linear, circular using BKO, and cir¬ 
cular using BK1. The addressing mode is determined by the AMR addressing mode 
register. A linear address shifts the offset by 3, 2, 1, or 0 bits depending on the length of 
the operand, then adds the base register to determine the physical address. The circular 
addressing modes using BKO and BK1 use the same shift and base calculation but only 
modify bits 0 through N of the address. 

The C64x provides atomic operations that can be used to implement semaphores 
and other mechanisms for concurrent communication. The LL (load linked) instruc¬ 
tion reads a location and sets a link valid flag to true. The link valid flag is cleared 
when another process stores to that address. The SL (store linked) instruction prepares 
a word to be committed to memory by storing it in a buffer but does not commit the 
change. The commit linked stores CMTL instruction checks the link valid flag and 
writes the SL-buffered data if the flag is true. 

The processing of interrupts is mediated by registers. The interrupt flag register 
IFR is set when an interrupt occurs; the ith bit of IFR corresponds to the ith level of 
interrupt. Interrupts are enabled and disabled using the interrupt enable register IER. 
Manual interrupts are controlled using the interrupt set register ISR and interrupt clear 
register ICR. The interrupt return pointer register IRP contains the return address for 
the interrupt. The interrupt service table pointer register ISTP points to a table of inter¬ 
rupt handlers. The processor supports nonmaskable interrupts. 

The C64x+ is an enhanced version of the C64x. It supports a number of exceptions. 
The exception flag register EFR indicates which exceptions have been thrown. The 
exception clear register ECR can be used to clear bits in the EFR. The internal excep¬ 
tion report register IERR indicates the cause of an internal exception. The C64x+ pro¬ 
vides two modes of program execution, user and supervisor. Several registers, notably 
those related to interrupts and exceptions, are not available in user mode. A supervisor 
mode program can enter user mode using the B NRP instruction. A user mode program 
may enter supervisor mode by using an SWE or SWENR software interrupt. 


Summary 

When viewed from high above, all CPUs are similar—they read and write memory, 
perform data operations, and make decisions. However, there are many ways to design 
an instruction set, as illustrated by the differences between the ARM, the C55x, and 
the C64x. When designing complex systems, we generally view the programs in high- 
level language form, which hides many of the details of the instruction set. However, 
differences in instruction sets can be reflected in nonfunctional characteristics, such as 
program size and speed. 


What we learned 

• Both the von Neumann and Harvard architectures are in common use today. 

• The programming model is a description of the architecture relevant to 
instruction operation. 
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• ARM is a load-store architecture. It provides a few relatively complex 
instructions, such as saving and restoring multiple registers. 

• The PIC16F is a very small, efficient microcontroller. 

• The C55x provides a number of architectural features to support the arithmetic 
loops that are common on digital signal processing code. 

• The C64x organizes instructions into execution packets to enable parallel 
execution. 


Further reading 

Books by Jaggar [Jag95], Furber [Fur96], and Sloss et al. [Slo04] describe the ARM 
architecture. The ARM Web site, http://www.arm.com, contains a large number of 
documents describing various versions of ARM. Information on the PIC16F can be 
found at www.microchip.com. Information on the C55x and C64x can be found at 
http://www.ti.com. 


Questions 

Q2-1 What is the difference between a big-endian and little-endian data 
representation? 

Q2-2 What is the difference between the Harvard and von Neumann architectures? 

Q2-3 Answer the following questions about the ARM programming model: 

a. How many general-purpose registers are there? 

b. What is the purpose of the CPSR? 

C. What is the purpose of the Z bit? 

d. Where is the program counter kept? 

Q2-4 How would the ARM status word be set after these operations? 

a. 2-3 

b. -232 + 1 -1 
C. -4 + 5 

Q2-5 What is the meaning of these ARM condition codes? 

a. EQ 

b. NE 
C. MI 

d. VS 

e. GE 

f. LT 

Q2-6 Explain the operation of the BL instruction, including the state of ARM 
registers before and after its operation. 

Q2-7 How do you return from an ARM procedure? 
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Q2-8 In the following code, show the contents of the ARM function call stack 

just after each C function has been entered and just after the function exits. 
Assume that the function call stack is empty when main() begins. 

int foo(int xl, int x2) I 
return xl + x2; 

1 

int baz(int xl) ! 

return xl + 1; 

) 

int scumdnt r) ( 

for (i =0; i =2; i++) 
foo(r + i,5); 


main() { 

scum(3); 
baz(2); 
m) 

Q2-9 Why are specialized instruction sets such as Neon or Jazelle useful? 

Q2-10 Is the PIC16F a general-purpose register machine? 

Q2-11 How large is the program counter stack in the PIC16F? 

Q2-12 What two registers contribute to the program counter value? 

Q2-13 What data types does the C55x support? 

Q2-14 How many accumulators does the C55x have? 

Q2-15 What C55x register holds arithmetic and bit manipulation flags? 

Q2-16 What is a block repeat in the C55x? 

Q2-17 How are the C55x data and program memory arranged in the physical 
memory? 

Q2-18 Where are C55x memory-mapped registers located in the address space? 

Q2-19 What is the AR register used for in the C55x? 

Q2-20 What is the difference between DP and PDP addressing modes in the 
C55x? 

Q2-21 How many stacks are supported by the C55x architecture and how are their 
locations in memory determined? 

Q2-22 What register controls single-instruction repeats in the C55x? 

Q2-23 What is the difference between slow and fast returns in the C55x? 
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Q2-24 

Q2-25 


How many functional units does the C64x have? 


What is the difference between a fetch packet and an execute packet in the 
C64x? 


Lab exercises 

L2-1 Write a program that uses a circular buffer to perform FIR filtering. 

L2-2 Write a simple loop that lets you exercise the cache. By changing the number 
of statements in the loop body, you can vary the cache hit rate of the loop as 
it executes. You should be able to observe changes in the speed of execution 
by observing the microprocessor bus. 


L2-3 Compare the implementations of an FIR filter on two different processors. 
How do they compare in code size and performance? 
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CHAPTER POINTS 

• Input and output mechanisms. 

• Supervisor mode, exceptions, and traps. 

• Memory management and address translation. 

• Caches. 

• Performance and power consumption of CPUs. 

• Design example: Data compressor. 


Introduction 

This chapter describes aspects of CPUs that do not directly relate to their instruction 
sets. We consider a number of mechanisms that are important to interfacing to other 
system elements, such as interrupts and memory management. We also take a first look 
at aspects of the CPU other than functionality—performance and power consumption 
are both very important attributes of programs that are only indirectly related to the 
instructions they use. 

In Section 3.2, we study input and output mechanisms including both busy/ 
wait and interrupts. Section 3.3 introduces several specialized mechanisms for 
operations like detecting internal errors and protecting CPU resources. Section 3.4 
introduces co-processors that provide optional support for parts of the instruction set. 
Section 3.5 describes the CPU’s view of memory—both memory management and 
caches. The next sections look at nonfunctional attributes of execution: Section 3.6 
looks at performance while Section 3.7 considers power consumption. Finally, 
in Section 3.8 we use a data compressor as an example of a simple yet interesting 
program. 
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Programming input and output 

The basic techniques for I/O programming can be understood relatively independent 
of the instruction set. In this section, we cover the basics of I/O programming and 
place them in the contexts of the ARM, C55x, and PIC16F. We begin by discussing the 
basic characteristics of I/O devices so that we can understand the requirements they 
place on programs that communicate with them. 

Input and output devices 

Input and output devices usually have some analog or nonelectronic component—for 
instance, a disk drive has a rotating disk and analog read/write electronics. But the 
digital logic in the device that is most closely connected to the CPU very strongly 
resembles the logic you would expect in any computer system. 

Figure 3.1 shows the structure of a typical I/O device and its relationship to the 
CPU. The interface between the CPU and the device’s internals (e.g., the rotating 
disk and read/write electronics in a disk drive) is a set of registers. The CPU talks 
to the device by reading and writing the registers. Devices typically have several 
registers: 

• Data registers hold values that are treated as data by the device, such as the data 
read or written by a disk. 

• Status registers provide information about the device’s operation, such as 
whether the current transaction has completed. 

Some registers may be read-only, such as a status register that indicates when the 
device is done, while others may be readable or writable. 

Application Example 3.1 describes a classic I/O device. 



FIGURE 3.1 

Structure of a typical I/O device. 
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Application Example 3.1 The 8251 UART 

The 8251 UART (Universal Asynchronous Receiver/Transmitter) [Int82] is the original device 
used for serial communications, such as the serial port connections on PCs. The 8251 was 
introduced as a stand-alone integrated circuit for early microprocessors. Today, its functions 
are typically subsumed by a larger chip, but these more advanced devices still use the basic 
programming interface defined by the 8251. 

The UART is programmable for a variety of transmission and reception parameters. 
However, the basic format of transmission is simple. Data are transmitted as streams of 
characters in this form: 


Start 



Time 

Every character starts with a start bit (a 0) and a stop bit (a 1). The start bit allows the 
receiver to recognize the start of a new character; the stop bit ensures that there will be a tran¬ 
sition at the start of the stop bit. The data bits are sent as high and low voltages at a uniform 
rate. That rate is known as the baud rate; the period of one bit is the inverse of the baud rate. 

Before transmitting or receiving data, the CPU must set the UART’s mode register to 
correspond to the data line’s characteristics. The parameters for the serial port are familiar 
from the parameters for a serial communications program: 

• mode[l:0]: mode and baud rate 

• 00: synchronous mode 

• 01: asynchronous mode, no clock prescaler 

• 10: asynchronous mode, 16x prescaler 

• 11: asynchronous mode, 64x prescaler 

• mode[3:2]: number of bits per character 

• 00: 5 bits 

• 01: 6 bits 

• 10: 7 bits 

• 11:8 bits 

• mode[5:4]: parity 

• 00, 10: no parity 

• 01: odd parity 

• 11: even parity 

• mode[7:6]: stop bit length 

• 00: invalid 

• 01:1 stop bit 

• 10: 1.5 stop bits 

• 11:2 stop bits 

Setting bits in the command register tells the UART what to do: 

• mode[0]: transmit enable 

• modefl]: set nDTR output 

• mode[2]: enable receiver 

• mode[3]: send break character 

• mode[4]: reset error flags 

• mode[5]: set nRTS output 
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• mode[6]: internal reset 

• mode[7]: hunt mode 

The status register shows the state of the UART and transmission: 

• status [0]: transmitter ready 

• status [1]: receive ready 

• status [2]: transmission complete 

• status [3]: parity 

• status [4]: overrun 

• status [5]: frame error 

• status [6]: sync char detected 

• status [7]: nDSR value 


The UART includes transmit and receive buffer registers. It also includes registers for syn¬ 
chronous mode characters. 

The Transmitter Ready output indicates that the transmitter is ready to accept a data 
character; the Transmitter Empty signal goes high when the UART has no characters to send. 
On the receiver side, the Receiver Ready pin goes high when the UART has a character ready 
to be read by the CPU. 


Input and output primitives 

Microprocessors can provide programming support for input and output in two ways: 
I/O instructions and memory-mapped I/O. Some architectures, such as the Intel 
x86, provide special instructions (i n and out in the case of the Intel x86) for input and 
output. These instructions provide a separate address space for I/O devices. 

But the most common way to implement I/O is by memory mapping—even CPUs 
that provide I/O instructions can also implement memory-mapped I/O. As the name 
implies, memory-mapped I/O provides addresses for the registers in each I/O device. 
Programs use the CPU’s normal read and write instructions to communicate with the 
devices. 

Example 3.1 illustrates memory-mapped I/O on the ARM. 


Example 3.1 Memory-Mapped I/O on ARM 

We can use the EQU pseudo-op to define a symbolic name for the memory location of our 
I/O device: 

DEVI EQU 0x1000 

Given that name, we can use the following standard code to read and write the device 


register: 



LDR 

rl,#DEV1 

; set up device address 

LDR 

r0,[rl] 

; read DEVI 

LDR 

rO ,#8 

; set up value to write 

STR 

rO,[rl] 

; write 8 to device 
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How can we directly write I/O devices in a high-level language like C? When we 
define and use a variable in C, the compiler hides the variable’s address from us. But 
we can use pointers to manipulate addresses of I/O devices. The traditional names for 
functions that read and write arbitrary memory locations are peek and poke. The peek 
function can be written in C as: 

int peektchar location) { 

return location; /* de-reference location pointer */ 

I 

The argument to peek is a pointer that is de-referenced by the C * operator to read 
the location. Thus, to read a device register we can write: 

//define DEVI 0x1000 

dev_status = peek(DEVl); /* read device register */ 

The poke function can be implemented as: 

void pokefchar location, char newval ) { 

(*location) = newval; /* write to location */ 

) 

To write to the status register, we can use the following code: 

poke(DEVl,8); /* write 8 to device register */ 

These functions can, of course, be used to read and write arbitrary memory loca¬ 
tions, not just devices. 


Busy-wait I/O 

The simplest way to communicate with devices in a program is busy-wait I/O. Devices 
are typically slower than the CPU and may require many cycles to complete an opera¬ 
tion. If the CPU is performing multiple operations on a single device, such as writing 
several characters to an output device, then it must wait for one operation to complete 
before starting the next one. (If we try to start writing the second character before the 
device has finished with the first one, for example, the device will probably never print 
the first character.) Asking an I/O device whether it is finished by reading its status 
register is often called polling. 

Example 3.2 illustrates busy-wait I/O. 


Example 3.2 Busy-Wait I/O Programming 

In this example we want to write a sequence of characters to an output device. The device 
has two registers: one for the character to be written and a status register. The status 
register’s value is 1 when the device is busy writing and 0 when the write transaction has 
completed. 
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We will use the peek and poke functions to write the busy-wait routine in C. First, we 
define symbolic names for the register addresses: 

#define 0UT_CHAR 0x1000 /* output device character register */ 
#define 0UT_STATUS 0x1001 /* output device status register */ 

The sequence of characters is stored in a standard C string, which is terminated by a 
null (0) character. We can use peek and poke to send the characters and wait for each 
transaction to complete: 

char *mystring = “Hello, world.” /* string to write */ 

char *current_char; /* pointer to current position in string */ 

current_char = mystring; /* point to head of string */ 
while (*current_char != ‘ \0 ’) { /* until null character */ 

poke(OUT_CHAR,*current_char); /* send character to device */ 
while (peek(0UT_STATUS) != 0); /* keep checking status */ 
current_char++; /* update character pointer */ 


The outer while loop sends the characters one at a time. The inner while loop checks 
the device status—it implements the busy-wait function by repeatedly checking the device 
status until the status changes to 0. 


Example 3.3 illustrates a combination of input and output. 


Example 3.3 Copying Characters from Input to Output 
Using Busy-Wait 1/0 

We want to repeatedly read a character from the input device and write it to the output 
device. First, we need to define the addresses for the device registers: 

#define IN_DATA 0x1000 
#define IN_STATUS 0x1001 
#define 0UT_DATA 0x1100 
#define 0UT_STATUS 0x1101 

The input device sets its status register to 1 when a new character has been read; we 
must set the status register back to 0 after the character has been read so that the device is 
ready to read another character. When writing, we must set the output status register to 1 to 
start writing and wait for it to return to 0. We can use peek and poke to repeatedly perform 
the read/write operation: 

while (TRUE) { /* perform operation forever */ 

/* read a character into achar */ 

while (peek(IN_STATUS) == 0); /* wait until ready */ 

achar = (char)peek(IN_DATA); /* read the character */ 

/* write achar */ 
poke(0UT_DATA,achar); 

poke(0UT_STATUS,l); /* turn on device */ 

while (peek(0UT_STATUS) != 0); /* wait until done */ 
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Interrupts 

Basics 

Busy-wait I/O is extremely inefficient—the CPU does nothing but test the device sta¬ 
tus while the I/O transaction is in progress. In many cases, the CPU could do useful 
work in parallel with the I/O transaction: 

• computation, as in determining the next output to send to the device or 
processing the last input received, and; 

• control of other I/O devices. 

To allow parallelism, we need to introduce new mechanisms into the CPU. 

The interrupt mechanism allows devices to signal the CPU and to force execution 
of a particular piece of code. When an interrupt occurs, the program counter’s value is 
changed to point to an interrupt handler routine (also commonly known as a device 
driver) that takes care of the device: writing the next data, reading data that have just 
become ready, and so on. The interrupt mechanism of course saves the value of the 
PC at the interruption so that the CPU can return to the program that was interrupted. 
Interrupts therefore allow the flow of control in the CPU to change easily between dif¬ 
ferent contexts, such as a foreground computation and multiple I/O devices. 

As shown in Figure 3.2, the interface between the CPU and I/O device includes 
several signals for interrupting: 

• the I/O device asserts the interrupt request signal when it wants service from the 
CPU; 

• the CPU asserts the interrupt acknowledge signal when it is ready to handle the 
I/O device’s request. 

The I/O device’s logic decides when to interrupt; for example, it may generate an 
interrupt when its status register goes into the ready state. The CPU may not be able 


Interrupt request 


CPU 


PC 


Interrupt acknowledge 


Data/address 


FIGURE 3.2 



Device 


Device 

mechanism 


The interrupt mechanism. 
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to immediately service an interrupt request because it may be doing something else 
that must be finished first—for example, a program that talks to both a high-speed disk 
drive and a low-speed keyboard should be designed to finish a disk transaction before 
handling a keyboard interrupt. Only when the CPU decides to acknowledge the inter¬ 
rupt does the CPU change the program counter to point to the device’s handler. The 
interrupt handler operates much like a subroutine, except that it is not called by the 
executing program. The program that runs when no interrupt is being handled is often 
called the foreground program; when the interrupt handler finishes, running in the 
background, it returns to the foreground program, wherever processing was interrupted. 

Before considering the details of how interrupts are implemented, let’s look at the 
interrupt style of processing and compare it to busy-wait I/O. Example 3.4 uses inter¬ 
rupts as a basic replacement for busy-wait I/O. 


Example 3.4 Copying Characters from Input to Output 
with Basic Interrupts 

As with Example 3.3, we repeatedly read a character from an input device and write it to 
an output device. We assume that we can write C functions that act as interrupt handlers. 
Those handlers will work with the devices in much the same way as in busy-wait I/O by 
reading and writing status and data registers. The main difference is in handling the output— 
the interrupt signals that the character is done, so the handler doesn’t have to do anything. 

We will use a global variable achar for the input handler to pass the character to 
the foreground program. Because the foreground program doesn’t know when an interrupt 
occurs, we also use a global Boolean variable, gotcha r, to signal when a new character has 
been received. Here is the code for the input and output handlers: 

void input_handler() I /* get a character and put in global */ 

achar = peek( IN_DATA) ; /* get character */ 

gotchar = TRUE; /* signal to main program */ 
poke( IN_STATUS ,0); /* reset status to initiate next 
transfer */ 

1 

void output_handler() I /* react to character being sent */ 

/* don’t have to do anything */ 


The main program is reminiscent of the busy-wait program. It looks at gotchar to check 
when a new character has been read and then immediately sends it out to the output device. 

main() 1 

while (TRUE) { /* read then write forever */ 
if (gotchar) ( /* write a character */ 

poke(OUT_DATA,achar); /* put character in device */ 
poke(OUT_STATUS,1); /* set status to initiate write */ 
gotchar = FALSE; /* reset flag */ 
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The use of interrupts has made the main program somewhat simpler. But this 
program design still does not let the foreground program do useful work. Example 3.5 
uses a more sophisticated program design to let the foreground program work 
completely independently of input and output. 


Example 3.5 Copying Characters from Input to Output 
with Interrupts and Buffers 

Because we don’t need to wait for each character, we can make this I/O program more 
sophisticated than the one in Example 3.4. Rather than reading a single character and then 
writing it, the program performs reads and writes independently. We will use an elastic buffer 
to hold the characters. The read and write routines communicate through the global variables 
used to implement the elastic buffer: 

• A character string i o_buf will hold a queue of characters that have been read but not 
yet written. 

• A pair of integers buf_start and buf_end will point to the first and last characters 
read. 

• An integer error will be set to 0 whenever i o_buf overflows. 

The elastic buffer allows the input and output devices to run at different rates. The 
queue i o_buf acts as a wraparound buffer—we add characters to the tail when an input is 
received and take characters from the tail when we are ready for output. The head and tail 
wrap around the end of the buffer array to make most efficient use of the array. Here is the 
situation at the start of the program's execution, where the tail points to the first available 
character and the head points to the ready character. As seen below, because the head and 
tail are equal, we know that the queue is empty. 


ft 

Head Tail 


When the first character is read, the tail is incremented after the character is added to 
the queue, leaving the buffer and pointers looking like the following: 


a 


t t 

Head Tail 


When the buffer is full, we leave one character in the buffer unused. As the next figure 
shows, if we added another character and updated the tail buffer (wrapping it around to 
the head of the buffer), we would be unable to distinguish a full buffer from an empty one. 
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a 

b 

c 

d 

e 

f 

g 



+ I 

Head Tail 


Here is what happens when the output goes past the end of i o_buf: 



b 

c 

d 

e 

f 

g 

h 


I I 

Tail Head 


This code implements the elastic buffer, including the declarations for the above global 
variables and some service routines for adding and removing characters from the queue. 
Because interrupt handlers are regular code, we can use subroutines to structure code just 
as with any program. 

#define BUF_SIZE 8 

char 1o_buf[BUF_SIZE]; /* character buffer */ 

int buf_head = 0, buf tail = 0; /* current position in buffer */ 

int error = 0; /* set to 1 if buffer ever overflows */ 

void empty_buffer() i /* returns TRUE if buffer is empty */ 
buf_head == b u f_t ail; 


void full_buffer() { /* returns TRUE if buffer is full */ 

(buf_tai1+1) % BUF_SIZE == buf_head ; 


int ncharsO ! /* returns the number of characters in the 
buffer */ 

if (buf_head >= buf_ tai 1) return buf_head - buf_tai1; 

else return BUF_SIZE - buf_tail - buf_head; 


void add_char(char achar) { /* add a character to the buffer 
head */ 

io_buf[buf_tai1++] = achar; 

/* check pointer */ 

if (buf_tai 1 == BUF_SIZE) 

buf_tai1 = 0; 


char remove_char() 1 /* take a character from the buffer head */ 
char achar; 

achar = io_buf[buf_head++]; 

/* check pointer */ 
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if 


} 


(buf_head == BUF_SIZE) 
buf_head = 0; 


Assume that we have two interrupt handling routines defined in C, i nput_handl er 
for the input device and output_handl er for the output device. These routines work 
with the device in much the same way as did the busy-wait routines. The only complica¬ 
tion is in starting the output device: If io_buf has characters waiting, the output driver 
can start a new output transaction by itself. But if there are no characters waiting, an 
outside agent must start a new output action whenever the new character arrives. Rather 
than force the foreground program to look at the character buffer, we will have the input 
handler check to see whether there is only one character in the buffer and start a new 
transaction. 

Here is the code for the input handler: 

#define IN_DATA 0x1000 
#define IN_STATUS 0x1001 
void input_handler() { 
char achar; 

if (full_buffer()) /* error */ 
error = 1; 

else { /* read the character and update pointer */ 

achar = peek(IN_DATA); /* read character */ 

add_char(achar); /* add to queue */ 

1 

poke(IN_STATUS.0); /* set status register back to 0 */ 

/* if buffer was empty, start a new output transaction */ 
if (ncharsO == 1) ( /* buffer had been empty until this 
interrupt */ 

poke(0UT_DATA,remove_char()); /* send character */ 
poke(0UT_STATUS,l); /* turn device on */ 

1 

1 

#define 0UT_DATA 0x1100 
#define 0UT_STATUS 0x1101 
void output_handler() { 

if (!empty_buffer()) { /* start a new character */ 

poke(0UT_DATA,remove_char()); /* send character */ 
poke(0UT_STATUS,l); /* turn device on */ 



The foreground program does not need to do anything—everything is taken care of by 
the interrupt handlers. The foreground program is free to do useful work as it is occasionally 
interrupted by input and output operations. The following sample execution of the program 
in the form of a UML sequence diagram shows how input and output are interleaved with 
the foreground program. (We have kept the last input character in the queue until output is 
complete to make it clearer when input occurs.) The simulation shows that the foreground 
program is not executing continuously, but it continues to run in its regular state independent 
of the number of characters waiting in the queue. 
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Time 



Interrupts allow a lot of concurrency, which can make very efficient use of the 
CPU. But when the interrupt handlers are buggy, the errors can be very hard to find. 
The fact that an interrupt can occur at any time means that the same bug can manifest 
itself in different ways when the interrupt handler interrupts different segments of the 
foreground program. 

Example 3.6 illustrates the problems inherent in debugging interrupt handlers. 


Example 3.6 Debugging Interrupt Code 

Assume that the foreground code is performing a matrix multiplication operation y = Ax+ b-. 

for (i =0; i < M; i++) { 

y [13 = bill; 

for (j = 0; j < N; j++) 

y Ci] = y[i1 + A[i,j]*x[j]; 
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Interrupts and 
subroutines 


We use the interrupt handlers of Example 3.6 to perform I/O while the matrix computa¬ 
tion is performed, but with one small change: read_handl er has a bug that causes it to 
change the value of j. While this may seem far-fetched, remember that when the interrupt 
handler is written in assembly language such bugs are easy to introduce. Any CPU register 
that is written by the interrupt handler must be saved before it is modified and restored 
before the handler exits. Any type of bug—such as forgetting to save the register or to 
properly restore it—can cause that register to mysteriously change value in the foreground 
program. 

What happens to the foreground program when j changes value during an interrupt 
depends on when the interrupt handler executes. Because the value of j is reset at each 
iteration of the outer loop, the bug will affect only one entry of the result y. But clearly 
the entry that changes will depend on when the interrupt occurs. Furthermore, the change 
observed in y depends on not only what new value is assigned to j (which may depend on 
the data handled by the interrupt code), but also when in the inner loop the interrupt occurs. 
An interrupt at the beginning of the inner loop will give a different result than one that occurs 
near the end. The number of possible new values for the result vector is much too large to 
consider manually—the bug can’t be found by enumerating the possible wrong values and 
correlating them with a given root cause. Even recognizing the error can be difficult—for 
example, an interrupt that occurs at the very end of the inner loop will not cause any change 
in the foreground program’s result. Finding such bugs generally requires a great deal of tedi¬ 
ous experimentation and frustration. 


The CPU implements interrupts by checking the interrupt request line at the begin¬ 
ning of execution of every instruction. If an interrupt request has been asserted, the 
CPU does not fetch the instruction pointed to by the PC. Instead the CPU sets the 
PC to a predefined location, which is the beginning of the interrupt handling routine. 
The starting address of the interrupt handler is usually given as a pointer—rather than 
defining a fixed location for the handler, the CPU defines a location in memory that 
holds the address of the handler, which can then reside anywhere in memory. 

Because the CPU checks for interrupts at every instruction, it can respond quickly 
to service requests from devices. However, the interrupt handler must return to the 
foreground program without disturbing the foreground program’s operation. Because 
subroutines perform a similar function, it is natural to build the CPU’s interrupt mech¬ 
anism to resemble its subroutine function. Most CPUs use the same basic mechanism 
for remembering the foreground program’s PC as is used for subroutines. The subrou¬ 
tine call mechanism in modern microprocessors is typically a stack, so the interrupt 
mechanism puts the return address on a stack; some CPUs use the same stack as for 
subroutines while others define a special stack. The use of a procedure-like interface 
also makes it easier to provide a high-level language interface for interrupt handlers. 
The details of the C interface to interrupt handling routines vary both with the CPU 
and the underlying support software. 

Priorities and vectors 

Providing a practical interrupt system requires having more than a simple interrupt 
request line. Most systems have more than one I/O device, so there must be some 
mechanism for allowing multiple devices to interrupt. We also want to have flexibility 
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FIGURE 3.3 


Prioritized device interrupts. 


in the locations of the interrupt handling routines, the addresses for devices, and so on. 
There are two ways in which interrupts can be generalized to handle multiple devices 
and to provide more flexible definitions for the associated hardware and software: 

• interrupt priorities allow the CPU to recognize some interrupts as more 

important than others, and 

• interrupt vectors allow the interrupting device to specify its handler. 

Prioritized interrupts not only allow multiple devices to be connected to the inter¬ 
rupt line but also allow the CPU to ignore less important interrupt requests while it 
handles more important requests. As shown in Figure 3.3, the CPU provides several 
different interrupt request signals, shown here as LI, L2, up to Ln. Typically, the lower- 
numbered interrupt lines are given higher priority, so in this case, if devices 1, 2, and n 
all requested interrupts simultaneously, 1 ’s request would be acknowledged because it 
is connected to the highest-priority interrupt line. Rather than provide a separate inter¬ 
rupt acknowledge line for each device, most CPUs use a set of signals that provide 
the priority number of the winning interrupt in binary form (so that interrupt level 7 
requires 3 bits rather than 7). A device knows that its interrupt request was accepted by 
seeing its own priority number on the interrupt acknowledge lines. 

How do we change the priority of a device? Simply by connecting it to a differ¬ 
ent interrupt request line. This requires hardware modification, so if priorities need to 
be changeable, removable cards, programmable switches, or some other mechanism 
should be provided to make the change easy. 
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Power-down interrupts 



FIGURE 3.4 

Using polling to share an interrupt over several devices. 


The priority mechanism must ensure that a lower-priority interrupt does not occur 
when a higher-priority interrupt is being handled. The decision process is known as 
masking. When an interrupt is acknowledged, the CPU stores in an internal register 
the priority level of that interrupt. When a subsequent interrupt is received, its priority 
is checked against the priority register; the new request is acknowledged only if it has 
higher priority than the currently pending interrupt. When the interrupt handler exits, 
the priority register must be reset. The need to reset the priority register is one reason 
why most architectures introduce a specialized instruction to return from interrupts 
rather than using the standard subroutine return instruction. 

The highest-priority interrupt is normally called the nonmaskable interrupt or 
NMI. The NMI cannot be turned off and is usually reserved for interrupts caused by 
power failures—a simple circuit can be used to detect a dangerously low power supply, 
and the NMI interrupt handler can be used to save critical state in nonvolatile mem¬ 
ory, turn off I/O devices to eliminate spurious device operation during power-down, 
and so on. 

Most CPUs provide a relatively small number of interrupt priority levels, such as 
eight. While more priority levels can be added with external logic, they may not be 
necessary in all cases. When several devices naturally assume the same priority (such 
as when you have several identical keypads attached to a single CPU), you can com¬ 
bine polling with prioritized interrupts to efficiently handle the devices. As shown in 
Figure 3.4, you can use a small amount of logic external to the CPU to generate an 
interrupt whenever any of the devices you want to group together request service. The 
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CPU will call the interrupt handler associated with this priority; that handler does not 
know which of the devices actually requested the interrupt. The handler uses software 
polling to check the status of each device: In this example, it would read the status 
registers of 1,2, and 3 to see which of them is ready and requesting service. 

Example 3.7 Illustrates how priorities affect the order in which I/O requests are 
handled. 


Example 3.7 I/O with Prioritized Interrupts 

Assume that we have devices A, B, and C. A has priority 1 (highest priority), B priority 2, 
and C priority 3. This UML sequence diagram shows which interrupt handler is executing as 
a function of time for a sequence of interrupt requests: 


Time 


I 


interrupt 

:Background 


:A 


:B 


:C 

requests 

task 









In each case, an interrupt handler keeps running until either it is finished or a higher- 
priority interrupt arrives. The C interrupt, although it arrives early, does not finish for a 
long time because interrupts from both A and B intervene—system design must take into 
account the worst-case combinations of interrupts that can occur to ensure that no device 
goes without service for too long. When both A and B interrupt simultaneously, A’s interrupt 
gets priority; when A's handler is finished, the priority mechanism automatically answers B’s 
pending interrupt. 
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Interrupt vectors. 


Vectors provide flexibility in a different dimension, namely, the ability to define 
the interrupt handler that should service a request from a device. Figure 3.5 shows the 
hardware structure required to support interrupt vectors. In addition to the interrupt 
request and acknowledge lines, additional interrupt vector lines run from the devices 
to the CPU. After a device’s request is acknowledged, it sends its interrupt vector over 
those lines to the CPU. The CPU then uses the vector number as an index in a table 
stored in memory as shown in Figure 3.5. The location referenced in the interrupt vec¬ 
tor table by the vector number gives the address of the handler. 

There are two important things to notice about the interrupt vector mechanism. 
First, the device, not the CPU, stores its vector number. In this way, a device can 
be given a new handler simply by changing the vector number it sends, without 
modifying the system software. For example, vector numbers can be changed by pro¬ 
grammable switches. The second thing to notice is that there is no fixed relation¬ 
ship between vector numbers and interrupt handlers. The interrupt vector table allows 
arbitrary relationships between devices and handlers. The vector mechanism provides 
great flexibility in the coupling of hardware devices and the software routines that 
service them. 

Most modern CPUs implement both prioritized and vectored interrupts. Priorities 
determine which device is serviced first, and vectors determine what routine is used 
to service the interrupt. The combination of the two provides a rich interface between 
hardware and software: 

Interrupt overhead 

Now that we have a basic understanding of the interrupt mechanism, we can consider 
the complete interrupt handling process. Once a device requests an interrupt, some 
steps are performed by the CPU, some by the device, and others by software: 

1. CPU: The CPU checks for pending interrupts at the beginning of an instruction. 
It answers the highest-priority interrupt, which has a higher priority than that 
given in the interrupt priority register. 

2. Device: The device receives the acknowledgment and sends the CPU its interrupt 
vector. 
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3. CPU: The CPU looks up the device handler address in the interrupt vector table 
using the vector as an index. A subroutine-like mechanism is used to save the 
current value of the PC and possibly other internal CPU state, such as general- 
purpose registers. 

4. Software: The device driver may save additional CPU state. It then performs the 
required operations on the device. It then restores any saved state and executes 
the interrupt return instruction. 

5. CPU: The interrupt return instruction restores the PC and other automatically 
saved states to return execution to the code that was interrupted. 

Interrupts do not come without a performance penalty. In addition to the execution 
time required for the code that talks directly to the devices, there is execution time 
overhead associated with the interrupt mechanism: 

• The interrupt itself has overhead similar to a subroutine call. Because an 
interrupt causes a change in the program counter, it incurs a branch penalty. In 
addition, if the interrupt automatically stores CPU registers, that action requires 
extra cycles, even if the state is not modified by the interrupt handler. 

• In addition to the branch delay penalty, the interrupt requires extra cycles to 
acknowledge the interrupt and obtain the vector from the device. 

• The interrupt handler will, in general, save and restore CPU registers that were 
not automatically saved by the interrupt. 

• The interrupt return instruction incurs a branch penalty as well as the time 
required to restore the automatically saved state. 

The time required for the hardware to respond to the interrupt, obtain the vector, 
and so on cannot be changed by the programmer. In particular, CPUs vary quite a bit in 
the amount of internal state automatically saved by an interrupt. The programmer does 
have control over what state is modified by the interrupt handler and therefore it must 
be saved and restored. Careful programming can sometimes result in a small number 
of registers used by an interrupt handler, thereby saving time in maintaining the CPU 
state. However, such tricks usually require coding the interrupt handler in assembly 
language rather than a high-level language. 

Interrupts in ARM 

ARM7 supports two types of interrupts: fast interrupt requests (FIQs) and interrupt 
requests (IRQs). An FIQ takes priority over an IRQ. The interrupt table is always kept 
in the bottom memory addresses, starting at location 0. The entries in the table typi¬ 
cally contain subroutine calls to the appropriate handler. 

The ARM7 performs the following steps when responding to an interrupt 
[ARM99B]: 

• saves the appropriate value of the PC to be used to return, 

• copies the CPSR into an SPSR (saved program status register), 

• forces bits in the CPSR to note the interrupt, and 

• forces the PC to the appropriate interrupt vector. 
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When leaving the interrupt handler, the handler should: 

• restore the proper PC value, 

• restore the CPSR from the SPSR, and 

• clear interrupt disable flags. 

The worst-case latency to respond to an interrupt includes the following 
components: 

• two cycles to synchronize the external request, 

• up to 20 cycles to complete the current instruction, 

• three cycles for data abort, and 

• two cycles to enter the interrupt handling state. 

This adds up to 27 clock cycles. The best-case latency is 4 clock cycles. 

Interrupts in C55x 

Interrupts in the C55x [Tex04] take at least 7 clock cycles. In many situations, they 
take 13 clock cycles. 

• A maskable interrupt is processed in several steps once the interrupt request is 
sent to the CPU: 

• The interrupt flag register (IFR) corresponding to the interrupt is set. 

• The interrupt enable register (IER) is checked to ensure that the interrupt is 
enabled. 

• The interrupt mask register (INTM) is checked to be sure that the interrupt is not 
masked. 

• The interrupt flag register (IFR) corresponding to the flag is cleared. 

• Appropriate registers are saved as context. 

• INTM is set to 1 to disable maskable interrupts. 

• DGBM is set to 1 to disable debug events. 

• EALLOW is set to 0 to disable access to non-CPU emulation registers. 

• A branch is performed to the interrupt service routine (ISR). 

The C55x provides two mechanisms— fast-return and slow-return —to save and 
restore registers for interrupts and other context switches. Both processes save the 
return address and loop context registers. The fast-return mode uses RETA to save the 
return address and CFCT for the loop context bits. The slow-return mode, in contrast, 
saves the return address and loop context bits on the stack. 

Interrupts in PIC16F 

The PIC16F recognizes two types of interrupts. Synchronous interrupts generally 
occur from sources inside the CPU. Asynchronous interrupts are generally triggered 
from outside the CPU. The INTCON register contains the major control bits for the 
interrupt system. The Global Interrupt Enable bit GIE is used to allow all unmasked 
interrupts. The Peripheral Interrupt Enable bit PEIE enables/disables interrupts from 
peripherals. The TMRO Overflow Interrupt Enable bit enables or disables the timer 0 
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overflow interrupt. The INT External Interrupt Enable bit enables/disables the INT 
external interrupts. Peripheral Interrupt Flag registers PIR1 and P1R2 hold flags for 
peripheral interrupts. 

The RETFIE instruction is used to return from an interrupt routine. This instruction 
clears the GIE bit, re-enabling pending interrupts. 

The latency of synchronous interrupts is 3T cy (where T cy is the length of an 
instruction) while the latency for asynchronous interrupts is 3 to 3.75T cy . One-cycle 
and two-cycle instructions have the same interrupt latencies. 


Supervisor mode, exceptions, and traps 

In this section we consider exceptions and traps. These are mechanisms to handle 
internal conditions and they are very similar to interrupts in form. We begin with a dis¬ 
cussion of supervisor mode, which some processors use to handle exceptional events 
and protect executing programs from each other. 

Supervisor mode 

As will become clearer in later chapters, complex systems are often implemented as 
several programs that communicate with each other. These programs may run under 
the command of an operating system. It may be desirable to provide hardware checks 
to ensure that the programs do not interfere with each other—for example, by errone¬ 
ously writing into a segment of memory used by another program. Software debug¬ 
ging is important but can leave some problems in a running system; hardware checks 
ensure an additional level of safety. 

In such cases it is often useful to have a supervisor mode provided by the CPU. Nor¬ 
mal programs run in user mode. The supervisor mode has privileges that user modes do 
not. For example, we will study memory management systems in 3.5 that allow the phys¬ 
ical addresses of memory locations to be changed dynamically. Control of the memory 
management unit is typically reserved for supervisor mode to avoid the obvious problems 
that could occur when program bugs cause inadvertent changes in the memory manage¬ 
ment registers, effectively moving code and data in the middle of program execution. 

Not all CPUs have supervisor modes. Many DSPs, including the C55x, do not 
provide one. The ARM, however, does have a supervisor mode. The ARM instruction 
that puts the CPU in supervisor mode is called SWI: 

SWI CODE_1 

It can, of course, be executed conditionally, as with any ARM instruction. SWI 
causes the CPU to go into supervisor mode and sets the PC to 0x08. The argument to 
SWI is a 24-bit immediate value that is passed on to the supervisor mode code; it allows 
the program to request various services from the supervisor mode. 

In supervisor mode, the bottom five bits of the CPSR are all set to 1 to indicate that 
the CPU is in supervisor mode. The old value of the CPSR just before the SWI is stored 
in a register is called the saved program status register (SPSR). There are in fact sev¬ 
eral SPSRs for different modes; the supervisor mode SPSR is referred to as SPSR_svc. 
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To return from supervisor mode, the supervisor restores the PC from register rl4 
and restores the CPSR from the SPSR_svc. 

Exceptions 

An exception is an internally detected error. A simple example is division by zero. 
One way to handle this problem would be to check every divisor before division to be 
sure it is not zero, but this would both substantially increase the size of numerical pro¬ 
grams and cost a great deal of CPU time evaluating the divisor’s value. The CPU can 
more efficiently check the divisor’s value during execution. Because the time at which 
a zero divisor will be found is not known in advance, this event is similar to an inter¬ 
rupt except that it is generated inside the CPU. The exception mechanism provides a 
way for the program to react to such unexpected events. Resets, undefined instructions, 
and illegal memory accesses are other typical examples of exceptions. 

Just as interrupts can be seen as an extension of the subroutine mechanism, excep¬ 
tions are generally implemented as a variation of an interrupt. Because both deal with 
changes in the flow of control of a program, it makes sense to use similar mechanisms. 
However, exceptions are generated internally. 

Exceptions in general require both prioritization and vectoring. Exceptions must 
be prioritized because a single operation may generate more than one exception—for 
example, an illegal operand and an illegal memory access. The priority of exceptions 
is usually fixed by the CPU architecture. Vectoring provides a way for the user to 
specify the handler for the exception condition. The vector number for an exception 
is usually predefined by the architecture; it is used to index into a table of exception 
handlers. 

Traps 

A trap, also known as a software interrupt, is an instruction that explicitly gener¬ 
ates an exception condition. The most common use of a trap is to enter supervisor 
mode. The entry into supervisor mode must be controlled to maintain security—if the 
interface between user and supervisor mode is improperly designed, a user program 
may be able to sneak code into the supervisor mode that could be executed to perform 
harmful operations. 

The ARM provides the SWI interrupt for software interrupts. This instruction 
causes the CPU to enter supervisor mode. An opcode is embedded in the instruction 
that can be read by the handler. 


Co-processors 

CPU architects often want to provide flexibility in what features are implemented in 
the CPU. One way to provide such flexibility at the instruction set level is to allow 
co-processors, which are attached to the CPU and implement some of the instructions. 
For example, floating-point arithmetic was introduced into the Intel architecture by 
providing separate chips that implemented the floating-point instructions. 
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To support co-processors, certain opcodes must be reserved in the instruction set 
for co-processor operations. Because it executes instructions, a co-processor must be 
tightly coupled to the CPU. When the CPU receives a co-processor instruction, the 
CPU must activate the co-processor and pass it the relevant instruction. Co-processor 
instructions can load and store co-processor registers or can perform internal opera¬ 
tions. The CPU can suspend execution to wait for the co-processor instruction to fin¬ 
ish; it can also take a more superscalar approach and continue executing instructions 
while waiting for the co-processor to finish. 

A CPU may, of course, receive co-processor instructions even when there is no 
co-processor attached. Most architectures use illegal instruction traps to handle these 
situations. The trap handler can detect the co-processor instruction and, for example, 
execute it in software on the main CPU. Emulating co-processor instructions in soft¬ 
ware is slower but provides compatibility. 

The ARM architecture provides support for up to 16 co-processors attached to a 
CPU. Co-processors are able to perform load and store operations on their own reg¬ 
isters. They can also move data between the co-processor registers and main ARM 
registers. 

An example ARM co-processor is the floating-point unit. The unit occupies two 
co-processor units in the ARM architecture, numbered 1 and 2, but it appears as a 
single unit to the programmer. It provides eight 80-bit floating-point data registers, 
floating-point status registers, and an optional floating-point status register. 


Memory system mechanisms 

Modern microprocessors do more than just read and write a monolithic memory. 
Architectural features improve both the speed and capacity of memory systems. 
Microprocessor clock rates are increasing at a faster rate than memory speeds, such 
that memories are falling further and further behind microprocessors every day. As 
a result, computer architects resort to caches to increase the average performance of 
the memory system. Although memory capacity is increasing steadily, program sizes 
are increasing as well, and designers may not be willing to pay for all the memory 
demanded by an application. Memory management units (MMUs) perform address 
translations that provide a larger virtual memory space in a small physical memory. In 
this section, we review both caches and MMUs. 


Caches 

Caches are widely used to speed up reads and writes in memory systems. Many micro¬ 
processor architectures include caches as part of their definition. The cache speeds 
up average memory access time when properly used. It increases the variability of 
memory access times—accesses in the cache will be fast, while access to locations 
not cached will be slow. This variability in performance makes it especially important 
to understand how caches work so that we can better understand how to predict cache 
performance and factor these variations into system design. 
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FIGURE 3.6 

The cache in the memory system. 
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A cache is a small, fast memory that holds copies of some of the contents of main 
memory. Because the cache is fast, it provides higher-speed access for the CPU; but 
because it is small, not all requests can be satisfied by the cache, forcing the system to 
wait for the slower main memory. Caching makes sense when the CPU is using only a 
relatively small set of memory locations at any one time; the set of active locations is 
often called the working set. 

Figure 3.6 shows how the cache supports reads in the memory system. A cache 
controller mediates between the CPU and the memory system comprised of the cache 
and main memory. The cache controller sends a memory request to the cache and main 
memory. If the requested location is in the cache, the cache controller forwards the loca¬ 
tion’s contents to the CPU and aborts the main memory request; this condition is known 
as a cache hit. If the location is not in the cache, the controller waits for the value from 
main memory and forwards it to the CPU; this situation is known as a cache miss. 

We can classify cache misses into several types depending on the situation that 
generated them: 

• a compulsory miss (also known as a cold miss) occurs the first time a location 
is used, 

• a capacity miss is caused by a too-large working set, and 

• a conflict miss happens when two locations map to the same location in the 
cache. 

Even before we consider ways to implement caches, we can write some basic for¬ 
mulas for memory system performance. Let h be the hit rate, the probability that a 
given memory location is in the cache. It follows that 1 — /z is the miss rate, or the 
probability that the location is not in the cache. Then we can compute the average 
memory access time as 

tav = ht cache +0 “ h)t, min , (Eq. 3.1) 

where t , is the access time of the cache and t is the main memory access time. The 

cache main J 

memory access times are basic parameters available from the memory manufacturer. 
The hit rate depends on the program being executed and the cache organization, and 
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FIGURE 3.7 

A two-level cache system. 


is typically measured using simulators. The best-case memory access time (ignoring 
cache controller overhead) is t , , while the worst-case access time is t . . Given 
that t is typically 50 to 75 ns, while t , is at most a few nanoseconds, the spread 
between worst-case and best-case memory delays is substantial. 

Modern CPUs may use multiple levels of cache as shown in Figure 3.7. The first- 
level cache (commonly known as LI cache) is closest to the CPU, the second-level 
cache (L2 cache) feeds the first-level cache, and so on. In today’s microprocessors, the 
first-level cache is often on-chip and the second-level cache is off-chip, although we 
are starting to see on-chip second-level caches. 

The second-level cache is much larger but is also slower. If h l is the first-level 
hit rate and /?, is the rate at which access hit the second-level cache, then the average 
access time for a two-level cache system is 

Kv = Mli + (h 2 ~ h x )t L2 + (1 - h 2 )t main . (Eq. 3.2) 

As the program’s working set changes, we expect locations to be removed from the 
cache to make way for new locations. When set-associative caches are used, we have 
to think about what happens when we throw out a value from the cache to make room 
for a new value. We do not have this problem in direct-mapped caches because every 
location maps onto a unique block, but in a set-associative cache we must decide 
which set will have its block thrown out to make way for the new block. One possible 
replacement policy is least recently used (LRU), that is, throw out the block that has 
been used farthest in the past. We can add relatively small amounts of hardware to the 
cache to keep track of the time since the last access for each block. Another policy is 
random replacement, which requires even less hardware to implement. 

The simplest way to implement a cache is a direct-mapped cache, as shown 
in Figure 3.8. The cache consists of cache blocks, each of which includes a tag to 
show which memory location is represented by this block, a data field holding the 
contents of that memory, and a valid tag to show whether the contents of this cache 
block are valid. An address is divided into three sections. The index is used to select 
which cache block to check. The tag is compared against the tag value in the block 
selected by the index. If the address tag matches the tag value in the block, that block 
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FIGURE 3.8 


A direct-mapped cache. 


includes the desired memory location. If the length of the data field is longer than the 
minimum addressable unit, then the lowest bits of the address are used as an offset to 
select the required value from the data field. Given the structure of the cache, there 
is only one block that must be checked to see whether a location is in the cache—the 
index uniquely determines that block. If the access is a hit, the data value is read from 
the cache. 

Writes are slightly more complicated than reads because we have to update main 
memory as well as the cache. There are several methods by which we can do this. The 
simplest scheme is known as write-through —every write changes both the cache 
and the corresponding main memory location (usually through a write buffer). This 
scheme ensures that the cache and main memory are consistent, but may generate 
some additional main memory traffic. We can reduce the number of times we write to 
main memory by using a write-back policy: If we write only when we remove a loca¬ 
tion from the cache, we eliminate the writes when a location is written several times 
before it is removed from the cache. 

The direct-mapped cache is both fast and relatively low cost, but it does have lim¬ 
its in its caching power due to its simple scheme for mapping the cache onto main 
memory. Consider a direct-mapped cache with four blocks, in which locations 0, 1, 
2, and 3 all map to different blocks. But locations 4, 8, 12, . . . all map to the same 
block as location 0; locations 1, 5, 9, 13, ... all map to a single block; and so on. If 
two popular locations in a program happen to map onto the same block, we will not 
gain the full benefits of the cache. As seen in Section 5.7, this can create program 
performance problems. 
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FIGURE 3.9 


A set-associative cache. 


The limitations of the direct-mapped cache can be reduced by going to the set- 
associative cache structure shown in Figure 3.9. A set-associative cache is character¬ 
ized by the number of banks or ways it uses, giving an n -way set-associative cache. A 
set is formed by all the blocks (one for each bank) that share the same index. Each set 
is implemented with a direct-mapped cache. A cache request is broadcast to all banks 
simultaneously. If any of the sets has the location, the cache reports a hit. Although 
memory locations map onto blocks using the same function, there are n separate blocks 
for each set of locations. Therefore, we can simultaneously cache several locations that 
happen to map onto the same cache block. The set-associative cache structure incurs a 
little extra overhead and is slightly slower than a direct-mapped cache, but the higher 
hit rates that it can provide often compensate. 

The set-associative cache generally provides higher hit rates than the direct- 
mapped cache because conflicts between a small set of locations can be resolved 
within the cache. The set-associative cache is somewhat slower, so the CPU designer 
has to be careful that it doesn’t slow down the CPU’s cycle time too much. A more 
important problem with set-associative caches for embedded program design is pre¬ 
dictability. Because the time penalty for a cache miss is so severe, we often want to 
make sure that critical segments of our programs have good behavior in the cache. 
It is relatively easy to determine when two memory locations will conflict in a 
direct-mapped cache. Conflicts in a set-associative cache are more subtle, and so the 
behavior of a set-associative cache is more difficult to analyze for both humans and 
programs. 

Example 3.8 compares the behavior of direct-mapped and set-associative 
caches. 
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Example 3.8 Direct-Mapped versus Set-Associative Caches 

For simplicity, let's consider a very simple caching scheme. We use two bits of the address as 
the tag. We compare a direct-mapped cache with four blocks and a two-way set-associative 
cache with four sets, and we use LRU replacement to make it easy to compare the two 
caches. 

Here are the contents of memory, using a three-bit address for simplicity: 


Address 

Data 

000 

0101 

001 

1111 

010 

0000 

Oil 

0110 

100 

1000 

101 

0001 

110 

1010 

111 

0100 


We will give each cache the same pattern of addresses (in binary to simplify picking 
out the index): 001, 010, Oil, 100, 101, and 111. To understand how the direct-mapped 
cache works, let's see how its state evolves. 


After 001 access: 


Block 

Tag 

Data 

00 

- 

- 

01 

0 

1111 

10 

- 

- 

11 

- 

- 

After 

100 

access 


(notice that the tag bit 
for this entry is 1): 


Block 

Tag 

Data 

00 

1 

1000 

01 

0 

1111 

10 

0 

0000 

11 

0 

0110 


After 010 access: 


Block 

Tag 

Data 

00 

- 

- 

01 

0 

1111 

10 

0 

0000 

11 

- 


After 

101 

access 


(overwrites the 01 block 
entry): 


Block 

Tag 

Data 

00 

1 

1000 

01 

1 

0001 

10 

0 

0000 

11 

0 

0110 


After Oil access: 


Block 

Tag 

Data 

00 

- 

- 

01 

0 

1111 

10 

0 

0000 

11 

0 

0110 

After 

111 

access 


(overwrites the 11 block 
entry): 


Block 

Tag 

Data 

00 

1 

1000 

01 

1 

0001 

10 

0 

0000 

11 

1 

0100 
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We can use a similar procedure to determine what ends up in the two-way set-associative 
cache. The only difference is that we have some freedom when we have to replace a block 
with new data. To make the results easy to understand, we use a least-recently-used replace¬ 
ment policy. For starters, let's make each bank the size of the original direct-mapped cache. 
The final state of the two-way set-associative cache follows: 


Block 

Bank 0 tag 

Bank 0 data 

Bank 1 tag 

Bank 1 data 

00 

1 

1000 

- 

- 

01 

0 

1111 

1 

0001 

10 

0 

0000 

- 


11 

0 

0110 

1 

0100 


Of course, this isn’t a fair comparison for performance because the two-way set- 
associative cache has twice as many entries as the direct-mapped cache. Let’s use a two- 
way, set-associative cache with two sets, giving us four blocks, the same number as in the 
direct-mapped cache. In this case, the index size is reduced to one bit and the tag grows 
to two bits. 


Block 

Bank 0 tag 

Bank 0 data 

Bank 1 tag 

Bank 1 data 

0 

01 

0000 

10 

1000 

1 

10 

0111 

11 

0100 


In this case, the cache contents significantly differ from either the direct-mapped cache 
or the four-block, two-way set-associative cache. 


The CPU knows when it is fetching an instruction (the PC is used to calculate 
the address, either directly or indirectly) or data. We can therefore choose whether to 
cache instructions, data, or both. If cache space is limited, instructions are the highest 
priority for caching because they will usually provide the highest hit rates. A cache 
that holds both instructions and data is called a unified cache. 

Various ARM implementations use different cache sizes and organizations [Fur96]. 
The ARM600 includes a 4-Kbyte, 64-way (wow!) unified instruction/data cache. The 
StrongARM uses a 16-Kbyte, 32-way instruction cache with a 32-byte block and a 
16-Kbyte, 32-way data cache with a 32-byte block; the data cache uses a write-back 
strategy. 

The C5510, one of the models of C55x, uses a 16-Kbyte instruction cache 
organized as a two-way set-associative cache with four 32-bit words per line. The 
instruction cache can be disabled by software if desired. It also includes two RAM 
sets that are designed to hold large contiguous blocks of code. Each RAM set can 
hold up to 4-Kbytes of code organized as 256 lines of four 32-bit words per line. Each 
RAM has a tag that specifies what range of addresses are in the RAM; it also 
includes a tag valid field to show whether the RAM is in use and line valid bits for 
each line. 
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Memory management units and address translation 

A memory management unit translates addresses between the CPU and physical mem¬ 
ory. This translation process is often known as memory mapping because addresses 
are mapped from a logical space into a physical space. Memory management units are 
not especially common in embedded systems because virtual memory requires a sec¬ 
ondary storage device such as a disk. However, that situation is slowly changing with 
lower component prices in general and the advent of Internet appliances in particular. 
It is helpful to understand the basics of MMUs for embedded systems complex enough 
to require them. 

Many DSPs, including the C55x, don’t use MMUs. Because DSPs are used for 
compute-intensive tasks, they often don’t require the hardware assist for logical 
address spaces. 

Early computers used MMUs to compensate for limited address space in their 
instruction sets. When memory became cheap enough that physical memory could 
be larger than the address space defined by the instructions, MMUs allowed software 
to manage multiple programs in a single physical memory, each with its own address 
space. 

Because modern CPUs typically do not have this limitation, MMUs are used to 
provide virtual addressing. As shown in Figure 3.10, the memory management unit 
accepts logical addresses from the CPU. Logical addresses refer to the program’s 
abstract address space but do not correspond to actual RAM locations. The MMU 
translates them from tables to physical addresses that do correspond to RAM. By 
changing the MMU’s tables, you can change the physical location at which the pro¬ 
gram resides without modifying the program’s code or data. (We must, of course, 
move the program in main memory to correspond to the memory mapping change.) 

Furthermore, if we add a secondary storage unit such as a disk, we can elimi¬ 
nate parts of the program from main memory. In a virtual memory system, the MMU 
keeps track of which logical addresses are actually resident in main memory; those 
that do not reside in main memory are kept on the secondary storage device. When the 
CPU requests an address that is not in main memory, the MMU generates an excep¬ 
tion called a page fault. The handler for this exception executes code that reads the 
requested location from the secondary storage device into main memory. The program 
that generated the page fault is restarted by the handler only after 


Logical Physical Swapping 



FIGURE 3.10 


A virtually addressed memory system. 
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Physical 

memory 


FIGURE 3.11 

Segments and pages. 



• the required memory has been read back into main memory, and 

• the MMU’s tables have been updated to reflect the changes. 

Of course, loading a location into main memory will usually require throwing 
something out of main memory. The displaced memory is copied into secondary 
storage before the requested location is read in. As with caches, LRU is a good replace¬ 
ment policy. 

There are two styles of address translation: segmented and paged. Each has advan¬ 
tages and the two can be combined to form a segmented, paged addressing scheme. 
As illustrated in Figure 3.11, segmenting is designed to support a large, arbitrarily 
sized region of memory, while pages describe small, equally sized regions. A segment 
is usually described by its start address and size, allowing different segments to be of 
different sizes. Pages are of uniform size, which simplifies the hardware required for 
address translation. A segmented, paged scheme is created by dividing each segment 
into pages and using two steps for address translation. Paging introduces the possibil¬ 
ity of fragmentation as program pages are scattered around physical memory. 
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Segment register 



FIGURE 3.12 


Address translation for a segment. 

In a simple segmenting scheme, shown in Figure 3.12, the MMU would maintain a 
segment register that describes the currently active segment. This register would point 
to the base of the current segment. The address extracted from an instruction (or from 
any other source for addresses, such as a register) would be used as the offset for the 
address. The physical address is formed by adding the segment base to the offset. Most 
segmentation schemes also check the physical address against the upper limit of the 
segment by extending the segment register to include the segment size and comparing 
the offset to the allowed size. 

The translation of paged addresses requires more MMU state but a simpler 
calculation. As shown in Figure 3.13, the logical address is divided into two sections, 
including a page number and an offset. The page number is used as an index into a page 
table, which stores the physical address for the start of each page. However, because 
all pages have the same size and it is easy to ensure that page boundaries fall on the 
proper boundaries, the MMU simply needs to concatenate the top bits of the page 
starting address with the bottom bits from the page offset to form the physical address. 
Pages are small, typically between 512 bytes to 4 KB. As a result, an architecture with 
a large address space requires a large page table. The page table is normally kept in 
main memory, which means that an address translation requires memory access. 

The page table may be organized in several ways, as shown in Figure 3.14. The 
simplest scheme is a flat table. The table is indexed by the page number and each entry 
holds the page descriptor. A more sophisticated method is a tree. The root entry of the 
tree holds pointers to pointer tables at the next level of the tree; each pointer table is 
indexed by a part of the page number. We eventually (after three levels, in this case) 
arrive at a descriptor table that includes the page descriptor we are interested in. A tree- 
structured page table incurs some overhead for the pointers, but it allows us to build a 
partially populated tree. If some part of the address space is not used, we do not need 
to build the part of the tree that covers it. 
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Physical address To memory 

FIGURE 3.13 

Address translation for a page. 



Flat Tree structured 


FIGURE 3.14 

Alternative schemes for organizing page tables. 

The efficiency of paged address translation may be increased by caching page 
translation information. A cache for address translation is known as a translation 
lookaside buffer (TLB). The MMU reads the TLB to check whether a page number is 
currently in the TLB cache and, if so, uses that value rather than reading from memory. 

Virtual memory is typically implemented in a paging or segmented, paged scheme 
so that only page-sized regions of memory need to be transferred on a page fault. Some 
extensions to both segmenting and paging are useful for virtual memory: 

• At minimum, a present bit is necessary to show whether the logical segment or 
page is currently in physical memory. 

• A dirty bit shows whether the page/segment has been written to. This bit is 
maintained by the MMU, because it knows about every write performed by 
the CPU. 






















































3.5 Memory system mechanisms 


127 



FIGURE 3.15 

ARM two-stage address translation. 

• Permission bits are often used. Some pages/segments may be readable but not 
writable. If the CPU supports modes, pages/segments may be accessible by the 
supervisor but not in user mode. 

A data or instruction cache may operate either on logical or physical addresses, 
depending on where it is positioned relative to the MMU. 

A memory management unit is an optional part of the ARM architecture. The ARM 
MMU supports both virtual address translation and memory protection; the architec¬ 
ture requires that the MMU be implemented when cache or write buffers are imple¬ 
mented. The ARM MMU supports the following types of memory regions for address 
translation: 

• a section is a 1 -Mbyte block of memory, 

• a large page is 64 KB, and 

• a small page is 4 KB. 

An address is marked as section mapped or page mapped. A two-level scheme is 
used to translate addresses. The first-level table, which is pointed to by the Transla¬ 
tion Table Base register, holds descriptors for section translation and pointers to the 
second-level tables. The second-level tables describe the translation of both large and 
small pages. The basic two-level process for a large or small page is illustrated in 
Figure 3.15. The details differ between large and small pages, such as the size of the 
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second-level table index. The first- and second-level pages also contain access control 
bits for virtual memory and protection. 


ARM7 pipeline 


C55x pipeline 


CPU performance 

Now that we have an understanding of the various types of instructions that CPUs can 
execute, we can move on to a topic particularly important in embedded computing: 
How fast can the CPU execute instructions? In this section, we consider two factors 
that can substantially influence program performance: pipelining and caching. 

Pipelining 

Modern CPUs are designed as pipelined machines in which several instructions 
are executed in parallel. Pipelining greatly increases the efficiency of the CPU. But 
like any pipeline, a CPU pipeline works best when its contents flow smoothly. Some 
sequences of instructions can disrupt the flow of information in the pipeline and, tem¬ 
porarily at least, slow down the operation of the CPU. 

The ARM7 has a three-stage pipeline: 

1. Fetch: the instruction is fetched from memory. 

2. Decode: the instruction’s opcode and operands are decoded to determine what 
function to perform. 

3. Execute: the decoded instruction is executed. 

Each of these operations requires one clock cycle for typical instructions. Thus, 
a normal instruction requires three clock cycles to completely execute, known as the 
latency of instruction execution. But because the pipeline has three stages, an instruc¬ 
tion is completed in every clock cycle. In other words, the pipeline has a throughput 
of one instruction per cycle. Figure 3.16 illustrates the position of instructions in the 
pipeline during execution using the notation introduced by Hennessy and Patterson 
[Hen06]. A vertical slice through the timeline shows all instructions in the pipeline 
at that time. By following an instruction horizontally, we can see the progress of its 
execution. 

The C55x includes a seven-stage pipeline [TexOOB]: 

1. Fetch. 

2 . Decode. 

3. Address: computes data and branch addresses. 

4. Access 1: reads data. 

5. Access 2: finishes data read. 

6 . Read stage: puts operands onto internal busses. 

7. Execute: performs operations. 

RISC machines are designed to keep the pipeline busy. CISC machines may dis¬ 
play a wide variation in instruction timing. Pipelined RISC machines typically have 
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Pipeline stalls 


add rO,rl,#5 
sub r2,r3,r6 
cmp r2,#3 


fetch 


decode exec add 


fetch 


decode exec sub 


fetch 


decode exec cmp 


Time 

FIGURE 3.16 

Pipelined execution of ARM instructions. 


Idmia rO, 
{r2,r3} 

sub r2,r3,r6 

cmp r2,#3 


fetch 

decode 

exec Id r2 

exec Id r3 








fetch 


decode 

exec sub 


fetch 


decode 


exec cmp 


Time 

FIGURE 3.17 

Pipelined execution of multicycle ARM instructions. 


► 


more regular timing characteristics—most instructions that do not have pipeline haz¬ 
ards display the same latency. 

The one-cycle-per-instruction completion rate does not hold in every case, how¬ 
ever. The simplest case for extended execution is when an instruction is too com¬ 
plex to complete the execution phase in a single cycle. A multiple load instruction 
is an example of an instruction that requires several cycles in the execution phase. 
Figure 3.17 illustrates a data stall in the execution of a sequence of instructions start¬ 
ing with a load multiple ( LDMIA) instruction. Because there are two registers to load, 
the instruction must stay in the execution phase for two cycles. In a multiphase execu¬ 
tion, the decode stage is also occupied, because it must continue to remember the 
decoded instruction. As a result, the SUB instruction is fetched at the normal time but 
not decoded until the LDMIA is finishing. This delays the fetching of the third instruc¬ 
tion, the CMP. 

Branches also introduce control stall delays into the pipeline, commonly referred 
to as the branch penalty, as shown in Figure 3.18. The decision whether to take the 
conditional branch BNE is not made until the third clock cycle of that instruction’s 
execution, which computes the branch target address. If the branch is taken, the suc¬ 
ceeding instruction at PC+4 has been fetched and started to be decoded. When the 
branch is taken, the branch target address is used to fetch the branch target instruction. 
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bne foo 


fetch 

decode 

exec bne 

exec bne 

exec bne 


sub c2^3,r6 


fetch 


de socle 


foo add 
r0,rl,r2 


fetch 


decode 


exec add 


Time 

FIGURE 3.18 


► 


Pipelined execution of a branch in ARM. 


Because we have to wait for the execution cycle to complete before knowing the target, 
we must throw away two cycles of work on instructions in the path not taken. The CPU 
uses the two cycles between starting to fetch the branch target and starting to execute 
that instruction to finish housekeeping tasks related to the execution of the branch. 

One way around this problem is to introduce the delayed branch. In this style of 
branch instruction, a fixed number of instructions directly after the branch are always 
executed, whether or not the branch is taken. This allows the CPU to keep the pipeline 
full during execution of the branch. However, some of those instructions after the 
delayed branch may be no-ops. Any instruction in the delayed branch window must 
be valid for both execution paths, whether or not the branch is taken. If there are not 
enough instructions to fill the delayed branch window, it must be filled with no-ops. 

Let’s use this knowledge of instruction execution time to develop two examples. 
First, we will look at execution times on the PIC16F; we will then evaluate the execu¬ 
tion time of some C code on the more complex ARM. 


Example 3.9 Execution Time of a Loop on the PIC16F 

The PIC16F is pipelined but has relatively simple instruction timing [Mic07]. An instruction 
is divided into four Q cycles: 

• Q1 decodes instructions; 

• Q2 reads operands; 

• Q3 processes data; 

• Q4 writes data. 

The time required for an instruction is called T cy . The CPU executes one Q cycle per clock 
period. Because instruction execution is pipelined, we generally refer to execution time of an 
instruction as the number of cycles between it and the next instruction. The PIC16F does 
not have a cache. 

The majority of instructions execute in one cycle. But there are exceptions: 

• Several flow-of-control instructions (CALL, GOTO, RETFIE, RETLW, RETURN) always 
require two cycles. 

• Skip-if instructions (DECFSZ, INCFSZ, BTFSC, BTFSS) require two cycles if the skip is 
taken, one cycle if the skip is not taken. (If the skip is taken, the next instruction remains 
in the pipeline but is not executed, causing a one-cycle pipeline bubble). 
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The PIC16F’s very predictable timing allows real-time behavior to be encoded into a 
program. For example, we can set a bit on an I/O device for a data-dependent amount of 
time [Mic97B]: 



movf len, 

w 

get ready 

for 

computed goto 


addwf pci 

, f 

; computed 

goto 

(PCL is low byte 

en3: 

bsf x,1; 

set 

the bit at 

t-3 


en2: 

bsf x, 1; 

set 

the bit at 

t-2 


enl: 

bsf x, 1; 

set 

the bit at 

t-1 



bcf x, 1 ; 

clear the bit 

at t 



A computed goto is a general term for a branch to a location determined by a data value. 
In this case, the variable len determines the number of clock cycles for which the I/O device 
bit is set. If we want to set the bit for 3 cycles, we set len to 1 so that the computed goto 
jumps to Ien3. If we want to set the device bit for 2 cycles, we set len to 2; to set the device 
bit for 1 cycle we set len to 3. Setting the device bit multiple times does not harm the opera¬ 
tion of the I/O device. The computed goto allows us to vary the I/O device’s operation time 
dynamically while still maintaining very predictable timing. 


Example 3.10 Execution Time of a Loop on the ARM 

We will use the C code for the FIR filter of Application Example 2.1: 


for (1 = 0, 

f = 0; i < N; 

; i++) 



f = f ■ 

a- c[i ] * x[i ]; 




repeat the ARM code for this loop: 




;loop initiation 

code 



MOV 

rO ,#0 

; use 

rO for i, set to 0 


MOV 

r8,#0 

; use 

a separate index for arrays 

ADR 

r2,N 

; get 

address for N 


LDR 

rl,[r2] 


;get value of N for 

1 oop 

termination 

test 




MOV 

r2,#0 


;use r2 for f, set to 0 


ADR 

r3, c 


;load r3 with address of 

base 

of c array 





ADR 

r5 ,x 


: 1oad r5 with address of 

base 

of x array 





;loop body 




loop LDR 

r4, [r3,r8] 


;get value of c[i] 


LDR 

r6 , [r5,r8] 


;get value of x[i] 


MUL 

r4,r4,r6 


;compute c[i]*x[i] 


ADD 

r2,r2,r4 


; a dd into running sum f 


;update loop counter and array index 

ADD r8,r8,#4 ;add one word offset to 

array index 

ADD rO,rO,#l ;add 1 to i 

;test for exit 
CMP rO.rl 
BLT loop 
1oopend . . . 


; if i < N, continue loop 
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Inspection of the code shows that the only instruction that may take more than one cycle 
is the conditional branch in the loop test. We can count the number of instructions and 
associated number of clock cycles in each block as follows: 


Block 

Variable 

# Instructions 

# Cycles 

Initiation 

t ., 

init 

7 

7 

Body 

t. . 

body 

4 

4 

Update 

^update 

2 

2 

Test 

^test 

2 

2 best case, 

4 worst case 


The unconditional branch at the end of the update block always incurs a branch penalty 
of two cycles. The BLT instruction in the test block incurs a pipeline delay of two cycles when 
the branch is taken. That happens for all but the last iteration, when the instruction has an 
execution time of t , the last iteration executes in time t We can write a formula 

test, worst’ test,best 

for the total execution time of the loop in cycles as 

^loop — ^init 4>ody ^update ) ^ 1 ) ^test, worst + ^test, best' 


Cache performance 

We have already discussed caches functionally. Although caches are invisible in the 
programming model, they have a profound effect on performance. We introduce caches 
because they substantially reduce memory access time when the requested location is 
in the cache. However, the desired location is not always in the cache because it is 
considerably smaller than main memory. As a result, caches cause the time required to 
access memory to vary considerably. The extra time required to access a memory loca¬ 
tion not in the cache is often called the cache miss penalty. The amount of variation 
depends on several factors in the system architecture, but a cache miss is often several 
clock cycles slower than a cache hit. 

The time required to access a memory location depends on whether the requested 
location is in the cache. However, as we have seen, a location may not be in the cache 
for several reasons. 

• At a compulsory miss, the location has not been referenced before. 

• At a conflict miss, two particular memory locations are fighting for the same 
cache line. 

• At a capacity miss, the program’s working set is simply too large for the cache. 

The contents of the cache can change considerably over the course of execution 
of a program. When we have several programs running concurrently on the CPU, 
we can have very dramatic changes in the cache contents. We need to examine the 
behavior of the programs running on the system to be able to accurately estimate 
performance when caches are involved. We consider this problem in more detail in 
Section 5.7. 
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Energy vs. power 


CMOS power 
characteristics 


CPU power consumption 

Power consumption is, in some situations, as important as execution time. In this sec¬ 
tion we study the characteristics of CPUs that influence power consumption and mech¬ 
anisms provided by CPUs to control how much power they consume. 

First, we need to distinguish between energy and power. Power is, of course, energy 
consumption per unit time. Heat generation depends on power consumption. Battery 
life, on the other hand, most directly depends on energy consumption. Generally, we 
will use the term power as shorthand for energy and power consumption, distinguish¬ 
ing between them only when necessary. 

The high-level power consumption characteristics of CPUs and other system com¬ 
ponents are derived from the circuits used to build those components. Today, virtually 
all digital systems are built with CMOS (complementary metal oxide semiconductor) 
circuitry. The detailed circuit characteristics are best left to a study of VLSI design 
[W 0 IO 8 ], but the basic sources of CMOS power consumption are easily identified: 

• Power supply voltage: The power consumption of a CMOS circuit is 
proportional to the square of the power supply voltage (V 2 ). Therefore, by 
reducing the power supply voltage to the lowest level that provides the required 
performance, we can significantly reduce power consumption. We also may be 
able to add parallel hardware and even further reduce the power supply voltage 
while maintaining required performance [Cha92]. 

• Capacitive toggling: A CMOS circuit uses most of its power when it is changing 
its output value. This provides two ways to reduce power consumption. By 
reducing the speed at which the circuit operates, we can reduce its power 
consumption (although not the total energy required for the operation, because the 
result is available later). We can actually reduce energy consumption by eliminating 
unnecessary changes to the inputs of a CMOS circuit—eliminating unnecessary 
glitches at the circuit outputs eliminates unnecessary power consumption. 

• Leakage: Even when a CMOS circuit is not active, some charge leaks out of the 
circuit’s nodes through the substrate. The only way to eliminate leakage current 
is to remove the power supply. Completely disconnecting the power supply 
eliminates power consumption, but it usually takes a significant amount of time 
to reconnect the system to the power supply and reinitialize its internal state so 
that it once again performs properly. 

As a result, several power-saving strategies are used in CMOS CPUs: 

• CPUs can be used at reduced voltage levels. For example, reducing the power 
supply from 1 V to 0.9 V causes the power consumption to drop by 1 2 /0.9 2 =1.2. 

• The CPU can be operated at a lower clock frequency to reduce power (but not 
energy) consumption. 

• The CPU may internally disable certain function units that are not required for 
the currently executing function. This reduces energy consumption. 

• Some CPUs allow parts of the CPU to be totally disconnected from the power 
supply to eliminate leakage currents. 
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Static vs. dynamic power 
management 


There are two types of power management features provided by CPUs. A static 
power management mechanism is invoked by the user but does not otherwise depend 
on CPU activities. An example of a static mechanism is a power-down mode intended 
to save energy. This mode provides a high-level way to reduce unnecessary power 
consumption. The mode is typically entered with an instruction. If the mode stops the 
interpretation of instructions, then it clearly cannot be exited by execution of another 
instruction. Power-down modes typically end upon receipt of an interrupt or other 
event. A dynamic power management mechanism takes actions to control power 
based upon the dynamic activity in the CPU. For example, the CPU may turn off 
certain sections of the CPU when the instructions being executed do not need them. 
Application Example 3.2 describes the static and dynamic energy efficiency features 
of a PowerPC chip. 


Application Example 3.2 Energy Efficiency Features in the 
PowerPC 603 

The PowerPC 603 [Gar94] was designed specifically for low-power operation while retaining 
high performance. It typically dissipates 2.2 W running at 80 MHz. The architecture pro¬ 
vides three low-power modes—doze, nap, and sleep—that provide static power management 
capabilities for use by the programs and operating system. 

The 603 also uses a variety of dynamic power management techniques for power mini¬ 
mization that are performed automatically, without program intervention. The CPU is a two- 
issue, out-of-order superscalar processor. It uses the dynamic techniques summarized below 
to reduce power consumption. 

• An execution unit that is not being used can be shut down. 

• The cache, an 8-KB, two-way set-associative cache, was organized into subarrays so that 
at most two out of eight subarrays will be accessed on any given clock cycle. A variety of 
circuit techniques were also used in the cache to reduce power consumption. 

Not all units in the CPU are active all the time; idling them when they are not being used 
can save power. The table below shows the percentage of time various units in the 603 were 
idle for the SPEC integer and floating-point benchmarks [Gar94], 


Unit 

Specint92 (% idle) 

Specfp92 (% idle) 

Data cache 

29 

28 

Instruction cache 

29 

17 

Load-store 

35 

17 

Fixed-point 

38 

76 

Floating-point 

99 

30 

System register 

89 

97 


Idle units are turned off automatically by switching off their clocks. Various stages of the 
pipeline are turned on and off, depending on which stages are necessary at the current time. 
Measurements comparing the chip's power consumption with and without dynamic power 
management show that dynamic techniques provide significant power savings. 
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- Without dynamic 
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Heapsort Nsieve 



-17% 


Stanford 


From [Gar94]. 


FIGURE 3.19 



A power state machine for a processor. 


A power-down mode provides the opportunity to greatly reduce power consump¬ 
tion because it will typically be entered for a substantial period of time. However, 
going into and especially out of a power-down mode is not free—it costs both time and 
energy. The power-down or power-up transition consumes time and energy in order 
to properly control the CPU’s internal logic. Modern pipelined processors require 
complex control that must be properly initialized to avoid corrupting data in the pipe¬ 
line. Starting up the processor must also be done carefully to avoid power surges that 
could cause the chip to malfunction or even damage it. 

The modes of a CPU can be modeled by a power state machine [BenOO]. An 
example is shown in Figure 3.19. Each state in the machine represents a different 
mode of the machine, and every state is labeled with its average power consumption. 
The example machine has two states: run mode with power consumption P mn and 
sleep mode with power consumption P sleep . Transitions show how the machine can 
go from state to state; each transition is labeled with the time required to go from the 
source to the destination state. In a more complex example, it may not be possible to 
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go from a particular state to another particular state—traversing a sequence of states 
may be necessary. Application Example 3.3 describes the power-down modes of the 
StrongARM SA-1100. 


Application Example 3.3 Power-Saving Modes of the StrongARM SA-1100 

The StrongARM SA-1100 [Int99] is designed to provide sophisticated power management 
capabilities that are controlled by the on-chip power manager. The processor takes two power 
supplies: 



VDD„FAULT 

BATT_FAULT 

PWR_EN 


VDD is the main power supply for the core CPU and is nominally 3.3 V. The VDDX supply is 
used for the pins and other logic such as the power manager; it is normally at 1.5 V. (The 
two supplies share a common ground.) The system can supply two inputs about the status of 
the power supply. VDD_FAULTte\\s the CPU that the main power supply is not being properly 
regulated, while BATT_FAULT indicates that the battery has been removed or is low. Either 
of these events can cause the CPU to go into a low-power mode. In low-power operation, 
the VDD supply can be turned off (the VDDX supply always remains on). When resuming 
operation, the PWR_EN signal is used by the CPU to tell the external power supply to ramp 
up the VDD power supply. 

A system power manager can both monitor the CPU and other devices and control their 
operation to gracefully transition between power modes. It provides several registers that 
allow programs to control power modes, determine why power modes were entered, deter¬ 
mine the current state of power management modes, and so on. 

The SA-1100 provides the three power modes: 

• Run mode is normal operation and has the highest power consumption. 

• Idle mode saves power by stopping the CPU clock. The system unit modules—real¬ 
time clock, operating system timer, interrupt control, general-purpose I/O, and power 
manager—all remain operational. Idle mode is entered by executing a three-instruction 
sequence. The CPU returns to run mode upon receiving an interrupt from one of the inter¬ 
nal system units or from a peripheral or by resetting the CPU. This causes the machine to 
restart the CPU clock and to resume execution where it left off. 

• Sleep mode shuts off most of the chip’s activity. Entering sleep mode causes the system to 
shut down on-chip activity, reset the CPU, and negate the PWR_EN pin to tell the external 
electronics that the chip's power supply should be driven to 0 volts. A separate I/O power 
supply remains on and supplies power to the power manager so that the CPU can be 
awakened from sleep mode; the low-speed clock keeps the power manager running at low 
speeds sufficient to manage sleep mode. The CPU software should set several registers 
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to prepare for sleep mode. Sleep mode is entered by forcing the sleep bit in the power 
manager control register; it can also be entered by a power supply fault. The sleep shut¬ 
down sequence happens in three steps, each of which requires about 30 ps. The machine 
wakes up from sleep state on a preprogrammed wake-up event. The wake-up sequence 
has three steps: the PWR_EN pin is asserted to turn on the external power supply and 
waits for about 10 ps; the 3.686-MHz oscillator is ramped up to speed; and the internal 
reset is negated and the CPU boot sequence begins. 


Prun = 400mW 



Pidie = 50 mW P sleep = o. 16 mW 

From [BenOO]. 


The power state machine of the SA-1100 [BenOO] has three states: 

The sleep mode saves over three orders of magnitude of power consumption. However, 
the time required to reenter run mode from sleep is over a tenth of a second. 

The SA-1100 has a companion chip, the SA-1111, that provides an integrated set 
of peripherals. That chip has its own power management modes that complement the 
SA-1100. 


Design example: Data compressor 

Our design example for this chapter is a data compressor that takes in data with a con¬ 
stant number of bits per data element and puts out a compressed data stream in which 
the data is encoded in variable-length symbols. Because this chapter concentrates on 
CPUs, we focus on the data compression routine itself. 

Requirements and algorithm 

We use the Huffman coding technique, which is introduced in Application Example 
3.4. We require some understanding of how our compression code fits into a larger 
system. Figure 3.20 shows a collaboration diagram for the data compression process. 
The data compressor takes in a sequence of input symbols and then produces a stream 
of output symbols. Assume for simplicity that the input symbols are one byte in 
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FIGURE 3.20 

UML collaboration diagram for the data compressor. 


length. The output symbols are variable length, so we have to choose a format in 
which to deliver the output data. Delivering each coded symbol separately is tedious, 
because we would have to supply the length of each symbol and use external code to 
pack them into words. On the other hand, bit-by-bit delivery is almost certainly too 
slow. Therefore, we will rely on the data compressor to pack the coded symbols into 
an array. There is not a one-to-one relationship between the input and output sym¬ 
bols, and we may have to wait for several input symbols before a packed output word 
comes out. 


Application Example 3.4 Huffman Coding for Text Compression 

Text compression algorithms aim at statistical reductions in the volume of data. One com¬ 
monly used compression algorithm is Huffman coding [Huf52], which makes use of informa¬ 
tion on the frequency of characters to assign variable-length codes to characters. If shorter 
bit sequences are used to identify more frequent characters, then the length of the total 
sequence will be reduced. 

In order to be able to decode the incoming bit string, the code characters must have 
unique prefixes: No code may be a prefix of a longer code for another character. As a simple 
example of Huffman coding, assume that these characters have the following probabilities 
P of appearance in a message: 


Character 

p 

a 

0.45 

b 

0.24 

c 

0.11 

d 

0.08 

e 

0.07 

t 

0.05 


We build the code from the bottom up. After sorting the characters by probability, we 
create a new symbol by adding a bit. We then compute the joint probability of finding either 
one of those characters and re-sort the table. The result is a tree that we can read top down 
to find the character codes. Here is the coding tree for our example: 
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Reading the codes off the tree from the root to the leaves, we obtain the following coding 
of the characters: 


Character 

Code 

a 

1 

b 

01 

c 

0000 

d 

0001 

e 

0010 

t 

0011 


Once the code has been constructed, which in many applications is done off-line, 
the codes can be stored in a table for encoding. This makes encoding simple, but 
clearly the encoded bit rate can vary significantly depending on the input character 
sequence. On the decoding side, because we do not know a priori the length of a character’s 
bit sequence, the computation time required to decode a character can vary significantly. 


The data compressor as discussed above is not a complete system, but we can create 
at least a partial requirements list for the module as seen below. We used the abbreviation 
N/A for not applicable to describe some items that don’t make sense for a code module. 


Name 

Data compression module 

Purpose 

Code module for Huffman data compression 

Inputs 

Encoding table, uncoded byte-size input symbols 

Outputs 

Packed compressed output symbols 

Functions 

Huffman coding 

Performance 

Requires fast performance 

Manufacturing cost 

N/A 

Power 

N/A 

Physical size and weight 

N/A 
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Specification 

Let’s refine the description of Figure 3.20 to come up with a more complete specifica¬ 
tion for our data compression module. That collaboration diagram concentrates on the 
steady-state behavior of the system. For a fully functional system, we have to provide 
some additional behavior: 

• We have to be able to provide the compressor with a new symbol table. 

• We should be able to flush the symbol buffer to cause the system to release all 
pending symbols that have been partially packed. We may want to do this when 
we change the symbol table or in the middle of an encoding session to keep a 
transmitter busy. 

A class description for this refined understanding of the requirements on the mod¬ 
ule is shown in Figure 3.21. The class’s buffer and current-bit behaviors keep track of 
the state of the encoding, and the table attribute provides the current symbol table. The 
class has three methods as follows: 

• encode performs the basic encoding function. It takes in a one-byte input symbol 
and returns two values: a boolean showing whether it is returning a full buffer 
and, if the boolean is true, the full buffer itself. 

• new-symbol-table installs a new symbol table into the object and throws away 
the current contents of the internal buffer. 

• flush returns the current state of the buffer, including the number of valid bits in 
the buffer. 

We also need to define classes for the data buffer and the symbol table. These 
classes are shown in Figure 3.22. The data-buffer will be used to hold both packed 
symbols and unpacked ones (such as in the symbol table). It defines the buffer itself 
and the length of the buffer. We have to define a data type because the longest encoded 
symbol is longer than an input symbol. The longest Huffman code for an eight-bit input 


Data-compressor 


buffer: data-buffer 
table: symbol-table 
current-bit: integer 


encoded: boolean, data-buffer 
flush() 

new-symbol-table() 


FIGURE 3.21 


Definition of the data-compressor class. 
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Data-buffer 


Symbol-table 

databuf|databuflen]: character 
len: integer 


symbols [nsymbolsj: data-buffer 

insertO 

lengthf) 


value (): symbol 
load() 


FIGURE 3.22 

Additional class definitions for the data compressor. 



FIGURE 3.23 

Relationships between classes in the data compressor. 


symbol is 256 bits. (Ending up with a symbol this long happens only when the symbol 
probabilities have the proper values.) The insert function packs a new symbol into the 
upper bits of the buffer; it also puts the remaining bits in a new buffer if the current buf¬ 
fer is overflowed. The Symbol-table class indexes the encoded version of each symbol. 
The class defines an access behavior for the table; it also defines a load behavior to 
create a new symbol table. The relationships between these classes are shown in Figure 
3.23 — a data compressor object includes one buffer and one symbol table. 

Figure 3.24 shows a state diagram for the encode behavior. It shows that most of 
the effort goes into filling the buffers with variable-length symbols. Figure 3.25 shows 
a state diagram for insert. It shows that we must consider two cases—the new symbol 
does not fill the current buffer or it does. 

Program design 

Because we are only building an encoder, the program is fairly simple. We will use this 
as an opportunity to compare object-oriented and non-00 implementations by coding 
the design in both C++ and C. 
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00 design in C++ 



State diagram for encode behavior. 



State diagram for insert behavior. 


First is the object-oriented design using C++, because this implementation most 
closely mirrors the specification. 

The first step is to design the data buffer. The data buffer needs to be as long as the 
longest symbol. We also need to implement a function that lets us merge in another 
data_buffer, shifting the incoming buffer by the proper amount. 

const int databuflen = 8; /* as long in bytes as longest symbol */ 
const int bitsperbyte = 8; /* definition of byte */ 
const int bytemask = Oxff; /* use to mask to 8 bits for safety */ 
const char 1 owbitsmaskfbitsperbyte] = { 0, 1, 3, 7, 15, 31, 63, 127); 

/* used to keep low bits in a byte */ 
typedef char boolean; /* for clarity */ 

#define TRUE 1 
#define FALSE 0 

class data_buffer { 

char databuf[databuflen] ; 
int len; 

int 1ength_in_chars() { return 1en/bitsperbyte; ) /* length in 
bytes rounded down--used in implementation */ 
public: 

void insert(data_buffer, data_buffer&); 

int length!) t return len; 1 /* returns number of bits in 
symbol */ 
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int 1ength_in_bytes() { return (int)ceil(len/8.0); I 
void initialize(); /* initializes the data structure */ 
void data_buffer::fll1(data_buffer, int); /* puts upper bits 

of symbol into buffer */ 

void operator = (data_buffer&); /* assignment operator */ 
data_buffer() { initialize(); I /* C++ constructor */ 
~data_buffer() { ) /* C++ destructor */ 


data_buffer empty_buffer; /* use this to initialize other 
data_buffers */ 

void data_buffer::insert(data_buffer newval, data_buffer& newbuf) { 
/* This function puts the lower bits of a symbol (newval) 
into an existing buffer without overflowing the buffer.Puts 
spillover, if any, into newbuf. */ 

int i, j, bitstoshift, maxbyte; 

/* precalculate number of positions to shift up */ 
bitstoshift = length!) - 1ength_in_bytes()*bitsperbyte; 

/* compute how many bytes to transfer--can’t run past end 
of this buffer */ 

maxbyte = newval . 1 ength() + lengthO > databuflen*bitsperbyte ? 

databuflen : newval . 1 ength_in_chars(); 
for (i = 0; i < maxbyte; i++) { 

/* add lower bits of this newval byte */ 
databuf[i + 1ength_in_chars()] |= (newval .databuf[i ] << 

bitstoshift) & bytemask; 

/* add upper bits of this newval byte */ 
databuf[i + 1ength_in_chars() + 1] | = (newval.databuf[i] 

>> (bitsperbyte - bitstoshift)) & 1owbitsmask[bitsperbyte - 

bitstoshift]; 

I 

/* fill up new buffer if necessary */ 

if (newval . 1 ength() + length!) > databuflen*bi tsperbyte) { 

/* precalculate number of positions to shift down */ 
bitstoshift = lengthO % bitsperbyte; 

for (i = maxbyte, j = 0; i++, j++; i < = newval.1ength_ 
in_c ha rs()) { 

newbuf.databuffj] = (newval.databuffi] >> bitsto¬ 
shift) & bytemask; 

newbuf.databuffj] |= newval.databuffi + 1] & 

1owbitsmaskfbitstoshift]; 
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/* update length */ 

len = len + newval . 1 ength() > databuflen*bi tsperbyte ? 
databuflen*bi tsperbyte : len + newval . 1 ength(); 

} 

data_buffer& data_buffer::operator=(data_buffer& e) 1 
/* assignment operator for data buffer */ 
i n t i ; 

/* copy the buffer itself */ 
for (i =0; i < databuflen; i++) 
databuf[i] = e.databuf[i]; 

/* set length */ 
len = e.1en ; 

/* return */ 
return e; 

} 

void data_buffer: :fil 1 (data_buffer newval, int shiftamt) { 

/* This function puts the upper bits of a symbol (newval) into 
the buffer. */ 

int i, bitstoshift, maxbyte; 

/* precalculate number of positions to shift up */ 
bitstoshift = lengthO - 1 ength_i n_bytes () *b i tsperbyte; 

/* compute how many bytes to transfei—can’t run past end 
of this buffer */ 

maxbyte = newval .length_in_chars() > databuflen ? databuflen : 

newval.1ength_in_chars(); 
for (i = 0; i < maxbyte; i++) { 

/* add lower bits of this newval byte */ 

databuf[i + 1ength_in_chars()] = newval,databuf[i] << 

bitstoshift; 

/* add upper bits of this newval byte */ 

databuf[i + 1 ength_in_chars() + 1] = newval.databuf[i] >> 
(bitsperbyte - bitstoshift); 


void data_buffer::initialize() 1 

/* Initialization code for data_buffer. */ 
int i ; 

/* initialize buffer to all zero bits */ 
for (i = 0; i < databuflen; i++) 
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databuf[i] = 0; 

/* initialize length to zero */ 
1en = 0; 


The code for data_buffer is relatively complex, and not all of its complexity was 
reflected in the state diagram of Figure 3.25. That doesn’t mean the specification was 
bad, but only that it was written at a higher level of abstraction. 

The symbol table code can be implemented relatively easily: 

const int nsymbols = 256; 
class symbol_table { 

data_buffer symbolsinsymbols]; 
public: 

data_buffer* valuetint i) { return &(symbols[i ]); 1 

void load(symbol_table&); 

symbol_table() { } /* C++ constructor */ 

~symbol_table() { 1 /* C++ destructor */ 

): 

void symbol_table::1oad(symbol_table& newsyms) { 
inti; 

for (i =0; i < nsymbols: i++) { 

symbols[i] = newsyms.symbols[i]; 


Now let’s create the class definition for data_compressor: 

typedef char boolean; /* for clarity */ 
class data_compressor { 
data_buffer buffer; 
int current_bit; 
symbol_table table; 

public: 

boolean encodetchar, data_buffer&); 

void new_symbol_table(symbol_table newtable) 

{ table = newtable; current_bit = 0; 
buffer = empty_buffer; I 
int flush(data_buffer& buf) 

{ int temp = current_bit; buf = buffer; 
buffer = empty_buffer; current_bit *» 0; return temp; } 
data_compressor() { ( /* C++ constructor */ 

~data_compressor() { ( /* C++ destructor */ 



146 


CHAPTER 3 CPUs 


Now let’s implement the encode!) method. The main challenge here is managing 
the buffer. 

boolean data_compressor::encode(char isymbol, data_buffer& fullbuf) { 
data_buffer temp; 
int overlen; 

/* look up the new symbol */ 

temp = *(table.value(isymbol)); /* the symbol itself */ 

/* will this symbol overflow the buffer? */ 
overlen = temp.1ength() + current_bit - buffer.1ength(); /* 
amount of overflow */ 

if ( overlen > 0 ) { /* we did in fact overflow */ 
data_buffer nextbuf; 
buffer.insert(temp,nextbuf); 

/* return the full buffer and keep the next partial buffer */ 
ful1buf = buffer ; 
buffer = nextbuf; 
return TRUE; 

) else { /* no overflow */ 
data_buffer no_overflow; 

buf fer. i nsert( temp, no_overflow); /* won’t use this argument */ 
if (current_bit = buffer.1ength()) { /* return current buffer */ 
fullbuf = buffer; 

buffer.initialize(); /* initialize the buffer */ 
return TRUE; 

1 

else return FALSE; /* buffer isn't full yet */ 


Non-object-oriented 

implementation 


We may not have the luxury of coding the algorithm in C++. While C is almost 
universally supported on embedded processors, support for languages that support 
object orientation such as C++ or Java is not so universal. How would we have to 
structure C code to provide multiple instantiations of the data compressor? If we want 
to strictly adhere to the specification, we must be able to run several simultaneous 
compressors, because in the object-oriented specification we can create as many new 
data-compressor objects as we want. To be able to run multiple data compressors 
simultaneously, we cannot rely on any global variables—all of the object state must be 
replicable. We can do this relatively easily, making the code only a little more cumber¬ 
some. We create a structure that holds the data part of the object as follows: 

struct data_compressor_struct I 
data_buffer buffer; 
int current_bit; 
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sym_table table; 

1 

typedef struct data_compressor_struct data_compressor, 

*data_compressor_ptr; /* data type declaration for convenience */ 

We would, of course, have to do something similar for the other classes. Depend¬ 
ing on how strict we want to be, we may want to define data access functions to get to 
fields in the various structures we create. C would permit us to get to those struct fields 
without using the access functions, but using the access functions would give us a little 
extra freedom to modify the structure definitions later. 

We then implement the class methods as C functions, passing in a pointer to the 
data_compressor object we want to operate on. Appearing below is the beginning of 
the modified encode method showing how we make explicit all references to the data 
in the object. 

typedef char boolean; /* for clarity */ 

#define TRUE 1 
#define FALSE 0 

boolean data_compressor_encode(data_compressor_ptr mycmprs, 
char isymbol, data_buffer *fullbuf) 1 
data_buffer temp; 
int len, overlen; 

/* look up the new symbol */ 

temp = mycmprs->table[isymbol].value; /* the symbol itself */ 
len = mycmprs->table[isymbol]. 1ength ; /* its value */ 


(For C++ afficionados, the above amounts to making explicit the C++ this 
pointer.) 

If, on the other hand, we didn’t care about the ability to run multiple compressions 
simultaneously, we can make the functions a little more readable by using global vari¬ 
ables for the class variables: 

static data_buffer buffer; 

static int current_bit; 

static sym_table table; 

We have used the C static declaration to ensure that these globals are not defined 
outside the hie in which they are defined; this gives us a little added modularity. We 
would, of course, have to update the specification so that it makes clear that only one 
compressor object can be running at a time. The functions that implement the methods 
can then operate directly on the globals as seen below. 

boolean data_compressor_encode(char isymbol, 

data_buffer& fullbuf) I 


data_buffer temp; 



148 


CHAPTER 3 CPUs 


int len, overlen; 


/* look up the new symbol */ 
temp = table[isymbol].value; 
len = table[isymbol].1ength; 


/* the symbol itself */ 
/* its value */ 


Notice that this code does not need the structure pointer argument, making it 
resemble the C++ code a little more closely. However, horrible bugs will ensue if we 
try to run two different compressions at the same time through this code. 

What can we say about the efficiency of this code? Efficiency has many aspects 
covered in more detail in Chapter 5. For the moment, let’s consider instruction selec¬ 
tion, that is, how well the compiler does in choosing the right instructions to imple¬ 
ment the operations. Bit manipulations such as we do here often raise concerns about 
efficiency. But if we have a good compiler and we select the right data types, instruc¬ 
tion selection is usually not a problem. If we use data types that don’t require data 
type transformations, a good compiler can select the right instructions to efficiently 
implement the required operations. 


Testing 

How do we test this program module to be sure it works? We consider testing much 
more thoroughly in Section 5.11. In the meantime, we can use common sense to come 
up with some testing techniques. 

One way to test the code is to run it and look at the output without considering 
how the code is written. In this case, we can load up a symbol table, run some symbols 
through it, and see whether we get the correct result. We can get the symbol table from 
outside sources or by writing a small program to generate it ourselves. We should test 
several different symbol tables. We can get an idea of how thoroughly we are covering 
the possibilities by looking at the encoding trees—if we choose several very different 
looking encoding trees, we are likely to cover more of the functionality of the module. 
We also want to test enough symbols for each symbol table. One way to help automate 
testing is to write a Huffman decoder. As illustrated in Figure 3.26, we can run a set of 
symbols through the encoder, and then through the decoder, and simply make sure that 
the input and output are the same. If they are not, we have to check both the encoder 
and decoder to locate the problem, but because most practical systems will require 
both in any case, this is a minor concern. 

Another way to test the code is to examine the code itself and try to identify poten¬ 
tial problem areas. When we read the code, we should look for places where data 
operations take place to see that they are performed properly. We also want to look at 
the conditionals to identify different cases that need to be exercised. Here are some of 
the issues that we need to consider in testing: 

• Is it possible to run past the end of the symbol table? 

• What happens when the next symbol does not fill up the buffer? 
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FIGURE 3.26 

A test of the encoder. 

• What happens when the next symbol exactly fills up the buffer? 

• What happens when the next symbol overflows the buffer? 

• Do very long encoded symbols work properly? How about very short ones? 

• Does flush () work properly? 

Testing the internals of code often requires building scaffolding code. For exam¬ 
ple, we may want to test the insert method separately, which would require building 
a program that calls the method with the proper values. If our programming language 
comes with an interpreter, building such scaffolding is easier because we don’t have 
to create a complete executable, but we often want to automate such tests even with 
interpreters because we will usually execute them several times. 


Summary 

Numerous mechanisms must be used to implement complete computer systems. For 
example, interrupts have little direct visibility in the instruction set, but they are very 
important to input and output operations. Similarly, memory management is invisible 
to most of the program but is very important to creating a working system. 

Although we are not directly concerned with the details of computer architecture, 
characteristics of the underlying CPU hardware have a major impact on programs. 
When designing embedded systems, we are typically concerned about characteristics 
such as execution speed or power consumption. Having some understanding of the 
factors that determine performance and power will help you later as you develop tech¬ 
niques for optimizing programs to meet these criteria. 


What we learned 

• The two major styles of I/O are polled and interrupt driven. 

• Interrupts may be vectorized and prioritized. 

• Supervisor mode helps protect the computer from program errors and provides a 
mechanism for controlling multiple programs. 
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• An exception is an internal error; a trap or software interrupt is explicitly 
generated by an instruction. Both are handled similarly to interrupts. 

• A cache provides fast storage for a small number of main memory locations. 
Caches may be direct mapped or set associative. 

• A memory management unit translates addresses from logical to physical 
addresses. 

• Co-processors provide a way to optionally implement certain instructions in 
hardware. 

• Program performance can be influenced by pipelining, superscalar execution, 
and the cache. Of these, the cache introduces the most variability into instruction 
execution time. 

• CPUs may provide static (independent of program behavior) or dynamic 
(influenced by currently executing instructions) methods for managing power 
consumption. 


Further reading 

As with instruction sets, the ARM and C55x manuals provide good descriptions of 
exceptions, memory management, and caches for those processors. Patterson and 
Hennessy [Pat98] provide a thorough description of computer architecture, including 
pipelining, caches, and memory management. 


Questions 

Q3-1 Why do most computer systems use memory-mapped I/O? 

Q3-2 Why do most programs use interrupt-driven I/O over busy/wait? 

Q3-3 Write ARM code that tests a register at location dsl and continues 
execution only when the register is nonzero. 

Q3-4 Write ARM code that waits for the low-order bit of device register dsl to 
become 1 and then reads a value from register ddl. 

Q3-5 Implement peek( ) and poke( ) in assembly language for ARM. 

Q3-6 Draw a UML sequence diagram for a busy-wait read of a device. The 

diagram should include the program running on the CPU and the device. 

Q3-7 Draw a UML sequence diagram for a busy-wait write of a device. The 
diagram should include the program running on the CPU and the device. 

Q3-8 Draw a UML sequence diagram for copying characters from an input to 

an output device using busy-wait I/O. The diagram should include the two 
devices and the two busy-wait I/O handlers. 

Q3-9 When would you prefer to use busy-wait I/O over interrupt-driven I/O? 
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Q3-10 

Q3-11 

Q3-12 

Q3-13 

Q3-14 

Q3-15 

Q3-16 

Q3-17 

Q3-18 

Q3-19 


If you could only have one of vectors or priorities in your interrupt system, 
which would you rather have? 

Draw a UML sequence diagram for an interrupt-driven read of a device. The 
diagram should include the background program, the handler, and the device. 

Draw a UML sequence diagram for an interrupt-driven write of a device. 
The diagram should include the background program, the handler, and the 
device. 

Draw a UML sequence diagram for a vectored interrupt-driven read of a 
device. The diagram should include the background program, the interrupt 
vector table, the handler, and the device. 

Draw a UML sequence diagram for copying characters from an input to an 
output device using interrupt-driven I/O. The diagram should include the 
two devices and the two I/O handlers. 

Draw a UML sequence diagram of a higher-priority interrupt that happens 
during a lower-priority interrupt handler. The diagram should include the 
device, the two handlers, and the background program. 

Draw a UML sequence diagram of a lower-priority interrupt that happens 
during a higher-priority interrupt handler. The diagram should include the 
device, the two handlers, and the background program. 

Draw a UML sequence diagram of a nonmaskable interrupt that happens 
during a low-priority interrupt handler. The diagram should include the 
device, the two handlers, and the background program. 

Draw a UML state diagram for the steps performed by an ARM7 when it 
responds to an interrupt. 

Three devices are attached to a microprocessor: Device 1 has highest 
priority and device 3 has lowest priority. Each device’s interrupt handler 
takes 5 time units to execute. Show what interrupt handler (if any) is 
executing at each time given the sequence of device interrupts displayed 
below. 


Q3-10 

Q3-11 

Q3-12 

Q3-13 

Q3-14 

Q3-15 

Q3-16 

Q3-17 

Q3-18 

Q3-19 


Device 1 


I 


I 


Device 2 


I 


I 


Device 3 


I 


I 


I 


10 


20 


25 


30 35 


5 


15 


H—► 

40 
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Q3-20 Draw a UML sequence diagram that shows how an ARM processor goes 
into supervisor mode. The diagram should include the supervisor mode 
program and the user mode program. 

Q3-21 Give three examples of typical types of exceptions handled by CPUs. 

Q3-22 What are traps used for? 

Q3-23 Draw a UML sequence diagram that shows how an ARM processor handles 
a floating-point exception. The diagram should include the user program, 
the exception handler, and the exception handler table. 

Q3-24 Provide examples of how each of the following can occur in a typical 
program: 

a. compulsory miss 

b. capacity miss 
C. conflict miss 

Q3-25 What is the average memory access time of a machine whose hit rate is 
96%, with a cache access time of 3 ns and a main memory access time of 
70 ns? 

Q3-26 If we want an average memory access time of 6.5 ns, our cache access time 
is 5 ns, and our main memory access time is 80 ns, what cache hit rate 
must we achieve? 

Q3-27 In the two-way, set-associative cache with four banks of Example 3.8, show 
the state of the cache after each memory access, as was done for the direct- 
mapped cache. Use an LRU replacement policy. 

Q3-28 The following code is executed by an ARM processor with each instruction 
executed exactly once: 


MOV 

rO ,#0 

; use 

rO 

for i 

, set 

to 0 




LDR 

rl,#10 

; get 

value of 

N for 

1 oop 

termi 

nation 

test 

MOV 

r2,#0 

; use 

r2 

for f 

, set 

to 0 




ADR 

r3, c 

; 1 oad 

r3 

wi th 

address of 

base 

of c 

array 

ADR 

r5, x 

; 1 oad 

r5 

wi th 

address of 

base 

of X 

array 

: loop test 









oop CMP 

rO.rl 









BGE 

1oopend 

: if i 

>= 

N, exit 1 

oop 




: loop body 









LDR 

r4,[r3,r0] 

; get 

val 

ue of 

c[i ] 





LDR 

r6,[r5,r0] 

: get 

val 

ue of 

x [ i ] 





MUL 

r4,r4,r6 

; comp 

>ute 

c [ i ] 

*x[i ] 





ADD 

r2,r2,r4 

; add 

into run 

ning 

sum f 





; update loop counter 
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ADD rO,rO,#l ; add 1 to i 

B loop ; unconditional branch to top of loop 

Show the contents of the instruction cache for these configurations, 
assuming each line holds one ARM instruction: 

a. direct-mapped, two lines 

b. direct-mapped, four lines 

C. two-way set-associative, two lines per set 

Q3-29 Show a UML state diagram for a paged address translation using a flat page 
table. 

Q3-30 Show a UML state diagram for a paged address translation using a three- 
level, tree-structured page table. 

Q3-31 What are the stages in an ARM pipeline? 

Q3-32 What are the stages in the C55x pipeline? 

Q3-33 What is the difference between latency and throughput? 

Q3-34 Draw a pipeline diagram for an ARM7 pipeline’s execution of three 

fictional instructions: aa, bb, and cc. The aa instruction always requires two 
cycles to complete the execute stage. The cc instruction takes two cycles to 
complete the execute stage if the previous instruction was a bb instruction. 
Draw the pipeline diagram for these sequence of instructions: 

a. bb, aa, cc; 

b. cc, bb, cc; 

C. cc, aa, bb, cc, bb. 

Q3-35 Draw two pipeline diagrams showing what happens when an ARM BZ 
instruction is taken and not taken, respectively. 

Q3-36 Name three mechanisms by which a CMOS microprocessor consumes 
power. 

Q3-37 Provide a user-level example of 

a. static power management 

b. dynamic power management 

Q3-38 Why can’t you use the same mechanism to return from a sleep power¬ 
saving state as you do from an idle power-saving state? 


Lab exercises 

L3-1 Write a simple loop that lets you exercise the cache. By changing the number 
of statements in the loop body, you can vary the cache hit rate of the loop 
as it executes. If your microprocessor fetches instructions from off-chip 
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memory, you should be able to observe changes in the speed of execution by 
observing the microprocessor bus. 

L3-2 If your CPU has a pipeline that gives different execution times when a 

branch is taken or not taken, write a program in which these branches take 
different amounts of time. Use a CPU simulator to observe the behavior of 
the program. 

L3-3 Measure the time required to respond to an interrupt. 
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CHAPTER POINTS 

• CPU buses, I/O devices, and interfacing. 

• The CPU system as a framework for understanding design methodology. 

• System-level performance and power consumption. 

• Development environments and debugging. 

• Design examples: Alarm clock, digital audio player. 


Introduction 

In this chapter, we concentrate on computing platforms created using microproces¬ 
sors, I/O devices, and memory components. The microprocessor is an important ele¬ 
ment of the embedded computing system, but it cannot do its job without memories 
and I/O devices. We need to understand how to interconnect microprocessors and 
devices using the CPU bus. The application also relies on software that is closely tied 
to the platform hardware. Luckily, there are many similarities between the platforms 
required for different applications, so we can extract some generally useful principles 
by examining a few basic concepts. 

The next section surveys the landscape in computing platforms including both 
hardware and software. Section 4.3 discusses CPU buses. Section 4.4 describes 
memory components. Section 4.5 considers how to design with computing platforms. 
Section 4.6 looks at consumer electronics devices as an example of computing plat¬ 
forms, the requirements on them, and some important components. Section 4.7 devel¬ 
ops methods to analyze performance at the platform level. We close with two design 
examples: an alarm clock in Section 4.8 and a portable audio player in Section 4.9. 


Basic computing platforms 

While some embedded systems require sophisticated platforms, many can be built 
around the variations of a generic computer system ranging from 4-bit microprocessors 
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Buses 


through complex systems-on-chips. The platform provides the environment in which 
we can develop our embedded application. It encompasses both hardware and soft¬ 
ware components—one without the other is generally not very useful. 

Platform hardware components 

We are familiar with the CPU and memory as an idealized computer system. A practical 
computer needs additional components. As shown in Figure 4.1, a typical computing 
platform includes several major hardware components: 

• The CPU provides basic computational facilities. 

• RAM is used for program and data storage. 

• ROM holds the boot program and some permanent data. 

• A DMA controller provides direct memory access capabilities. 

• Timers are used by the operating system for a variety of purposes. 

• A high-speed bus, connected to the CPU bus through a bridge, allows fast 
devices to communicate efficiently with the rest of the system. 

• A low-speed bus provides an inexpensive way to connect simpler devices and 
may be necessary for backward compatibility as well. 

The bus provides a common connection between all the components in the 
computer: the CPU, memories, and I/O devices. We will discuss buses in more detail 
in Section 4.3; the bus transmits addresses, data, and control information so that one 
device on the bus can read or write another device. 

While very simple systems will have only one bus, more complex platforms may 
have several buses. Buses are often classified by their overall performance: low- 
speed, high-speed, etc. Multiple buses serve two purposes. First, devices on differ¬ 
ent buses will interact much less than those on the same bus. Dividing the devices 



FIGURE 4.1 


Hardware architecture of a typical computing platform. 
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Access patterns 


Single-chip platforms 


Microcontrollers 


between buses can help reduce the overall load and increase the utilization of the 
buses. Second, low-speed buses usually provide simpler and cheaper interfaces than 
do high-speed buses. A low-speed device may not benefit from the effort required to 
connect it to a high-speed bus. 

A wide range of buses are used in computer systems. The Universal Serial Bus 
(USB), for example, is a bus that uses a small bundle of serial connections. For a serial 
bus, USB provides high performance. However, complex buses such as PCI may use 
many parallel connections and other techniques to provide higher absolute performance. 

Data transfers may occur between many pairs of components: CPU to/from mem¬ 
ory, CPU to/from I/O device, memory to memory, or I/O to I/O device. Because the 
bus connects all these components (possibly through a bridge), it can mediate all types 
of transfers. However, the basic data transfer requires executing instructions on the 
CPU. We can use a direct memory access (DMA) unit to offload some of the work of 
basic transfers. We will discuss DMA in more detail in Section 4.3. 

We can also put all the components for a basic computing platform on a single 
chip. A single-chip platform makes the development of certain types of embedded 
systems much easier, providing the rich software development of a PC with the low 
cost of a single-chip hardware platform. The ability to integrate a CPU and devices 
on a single chip has allowed manufacturers to provide single-chip systems that do not 
conform to board-level standards. 

The term microcontroller refers to a single chip that includes a CPU, memory, and 
I/O devices. The term was originally used for platforms based on small 4-bit and 8-bit 
processors but can also refer to single-chip systems using large processors as well. 

The next two examples look at two different single-chip systems. Application 
Example 4.1 looks at the PIC16F882 while Application Example 4.2 describes the 
Intel Strong ARM SA-1100. 


Application Example 4.1 System Organization of the PIC16F882 

Here is the block diagram of the PIC16F882 (as well as the 883 and 886) microcontroller 
[Mic091: 
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PIC is a Harvard architecture; the flash memory used for instructions is accessible only to 
the CPU. The flash memory can be programmed using separate mechanisms. The microcon¬ 
troller includes a number of devices: timers, a universal synchronous/asynchronous receiver/ 
transmitter (EUSART); capture-and-compare (ECCP) modules; a master synchronous serial 
port; an analog-to-digital converter (ADC); analog comparators and references; an electrically 
erasable PROM (EEPROM); and general-purpose I/O (GPIO). 


Application Example 4.2 System Organization of the Intel StrongARM 
SA-1100 and SA-1111 

The StrongARM SA-1100 provides a number of functions besides the ARM CPU: 


3.686 MHz clock 


32.768 kHz clock 



The chip contains two on-chip buses: a high-speed system bus and a lower-speed periph¬ 
eral bus. The chip also uses two different clocks. A 3.686-MHz clock is used to drive the 
CPU and high-speed peripherals, and a 32.768-kHz clock is an input to the system control 
module. The system control module contains the following peripheral devices: 

• a real-time clock; 

• an operating system timer; 

• 28 general-purpose I/Os (GPIOs); 

• an interrupt controller; 

• a power manager controller; 

• a reset controller that handles resetting the processor. 

The 32.768-kHz clock’s frequency is chosen to be useful in timing real-time events. 
The slower clock is also used by the power manager to provide continued operation of the 
manager at a lower clock rate and therefore lower power consumption. 

The SA-1111 is a companion chip that provides a suite of I/O functions. It connects to 
the SA-1100 through its system bus and provides several functions: a USB host controller; 
PS/2 ports for keyboards, mice, and so on; a PCMCIA interface; pulse-width modulation 
outputs; a serial port for digital audio; and an SSP serial port for telecom interfacing. 


Platform software components 

Hardware and software are inseparable—each needs the other to perform its function. 
Much of the software in an embedded system will come from outside sources. Some 
software components may come from third parties. Hardware vendors generally 
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FIGURE 4.2 

Software layer diagram for an embedded system. 


provide a basic set of software platform components to encourage use of their hard¬ 
ware. These components range across many layers of abstraction. 

Layer diagrams are often used to describe the relationships between different soft¬ 
ware components in a system. Figure 4.2 shows a layer diagram for an embedded sys¬ 
tem. The hardware abstraction layer (HAL) provides a basic level of abstraction from 
the hardware. Device drivers often use the HAL to simplify their structure. Similarly, 
the power management module must have low-level access to hardware. The operating 
system and file system provide the basic abstractions required to build complex appli¬ 
cations. Because many embedded systems are algorithm-intensive, we often make use 
of library routines to perform complex kernel functions. These routines may be devel¬ 
oped internally and reused or, in many cases, they come from the manufacturer and are 
heavily optimized for the hardware platform. The application makes use of all these 
layers, either directly or indirectly. 


The CPU bus 

The bus is the mechanism by which the CPU communicates with memory and devices. 
A bus is, at a minimum, a collection of wires but it also defines a protocol by which the 
CPU, memory, and devices communicate. One of the major roles of the bus is to pro¬ 
vide an interface to memory. (Of course, I/O devices also connect to the bus.) Based 
on understanding of the bus, we study the characteristics of memory components in 
this section, focusing on DMA. We will also look at how buses are used in computer 
systems. 
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Bus master 


Four-cycle handshake 


Bus signals 


Bus organization and protocol 

A bus is a common connection between components in a system. As shown in 
Figure 4.3, the CPU, memory, and I/O devices are all connected to the bus. The signals 
that make up the bus provide the necessary communication: the data itself, addresses, 
a clock, and some control signals. 

In a typical bus system, the CPU serves as the bus master and initiates all trans¬ 
fers. If any device could request a transfer, then other devices might be starved of 
bus bandwidth. As bus master, the CPU reads and writes data and instructions from 
memory. It also initiates all reads or writes on I/O devices. We will see shortly that 
DMA allows other devices to temporarily become the bus master and transfer data 
without the CPU’s involvement. 

The basic building block of most bus protocols is the four-cycle handshake, 
illustrated in Figure 4.4. The handshake ensures that when two devices want to com¬ 
municate, one is ready to transmit and the other is ready to receive. The handshake uses 
a pair of wires dedicated to the handshake: enq (meaning enquiry) and ack (meaning 
acknowledge). Extra wires are used for the data transmitted during the handshake. 
Each step in the handshake is identified by a transition on enq or ack: 

1. Device 1 raises its output to signal an enquiry, which tells device 2 that it should 
get ready to listen for data. 

2. When device 2 is ready to receive, it raises its output to signal an 
acknowledgment. At this point, devices 1 and 2 can transmit or receive. 

3. Once the data transfer is complete, device 2 lowers its output, signaling that it 
has received the data. 

4. After seeing that ack has been released, device 1 lowers its output. 

At the end of the handshake, both handshaking signals are low, just as they were at 
the start of the handshake. The system has thus returned to its original state in readi¬ 
ness for another handshake-enabled data transfer. 

Microprocessor buses build on the handshake for communication between the CPU 
and other system components. The term bus is used in two ways. The most basic use 
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FIGURE 4.3 


Organization of a bus. 
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Structure 



Behavior 

FIGURE 4.4 

The four-cycle handshake. 


is as a set of related wires, such as address wires. However, the term may also mean 
a protocol for communicating between components. To avoid confusion, we will use 
the term bundle to refer to a set of related signals. The fundamental bus operations are 
reading and writing. The major components on a typical bus include: 

• Clock provides synchronization to the bus components; 

• R/W is true when the bus is reading and false when the bus is writing; 

• Address is an a-hit bundle of signals that transmits the address for an access; 

• Data is an n-bit bundle of signals that can carry data to or from the CPU; and 

• Data ready signals when the values on the data bundle are valid. 

All transfers on this basic bus are controlled by the CPU—the CPU can read or 
write a device or memory, but devices or memory cannot initiate a transfer. This is 
reflected by the fact that R/W and address are unidirectional signals, because only the 
CPU can determine the address and direction of the transfer. 
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Bus reads and writes 


:devl 

:mem 

:CPU 

:Bus 



IX 

I Read from memory 


K 

Write to devl 


FIGURE 4.5 

A typical sequence diagram for bus operations. 

Figure 4.5 shows a sequence diagram for a read followed by a write. The CPU first 
reads a location from memory and then writes it to devl. The bus mediates each trans¬ 
fer. The bus operates under a protocol that determines when components on the bus 
can use certain signals and what those signals mean. The details of bus protocols are 
not important here. But it is important to keep in mind that bus operations take time; 
the clock frequency of the bus is often much lower than that of the CPU. We will see 
how to analyze platform-level performance in Section 4.7. 

Sequence diagrams don’t give us enough detail to fully understand the hardware. 
To provide the required detail, the behavior of a bus is most often specified as a 
timing diagram. A timing diagram shows how the signals on a bus vary over time, 
but because values like the address and data can take on many values, some standard 
notation is used to describe signals, as shown in Figure 4.6. A’s value is known at 
all times, so it is shown as a standard waveform that changes between zero and one. 
B and C alternate between changing and stable states. A stable signal has, as the name 
implies, a stable value that could be measured by an oscilloscope, but the exact value 
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Timing diagram notation. 


of that signal does not matter for purposes of the timing diagram. For example, an 
address bus may be shown as stable when the address is present, but the bus’s timing 
requirements are independent of the exact address on the bus. A signal can go between 
a known 0/1 state and a stable/changing state. A changing signal does not have a stable 
value. Changing signals should not be used for computation. To be sure that signals 
go to their proper values at the proper times, timing diagrams sometimes show timing 
constraints. We draw timing constraints in two different ways, depending on whether 
we are concerned with the amount of time between events or only the order of events. 
The timing constraint from A to B, for example, shows that A must go high before 
B becomes stable. The constraint from A to B also has a time value of 10 ns, indicating 
that A goes high at least 10 ns before B goes stable. 

Figure 4.7 shows a timing diagram for the example bus. The diagram shows a read 
followed by a write. Timing constraints are shown only for the read operation, but 
similar constraints apply to the write operation. The bus is normally in the read mode 
because that does not change the state of any of the devices or memories. The CPU 
can then ignore the bus data lines until it wants to use the results of a read. Notice also 
that the direction of data transfer on bidirectional lines is not specified in the timing 
diagram. During a read, the external device or memory is sending a value on the data 
lines, while during a write the CPU is controlling the data lines. 

With practice, we can see the sequence of operations for a read on the timing 
diagram: 

• A read or write is initiated by setting address enable high after the clock starts 
to rise. We set RAV = 1 to indicate a read, and the address lines are set to the 
desired address. 

• One clock cycle later, the memory or device is expected to assert the data value 
at that address on the data lines. Simultaneously, the external device specifies 
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Timing diagram for read and write on the example bus. 


that the data are valid by pulling down the data ready line. This line is active 
low, meaning that a logically true value is indicated by a low voltage, in order to 
provide increased immunity to electrical noise. 

• The CPU is free to remove the address at the end of the clock cycle and must 
do so before the beginning of the next cycle. The external device has a similar 
requirement for removing the data value from the data lines. 

The write operation has a similar timing structure. The read/write sequence illus¬ 
trates that timing constraints are required on the transition of the RAV signal between 
read and write states. The signal must, of course, remain stable within a read or write. 
As a result there is a restricted time window in which the CPU can change between 
read and write modes. 

The handshake that tells the CPU and devices when data are to be transferred is 
formed by data ready for the acknowledge side, but is implicit for the enquiry side. 
Because the bus is normally in read mode, enq does not need to be asserted, but the 
acknowledge must be provided by data ready. 

The data ready signal allows the bus to be connected to devices that are slower 
than the bus. As shown in Figure 4.8, the external device need not immediately assert 
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FIGURE 4.8 

A wait state on a read operation. 


data ready. The cycles between the minimum time at which data can be asserted and 
when it is actually asserted are known as wait states. Wait states are commonly used 
to connect slow, inexpensive memories to buses. 

We can also use the bus handshaking signals to perform burst transfers, as illus¬ 
trated in Figure 4.9. In this burst read transaction, the CPU sends one address but 
receives a sequence of data values. We add an extra line to the bus, called burst’ here, 
which signals when a transaction is actually a burst. Releasing the burst’ signal tells 
the device that enough data has been transmitted. To stop receiving data after the end 
of data 4, the CPU releases the burst’ signal at the end of data 3 because the device 
requires some time to recognize the end of the burst. Those values come from succes¬ 
sive memory locations starting at the given address. 
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A burst read transaction. 


Some buses provide disconnected transfers. In these buses, the request and 
response are separate. A first operation requests the transfer. The bus can then be used 
for other operations. The transfer is completed later, when the data are ready. 

The state machine view of the bus transaction is also helpful and a useful comple¬ 
ment to the timing diagram. Figure 4.10 shows the CPU and device state machines for 
the read operation. As with a timing diagram, we do not show all the possible values 
of address and data lines but instead concentrate on the transitions of control signals. 
When the CPU decides to perform a read transaction, it moves to a new state, sending 
bus signals that cause the device to behave appropriately. The device’s state transition 
graph captures its side of the protocol. 

Some buses have data bundles that are smaller than the natural word size of the 
CPU. Using fewer data lines reduces the cost of the chip. Such buses are easiest to 
design when the CPU is natively addressable. A more complicated protocol hides the 
smaller data sizes from the instruction execution unit in the CPU. Byte addresses are 
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FIGURE 4.10 

State diagrams for the bus read transaction. 


sequentially sent over the bus, receiving one byte at a time; the bytes are assembled 
inside the CPU’s bus logic before being presented to the CPU proper. 

DMA 

Standard bus transactions require the CPU to be in the middle of every read and write 
transaction. However, there are certain types of data transfers in which the CPU does 
not need to be involved. For example, a high-speed I/O device may want to transfer 
a block of data into memory. While it is possible to write a program that alternately 
reads the device and writes to memory, it would be faster to eliminate the CPU’s 
involvement and let the device and memory communicate directly. This capability 
requires that some unit other than the CPU be able to control operations on the bus. 

Direct memory access (DMA) is a bus operation that allows reads and writes not 
controlled by the CPU. A DMA transfer is controlled by a DMA controller, which 
requests control of the bus from the CPU. After gaining control, the DMA controller 
performs read and write operations directly between devices and memory. 

Figure 4.11 shows the configuration of a bus with a DMA controller. The DMA 
requires the CPU to provide two additional bus signals: 

• The bus request is an input to the CPU through which DMA controllers ask for 
ownership of the bus. 

• The bus grant signals that the bus has been granted to the DMA controller. 

The DMA controller can act as a bus master. It uses the bus request and bus grant 
signal to gain control of the bus using a classic four-cycle handshake. A bus request is 
asserted by the DMA controller when it wants to control the bus, and the bus grant is 
asserted by the CPU when the bus is ready. The CPU will finish all pending bus trans¬ 
actions before granting control of the bus to the DMA controller. When it does grant 
control, it stops driving the other bus signals: R/W, address, and so on. Upon becoming 
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FIGURE 4.11 


A bus with a DMA controller. 


bus master, the DMA controller has control of all bus signals (except, of course, for 
bus request and bus grant). 

Once the DMA controller is bus master, it can perform reads and writes using the 
same bus protocol as with any CPU-driven bus transaction. Memory and devices do 
not know whether a read or write is performed by the CPU or by a DMA controller. 
After the transaction is finished, the DMA controller returns the bus to the CPU by 
deasserting the bus request, causing the CPU to de-assert the bus grant. 

The CPU controls the DMA operation through registers in the DMA controller. A 
typical DMA controller includes the following three registers: 

• A starting address register specifies where the transfer is to begin. 

• A length register specifies the number of words to be transferred. 

• A status register allows the DMA controller to be operated by the CPU. 

The CPU initiates a DMA transfer by setting the starting address and length regis¬ 
ters appropriately and then writing the status register to set its start transfer bit. After 
the DMA operation is complete, the DMA controller interrupts the CPU to tell it that 
the transfer is done. 

What is the CPU doing during a DMA transfer? It cannot use the bus. As illustrated 
in Figure 4.12, if the CPU has enough instructions and data in the cache and registers, 
it may be able to continue doing useful work for quite some time and may not notice 
the DMA transfer. But once the CPU needs the bus, it stalls until the DMA controller 
returns bus mastership to the CPU. 

To prevent the CPU from idling for too long, most DMA controllers implement 
modes that occupy the bus for only a few cycles at a time. For example, the transfer 
may be made 4, 8, or 16 words at a time. As illustrated in Figure 4.13, after each block, 
the DMA controller returns control of the bus to the CPU and goes to sleep for a preset 
period, after which it requests the bus again for the next block transfer. 
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UML sequence of system activity around a DMA transfer. 
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FIGURE 4.13 
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Bus bridges 


System bus configurations 

A microprocessor system often has more than one bus. As shown in Figure 4.14, high¬ 
speed devices may be connected to a high-performance bus, while lower-speed devices 
are connected to a different bus. A small block of logic known as a bridge allows the 
buses to connect to each other. There are three reasons to do this: 

• Higher-speed buses may provide wider data connections. 

• A high-speed bus usually requires more expensive circuits and connectors. 

The cost of low-speed devices can be held down by using a lower-speed, lower- 
cost bus. 

• The bridge may allow the buses to operate independently, thereby providing 
some parallelism in I/O operations. 

Let’s consider the operation of a bus bridge between what we will call a fast bus 
and a slow bus as illustrated in Figure 4.15. The bridge is a slave on the fast bus and 
the master of the slow bus. The bridge takes commands from the fast bus on which it 
is a slave and issues those commands on the slow bus. It also returns the results from 
the slow bus to the fast bus—for example, it returns the results of a read on the slow 
bus to the fast bus. 

The upper sequence of states handles a write from the fast bus to the slow bus. 
These states must read the data from the fast bus and set up the handshake for the slow 
bus. Operations on the fast and slow sides of the bus bridge should be overlapped as 
much as possible to reduce the latency of bus-to-bus transfers. Similarly, the bottom 
sequence of states reads from the slow bus and writes the data to the fast bus. 

The bridge serves as a protocol translator between the two bridges as well. If the 
bridges are very close in protocol operation and speed, a simple state machine may 
be enough. If there are larger differences in the protocol and timing between the two 
buses, the bridge may need to use registers to hold some data values temporarily. 



FIGURE 4.14 


A multiple bus system. 
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FIGURE 4.16 


Elements of the ARM AMBA bus system. 


Because the ARM CPU is manufactured by many different vendors, the bus pro¬ 
vided off-chip can vary from chip to chip. ARM has created a separate bus specification 
for single-chip systems. The AMBA bus [ARM99A] supports CPUs, memories, and 
peripherals integrated in a system-on-silicon. As shown in Figure 4.16, the AMBA 
specification includes two buses. The AMBA high-performance bus (AHB) is opti¬ 
mized for high-speed transfers and is directly connected to the CPU. It supports 
several high-performance features: pipelining, burst transfers, split transactions, and 
multiple bus masters. 
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Basic DRAM organization 


A bridge can be used to connect the AHB to an AMBA peripherals bus (APB). 
This bus is designed to be simple and easy to implement; it also consumes relatively 
little power. The APB assumes that all peripherals act as slaves, simplifying the logic 
required in both the peripherals and the bus controller. It also does not perform pipe¬ 
lined operations, which simplifies the bus logic. 


Memory devices and systems 

Random-access memories can be both read and written. They are called random access 
because, unlike magnetic disks, addresses can be read in any order. Most bulk memory 
in modern systems is dynamic RAM (DRAM). DRAM is very dense; it does, how¬ 
ever, require that its values be refreshed periodically because the values inside the 
memory cells decay over time. 

Although the basic organization of memories is simple, a number of variations 
exist that provide different trade-offs [CupOl]. As shown in Figure 4.17, a simple 
memory is organized as a two-dimensional array. Assume for the moment that the 
memory is accessed one bit at a time. The address for that bit is split into two sections: 
row and column. Together they form a complete location in the array. If we want to 
access more than one bit at a time, we can use fewer bits in the column part of the 
address to select several columns simultaneously. The division of an address into rows 
and columns is important because it is reflected at the pins of the memory chip and so 
is visible to the rest of the system. In a traditional DRAM, the row is sent first followed 



Organization of a basic memory. 
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by the column. Two control signals tell the DRAM when those address bits are valid: 
not Row Address Select or RAS’ and not Column Address Select or CAS’. 

DRAM has to be refreshed periodically to retain its values. Rather than refresh the 
entire memory at once, DRAMs refresh part of the memory at a time. When a section 
of memory is being refreshed, it can’t be accessed until the refresh is complete. The 
memory refresh occurs over fairly small seconds so that each section is refreshed every 
few microseconds. 

Memories may offer some special modes that reduce the time required for accesses. 
Bursts and page mode accesses are both more efficient forms of accesses but differ in 
how they work. Burst transfers perform several accesses in sequence using a single 
address and possibly a single CAS signal. Page mode, in contrast, requires a separate 
address for each data access. 

Many types of DRAM are available. Each has its own characteristics, usually cen¬ 
tering on how the memory is accessed. Some examples include: 

• synchronous DRAM (SDRAM); 

• extended data out DRAM (EDO DRAM); 

• fast page mode DRAM (FPM DRAM); 

• double Data Rate DRAM (DDR DRAM). 

SDRAMs use RAS’ and CAS’ signals to break the address into two parts, which 
select the proper row and column in the RAM array. Signal transitions are relative to 
the SDRAM clock, which allows the internal SDRAM operations to be pipelined. As 
shown in Figure 4.18, transitions on the control signals are related to a clock [MicOO]. 



An SDRAM read operation. 
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Memory packaging 


Memory controllers 


SDRAMs include registers that control the mode in which the SDRAM operates. 
SDRAMs support burst modes that allow several sequential addresses to be accessed 
by sending only one address. SDRAMs generally also support an interleaved mode 
that exchanges pairs of bytes. 

Memory for PCs is generally purchased as single in-line memory modules (SIMMs) 
or double in-line memory modules (DIMMs). A SIMM or DIMM is a small circuit 
board that fits into a standard memory socket. A DIMM has two sets of leads compared 
to the SIMM’s one. Memory chips are soldered to the circuit board to supply the desired 
memory. 

Read-only memories (ROMs) are preprogrammed with fixed data. They are very 
useful in embedded systems because a great deal of the code, and perhaps some data, 
does not change over time. Flash memory is the dominant form of ROM. Flash 
memory can be erased and rewritten using standard system voltages, allowing it to 
be reprogrammed inside a typical system. This allows applications such as automatic 
distribution of upgrades—the flash memory can be reprogrammed while download¬ 
ing the new memory contents from a telephone line. Early flash memories had to be 
erased in their entirety; modern devices allow memory to be erased in blocks. Most 
flash memories today allow certain blocks to be protected. A common application 
is to keep the boot-up code in a protected block but allow updates to other memory 
blocks on the device. As a result, this form of flash is commonly known as boot- 
block flash. 

Memory system organization 

A modern memory is more than a 1-dimensional array of bits. Memory chips have 
surprisingly complex organizations that allow us to make some useful optimizations. 
For example, memories are usually often divided into several smaller memory arrays. 

Modern computer systems use a memory controller as the interface between 
the CPU and the memory components. As shown in Figure 4.19, the memory 



FIGURE 4.19 


The memory controller in a computer system. 
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Channels and banks 


controller shields the CPU from knowledge of the detailed timing of different 
memory components. If the memory also consists of several different components, 
the controller will manage all the accesses to all memories. Memory accesses 
must be scheduled. The memory controller will receive a sequence of requests 
from the processor. However, it may not be possible to execute them as quickly as 
they are received if the memory component is already processing an access. When 
faced with more accesses than resources available to complete them, the memory 
controller will determine the order in which they will be handled and schedule the 
accesses accordingly. 

Channels and banks are two ways to add parallelism to the memory system. 
A channel is a connection to a group of memory components. If the CPU and 
memory controller can support multiple channels that operate concurrently, then 
we can perform multiple independent accesses using the different channels. We 
may also divide the complete memory system into banks. Banks can perform 
accesses in parallel because each has its own memory arrays and addressing logic. 
By properly arranging memory into banks, we can overlap some of the access 
time for these locations and reduce the total time required for the complete set of 
accesses. 

Figure 4.20 shows a memory system organized into channels and banks. Each 
channel has its own memory components and its own connection to the processor. 
Channels operate completely separately. The memory in each channel can be sub¬ 
divided into banks. The banks in a channel can be accessed separately. Channels are 
in general more expensive than banks. A two-channel memory system, for example, 
requires twice as many pins and wires connecting the CPU and memory as does a one- 
channel system. Memory components are often separated internally into banks and 
providing that access to the outside is less expensive. 


FIGURE 4.20 


Channels 


Banks 



Channels and banks in a memory system. 
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Hardware 


Designing with computing platforms 

In this section we concentrate on how to create a working embedded system based on 
a computing platform. We will first look at some example platforms and what they 
include. We will then consider how to choose a platform for an application and how to 
make effective use of the chosen platform. 


Example platforms 

The design complexity of the hardware platform can vary greatly, from a totally off- 
the-shelf solution to a highly customized design. A platform may consist of anywhere 
from one to dozens of chips. 

Figure 4.21 shows a BeagleBoard [Beall]. The BeagleBoard is the result of an 
open source project to develop a low-cost platform for embedded system projects. 
The processor is an ARM Cortex™-A8, which also comes with several built-in I/O 
devices. The board itself includes many connectors and support for a variety of I/O: 
flash memory, audio, video, etc. The support environment provides basic information 
about the board design such as schematics, a variety of software development environ¬ 
ments, and many example projects built with the BeagleBoard. 

Chip vendors often provide their own evaluation boards or evaluation modules 
for their chips. The evaluation board may be a complete solution or provide what you 
need with only slight modifications. The hardware design (netlist, board layout, etc.) 
is typically available from the vendor; companies provide such information to make 
it easy for customers to use their microprocessors. If the evaluation board does not 
completely meet your needs, you can modify the design using the netlist and board 
layout without starting from scratch. Vendors generally do not charge royalties for 
the hardware board design. 

Figure 4.22 shows an ARM evaluation module. Like the BeagleBoard, this 
evaluation module includes the basic platform chip and a variety of I/O devices. 
However, the main purpose of the BeagleBoard is as an end-use, low-cost board, 
while the evaluation module is primarily intended to support software development 
and serve as a starting point for a more refined product design. As a result, this evalua¬ 
tion module includes some features that would not appear in a final product such as the 
connections to the processor’s pins that surround the processor chip itself. 


Choosing a platform 

We probably will not design the platform for our embedded system from scratch. We 
may assemble hardware and software components from several sources; we may also 
acquire a complete hardware/software platform package. A number of factors will 
contribute to your decision to use a particular platform. 

The hardware architecture of the platform is the more obvious manifestation of the 
architecture because you can touch it and feel it. The various components may all play 
a factor in the suitability of the platform. 
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Power 



FIGURE 4.21 

A BeagleBoard. 


expansion 


• CPU: An embedded computing system clearly contains a microprocessor. 

But which one? There are many different architectures, and even within an 
architecture we can select between models that vary in clock speed, bus data 
width, integrated peripherals, and so on. The choice of the CPU is one of the 
most important, but it cannot be made without considering the software that will 
execute on the machine. 
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FIGURE 4.22 

An ARM evaluation module. 


• Bus: The choice of a bus is closely tied to that of a CPU, because the bus is an 
integral part of the microprocessor. But in applications that make intensive use of 
the bus due to I/O or other data traffic, the bus may be more of a limiting factor 
than the CPU. Attention must be paid to the required data band widths to be sure 
that the bus can handle the traffic. 

• Memory: Once again, the question is not whether the system will have memory 
but the characteristics of that memory. The most obvious characteristic is 

total size, which depends on both the required data volume and the size of the 
program instructions. The ratio of ROM to RAM and selection of DRAM versus 
SRAM can have a significant influence on the cost of the system. The speed of 
the memory will play a large part in determining system performance. 

• Input and output devices: If we use a platform built out of many low-level 
components on a printed circuit board, we may have a great deal of freedom in 
the I/O devices connected to the system. Platforms based on highly integrated 
chips only come with certain combinations of I/O devices. The combination of 
I/O devices available may be a prime factor in platform selection. We may need 
to choose a platform that includes some I/O devices we do not need in order to 
get the devices that we do need. 
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Software 


When we think about software components of the platform, we generally think 
about both the run-time components and the support components. Run-time components 
become part of the final system: the operating system, code libraries, and so on. Support 
components include the code development environment, debugging tools, and so on. 

Run-time components are a critical part of the platform. An operating system is 
required to control the CPU and its multiple processes. A file system is used in many 
embedded systems to organize internal data and as an interface to other systems. Many 
complex libraries—digital filtering and FFT—provide highly optimized versions of 
complex functions. 

Support components are critical to making use of complex hardware platforms. 
Without proper code development and operating systems, the hardware itself is use¬ 
less. Tools may come directly from the hardware vendor, from third-party vendors, or 
from developer communities. 


Intellectual property 

Intellectual property (IP) is something that we can own but not touch: software, 
netlists, and so on. Just as we need to acquire hardware components to build our 
system, we also need to acquire intellectual property to make that hardware useful. 
Here are some examples of the wide range of IP that we use in embedded system 
design: 

• run-time software libraries; 

• software development environments; 

• schematics, netlists, and other hardware design information. 

IP can come from many different sources. We may buy IP components from ven¬ 
dors. For example, we may buy a software library to perform certain complex func¬ 
tions and incorporate that code into our system. We may also obtain it from developer 
communities on-line. 

Example 4.1 looks at the IP available for the BeagleBoard. 


Example 4.1 BeagleBoard Intellectual Property 

The BeagleBoard Web site (http://www.beagleboard.org) contains both hardware and software 
IP. Hardware IP includes: 

• schematics for the printed circuit board; 

• artwork files (known as Gerber files) for the printed circuit board; 

• a bill of materials that lists the required components. 

Software IP includes: 


a compiler for the processor; 
a version of Linux for the processor. 
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Development environments 

Although we may use an evaluation board, much of the software development for an 
embedded system is done on a PC or workstation known as a host as illustrated in 
Figure 4.23. The hardware on which the code will finally run is known as the target. 
The host and target are frequently connected by a USB link, but a higher-speed link 
such as Ethernet can also be used. 

The target must include a small amount of software to talk to the host system. That 
software will take up some memory, interrupt vectors, and so on, but it should generally 
leave the smallest possible footprint in the target to avoid interfering with the application 
software. The host should be able to do the following: 

• load programs into the target; 

• start and stop program execution on the target; and 

• examine memory and CPU registers. 

A cross-compiler is a compiler that runs on one type of machine but generates 
code for another. After compilation, the executable code is typically downloaded to the 
embedded system by USB. We also often make use of host-target debuggers, in which 
the basic hooks for debugging are provided by the target and a more sophisticated user 
interface is created by the host. 

We often create a testbench program that can be built to help debug embedded 
code. The testbench generates inputs to stimulate a piece of code and compares the 
outputs against expected values, providing valuable early debugging help. The embed¬ 
ded code may need to be slightly modified to work with the testbench, but careful cod¬ 
ing (such as using the #ifdef directive in C) can ensure that the changes can be undone 
easily and without introducing bugs. 


FIGURE 4.23 



Host system 


Target system 


Connecting a host and target system. 


















4.5 Designing with computing platforms 181 


Debugging techniques 

A good deal of software debugging can be done by compiling and executing the code 
on a PC or workstation. But at some point it inevitably becomes necessary to run code 
on the embedded hardware platform. Embedded systems are usually less friendly pro¬ 
gramming environments than PCs. Nonetheless, the resourceful designer has several 
options available for debugging the system. 

The USB port found on most evaluation boards is one of the most important debug¬ 
ging tools. In fact, it is often a good idea to design a USB port into an embedded system 
even if it will not be used in the final product; USB can be used not only for development 
debugging but also for diagnosing problems in the field or field upgrades of software. 

Another very important debugging tool is the breakpoint. The simplest form of a 
breakpoint is for the user to specify an address at which the program’s execution is to 
break. When the PC reaches that address, control is returned to the monitor program. 
From the monitor program, the user can examine and/or modify CPU registers, after 
which execution can be continued. Implementing breakpoints does not require using 
exceptions or external devices. 

Programming Example 4.1 shows how to use instructions to create breakpoints. 


Programming Example 4.1 Breakpoints 

A breakpoint is a location in memory at which a program stops executing and returns to the 
debugging tool or monitor program. Implementing breakpoints is very simple—you simply 
replace the instruction at the breakpoint location with a subroutine call to the monitor. In 
the following code, to establish a breakpoint at location 0x40c in some ARM code, we've 
replaced the branch (B) instruction normally held at that location with a subroutine call (BL) 
to the breakpoint handling routine: 

0X400 MUL r4,r4,r6 0x400 MUL r4,r4,r6 

0 X 404 ADD r2,r2,r4 0x404 ADD r2,r2,r4 

0X408 ADD r0,r0,#l * 0 X 408 ADD rO, rO, #1 

0 x 40c B loop 0 x 40c BL bkpoint 

When the breakpoint handler is called, it saves all the registers and can then display the 
CPU state to the user and take commands. 

To continue execution, the original instruction must be replaced in the program. If the 
breakpoint can be erased, the original instruction can simply be replaced and control returned 
to that instruction. This will normally require fixing the subroutine return address, which will 
point to the instruction after the breakpoint. If the breakpoint is to remain, then the original 
instruction can be replaced and a new temporary breakpoint placed at the next instruction 
(taking jumps into account, of course). When the temporary breakpoint is reached, the moni¬ 
tor puts back the original breakpoint, removes the temporary one, and resumes execution. 

The Unix dbx debugger shows the program being debugged in source code form, but 
that capability is too complex to fit into most embedded systems. Very simple monitors will 
require you to specify the breakpoint as an absolute address, which requires you to know how 
the program was linked. A more sophisticated monitor will read the symbol table and allow 
you to use labels in the assembly code to specify locations. 
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LEDs as debugging 
devices 


In-circuit emulation 


Logic analyzers 


Never underestimate the importance of LEDs (light-emitting diodes) in debug¬ 
ging. As with serial ports, it is often a good idea to design in a few to indicate the 
system state even if they will not normally be seen in use. LEDs can be used to show 
error conditions, when the code enters certain routines, or to show idle time activity. 
LEDs can be entertaining as well—a simple flashing LED can provide a great sense of 
accomplishment when it first starts to work. 

When software tools are insufficient to debug the system, hardware aids can be 
deployed to give a clearer view of what is happening when the system is running. 
The microprocessor in-circuit emulator (ICE) is a specialized hardware tool that 
can help debug software in a working embedded system. At the heart of an in-circuit 
emulator is a special version of the microprocessor that allows its internal registers 
to be read out when it is stopped. The in-circuit emulator surrounds this specialized 
microprocessor with additional logic that allows the user to specify breakpoints and 
examine and modify the CPU state. The CPU provides as much debugging functional¬ 
ity as a debugger within a monitor program, but does not take up any memory. The 
main drawback to in-circuit emulation is that the machine is specific to a particular 
microprocessor, even down to the pinout. If you use several microprocessors, main¬ 
taining a fleet of in-circuit emulators to match can be very expensive. 

The logic analyzer [Ald73] is the other major piece of instrumentation in the 
embedded system designer’s arsenal. Think of a logic analyzer as an array of inex¬ 
pensive oscilloscopes—the analyzer can sample many different signals simultane¬ 
ously (tens to hundreds) but can display only 0, 1, or changing values for each. All 
these logic analysis channels can be connected to the system to record the activity 
on many signals simultaneously. The logic analyzer records the values on the sig¬ 
nals into an internal memory and then displays the results on a display once the 
memory is full or the run is aborted. The logic analyzer can capture thousands or 
even millions of samples of data on all of these channels, providing a much larger 
time window into the operation of the machine than is possible with a conventional 
oscilloscope. 

A typical logic analyzer can acquire data in either of two modes that are typi¬ 
cally called state and timing modes. To understand why two modes are useful 
and the difference between them, it is important to remember that an oscilloscope 
trades reduced resolution on the signals for the longer time window. The measure¬ 
ment resolution on each signal is reduced in both voltage and time dimensions. 
The reduced voltage resolution is accomplished by measuring logic values (0, 1, x) 
rather than analog voltages. The reduction in timing resolution is accomplished by 
sampling the signal, rather than capturing a continuous waveform as in an analog 
oscilloscope. 

State and timing mode represent different ways of sampling the values. Timing 
mode uses an internal clock that is fast enough to take several samples per clock period 
in a typical system. State mode, on the other hand, uses the system’s own clock to con¬ 
trol sampling, so it samples each signal only once per clock cycle. As a result, timing 
mode requires more memory to store a given number of system clock cycles. On the 
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other hand, it provides greater resolution in the signal for detecting glitches. Timing 
mode is typically used for glitch-oriented debugging, while state mode is used for 
sequentially oriented problems. 

The internal architecture of a logic analyzer is shown in Figure 4.24. The system’s 
data signals are sampled at a latch within the logic analyzer; the latch is controlled 
by either the system clock or the internal logic analyzer sampling clock, depending 
on whether the analyzer is being used in state or timing mode. Each sample is copied 
into a vector memory under the control of a state machine. The latch, timing circuitry, 
sample memory, and controller must be designed to run at high speed because several 
samples per system clock cycle may be required in timing mode. After the sampling 
is complete, an embedded microprocessor takes over to control the display of the data 
captured in the sample memory. 

Logic analyzers typically provide a number of formats for viewing data. One for¬ 
mat is a timing diagram format. Many logic analyzers allow not only customized dis¬ 
plays, such as giving names to signals, but also more advanced display options. For 
example, an inverse assembler can be used to turn vector values into microprocessor 
instructions. The logic analyzer does not provide access to the internal state of the 
components, but it does give a very good view of the externally visible signals. That 
information can be used for both functional and timing debugging. 

Debugging challenges 

Logical errors in software can be hard to track down, but errors in real-time code can 
create problems that are even harder to diagnose. Real-time programs are required to 
finish their work within a certain amount of time; if they run too long, they can create 
very unexpected behavior. 



FIGURE 4.24 


Architecture of a logic analyzer. 
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Example 4.2 demonstrates one of the problems that can arise. 


Example 4.2 A Timing Error in Real-Time Code 

Let's consider a simple program that periodically takes an input from an analog/digital 
converter, does some computations on it, and then outputs the result to a digital/analog 
converter. To make it easier to compare input to output and see the results of the bug, we 
assume that the computation produces an output equal to the input, but that a bug causes 
the computation to run 50% longer than its given time interval. A sample input to the pro¬ 
gram over several sample periods looks like this: 



If the program ran fast enough to meet its deadline, the output would simply be a time- 
shifted copy of the input. But when the program runs over its allotted time, the output will 
become very different. Exactly what happens depends in part on the behavior of the A/D and 
D/A converters, so let’s make some assumptions. First, the A/D converter holds its current 
sample in a register until the next sample period, and the D/A converter changes its output 
whenever it receives a new sample. Next, a reasonable assumption about interrupt systems is 
that, when an interrupt is not satisfied and the device interrupts again, the device's old value 
will disappear and be replaced by the new value. The basic situation that develops when the 
interrupt routine runs too long is something like this: 

1. The A/D converter is prompted by the timer to generate a new value, saves it in the reg¬ 
ister, and requests an interrupt. 

2. The interrupt handler runs too long from the last sample. 

3. The A/D converter gets another sample at the next period. 

4. The interrupt handler finishes its first request and then immediately responds to the 
second interrupt. It never sees the first sample and only gets the second one. 

Thus, assuming that the interrupt handler takes 1.5 times longer than it should, here is 
how it would process the sample input: 


• Input sample 
■ Output sample 


A 








Time 


The output waveform is seriously distorted because the interrupt routine grabs the wrong 
samples and puts the results out at the wrong times. 
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Functional requirements 


The exact results of missing real-time deadlines depend on the detailed character¬ 
istics of the I/O devices and the nature of the timing violation. This makes debugging 
real-time problems especially difficult. Unfortunately, the best advice is that if a sys¬ 
tem exhibits truly unusual behavior, missed deadlines should be suspected. In-circuit 
emulators, logic analyzers, and even LEDs can be useful tools in checking the execu¬ 
tion time of real-time code to determine whether it in fact meets its deadline. 


Consumer electronics architecture 

In this section we consider consumer electronics devices as an example of complex 
embedded systems and the platforms that support them. 

Consumer electronics use cases and requirements 

Although some predict the complete convergence of all consumer electronic functions 
into a single device, much as has happened to the personal computer, we still have a 
variety of devices with different functions. However, consumer electronics devices 
have converged over the past decade around a set of common features that are sup¬ 
ported by common architectural features. Not all devices have all features, depending 
on the way the device is to be used, but most devices select features from a common 
menu. Similarly, there is no single platform for consumer electronics devices, but the 
architectures in use are organized around some common themes. 

This convergence is possible because these devices implement a few basic types of 
functions in various combinations: multimedia and communications. The style of mul¬ 
timedia or communications may vary, and different devices may use different formats, 
but this causes variations in hardware and software components within the basic archi¬ 
tectural templates. In this section we will look at general features of consumer elec¬ 
tronics devices; in the following sections we will study a few devices in more detail. 

Consumer electronics devices provide several types of services in different 
combinations: 

• multimedia: The media may be audio, still images, or video (which includes 
both motion pictures and audio). These multimedia objects are generally stored 
in compressed form and must be uncompressed to be played (audio playback, 
video viewing, etc.). A large and growing number of standards have been 
developed for multimedia compression: MP3, Dolby Digital™, and so on for 
audio; JPEG for still images; MPEG-2, MPEG-4, H.264, and so on for video. 

• data storage and management: Because people want to select what multimedia 
objects they save or play, data storage goes hand-in-hand with multimedia 
capture and display. Many devices provide PC-compatible file systems so that 
data can be shared more easily. 

• communications: Communications may be relatively simple, such as a USB 
interface to a host computer. The communications link may also be more 
sophisticated, such as an Ethernet port or a cellular telephone link. 
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Nonfunctional 

requirements 


Use cases 


Consumer electronics devices must meet several types of strict nonfunctional 
requirements as well. Many devices are battery-operated, which means that they must 
operate under strict energy budgets. A typical battery for a portable device provides 
only about 75 mW, which must support not only the processors and digital electron¬ 
ics but also the display, radio, and so on. Consumer electronics must also be very 
inexpensive. A typical primary processing chip must sell in the neighborhood of $10. 
These devices must also provide very high performance—sophisticated networking 
and multimedia compression require huge amounts of computation. 

Let’s consider some basic use cases of some basic operations. Figure 4.25 shows 
a use case for selecting and playing a multimedia object (an audio clip, a picture, 
etc.). Selecting an object makes use of both the user interface and the file system. 
Playing also makes use of the file system as well as the decoding subsystem and I/O 
subsystem. 

Figure 4.26 shows a use case for connecting to a client. The connection may be 
either over a local connection like USB or over the Internet. While some operations 
may be performed locally on the client device, most of the work is done on the host 
system while the connection is established. 



FIGURE 4.25 


Use case for playing multimedia. 



FIGURE 4.26 



Host 



Use case of synchronizing with a host system. 




























4.6 Consumer electronics architecture 


187 


Hardware architectures 


Operating systems 


DOS file systems 


Flash memory 



FIGURE 4.27 

Hardware architecture of a generic consumer electronics device. 

Figure 4.27 shows a functional block diagram of a typical device. The storage 
system provides bulk, permanent storage. The network interface may provide a simple 
USB connection or a full-blown Internet connection. 

Multiprocessor architectures are common in many consumer multimedia devices. 
Figure 4.27 shows a two-processor architecture; if more computation is required, more 
DSPs and CPUs may be added. The RISC CPU runs the operating system, runs the 
user interface, maintains the file system, and so on. The DSP performs signal process¬ 
ing. The DSP may be programmable in some systems; in other cases, it may be one or 
more hardwired accelerators. 

The operating system that runs on the CPU must maintain processes and the file 
system. Processes are necessary to provide concurrency—for example, the user wants 
to be able to push a button while the device is playing back audio. Depending on the 
complexity of the device, the operating system may not need to create tasks dynami¬ 
cally. If all tasks can be created using initialization code, the operating system can be 
made smaller and simpler. 

File systems 

DOS file allocation table (FAT) file systems refer to the file system developed by 
Microsoft for early versions of the DOS operating system [MicOO]. FAT can be imple¬ 
mented on flash storage devices as well as magnetic disks; wear-leveling algorithms 
for flash memory can be implemented without disturbing the basic operation of the file 
system. The aspects of the standards most relevant to camera operation are the format 
of directories and files on the storage medium. FAT can be implemented in a relatively 
small amount of code. 

Many consumer electronics devices use flash memory for mass storage. Flash 
memory is a type of semiconductor memory that, unlike DRAM or SRAM, provides 
permanent storage. Values are stored in the flash memory cell as an electric charge using 
a specialized capacitor that can store the charge for years. The flash memory cell does 
not require an external power supply to maintain its value. Furthermore, the memory 
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Flash file systems 


can be written electrically and, unlike previous generations of electrically-erasable 
semiconductor memory, can be written using standard power supply voltages and so 
does not need to be disconnected during programming. 

Flash memory has one important limitation that must be taken into account. Writing 
a flash memory cell causes mechanical stress that eventually wears out the cell. Today’s 
flash memories can reliably be written a million times but at some point will fail. While 
a million write cycles may sound like a lot, creating a single file may require many write 
operations, particularly to the part of the memory that stores the directory information. 

A wear-leveling flash file system [Ban95] manages the use of flash memory 
locations to equalize wear while maintaining compatibility with existing file systems. 
A simple model of a standard file system has two layers: the bottom layer handles 
physical reads and writes on the storage device; the top layer provides a logical view 
of the file system A flash file system imposes an intermediate layer that allows the 
logical-to-physical mapping of files to be changed. This layer keeps track of how fre¬ 
quently different sections of the flash memory have been written and allocates data to 
equalize wear. It may also move the location of the directory structure while the file 
system is operating. Because the directory system receives the most wear, keeping it 
in one place may cause part of the memory to wear out before the rest, unnecessarily 
reducing the useful life of the memory device. Several flash file systems have been 
developed, such as Yet Another Flash Filing System (YAFFS) [Yafll]. 


Platform-I eve I performance analysis 

Bus-based systems add another layer of complication to performance analysis. Plat- 
form-level performance involves much more than the CPU. We often focus on the 
CPU because it processes instructions, but any part of the system can affect total sys¬ 
tem performance. More precisely, the CPU provides an upper bound on performance, 
but any other part of the system can slow down the CPU. Merely counting instruction 
execution times is not enough. 

Consider the simple system of Figure 4.28. We want to move data from memory to 
the CPU to process it. To get the data from memory to the CPU we must: 

• read from the memory; 

• transfer over the bus to the cache; 

• transfer from the cache to the CPU. 



Bus 


FIGURE 4.28 


Platform-level data flows and performance. 
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Bandwidth as 
performance 
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Bus bandwidth 
characteristics 


Bus bandwidth formulas 


The time required to transfer from the cache to the CPU is included in the instruc¬ 
tion execution time, but the other two times are not. 

The most basic measure of performance we are interested in is bandwidth —the rate 
at which we can move data. Ultimately, if we are interested in real-time performance, we 
are interested in real-time performance measured in seconds. But often the simplest way 
to measure performance is in units of clock cycles. However, different parts of the system 
will run at different clock rates. We have to make sure that we apply the right clock rate 
to each part of the performance estimate when we convert from clock cycles to seconds. 

Bandwidth questions often come up when we are transferring large blocks of data. 
For simplicity, let’s start by considering the bandwidth provided by only one system 
component, the bus. Consider an image of 320 X 240 pixels with each pixel composed 
of 3 bytes of data. This gives a grand total of 230,400 bytes of data. If these images are 
video frames, we want to check if we can push one frame through the system within 
the 1/30 sec that we have to process a frame before the next one arrives. 

Let us assume that we can transfer one byte of data every microsecond, which 
implies a bus speed of 1 MHz. In this case, we would require 230,400 ps = 0.23 sec 
to transfer one frame. That is more than the 0.033 sec allotted to the data transfer. We 
would have to increase the transfer rate by 7X to satisfy our performance requirement. 

We can increase bandwidth in two ways: we can increase the clock rate of the bus 
or we can increase the amount of data transferred per clock cycle. For example, if we 
increased the bus to carry four bytes or 32 bits per transfer, we would reduce the transfer 
time to 0.058 sec. If we could also increase the bus clock rate to 2 MHz, then we would 
reduce the transfer time to 0.029 sec, which is within our time budget for the transfer. 

How do we know how long it takes to transfer one unit of data? To determine that, 
we have to look at the data sheet for the bus. A bus transfer generally takes more than 
one clock cycle. Burst transfers, which move blocks of data to contiguous locations, 
may be more efficient per byte. We also need to know the width of the bus—how many 
bytes per transfer. Finally, we need to know the bus clock period, which in general will 
be different from the CPU clock period. 

Let’s call the bus clock period P and the bus width W. We will put W in units of 
bytes but we could use other measures of width as well. We want to write formulas for 
the time required to transfer N bytes of data. We will write our basic formulas in units 
of bus cycles T, then convert those bus cycle counts to real time t using the bus clock 
period P : 

t — TP (Eq. 4.1) 

As shown in Figure 4.29, a basic bus transfer transfers a W-wide set of bytes. The 
data transfer itself takes D clock cycles. (Ideally, D — 1, but a memory that introduces 
wait states is one example of a transfer that could require D > 1 cycles.) Addresses, 
handshaking, and other activities constitute overhead that may occur before (O t ) 
or after ( 0 2 ) the data. For simplicity, we will lump the overhead into O = O l + O,. 
This gives a total transfer time in clock cycles of: 

T basic (N) = (D + O)^ 


(Eq. 4.2) 
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Component bandwidth 


Memory aspect ratio 


FIGURE 4.29 



Times and data volumes in a basic bus transfer. 


FIGURE 4.30 
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Times and data volumes in a burst bus transfer. 


As shown in Figure 4.30, a burst transaction performs B transfers of W bytes each. 
Each of those transfers will require D clock cycles. The bus also introduces O cycles 
of overhead per burst. This gives 

T bu jN) = (BD + 0 ) b N w (Eq. 4.3) 

Bandwidth questions also come up in situations that we don’t normally think of as 
communications. Transferring data into and out of components also raises questions of 
bandwidth. The simplest illustration of this problem is memory. 

The width of a memory determines the number of bits we can read from the mem¬ 
ory in one cycle. That is a form of data bandwidth. We can change the types of memory 
components we use to change the memory bandwidth; we may also be able to change 
the format of our data to accommodate the memory components. 

A single memory chip is not solely specified by the number of bits it can hold. 
As shown in Figure 4.31, memories of the same size can have different aspect 
ratios. For example, a 64-Mbit memory that is one bit wide will present 64 million 
addresses of one-bit data. The same size memory in a 4-bit-wide format will have 16 
distinct addresses and an 8-bit-wide memory will have 8 million distinct addresses. 

Memory chips do not come in extremely wide aspect ratios but we can build wider 
memories by using several memories in parallel. By organizing memory chips into the 
proper aspect ratio for our application, we can build a memory system with the total 
amount of storage that we want and that presents the data width that we want. 

The memory system width may also be determined by the memory modules we 
use. Rather than buy memory chips individually, we may buy memory as SIMMs or 
DIMMs. These memories are wide but generally only come in fairly standard widths. 
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Memory access times 
and bandwidth 



1 bit 4 bits 8 bits 

FIGURE 4.31 


Memory aspect ratios. 


Which aspect ratio is preferable for the overall memory system depends in part on 
the format of the data that we want to store in the memory and the speed with which it 
must be accessed, giving rise to bandwidth analysis. 

We also have to consider the time required to read or write a memory. Once again, we 
refer to the component data sheets to find these values. Access times depend quite a bit 
on the type of memory chip used. Page modes operate similarly to burst modes in buses. 
If the memory is not synchronous, we can still refer the times between events back to the 
bus clock cycle to determine the number of clock cycles required for an access. 

The basic form of the equation for memory transfer time is that of Eq. 4.3. Where O 
is determined by the page mode overhead and D is the time between successive transfers. 

However, the situation is slightly more complex if the data types don’t fit naturally 
into the width of the memory. Let’s say that we want to store color video pixels in our 
memory. A standard pixel is three 8-bit color values (red, green, blue, for example). 
A 24-bit-wide memory would allow us to read or write an entire pixel value in one 
access. An 8-bit-wide memory, in contrast, would require three accesses for the pixel. 
If we have a 32-bit-wide memory, we have two main choices: we could waste one byte 
of each transfer or use that byte to store unrelated data, or we could pack the pixels. In 
the latter case, the first read would get all of the first pixel and one byte of the second 
pixel; the second transfer would get the last two bytes of the second pixel and the first 
two bytes of the third pixel; and so forth. The total number of accesses required to read 
E data elements of w bits each out of a memory of width W is: 

A = [(^)modw] + 1 (Eq. 4.4) 

The next example applies our bandwidth models to a simple design problem. 
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Example 4.3 Performance Bottlenecks in a Bus-Based System 

Consider a simple bus-based system: 



We want to transfer data between the CPU and the memory over the bus. We need to be able 
to read a 320 x 240 video frame into the CPU at the rate of 30 frames/sec, for a total of 612,000 
bytes/sec. Which will be the bottleneck and limit system performance: the bus or the memory? 

Let’s assume that the bus has a 1-MHz clock rate (period of 10~ 6 sec) and is two bytes 
wide, with D = 1 and 0=3. This gives a total transfer time of 

T basic = d + 3) 612 2 ° 00 = 1,2 24,000 cycles, 
t= T basic - P= 1,224,000 -1 X 10- 6 = 1.224 sec 

Because the total time to transfer one second’s worth of frames is more than one second, 
the bus is not fast enough for our application. 

The memory provides a burst mode with B = 4 but is only 4 bits wide, giving W = 0.5. 
For this memory, D = 1 and 0 = 4. The clock period for this memory is 10~ 7 sec. Then 

T mpm = (4 ■ 1 + 4) 612,000 = 2,448,000 cycles, 

mem 4-0.5 

f = T mem ‘ p = 2,448,000 • 1 x 10~ 7 = 0.2448 sec 

The memory requires less than one second to transfer the 30 frames that must be 
transmitted in one second, so it is fast enough. 

One way to explore design trade-offs is to build a spreadsheet: 


Bus 


Memory 


Clock period 

1.00E-06 

Clock period 

1.00E-08 

W 

2 

W 

0.5 

D 

1 

D 

1 

0 

3 

0 

4 



B 

4 

N 

612000 

N 

612000 

basic 

1224000 

T 

mem 

2448000 

t 

1.22E+00 

t 

2.45E-02 
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If we insert the formulas for bandwidth into the spreadsheet, we can change values like 
bus width and clock rate and instantly see their effects on available bandwidth. 


Design example: Alarm clock 

Our first system design example will be an alarm clock. We use a microprocessor to 
read the clock’s buttons and update the time display. Because we now have an under¬ 
standing of I/O, we work through the steps of the methodology to go from a concept 
to a completed and tested system. 


Requirements 

The basic functions of an alarm clock are well understood and easy to enumerate. 
Figure 4.32 illustrates the front panel design for the alarm clock. The time is shown as 
four digits in 12-hour format; we use a light to distinguish between AM and PM. We 
use several buttons to set the clock time and alarm time. When we press the hour and 
minute buttons, we advance the hour and minute, respectively, by one. When setting 
the time, we must hold down the set time button while we hit the hour and minute but¬ 
tons; the set alarm button works in a similar fashion. We turn the alarm on and off with 
the alarm on and alarm Ojff buttons. When the alarm is activated, the alarm ready light 
is on. A separate speaker provides the audible alarm. 


( ) ( ) 

Alarm on Alarm off 


ll_J u 

IU lu 

Alarm ready 

( ) ( ) ( ) ( ) 

Set time Set alarm Hour Minute 

FIGURE 4.32 



Front panel of the alarm clock. 
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We are now ready to create the requirements table: 


Name 

Alarm clock 

Purpose 

A 24-hour digital clock with a single alarm. 

Inputs 

Six pushbuttons: set time, set alarm, hour, minute, alarm on, 
alarm off. 

Outputs 

Four-digit, clock-style output. PM indicator light. Alarm ready 
light. Buzzer. 

Functions 

Default mode: the display shows the current time. PM light is 
on from noon to midnight. 

Hour and minute buttons are used to advance time and alarm, 
respectively. Pressing one of these buttons increments the 
hour/minute once. 


Depress set time button: This button is held down while 
hour/minute buttons are pressed to set time. New time is 
automatically shown on display. 


Depress set alarm button: While this button is held down, 
display shifts to current alarm setting; depressing hour/minute 
buttons sets alarm value in a manner similar to setting time. 
Alarm on: puts clock in alarm-on state, causes clock to turn on 
buzzer when current time reaches alarm time, turns on alarm 
ready light. 

Alarm off: turns off buzzer, takes clock out of alarm-on state, 
turns off alarm ready light. 

Performance 

Displays hours and minutes but not seconds. Should be 
accurate within the accuracy of a typical microprocessor clock 
signal. (Excessive accuracy may unreasonably drive up the 
cost of generating an accurate clock.) 

Manufacturing cost 

Consumer product range. Cost will be dominated by the 
microprocessor system, not the buttons or display. 

Power 

Powered by AC through a standard power supply. 

Physical size and weight 

Small enough to fit on a nightstand with expected weight for 
an alarm clock. 


Specification 

The basic function of the clock is simple, but we do need to create some classes and 
associated behaviors to clarify exactly how the user interface works. 

Figure 4.33 shows the basic classes for the alarm clock. Borrowing a term from 
mechanical watches, we call the class that handles the basic clock operation the Mech¬ 
anism class. We have three classes that represent physical elements: Lights* for all 
the digits and lights, Buttons* for all the buttons, and Speaker* for the sound output. 
The Buttons* class can easily be used directly by Mechanism. As discussed below, the 
physical display must be scanned to generate the digits output, so we introduce the 
Display class to abstract the physical lights. 
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The details of the low-level user interface classes are shown in Figure 4.34. The 
Buzzer * class allows the buzzer to be turned on or off; we will use analog electronics to 
generate the buzz tone for the speaker. The Buttons* class provides read-only access to 
the current state of the buttons. The Lights* class allows us to drive the lights. However, 
to save pins on the display, Lights * provides signals for only one digit, along with a set of 
signals to indicate which digit is currently being addressed. We generate the display by 
scanning the digits periodically. That function is performed by the Display class, which 
makes the display appear as an unscanned, continuous display to the rest of the system. 



FIGURE 4.33 

Class diagram for the alarm clock. 


Lights* 


Buttons* 


Speaker* 






digit-valO 

digit-scanO 

alarm-on-lightO 

PM-lightQ 


set-timeO: boolean 
set-alarm(): boolean 
alarm-on(): boolean 
alarm-off(): boolean 
minute(): boolean 
hourQ: boolean 


buzzO 






time [4]: integer 
alarm-indicator: boolean 
PM-indicator: boolean 


set-timeQ 

alarm-light-onO 

alarm-light-offO 

PM-light-onO 

PM-light-offQ 


FIGURE 4.34 


Lights* and ^ 


Buttons* is ^ 

Speaker* are 


read-only 

write-only 




Details of user interface classes for the alarm clock. 
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The Mechanism class is described in Figure 4.35. This class keeps track of the cur¬ 
rent time, the current alarm time, whether the alarm has been turned on, and whether it 
is currently buzzing. The clock shows the time only to the minute, but it keeps internal 
time to the second. The time is kept as discrete digits rather than a single integer to 
simplify transferring the time to the display. The class provides two behaviors, both of 
which run continuously. First, scan-keyboard is responsible for looking at the inputs 
and updating the alarm and other functions as requested by the user. Second, update- 
time keeps the current time accurate. 

Figure 4.36 shows the state diagram for update-time. This behavior is straightfor¬ 
ward, but it must do several things. It is activated once per second and must update 
the seconds clock. If it has counted 60 seconds, it must then update the displayed 
time; when it does so, it must roll over between digits and keep track of AM-to-PM 
and PM-to-AM transitions. It sends the updated time to the display object. It also 
compares the time with the alarm setting and sets the alarm buzzing under the proper 
conditions. 

The state diagram for scan-keyboard is shown in Figure 4.37. This function is 
called periodically, frequently enough so that all the user’s button presses are caught by 
the system. Because the keyboard will be scanned several times per second, we don’t 
want to register the same button press several times. If, for example, we advanced the 
minutes count on every keyboard scan when the set-time and minutes buttons were 
pressed, the time would be advanced much too fast. To make the buttons respond more 
reasonably, the function computes button activations—it compares the current state of 
the button to the button’s value on the last scan, and it considers the button activated 
only when it is on for this scan but was off for the last scan. Once computing the 
activation values for all the buttons, it looks at the activation combinations and takes 
the appropriate actions. Before exiting, it saves the current button values for comput¬ 
ing activations the next time this behavior is executed. 


I\ 

scan-keyboard 
runs periodically 


update-time 
runs once 
per second 




FIGURE 4.35 


Mechanism 

seconds: integer 
PM: boolean 

tens-hours, ones-hours: integer 
tens-minutes, ones-minutes: integer 
alarm-ready: boolean 

alarm-tens-hours, alarm-ones-hours: integer 
alarm-tens-minutes, alarm-ones-minutes: integer 


scan-keyboard() 

update-timeO 


The Mechanism class. 
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FIGURE 4.36 


State diagram for update-time. 


System architecture 

The software and hardware architectures of a system are always hard to completely 
separate, but let’s first consider the software architecture and then its implications on 
the hardware. 

The system has both periodic and aperiodic components—the current time must 
obviously be updated periodically, and the button commands occur occasionally. 

It seems reasonable to have the following two major software components: 
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FIGURE 4.37 


State diagram for scan-keyboard. 


• An interrupt-driven routine can update the current time. The current time will 
be kept in a variable in memory. A timer can be used to interrupt periodically 
and update the time. As seen in the subsequent discussion of the hardware 
architecture, the display must be sent the new value when the minute value 
changes. This routine can also maintain the PM indicator. 

• A foreground program can poll the buttons and execute their commands. 

Because buttons are changed at a relatively slow rate, it makes no sense to 
add the hardware required to connect the buttons to interrupts. Instead, the 
foreground program will read the button values and then use simple conditional 
tests to implement the commands, including setting the current time, setting 
the alarm, and turning off the alarm. Another routine called by the foreground 
program will turn the buzzer on and off based on the alarm time. 

An important question for the interrupt-driven current time handler is how often 
the timer interrupts occur. A one-minute interval would be very convenient for the 
software, but a one-minute timer would require a large number of counter bits. It is 
more realistic to use a one-second timer and to use a program variable to count the 
seconds in a minute. 
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The foreground code will be implemented as a while loop: 

while (TRUE) 1 

read_buttons(button_values); /* read inputs */ 
process_command(button_values); /* do commands */ 
check_alarm(); /* decide whether to turn on the alarm */ 

) 

The loop first reads the buttons using r e a d_b u 11 o n s (). In addition to reading the 
current button values from the input device, this routine must preprocess the button 
values so that the user interface code will respond properly. The buttons will remain 
depressed for many sample periods because the sample rate is much faster than any 
person can push and release buttons. We want to make sure that the clock responds 
to this as a single depression of the button, not one depression per sample interval. 
As shown in Figure 4.38, this can be done by performing a simple edge detection 
on the button input—the button event value is 1 for one sample period when the 
button is depressed and then goes back to 0 and does not return to 1 until the but¬ 
ton is depressed and then released. This can be accomplished by a simple two-state 
machine. 

The process_command( ) function is responsible for responding to button events. 
The check_al arm( ) function checks the current time against the alarm time and 
decides when to turn on the buzzer. This routine is kept separate from the command 
processing code because the alarm must go on when the proper time is reached, inde¬ 
pendent of the button inputs. 

We have determined from the software architecture that we will need a timer con¬ 
nected to the CPU. We will also need logic to connect the buttons to the CPU bus. In 
addition to performing edge detection on the button inputs, we must also of course 
debounce the buttons. 

The final step before starting to write code and build hardware is to draw the state 
transition graph for the clock’s commands. That diagram will be used to guide the 
implementation of the software components. 


Button 

input 


Button 

event 


FIGURE 4.38 



Preprocessing button inputs. 
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Audio decompression 


Component design and testing 

The two major software components, the interrupt handler and the foreground code, 
can be implemented relatively straightforwardly. Because most of the functionality 
of the interrupt handler is in the interruption process itself, that code is best tested on 
the microprocessor platform. The foreground code can be more easily tested on the 
PC or workstation used for code development. We can create a testbench for this code 
that generates button depressions to exercise the state machine. We will also need to 
simulate the advancement of the system clock. Trying to directly execute the interrupt 
handler to control the clock is probably a bad idea—not only would that require some 
type of emulation of interrupts, but it would require us to count interrupts second by 
second. A better testing strategy is to add testing code that updates the clock, perhaps 
once per four iterations of the foreground while loop. 

The timer will probably be a stock component, so we would then focus on imple¬ 
menting logic to interface to the buttons, display, and buzzer. The buttons will require 
debouncing logic. The display will require a register to hold the current display value 
in order to drive the display elements. 

System integration and testing 

Because this system has a small number of components, system integration is rela¬ 
tively easy. The software must be checked to ensure that debugging code has been 
turned off. Three types of tests can be performed. First, the clock’s accuracy can be 
checked against a reference clock. Second, the commands can be exercised from the 
buttons. Finally, the buzzer’s functionality should be verified. 


Design example: Audio player 

In this example we study the design of a portable MP3 player that decompresses music 
hies as it plays. 

Theory of operation and requirements 

Audio players are often called MP3 players after the popular audio data format, 
although a number of audio compression formats have been developed and are in 
regular use. The earliest portable MP3 players were based on compact disc mecha¬ 
nisms. Modern MP3 players use either flash memory or disk drives to store music. An 
MP3 player performs three basic functions: audio storage, audio decompression, and 
user interface. 

Although audio compression is computationally intensive, audio decompression is 
relatively lightweight. The incoming bit stream has been encoded using a Huffman- 
style code, which must be decoded. The audio data itself is applied to a reconstruction 
filter, along with a few other parameters. MP3 decoding can, for example, be executed 
using only 10% of an ARM7 CPU. 
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Audio compression is a lossy process that relies on perceptual coding. The coder 
eliminates certain features of the audio stream so that the result can be encoded in 
fewer bits. It tries to eliminate features that are not easily perceived by the human 
audio system. Masking is one perceptual phenomenon that is exploited by perceptual 
coding. One tone can be masked by another if the tones are sufficiently close in fre¬ 
quency. Some audio features can also be masked if they occur too close in time after 
another feature. 

The term MP3 comes from MPEG-1, layer 3; the MP3 spec is part of the MPEG-1 
standard. That standard [Bra94] defined three layers of audio compression: 

• Layer 1 (MPl) uses a lossless compression of subbands and an optional, simple 

masking model. 

• Layer 2 (MP2) uses a more advanced masking model. 

• Layer 3 (MP3) performs additional processing to provide lower bit rates. 

The various layers support several different input sampling rates, output bit rates, 
and modes (mono, stereo, etc.). 

We will concentrate on Layer 1, which illustrates the basic principles of MPEG 
audio coding. Figure 4.39 gives a block diagram of a Layer 1 encoder. The main pro¬ 
cessing path includes the filter bank and the quantizer/encoder. The filter bank splits 
the signal into a set of 32 subbands that are equally spaced in the frequency domain 
and together cover the entire frequency range of the audio. Audio signals tend to be 
more correlated within a narrower band, so splitting into subbands helps the encoder 
reduce the bit rate. The quantizer first scales each subband so that it fits within 6 bits 
of dynamic range, then quantizes based upon the current scale factor for that subband. 
The masking model selects the scale factors. It is driven by a separate fast Fourier 
transform (FFT); although in principle the filter bank could be used for masking, a 
separate FFT provides better results. The masking model chooses the scale factors for 
the subbands, which can change along with the audio stream. The MPEG standard 
does not dictate any particular masking model. The multiplexer at the output of the 
encoder passes along all the required data. 



FIGURE 4.39 


MPEG Layer 1 encoder. 
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FIGURE 4.40 


MPEG Layer 1 data frame format. 


0101 .. 



FIGURE 4.41 


MPEG Layer 1 decoder. 


MPEG data streams are divided into frames. A frame carries the basic MPEG data, 
error correction codes, and additional information. Figure 4.40 shows the format of an 
MPEG Layer 1 data frame. 

MPEG audio decoding is a relatively straightforward process. A block diagram of 
an MPEG Layer 1 decoder is shown in Figure 4.41 . After disassembling the data frame, 
the data are unsealed and inverse quantized to produce sample streams for the subband. 
An inverse filter bank then reassembles the subbands into the uncompressed signal. 

The user interface of an MP3 player is usually kept simple to minimize both the 
physical size and power consumption of the device. Many players provide only a sim¬ 
ple display and a few buttons. 

The file system of the player generally must be compatible with PCs. CD/MP3 
players used compact discs that had been created on PCs. Today’s players can be 
plugged into USB ports and treated as disk drives on the host processor. 

The requirements table for the audio player are given in Figure 4.42. Although a 
commercial audio player would support at least MP3, a class project could be based on 
a player that used a simpler compression scheme. The specification could be extended 
to include USB for direct management of files on the device from a host system. These 
requirements state that the device should accept flash memory cards on which audio 
files have previously been loaded. 

Specification 

Figure 4.43 shows the major classes in the audio player. The FilelD class is an abstrac¬ 
tion of a file in the flash file system. The controller class provides the method that 
operates the player. 
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Name 

Audio player 

Purpose 

Play audio from files. 

Inputs 

Flash memory socket, on/off, play/stop, menu 
up/down. 

Outputs 

Speaker 

Functions 

Display list of files in flash memory, select file to play, 
play file. 

Performance 

Sufficient to play audio files at required rate. 

Manufacturing cost 

Approximately $25 

Power 

1 AAA battery 

Physical size and weight 

Approx. 1 in x 2 in, less than 2 oz 


FIGURE 4.42 

Requirements for the audio player. 


Audio file 


Audio directory 

String: Name 



Int: Size 


FilelD: Files [] 
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FIGURE 4.43 


Controller 


Main() 


Buttons 


Boolean: power, 
play, menu up, 
menu down 


Classes in the audio player. 


If file management is performed on a host device, then the basic operations to be 
specified are simple: file display/selection and playback. 

Figure 4.44 shows a state diagram for file display/selection. This specifica¬ 
tion assumes that all files are in the root directory and that all files are playable 
audio. 
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Audio processors 



FIGURE 4.44 


State diagram for file display and selection. 


Figure 4.45 shows the state diagram for audio playback. The details of this opera¬ 
tion depend on the format of the audio file. This state diagram refers to sending the 
samples to the audio system rather than explicitly sending them because playback 
and reading the next data frame must be overlapped to ensure continuous operation. 
The details of playback depend on the hardware platform selected, but will probably 
involve a DMA transfer. 

System architecture 

The Cirrus CS7410 [Cir04B] is an audio controller designed for CD/MP3 players. 
The audio controller includes two processors. The 32-bit RISC processor is used 
to perform system control and audio decoding. The 16-bit DSP is used to perform 
audio effects such as equalization. The memory controller can be interfaced to several 
different types of memory: flash memory can be used for data or code storage; DRAM 
can be used as a buffer to handle temporary disruptions of the CD data stream. The 
audio interface unit puts out audio in formats that can be used by A/D converters. 
General-purpose I/O pins can be used to decode buttons, run displays, etc. Cirrus pro¬ 
vides a reference design for a CD/MP3 player [Cir04A], 

As shown in Figure 4.46, the Cirrus chip uses two processors, a RISC and a DSP. 
Given the low computational requirements of audio decompression, a single-processor 
platform would also be feasible. 
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File systems 



FIGURE 4.45 

State diagram for audio playback. 


The software architecture of this system is relatively simple. The only major com¬ 
plication occurs from the requirements for DMA or other method to overlap audio 
playback and file access. 

MP3 audio players originated a grassroots phenomenon. MP3 was designed to 
be used in conjunction with the MPEG-1 video compression standard. Home music 
collectors adopted MP3 files as a medium for storing compressed music. They passed 
around collections of MP3 files and playlists. These files were often shared as files 
written on CDs. Over time, consumer electronics manufacturers noticed the trend 
and made players for MP3 files. Because this approach was independently practiced 
by many different users, there are no standards for organizing MP3 files and playlists 
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FIGURE 4.46 


flash, DRAM, SRAM 


Architecture of a Cirrus audio processor for CD/MP3 players. 


into directories. As a result, MP3 players must be able to navigate arbitrary user 
hierarchies, be able to find playlist files in any directory, etc. Manufacturers learned 
a lesson from this experience and defined file system organizations for other types of 
devices such as digital still cameras. 

Component design and testing 

The audio decompression object can be implemented from existing code or cre¬ 
ated as new software. In the case of an audio system that does not conform to a 
standard, it may be necessary to create an audio compression program to create 
test files. 

The file system can either implement a known standard such as DOS FAT or can 
implement a new file system. While a nonstandard file system may be easier to imple¬ 
ment on the device, it also requires software to create the file system. 

The file system and user interface can be tested independently of the audio decom¬ 
pression system. The audio output system should be tested separately from the com¬ 
pression system. Testing of audio decompression requires sample audio files. 

System integration and debugging 

The most challenging part of system integration and debugging is ensuring that audio 
plays smoothly and without interruption. Any file access and audio output that operate 
concurrently should be separately tested, ideally using an easily recognizable test 
signal. Simple test signals such as tones will more readily show problems such as 
missed or delayed samples. 
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Summary 

The microprocessor is only one component in an embedded computing system— 
memory and I/O devices are equally important. The microprocessor bus serves as the 
glue that binds all these components together. Hardware platforms for embedded sys¬ 
tems are often built around common platforms with appropriate amounts of memory 
and I/O devices added on; low-level monitor software also plays an important role in 
these systems. 


What we learned 

• CPU buses are built on handshaking protocols. 

• A variety of memory components are available, which vary widely in speed, 
capacity, and other capabilities. 

• An I/O device uses logic to interface to the bus so that the CPU can read and 
write the device’s registers. 

• Embedded systems can be debugged using a variety of hardware and software 
methods. 

• System-level performance depends not just on the CPU, but the memory and bus 
as well. 


Further reading 

Shanley and Anderson [Min95] describe the PCI bus in detail. Dahlin [DahOO] 
describes how to interface to a touchscreen. Collins [Col97] describes the design of 
microprocessor in-circuit emulators. Earnshaw et al. [Ear97] describe an advanced 
debugging environment for the ARM architecture. 


Questions 

Q4-1 Name three major components of a generic computing platform. 

Q4-2 What role does the HAL play in the platform? 

Q4-3 Draw UML state diagrams for device 1 and device 2 in a four-cycle 
handshake. 

Q4-4 Describe the role of these signals in a bus: 

a. R/W’ 

b. data ready 
C. clock 

Q4-5 Draw a UML sequence diagram that shows a four-cycle handshake between 
a bus master and a device. 
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Q4-6 Define these signal types in a timing diagram: 

a. changing; 

b. stable. 

Q4-7 Draw a timing diagram with the following signals (where [r ,f ] is the time 
interval starting at t ] and ending at t 2 ): 

a. signal A is stable [0,10], changing [10,15], stable [15,30] 

b. signal B is 1 [0,5], falling [5,7], 0 [7,20], changing [20,30] 

C. signal C is changing [0,10], 0 [10,15], rising [15,18], 1 [18,25], 
changing [25,30] 

Q4-8 Draw a timing diagram for a write operation with no wait states. 

Q4-9 Draw a timing diagram for a read operation on a bus in which the read 
includes two wait states. 

Q4-10 Draw a timing diagram for a write operation on a bus in which the write 
takes two wait states. 

Q4-11 Draw a timing diagram for a burst write operation that writes four 
locations. 

Q4-12 Draw a UML state diagram for a burst read operation with wait states. One 
state diagram is for the bus master and the other is for the device being read. 

Q4-13 Draw a UML sequence diagram for a burst read operation with wait states. 

Q4-14 Draw timing diagrams for 

a. a device becoming bus master 

b. the device returning control of the bus to the CPU 

Q4-15 Draw a timing diagram that shows a complete DMA operation, including 
handing off the bus to the DMA controller, performing the DMA transfer, 
and returning bus control back to the CPU. 

Q4-16 Draw UML state diagrams for a bus mastership transaction in which one 
side shows the CPU as the default bus master and the other shows the 
device that can request bus mastership. 

Q4-17 Draw a UML sequence diagram for a bus mastership request, grant, and return. 

Q4-18 Draw a UML sequence diagram that shows a DMA bus transaction and 
concurrent processing on the CPU. 

Q4-19 Draw a UML sequence diagram for a complete DMA transaction, including 
the DMA controller requesting the bus, the DMA transaction itself, and 
returning control of the bus to the CPU. 

Q4-20 Draw a UML sequence diagram showing a read operation across a bus bridge. 

Q4-21 Draw a UML sequence diagram showing a write operation with wait states 
across a bus bridge. 



Questions 209 


Q4-22 Draw a UML sequence diagram for a read transaction that includes a 

DRAM refresh operation. The sequence diagram should include the CPU, 
the DRAM interface, and the DRAM internals to show the refresh itself. 

Q4-23 Draw a UML sequence diagram for an SDRAM read operation. Show the 
activity of each of the SDRAM signals. 

Q4-24 What is the role of a memory controller in a computing platform? 

Q4-25 What hardware factors might be considered when choosing a computing 
platform? 

Q4-26 What software factors might be considered when choosing a computing 
platform? 

Q4-27 Write ARM assembly language code that handles a breakpoint. It should 
save the necessary registers, call a subroutine to communicate with the 
host, and upon return from the host, cause the breakpointed instruction to 
be properly executed. 

Q4-28 Assume an A/D converter is supplying samples at 44.1 kHz. 

a. How much time is available per sample for CPU operations? 

b. If the interrupt handler executes 100 instmctions obtaining the sample 
and passing it onto the application routine, how many instmctions can be 
executed on a 20-MHz RISC processor that executes 1 instruction per cycle? 

Q4-29 If an interrupt handler executes for too long and the next interrupt occurs 
before the last call to the handler has finished, what happens? 

Q4-30 Consider a system in which an interrupt handler passes on samples to an 
FIR filter program that mns in the background. 

a. If the interrupt handler takes too long, how does the FIR filter’s output 
change? 

b. If the FIR filter code takes too long, how does its output change? 

Q4-31 Assume that your microprocessor implements an ICE instmction that 
asserts a bus signal that causes a microprocessor in-circuit emulator to 
start. Also assume that the microprocessor allows all internal registers to 
be observed and controlled through a boundary scan chain. Draw a UML 
sequence diagram of the ICE operation, including execution of the ICE 
instruction, uploading the microprocessor state to the ICE, and returning 
control to the microprocessor’s program. The sequence diagram should 
include the microprocessor, the microprocessor in-circuit emulator, and 
the user. 

Q4-32 Why might an embedded computing system want to implement a DOS- 
compatible file system? 

Q4-33 Name two example embedded systems that implement a DOS-compatible 
file system. 
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Q4-34 We are given a 1 -word-wide bus that supports single-word and burst 

transfers. The overhead of the single-word or dual-word transfer is 2 clock 
cycles (O = 2). Plot the breakeven point between single-word and burst 
transfers for several values of burst overhead—for each value of overhead, 
plot the length of burst transfer at which the burst-transfer is as fast as a 
series of single-word transfers. Plot breakeven for burst overhead values of 
0, 1,2, and 3 cycles. 

Q4-35 We are given a 2-word-wide bus that supports single-word, dual-word 
(same clock cycle) and burst transfers. The overhead of the single-word 
or dual-word transfer is 2 clock cycles (O - 2) and a data transfer takes 
one clock cycle per single or dual word (D = 1). Plot the breakeven 
point between dual-word and burst transfers for several values of burst 
overhead—for each value of overhead, plot the length of burst transfer at 
which the burst-transfer is as fast as a series of single-word transfers. Plot 
breakeven for burst overhead values of 1, 2, and 3 cycles. 

Q4-36 We are given a 2-byte-wide bus that supports single-byte, dual-word (same 
clock cycle) and burst transfers. The overhead of the single-byte or dual¬ 
byte transfer is 1 clock cycle. You want to send a 1080P video frame at a 
resolution of 1920 X 1080 pixels with three bytes per pixel. Compare the 
difference in bus transfer times if the pixels are packed vs. sending a pixel 
as a 2-byte followed by a single-byte transfer. 

Q4-37 Determine the design parameters for an audio system: 

a. Determine the total bytes/sec required for an audio signal of 16 bits/ 
sample per channel, two channels, sampled at 44.1 kHz. 

b. Given a clock period P = 20 MHz for a bus, determine the bus width 
required assuming that nonburst mode transfers are used and D = O = 1. 

C. Given a clock period P = 20 MHz for a bus, determine the bus width 
required assuming burst transfers of length four and D = O = 1. 
d. Assume the data signal now contains both the original audio signal and 
a compressed version of the audio at a bit rate of 1/10 the input audio 
signal. Compute the total data bandwidth and the bus bandwidth for 
burst transfers of length four with P = 20 MHz and D = O = 1. 

Q4-38 You are designing a system a bus-based computer: the input device II 

sends its data to program PI; PI sends its output to output device 01. Is 
there any way to overlap bus transfers and computations in this system? 


Lab exercises 

L4-1 Use a logic analyzer to view system activity on your bus. 

L4-2 If your logic analyzer is capable of on-the-fly disassembly, use it to display 
bus activity in the form of instructions, rather than simply Is and Os. 
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L4-3 Attach LEDs to your system bus so that you can monitor its activity. For 
example, use an LED to monitor the read/write line on the bus. 

L4-4 Design logic to interface an I/O device to your microprocessor. 

L4-5 Use a data dump program to study the format of data on a flash memory card 
used as a file system. 

L4-6 Have someone else deliberately introduce a bug into one of your programs, 
and then use the appropriate debugging tools to find and correct the bug. 

L4-7 Identify the different bus transaction types in your platform. Compute the 
best-case bus bandwidth. 

L4-8 Construct a simple program to access memory in widely separated places. 
Measure the memory system bandwidth and compare to the best-case 
bandwidth. 

L4-9 Construct a simple program to perform some memory accesses. Use a logic 
analyzer to study the bus activity. Determine what types of bus modes are 
used for the transfers. 
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CHAPTER POINTS 

• Some useful components for embedded software. 

• Models of programs, such as data flow and control flow graphs. 

• An introduction to compilation methods. 

• Analyzing and optimizing programs for performance, size, and power consumption. 

• How to test programs to verify their correctness. 

• Design examples: Software modem, digital still camera. 


Introduction 

In this chapter we study in detail the process of creating programs for embedded 
processors. The creation of embedded programs is at the heart of embedded system 
design. If you are reading this book, you almost certainly have an understanding of 
programming, but designing and implementing embedded programs is different and 
more challenging than writing typical workstation or PC programs. Embedded code 
must not only provide rich functionality, it must also often run at a required rate to 
meet system deadlines, fit into the allowed amount of memory, and meet power con¬ 
sumption requirements. Designing code that simultaneously meets multiple design 
constraints is a considerable challenge, but luckily there are techniques and tools that 
we can use to help us through the design process. Making sure that the program works 
is also a challenge, but once again methods and tools come to our aid. 

Throughout the discussion we concentrate on high-level programming languages, 
specifically C. High-level languages were once shunned as too inefficient for embed¬ 
ded microcontrollers, but better compilers, more compiler-friendly architectures, and 
faster processors and memory have made high-level language programs common. 
Some sections of a program may still need to be written in assembly language if the 
compiler doesn’t give sufficiently good results, but even when coding in assembly 
language it is often helpful to think about the program’s functionality in high-level 
form. Many of the analysis and optimization techniques that we study in this chapter 
are equally applicable to programs written in assembly language. 
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State machine style 


The next section talks about some software components that are commonly used in 
embedded software. Section 5.3 introduces the control/data flow graph as a model for 
high-level language programs (which can also be applied to programs written origi¬ 
nally in assembly language). Section 5.4 reviews the assembly and linking process 
while Section 5.5 introduces some compilation techniques. Section 5.6 introduces 
methods for analyzing the performance of programs. We talk about optimization tech¬ 
niques specific to embedded computing in the next three sections: performance in Sec¬ 
tion 5.7, energy consumption in Section 5.8, and size in Section 5.9. In Section 5.10, 
we discuss techniques for ensuring that the programs you write are correct. We close 
with two design examples: a software modem as a design example in Section 5.11 and 
a digital still camera in Section 5.12. 


Components for embedded programs 

In this section, we consider code for three structures or components that are com¬ 
monly used in embedded software: the state machine, the circular buffer, and the 
queue. State machines are well suited to reactive systems such as user interfaces; 
circular buffers and queues are useful in digital signal processing. 

State machines 

When inputs appear intermittently rather than as periodic samples, it is often conve¬ 
nient to think of the system as reacting to those inputs. The reaction of most systems 
can be characterized in terms of the input received and the current state of the system. 
This leads naturally to a finite-state machine style of describing the reactive system’s 
behavior. Moreover, if the behavior is specified in that way, it is natural to write the 
program implementing that behavior in a state machine style. The state machine style 
of programming is also an efficient implementation of such computations. Finite-state 
machines are usually first encountered in the context of hardware design. 

Programming Example 5.1 shows how to write a finite-state machine in a high- 
level programming language. 


Programming Example 5.1 A State Machine in C 

The behavior we want to implement is a simple seat belt controller [Chi94]. The control¬ 
ler’s job is to turn on a buzzer if a person sits in a seat and does not fasten the seat belt 
within a fixed amount of time. This system has three inputs and one output. The inputs are 
a sensor for the seat to know when a person has sat down, a seat belt sensor that tells when 
the belt is fastened, and a timer that goes off when the required time interval has elapsed. 
The output is the buzzer. Appearing below is a state diagram that describes the seat belt 
controller’s behavior. 

The idle state is in force when there is no person in the seat. When the person sits down, 
the machine goes into the seated state and turns on the timer. If the timer goes off before the 
seat belt is fastened, the machine goes into the buzzer state. If the seat belt goes on first, 
it enters the belted state. When the person leaves the seat, the machine goes back to idle. 
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Inputs/outputs 
(- = no action) 


No seat/- 



To write this behavior in C, we will assume that we have loaded the current values of all 
three inputs (seat, bel t, ti mer) into variables and will similarly hold the outputs in vari¬ 
ables temporarily (timer_on, buzzer_on). We will use a variable named state to hold 
the current state of the machine and a switch statement to determine what action to take in 
each state. Here is the code: 


#define IDLE 0 
#define SEATED 1 
^define BELTED 2 
#define BUZZER 3 

switch(state) ( /* check the current state */ 
case IDLE: 

if (seat){ state = SEATED; timer_on = TRUE; ( 

/* default case is self-loop */ 
break; 

case SEATED: 

if (belt) state = BELTED; /* won’t hear the buzzer */ 
else if (timer) state = BUZZER; /* didn’t put on 
belt in time *7 

/* default case is self-loop */ 
break; 

case BELTED: 

if (Iseat) state = IDLE; /* person left */ 
else if (Ibelt) state = SEATED; /* person still 

in seat */ 

break; 

case BUZZER: 

if (belt) state = BELTED; /* belt is on — turn off 

buzzer */ 


turn 


else if 
off buzzer */ 

break; 


(!seat) 


state = IDLE; 


/* no one in seat-- 


This code takes advantage of the fact that the state will remain the same unless explicitly 
changed; this makes self-loops back to the same state easy to implement. This state machine 
may be executed forever in a whi 1 e(TRUE) loop or periodically called by some other code. 
In either case, the code must be executed regularly so that it can check on the current value 
of the inputs and, if necessary, go into a new state. 
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Data stream style 


Circular buffer 


Instruction set support 


Circular buffers and stream-oriented programming 

The data stream style makes sense for data that comes in regularly and must be processed 
on the fly. The FIR filter of Application Example 2.1 is a classic example of stream- 
oriented processing. For each sample, the filter must emit one output that depends on 
the values of the last n inputs. In a typical workstation application, we would process 
the samples over a given interval by reading them all in from a file and then comput¬ 
ing the results all at once in a batch process. In an embedded system we must not only 
emit outputs in real time, but we must also do so using a minimum amount of memory. 

The circular buffer is a data structure that lets us handle streaming data in an efficient 
way. Figure 5.1 illustrates how a circular buffer stores a subset of the data stream. At each 
point in time, the algorithm needs a subset of the data stream that forms a window into 
the stream. The window slides with time as we throw out old values no longer needed and 
add new values. Because the size of the window does not change, we can use a fixed-size 
buffer to hold the current data. To avoid constantly copying data within the buffer, we will 
move the head of the buffer in time. The buffer points to the location at which the next 
sample will be placed; every time we add a sample, we automatically overwrite the oldest 
sample, which is the one that needs to be thrown out. When the pointer gets to the end of 
the buffer, it wraps around to the top. 

Many DSPs provide addressing modes to support circular buffers. For example, the 
C55x [Tex04] provides five circular buffer start address registers (their names start with 
BSA). These registers allow circular buffers to be placed without alignment constraints. 
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High-level language 
implementation 


In the absence of specialized instructions, we can write our own C code for a circu¬ 
lar buffer. This code also helps us understand the operation of the buffer. Programming 
Example 5.2 provides an efficient implementation of a circular buffer. 


Programming Example 5.2 A Circular Buffer in C 

Once we build a circular buffer, we can use it in a variety of ways. We will use an array as 
the buffer: 

#define CMAX 6 /* filter order */ 

int circlCMAX]; /* circular buffer */ 
int pos; /* position of current sample */ 

The variable pos holds the position of the current sample. As we add new values to the 
buffer this variable moves. 

Here is the function that adds a new value to the buffer: 

void circ_update(int xnew) ! 

/* add the new sample and push off the oldest one */ 

/* compute the new head value with wraparound; the pos 
pointer moves from 0 to CMAX-1 */ 

pos = ((pos == CMAX-1) ? 0 : (pos+1)); 

/* insert the new value at the new head */ 
circlpos] = xnew; 

1 


The assignment to pos takes care of wraparound—when pos hits the end of the array it 
returns to zero. We then put the new value into the buffer at the new position. This overwrites 
the old value that was there. Note that as we go to higher index values in the array we march 
through the older values. 

We can now write an initialization function. It sets the buffer values to zero. More impor¬ 
tant, it sets pos to the initial value. For ease of debugging, we want the first data element to 
go into circlO], To do this, we set pos to the end of the array so that it is set to zero before 
the first element is added: 

void circ_init() 1 

int i ; 

for (i=0; i<CMAX; i++) /* set values to 0 */ 
c i r c [ i ] = 0 ; 

pos=CMAX-l; /* start at tail so first element will be at 0 */ 
) 


We can also make use of a function to get the ith value of the buffer. This function has 
to translate the index in temporal order—zero being the newest value—to its position in the 
array: 

int circ_get(inti) i 

/* get the ith value from the circular buffer */ 
int ii ; 
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Signal flow graph 


Filters and buffering 


/* compute the buffer position */ 
i i = (pos - i ) X CMAX; 

/* return the value */ 
return circCii]; 


We are now in a position to write C code for a digital filter. To help us understand 
the filter algorithm, we can introduce a widely used representation for filter functions. 

The FIR filter is only one type of digital filter. We can represent many differ¬ 
ent filtering structures using a signal flow graph as shown in Figure 5.2. The filter 
operates at a sample rate with inputs arriving and outputs generated at the sample 
rate. The inputs x[n ] and v[n] are sequences indexed by n, which corresponds to the 
sequence of samples. Nodes in the graph can represent either arithmetic operators or 
delay operators. The + node adds its two inputs and produces the output y[ri\. The 
box labeled z 1 is a delay operator. The z notation comes from the z transform used 
in digital signal processing; the — 1 superscript means that the operation performs a 
time delay of one sample period. The edge from the delay operator to the addition 
operator is labeled with b y meaning that the output of the delay operator is multi¬ 
plied by b v 

The code to produce one FIR filter output looks like this: 

for (i=0, y=0.0; i<N; i++) 
y += x[i] * b[i]; 

However, the filter takes in a new sample on every sample period. The new input 
becomes x v the old x l becomes x v etc. x 0 is stored directly in the circular buffer but 
must be multiplied by b Q before being added to the output sum. Early digital filters 
were built-in hardware, where we can build a shift register to perform this operation. If 
we used an analogous operation in software, we would move every value in the filter 
on every sample period. We can avoid that with a circular buffer, moving the head 
without moving the data elements. 


FIGURE 5.2 
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A signal flow graph. 
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The next example uses our circular buffer class to build an FIR filter. 


Programming Example 5.3 An FIR Filter in C 

Here is a signal flow graph for an FIR filter: 


x(ri) 



The delay elements running vertically hold the input samples with the most recent sam¬ 
ple at the top and the oldest one at the bottom. Unfortunately, the signal flow graph doesn’t 
explicitly label all of the values that we use as inputs to operations, so the figure also shows 
the values (Xj) we need to operate on in our FIR loop. 

When we compute the filter function, we want to match the b’s and xfs. We will use our 
circular buffer for the x's, which change over time. We will use a standard array for the b' s, 
which don’t change. In order for the filter function to be able to use the same / value for 

both sets of data, we need to put the x data in the proper order. We can put the b data in a 

standard array with b 0 being the first element. When we add a new x value, it becomes xO 
and replaces the oldest data value in the buffer. This means that the buffer head moves from 
higher to lower values, not lower to higher as we might expect. 

Here is the modified version of ci rc_update() that puts a new sample into the buffer 
into the desired order: 

void circ_update(int xnew) i 

/* add the new sample and push off the oldest one */ 

/* compute the new head value with wraparound; the pos 

pointer moves from CMAX-1 down to 0 */ 

pos = ((pos == 0) ? CMAX-1 : (pos-1)); 

/* insert the new value at the new head */ 
circlpos] = xnew; 

1 
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We also need to change ci rc_i ni t() to set pos = 0 initially. We don’t need to change 
ci rc_get(); 

Given these functions, the filter itself is simple. Here is our code for the FIR filter 
function: 

int fl r (i n t xnew) { 

/* given a new sample value, update the queue and compute the 
filter output */ 
int i ; 

int result; /* holds the filter output */ 

circ_update(xnew); /* put the new value in */ 
for (i=0, result=0; i<CMAX; i++) /* compute the filter 

function */ 

result += b [ i ] * c i r c_g e t (i); 

return result; 


There is only one major structure for FIR filters but several for HR filters, depend¬ 
ing on the application requirements. One of the important reasons for so many dif¬ 
ferent HR forms is numerical properties—depending on the filter structure and 
coefficients, one structure may give significantly less numerical noise than another. 
But numerical noise is beyond the scope of our discussion so let’s concentrate on 
one form of HR filter that highlights buffering issues. The next example looks at one 
form of UR filter. 


Programming Example 5.4 A Direct Form II MR Filter Class in C 

Here is what is known as the direct form II of an HR filter: 


x[n) 
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This structure is designed to minimize the amount of buffer space required. Other forms of 
the HR filter have other advantages but require more storage. We will store the v. values as in 
the FIR filter. In this case, v 0 does not represent the input, but rather the left-hand sum. But 
v 0 is stored before multiplication by b 0 so that we can move v 0 to v 1 on the following sample 
period. 

We can use the same ci rc_update( ) and ci rc_get () functions that we used for the 
FIR filter. We need two coefficient arrays, one for as and one for bs; as with the FIR filter, 
we can use standard C arrays for the coefficients because they don’t change over time. Here 
is the HR filter function: 

i nt iir2(int xnew) { 

/* given a new sample value, update the queue and compute 
the filter output */ 

int i, aside, bside, result; 

for (i=0, aside=0; i<ZMAX; i++) 

aside += - a[i+1] * cir c_g e t(i); 

for (i=0, bside=0; i<ZMAX; i++) 

bside += b[i+l] * circ_get(i); 

result = b[0] * (xnew + aside) + bside; 
circ_update(xnew); /* put the new value in */ 
return result; 

! 


Queues and producer/consumer systems 

Queues are also used in signal processing and event processing. Queues are used 
whenever data may arrive and depart at somewhat unpredictable times or when vari¬ 
able amounts of data may arrive. A queue is often referred to as an elastic buffer. We 
saw how to use elastic buffers for I/O in Chapter 3. 

One way to build a queue is with a linked list. This approach allows the queue to 
grow to an arbitrary size. But in many applications we are unwilling to pay the price of 
dynamically allocating memory. Another way to design the queue is to use an array to 
hold all the data. Although some writers use both circular buffer and queue to mean the 
same thing, we use the term circular buffer to refer to a buffer that always has a fixed 
number of data elements while a queue may have varying numbers of elements in it. 

Programming Example 5.5 gives C code for a queue that is built from an array. 


Programming Example 5.5 An Array-Based Queue 

The first step in designing the queue is to declare the array that we will use for the buffer: 

//define Q SIZE 5 /* your queue size may vary */ 

//define Q_MAX (Q SIZE-1) /* this is the maximum index value into 

the array */ 

int q[Q_SIZE]; /* the array for our queue */ 

int head, tail; /* indexes for the current queue head and tail */ 
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The variables head and tail keep track of the two ends of the queue. 
Here is the initialization code for the queue: 

void queue_init() { 

/* initialize the queue data structure */ 

head = 0; 
tail = 0; 


We initialize the head and tail to the same position. As we add a value to the tail of 
the queue, we will increment tail. Similarly, when we remove a value from the head, we will 
increment head. The value of head is always equal to the location of the first element of the 
queue (except for when the queue is empty). The value of tail, in contrast, points to the 
location in which the next queue entry will go. When we reach the end of the array, we must 
wrap around these values—for example, when we add a value into the last element of q, the 
new value of tail becomes the Oth entry of the array. 

We need to check for two error conditions: removing from an empty queue and adding 
to a full queue. In the first case, we know the queue is empty if head == tail. In the 
second case, we know the queue is full if incrementing tail will cause it to equal head. 
Testing for fullness, however, is a little harder because we have to worry about wraparound. 
Here is the code for adding an element to the tail of the queue, which is known as enqueueing: 

void enqueue(int val) 1 

/* check for a full queue */ 

if (((tail +1) % Q_SIZE) == head) errort"enqueue onto full 

queue".tail); 

/* add val to the tail of the queue */ 
q[tai1] = val ; 

/* update the tail */ 
if (tail == Q_MAX) 
tail = 0; 
el se 

tail++; 


And here is the code for removing an element from the head of the queue, known as 

dequeueing: 

int dequeueO ( 

int returnval; /* use this to remember the value that you 
will return */ 

/* check for an empty queue */ 

if (head == tail) error("dequeue from empty queue",head); 
/* remove from the head of the queue */ 
returnval = q[head]; 

/* update head */ 
if (head == Q_MAX) 
head = 0; 

el se 

head++; 

/* return the value */ 
return returnval; 
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Producer/consumer 


Data structures in 
queues 



FIGURE 5.3 

A producer/consumer system. 


Digital filters always take in the same amount of data in each time period. Many 
systems, even signal processing systems, don’t fit that mold. Rather, they may take 
in varying amounts of data over time and produce varying amounts. When several of 
these systems operate in a chain, the variable-rate output of one stage becomes the 
variable-rate input of another stage. 

Figure 5.3 shows a block diagram of a simple producer/consumer system, pi and 
p2 are the two blocks that perform algorithmic processing. The data is fed to them by 
queues that act as elastic buffers. The queues modify the flow of control in the system 
as well as store data. If, for example, p2 runs ahead of pi, it will eventually run out of 
data in its ql2 input queue. At that point, the queue will return an empty signal to p2. 
At this point, p2 should stop working until more data is available. This sort of complex 
control is easier to implement in a multitasking environment, as we will see in Chap¬ 
ter 6, but it is also possible to make effective use of queues in programs structured as 
nested procedures. 

The queues in a producer/consumer may hold either uniform-sized data elements 
or variable-sized data elements. In some cases, the consumer needs to know how many 
of a given type of data element are associated together. The queue can be structured 
to hold a complex data type. Alternatively, the data structure can be stored as bytes or 
integers in the queue with, for example, the first integer holding the number of succes¬ 
sive data elements. 


Models of programs 

In this section, we develop models for programs that are more general than source 
code. Why not use the source code directly? First, there are many different types of 
source code—assembly languages, C code, and so on—but we can use a single model 
to describe all of them. Once we have such a model, we can perform many useful 
analyses on the model more easily than we could on the source code. 

Our fundamental model for programs is the control/data flow graph (CDFG). 
(We can also model hardware behavior with the CDFG.) As the name implies, 
the CDFG has constructs that model both data operations (arithmetic and other 
computations) and control operations (conditionals). Part of the power of the 
CDFG comes from its combination of control and data constructs. To understand 
the CDFG, we start with pure data descriptions and then extend the model to 
control. 
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Data flow graphs 


A data flow graph is a model of a program with no conditionals. In a high-level pro¬ 
gramming language, a code segment with no conditionals—more precisely, with only 
one entry and exit point—is known as a basic block. Figure 5.4 shows a simple basic 
block. As the C code is executed, we would enter this basic block at the beginning and 
execute all the statements. 

Before we are able to draw the data flow graph for this code we need to modify it 
slightly. There are two assignments to the variable x —it appears twice on the left side 
of an assignment. We need to rewrite the code in single-assignment form, in which 
a variable appears only once on the left side. Because our specification is C code, we 
assume that the statements are executed sequentially, so that any use of a variable 
refers to its latest assigned value. In this case, x is not reused in this block (presumably 
it is used elsewhere), so we just have to eliminate the multiple assignment to x. The 
result is shown in Figure 5.5 where we have used the names xl and x2 to distinguish 
the separate uses of x. 

The single-assignment form is important because it allows us to identify a unique 
location in the code where each named location is computed. As an introduction to the 
data flow graph, we use two types of nodes in the graph—round nodes denote opera¬ 
tors and square nodes represent values. The value nodes may be either inputs to the 
basic block, such as a and b, or variables assigned to within the block, such as w and 
xl. The data flow graph for our single-assignment code is shown in Figure 5.6. The 
single-assignment form means that the data flow graph is acyclic—if we assigned to x 
multiple times, then the second assignment would form a cycle in the graph including 
x and the operators used to compute x. Keeping the data flow graph acyclic is impor¬ 
tant in many types of analyses we want to do on the graph. (Of course, it is important 
to know whether the source code actually assigns to a variable multiple times, because 
some of those assignments may be mistakes. We consider the analysis of source code 
for proper use of assignments in Section 5.5.) 

The data flow graph is generally drawn in the form shown in Figure 5.7. Here, the 
variables are not explicitly represented by nodes. Instead, the edges are labeled with 
the variables they represent. As a result, a variable can be represented by more than 
one edge. However, the edges are directed and all the edges for a variable must come 
from a single source. We use this form for its simplicity and compactness. 


w = a + b; 


w = a + b; 
xl= a-c; 
y = xl +d; 
x2 = a + c; 
z = y + e; 


x = a - c 


y = x + d 


x 


= a + c 


z = y + e; 


FIGURE 5.4 


FIGURE 5.5 


A basic block in C. 


The basic block in single-assignment form. 
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FIGURE 5.6 

An extended data flow graph for our sample basic block. 



FIGURE 5.7 


Standard data flow graph for our sample basic block. 
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Hierarchical 

representation 


The data flow graph for the code makes the order in which the operations are per¬ 
formed in the C code much less obvious. This is one of the advantages of the data flow 
graph. We can use it to determine feasible reorderings of the operations, which may 
help us to reduce pipeline or cache conflicts. We can also use it when the exact order 
of operations simply doesn’t matter. The data flow graph defines a partial ordering of 
the operations in the basic block. We must ensure that a value is computed before it is 
used, but generally there are several possible orderings of evaluating expressions that 
satisfy this requirement. 


Control/data flow graphs 

A CDFG uses a data flow graph as an element, adding constructs to describe control. 
In a basic CDFG, we have two types of nodes: decision nodes and data flow nodes. 
A data flow node encapsulates a complete data flow graph to represent a basic block. 
We can use one type of decision node to describe all the types of control in a sequential 
program. (The jump/branch is, after all, the way we implement all those high-level 
control constructs.) 

Figure 5.8 shows a bit of C code with control constructs and the CDFG constructed 
from it. The rectangular nodes in the graph represent the basic blocks. The basic blocks 
in the C code have been represented by function calls for simplicity. The diamond-shaped 
nodes represent the conditionals. The node’s condition is given by the label, and the 
edges are labeled with the possible outcomes of evaluating the condition. 

Building a CDFG for a while loop is straightforward, as shown in Figure 5.9. The 
while loop consists of both a test and a loop body, each of which we know how to rep¬ 
resent in a CDFG. We can represent for loops by remembering that, in C, a for loop is 
defined in terms of a while loop. This for loop 

for (i = 0; i < N; i++) { 

1oop_body(); 

) 

is equivalent to 

1 — 0 ; 

while (i < N) { 

1oop_body(); 
i ++; 


For a complete CDFG model, we can use a data flow graph to model each data 
flow node. Thus, the CDFG is a hierarchical representation—a data flow CDFG can 
be expanded to reveal a complete data flow graph. 

An execution model for a CDFG is very much like the execution of the program it 
represents. The CDFG does not require explicit declaration of variables but we assume 
that the implementation has sufficient memory for all the variables. We can define a 
state variable that represents a program counter in a CPU. (When studying a drawing 
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if (condl) 

basic_block_l(); 

else 

basic_block_2(); 
basic_block_3(); 
switch (testl) { 

case cl: basic_block_4(); break 
case c2: basic_block_5(); break 
case c3: basic_block_6(): break 

} 

Ccode 



FIGURE 5.8 

C code and its CDFG. 


CDFG 


of a CDFG, a finger works well for keeping track of the program counter state.) As we 
execute the program, we either execute the data flow node or compute the decision in 
the decision node and follow the appropriate edge, depending on the type of node the 
program counter points on. Even though the data flow nodes may specify only a partial 
ordering on the data flow computations, the CDFG is a sequential representation of the 
program. There is only one program counter in our execution model of the CDFG, and 
operations are not executed in parallel. 
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Program generation 
work flow 


while (a < b) { 

a = procl(a,b); 
b = proc2(a,b); 

} 

C code 


FIGURE 5.9 



A while loop and its CDFG. 


The CDFG is not necessarily tied to high-level language control structures. We can 
also build a CDFG for an assembly language program. Ajump instruction corresponds 
to a nonlocal edge in the CDFG. Some architectures, such as ARM and many VLIW 
processors, support predicated execution of instructions, which may be represented by 
special constructs in the CDFG. 


Assembly, linking, and loading 

Assembly and linking are the last steps in the compilation process—they turn a list 
of instructions into an image of the program’s bits in memory. Loading actually puts 
the program in memory so that it can be executed. In this section, we survey the basic 
techniques required for assembly linking to help us understand the complete compila¬ 
tion and loading process. 

Figure 5.10 highlights the role of assemblers and linkers in the compilation process. 
This process is often hidden from us by compilation commands that do everything 
required to generate an executable program. As the figure shows, most compilers do 
not directly generate machine code, but instead create the instruction-level program in 
the form of human-readable assembly language. Generating assembly language rather 
than binary instructions frees the compiler writer from details extraneous to the compi¬ 
lation process, which includes the instruction format as well as the exact addresses of 
instructions and data. The assembler’s job is to translate symbolic assembly language 
statements into bit-level representations of instructions known as object code. The 
assembler takes care of instruction formats and does part of the job of translating 
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Absolute and relative 
addresses 



FIGURE 5.10 


Program generation from compilation through loading. 


labels into addresses. However, because the program may be built from many files, 
the final steps in determining the addresses of instructions and data are performed by 
the linker, which produces an executable binary file. That file may not necessarily be 
located in the CPU’s memory, however, unless the linker happens to create the execut¬ 
able directly in RAM. The program that brings the program into memory for execution 
is called a loader. 

The simplest form of the assembler assumes that the starting address of the 
assembly language program has been specified by the programmer. The addresses 
in such a program are known as absolute addresses. However, in many cases, par¬ 
ticularly when we are creating an executable out of several component files, we do 
not want to specify the starting addresses for all the modules before assembly—if 
we did, we would have to determine before assembly not only the length of each 
program in memory but also the order in which they would be linked into the pro¬ 
gram. Most assemblers therefore allow us to use relative addresses by specify¬ 
ing at the start of the file that the origin of the assembly language module is to be 
computed later. Addresses within the module are then computed relative to the start 
of the module. The linker is then responsible for translating relative addresses into 
addresses. 


Assemblers 

When translating assembly code into object code, the assembler must translate opcodes 
and format the bits in each instruction, and translate labels into addresses. In this sec¬ 
tion, we review the translation of assembly language into binary. 

Labels make the assembly process more complex, but they are the most important 
abstraction provided by the assembler. Labels let the programmer (a human program¬ 
mer or a compiler generating assembly code) avoid worrying about the locations of 
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Symbol table 


add r0,rl,r2 


xx add r3,r4,r5 

xx 0x8 

cmp r0,r3 

yy sub r5,r6,r7 

yy 0x10 

Assembly code 

Symbol table 


FIGURE 5.11 

Symbol table processing during assembly. 

instructions and data. Label processing requires making two passes through the assem¬ 
bly source code: 

1. The first pass scans the code to determine the address of each label. 

2. The second pass assembles the instructions using the label values computed 
in the first pass. 

As shown in Figure 5.11, the name of each symbol and its address is stored in a 
symbol table that is built during the first pass. The symbol table is built by scanning 
from the first instruction to the last. (For the moment, we assume that we know the 
address of the first instruction in the program.) During scanning, the current loca¬ 
tion in memory is kept in a program location counter (PLC). Despite the similarity 
in name to a program counter, the PLC is not used to execute the program, only to 
assign memory locations to labels. For example, the PLC always makes exactly one 
pass through the program, whereas the program counter makes many passes over code 
in a loop. Thus, at the start of the first pass, the PLC is set to the program’s starting 
address and the assembler looks at the first line. After examining the line, the assem¬ 
bler updates the PLC to the next location (because ARM instructions are four bytes 
long, the PLC would be incremented by four) and looks at the next instruction. If the 
instruction begins with a label, a new entry is made in the symbol table, which includes 
the label name and its value. The value of the label is equal to the current value of the 
PLC. At the end of the first pass, the assembler rewinds to the beginning of the assem¬ 
bly language file to make the second pass. During the second pass, when a label name 
is found, the label is looked up in the symbol table and its value substituted into the 
appropriate place in the instruction. 

But how do we know the starting value of the PLC? The simplest case is addressing. 
In this case, one of the first statements in the assembly language program is a pseudo¬ 
op that specifies the origin of the program, that is, the location of the first address in 
the program. A common name for this pseudo-op (e.g., the one used for the ARM) is 
the ORG statement 

ORG 2000 

which puts the start of the program at location 2000. This pseudo-op accomplishes 
this by setting the PLC’s value to its argument’s value, 2000 in this case. Assem¬ 
blers generally allow a program to have many ORG statements in case instructions or 
data must be spread around various spots in memory. 
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Example 5.1 illustrates the use of the PLC in generating the symbol table. 


Example 5.1 Generating a Symbol Table 

Let's use the following simple example of ARM assembly code: 

ORG 100 
1abel1 ADR r4,c 

LDR rO,[r4] 

1abel2 ADR r4,d 

LDR rl,[r4] 

1abel3 SUB rO.rO.rl 

The initial ORG statement tells us the starting address of the program. To begin, let’s 
initialize the symbol table to an empty state and put the PLC at the initial ORG statement. 



ORG 100 


labell 

ADR r4,c 

LDR r0,[r4] 


label2 

ADRr4,d 

LDRrl,[r4] 


label3 

SUB rO,rO,rl 



Code 

Symbol table 


The PLC value shown is at the beginning of this step, before we have processed the ORG 
statement. The ORG tells us to set the PLC value to 100. 


PLC =100 


► ORG 100 
labell ADR r4,c 
LDR r0,[r4] 
labe!2 ADR r4,d 
LDR rl, [r4] 
label3 SUB rO,rO,rl 


Code 


Symbol table 


To process the next statement, we move the PLC to point to the next statement. But 
because the last statement was a pseudo-op that generates no memory values, the PLC value 
remains at 100. 


PLC = 100 


ORG 100 
—►labell ADRr4,c 
LDRrO,[r4] 
label2 ADRr4,d 
LDRrl,[r4] 
label3 SUB rO,rO,rl 


Code 


Symbol table 
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Because there is a label in this statement, we add it to the symbol table, taking its value 
from the current PLC value. 


ORG 100 

PLC = 100 —► labell ADR r4,c 

LDR r0,[r4] 
labe!2 ADRr4,d 

LDR rl,[r4] 
label3 SUB r0,r0,rl 

labell 100 


Code 

Symbol table 


To process the next statement, we advance the PLC to point to the next line of the pro¬ 
gram and increment its value by the length in memory of the last line, namely, 4. 

ORG 100 
labell ADR r4,c 

PLC = 104 —► LDR r0,[r4] 

label2 ADRr4,d 

LDR rl,[r4] 
label3 SUB r0,r0,rl 

labell 100 


Code 

Symbol table 


We continue this process as we scan the program until we reach the end, at which the 
state of the PLC and symbol table are as shown below. 

ORG 100 
labell ADR r4,c 

LDRrO,[r4] 
labe!2 ADR r4,d 

LDRrl,[r4] 

PLC= 116 —► label3 SUB r0,r0,rl 

labell 100 
labe!2 108 
label3 116 


Code 

Symbol table 



Assemblers allow labels to be added to the symbol table without occupying space 
in the program memory. A typical name of this pseudo-op is EQU for equate. For exam¬ 
ple, in the code 

ADD r0,rl,r2 
F00 EQU 5 

BAZ SUB r3,r4,#F00 

the EQU pseudo-op adds a label named F00 with the value 5 to the symbol table. The 
value of the BAZ label is the same as if the EQU pseudo-op were not present, because EQU 
does not advance the PLC. The new label is used in the subsequent SUB instruction as 
the name for a constant. EQUs can be used to define symbolic values to help make the 
assembly code more structured. 
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ARM ADR pseudo-op 


Object code formats 


The ARM assembler supports one pseudo-op that is particular to the ARM 
instruction set. In other architectures, an address would be loaded into a register 
(e.g., for an indirect access) by reading it from a memory location. ARM does not 
have an instruction that can load an effective address, so the assembler supplies 
the ADR pseudo-op to create the address in the register. It does so by using ADD or 
SUB instructions to generate the address. The address to be loaded can be register 
relative, program relative, or numeric, but it must assemble to a single instruction. 
More complicated address calculations must be explicitly programmed. 

The assembler produces an object file that describes the instructions and data in 
binary format. A commonly used object file format, originally developed for Unix 
but now used in other environments as well, is known as COFF (common object file 
format). The object file must describe the instructions, data, and any addressing infor¬ 
mation and also usually carries along the symbol table for later use in debugging. 

Generating relative code rather than code introduces some new challenges to 
the assembly language process. Rather than using an ORG statement to provide the 
starting address, the assembly code uses a pseudo-op to indicate that the code is in 
fact relocatable. (Relative code is the default for the ARM assembler.) Similarly, 
we must mark the output object file as being relative code. We can initialize the 
PLC to 0 to denote that addresses are relative to the start of the file. However, when 
we generate code that makes use of those labels, we must be careful, because we 
do not yet know the actual value that must be put into the bits. We must instead 
generate relocatable code. We use extra bits in the object file format to mark the 
relevant fields as relocatable and then insert the label’s relative value into the field. 
The linker must therefore modify the generated code—when it finds a field marked 
as relative, it uses the addresses that it has generated to replace the relative value 
with a correct, value for the address. To understand the details of turning relocat¬ 
able code into executable code, we must understand the linking process described 
in the next section. 


Linking 

Many assembly language programs are written as several smaller pieces rather than 
as a single large file. Breaking a large program into smaller files helps delineate 
program modularity. If the program uses library routines, those will already be pre¬ 
assembled, and assembly language source code for the libraries may not be avail¬ 
able for purchase. A linker allows a program to be stitched together out of several 
smaller pieces. The linker operates on the object files created by the assembler and 
modifies the assembled code to make the necessary links between files. 

Some labels will be both defined and used in the same file. Other labels will 
be defined in a single file but used elsewhere as illustrated in Figure 5.12. The 
place in the file where a label is defined is known as an entry point. The place in 
the file where the label is used is called an external reference. The main job of 
the loader is to resolve external references based on available entry points. As a 
result of the need to know how definitions and references connect, the assembler 
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Linking process 
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FIGURE 5.12 

External references and entry points. 


passes to the linker not only the object hie but also the symbol table. Even if the entire 
symbol table is not kept for later debugging purposes, it must at least pass the entry 
points. External references are identified in the object code by their relative symbol 
identifiers. 

The linker proceeds in two phases. First, it determines the address of the start of 
each object hie. The order in which object hies are to be loaded is given by the user, 
either by specifying parameters when the loader is run or by creating a load map hie 
that gives the order in which hies are to be placed in memory. Given the order in which 
hies are to be placed in memory and the length of each object hie, it is easy to compute 
the starting address of each hie. At the start of the second phase, the loader merges all 
symbol tables from the object hies into a single, large table. It then edits the object hies 
to change relative addresses into addresses. This is typically performed by having the 
assembler write extra bits into the object hie to identify the instructions and Helds that 
refer to labels. If a label cannot be found in the merged symbol table, it is undehned 
and an error message is sent to the user. 

Controlling where code modules are loaded into memory is important in embed¬ 
ded systems. Some data structures and instructions, such as those used to manage 
interrupts, must be put at precise memory locations for them to work. In other cases, 
different types of memory may be installed at different address ranges. For example, 
if we have hash in some locations and DRAM in others, we want to make sure that 
locations to be written are put in the DRAM locations. 
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libraries 
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Reentrancy 


Workstations and PCs provide dynamically linked libraries, and certain 
sophisticated embedded computing environments may provide them as well. 
Rather than link a separate copy of commonly used routines such as I/O to every 
executable program on the system, dynamically linked libraries allow them to be 
linked in at the start of program execution. A brief linking process is run just before 
execution of the program begins; the dynamic linker uses code libraries to link in 
the required routines. This not only saves storage space but also allows programs 
that use those libraries to be easily updated. However, it does introduce a delay 
before the program starts executing. 

Object code design 

We have to take several issues into account when designing object code. In a time¬ 
sharing system, many of these details are taken care of for us. When designing an 
embedded system, we may need to handle some of them ourselves. 

As we saw, the linker allows us to control where object code modules are placed 
in memory. We may need to control the placement of several types of data: 

• Interrupt vectors and other information for I/O devices must be placed in 
specific locations. 

• Memory management tables must be set up. 

• Global variables used for communication between processes must be put in 
locations that are accessible to all the users of that data. 

We can give these locations symbolic names so that, for example, the same soft¬ 
ware can work on different processors that put these items at different addresses. But 
the linker must be given the proper absolute addresses to configure the program’s 
memory. 

Many programs should be designed to be reentrant. A program is reentrant if 
can be interrupted by another call to the function without changing the results of 
either call. If the program changes the value of global variables, it may give a dif¬ 
ferent answer when it is called recursively. Consider this code: 

int foo = 1; 

int tasklO { 

foo = foo + 1; 
return foo; 

I 

In this simple example, the variable foo is modified and so taskl () gives a dif¬ 
ferent answer on every invocation. We can avoid this problem by passing foo in as 
an argument: 

int taskl(int foo) ! 

return foo+l; 
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Repeatability 


A program is relocatable if it can be executed when loaded into different parts of 
memory. Relocatability requires some sort of support from hardware that provides 
address calculation. But it is possible to write nonrelocatable code for nonrelocatable 
architectures. In some cases, it may be necessary to use a nonrelocatable address, such 
as when addressing an I/O device. However, any addresses that are not fixed by the 
architecture or system configuration should be accessed using relocatable code. 


Compilation techniques 

Even though we don’t write our own assembly code much of the time, we still care 
about the characteristics of the code our compiler generates: its speed, its size, and 
its power consumption. Understanding how a compiler works will help us write code 
and direct the compiler to get the assembly language implementation we want. We 
will start with an overview of the compilation process, then some basic compilation 
methods, and conclude with some more advanced optimizations. 

The compilation process 

It is useful to understand how a high-level language program is translated into instruc¬ 
tions: interrupt handling instructions, placement of data and instructions in memory, 
etc. Understanding how the compiler works can help you know when you cannot rely 
on the compiler. Next, because many applications are also performance sensitive, 
understanding how code is generated can help you meet your performance goals, 
either by writing high-level code that gets compiled into the instructions you want or 
by recognizing when you must write your own assembly code. 

We can summarize the compilation process with a formula: 

compilation — translation + optimization 

The high-level language program is translated into the lower-level form of instruc¬ 
tions; optimizations try to generate better instruction sequences than would be possible 
if the brute force technique of independently translating source code statements were 
used. Optimization techniques focus on more of the program to ensure that compila¬ 
tion decisions that appear to be good for one statement are not unnecessarily problem¬ 
atic for other parts of the program. 

The compilation process is outlined in Figure 5.13. Compilation begins with high- 
level language code such as C or C++ and generally produces assembly code. (Directly 
producing object code simply duplicates the functions of an assembler, which is a 
very desirable stand-alone program to have.) The high-level language program is 
parsed to break it into statements and expressions. In addition, a symbol table is gener¬ 
ated, which includes all the named objects in the program. Some compilers may then 
perform higher-level optimizations that can be viewed as modifying the high-level 
language program input without reference to instructions. 
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Statement translation 



FIGURE 5.13 

The compilation process. 


Simplifying arithmetic expressions is one example of a machine-independent 
optimization. Not all compilers do such optimizations, and compilers can vary widely 
regarding which combinations of machine-independent optimizations they do per¬ 
form. Instruction-level optimizations are aimed at generating code. They may work 
directly on real instructions or on a pseudo-instruction format that is later mapped onto 
the instructions of the target CPU. This level of optimization also helps modularize the 
compiler by allowing code generation to create simpler code that is later optimized. 
For example, consider this array access code: 

x[i] = c*x[i]; 

A simple code generator would generate the address for x [ i ] twice, once for each 
appearance in the statement. The later optimization phases can recognize this as an 
example of common expressions that need not be duplicated. While in this simple 
case it would be possible to create a code generator that never generated the redun¬ 
dant expression, taking into account every such optimization at code generation time 
is very difficult. We get better code and more reliable compilers by generating simple 
code first and then optimizing it. 

Basic compilation methods 

In this section, we consider the basic job of translating the high-level language program 
with little or no optimization. Let’s first consider how to translate an expression. A 
large amount of the code in a typical application consists of arithmetic and logical 
expressions. Understanding how to compile a single expression, as described in the 
next example, is a good first step in understanding the entire compilation process. 
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Example 5.2 Compiling an Arithmetic Expression 

Consider this arithmetic expression: 
x = a*b + 5*(c - d) 

The expression is written in terms of program variables. In some machines we may be able 
to perform memory-to-memory arithmetic directly on the locations corresponding to those 
variables. However, in many machines, such as the ARM, we must first load the variables 
into registers. This requires choosing which registers receive not only the named variables 
but also intermediate results such as (c - d). 

The code for the expression can be built by walking the data flow graph. Here is the data 
flow graph for the expression. 


a b c d 



The temporary variables for the intermediate values and final result have been named 
w, x, y , and z. To generate code, we walk from the tree’s root (where z, the final result, 
is generated) by traversing the nodes in post order. During the walk, we generate instructions 
to cover the operation at every node. Here is the path: 
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The nodes are numbered in the order in which code is generated. Because every node in 
the data flow graph corresponds to an operation that is directly supported by the instruction 
set, we simply generate an instruction at every node. Because we are making an arbitrary 
register assignment, we can use up the registers in order starting with rl. Here is the result¬ 
ing ARM code: 


; operator 1 (+) 
ADR r4,a 
MOV rl,[r4] 

ADR r4,b 
MOV r2 , [r4] 

ADD r3,rl,r2 
; operator 2 (-) 
ADR r4,c 
MOV r4,[r4] 

ADR r4,d 
MOV r5,[r4] 

SUB r6,r4,r5 
; operator 3 (*) 
MUL r7,r6,#5 
; operator 4 (+) 
ADD r8,r7,r3 
; assign to x 
ADR rl,x 
STR r8,[rl] 


get address for a 
1 oad a 

get address for b 
1 oad b 

put w into r3 

get address for c 
1 oad c 

get address for d 
1 oad d 

put z into r6 

operator 3, puts y into r7 
operator 4, puts x into r8 


assigns to x location 


One obvious optimization is to reuse a register whose value is no longer needed. In the 
case of the intermediate values w, y, and z, we know that they cannot be used after the end 
of the expression (e.g., in another expression) because they have no name in the C program. 
However, the final result z may in fact be used in a C assignment and the value reused later 
in the program. In this case we would need to know when the register is no longer needed 
to determine its best use. 

For comparison, here is the code generated by the ARM gcc compiler with handwritten 


comments: 



1 dr 

r2, 

[fp, #-16] 


1 dr 

r3, 

[fp, #-20] 


mul 

rl, 

r3, r2 

; multiply 

1 dr 

r2, 

[fp, #-24] 


1 dr 

r3, 

[fp, #-28] 


rsb 

r2, 

r3, r2 

; subtract 

mov 

r3, 

r2 


mov 

r3, 

r3, asl #2 


add 

r3, 

r3, r2 

; add 

add 

r3, 

rl, r3 

; add 

str 

r3, 

[fp, #-32] 

; assign 


In the previous example, we made an arbitrary allocation of variables to registers 
for simplicity. When we have large programs with multiple expressions, we must allo¬ 
cate registers more carefully because CPUs have a limited number of registers. We 
will consider register allocation in more detail below. 
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if (a > b) [ 

X = 5; 
y = c + d; 
} 

else 

x = c - d; 



FIGURE 5.14 

Flow of control in C and control flow diagrams. 


We also need to be able to translate control structures. Because conditionals are 
controlled by expressions, the code generation techniques of the last example can be 
used for those expressions, leaving us with the task of generating code for the flow 
of control itself. Figure 5.14 shows a simple example of changing flow of control in 
C—an if statement, in which the condition controls whether the true or false branch 
of the if is taken. Figure 5.14 also shows the control flow diagram for the if statement. 

The next example illustrates how to implement conditionals in assembly language. 


Example 5.3 Generating Code for a Conditional 

Consider this C statement: 
if (a + b > 0) 



The CDFG for the statement appears below. 



We know how to generate the code for the expressions. We can generate the control flow 
code by walking the CDFG. One ordered walk through the CDFG follows: 

To generate code, we must assign a label to the first instruction at the end of a 
directed edge and create a branch for each edge that does not go to the immediately 
following instruction. The exact steps to be taken at the branch points depend on the target 
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architecture. On some machines, evaluating expressions generates condition codes that 
we can test in subsequent branches, and on other machines we must use test-and-branch 
instructions. ARM allows us to test condition codes, so we get the following ARM code for 
the 1-2-3 walk: 


ADR r5,a 

get address for a 

LDR rl,[r5] 

1 oad a 

ADR r5,b 

get address for b 

LDR r2, b 

1 oad b 

ADD r3,rl,r2 

BLE 1 a be13 

true condition falls through 

; true case 


LDR r3,#5 

load constant 

ADR r5,x 

STR r3, Cr5] 

store value into x 

B stmtend 

done with the true case 

; false case 


1abel 3 LDR r3,#7 

load constant 

ADR r5,x 

get address of x 

STR r3,[r5] 

store value into x 

stmtend 



The 1-2 and 3-4 edges do not require a branch and label because they are straight- 
line code. In contrast, the 1-3 and 2-4 edges do require a branch and a label for the 
target. 

For comparison, here is the code generated by the ARM gcc compiler with some hand¬ 
written comments: 


1 dr 

r2, 

[fp, #-16] 



1 dr 

r3, 

[fp, #-20] 



add 

r3, 

r2, r3 



cmp 

r3, 

#0 

; test the branch 

condition 

bl e 

. L3 


; branch to false 

block if <= 

mov 

r3, 

#5 

; true block 


str 

r3, 

[fp, #-32] 



b 

. L4 


; go to end of if 
; false block 

statement 

mov 

r3, 

#7 



str 

r3, 

[fp, #-32] 




. L4: 
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Procedures 


Because expressions are generally created as straight-line code, they typically require 
careful consideration of the order in which the operations are executed. We have much 
more freedom when generating conditional code because the branches ensure that the 
flow of control goes to the right block of code. If we walk the CDFG in a different order 
and lay out the code blocks in a different order in memory, we still get valid code as long 
as we properly place branches. 

Drawing a control flow graph based on the while form of the loop helps us understand 
how to translate it into instructions. 



Loop initiation code 


Loop test 


Loop body 


Loop variable update 


C compilers can generate (using the -s flag) assembler source, which some compilers 
intersperse with the C code. Such code is a very good way to learn about both assembly 
language programming and compilation. 


Another major code generation problem is the creation of procedures. Generating 
code for procedures is relatively straightforward once we know the procedure linkage 
appropriate for the CPU. At the procedure definition, we generate the code to handle 
the procedure call and return. At each call of the procedure, we set up the procedure 
parameters and make the call. 

The CPU’s subroutine call mechanism is usually not sufficient to directly sup¬ 
port procedures in modern programming languages. We introduced the procedure 
stack and procedure linkages in Chapter 2. The linkage mechanism provides a way 
for the program to pass parameters into the program and for the procedure to return 
a value. It also provides help in restoring the values of registers that the procedure 
has modified. All procedures in a given programming language use the same link¬ 
age mechanism (although different languages may use different linkages). The 
mechanism can also be used to call handwritten assembly language routines from 
compiled code. 
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Procedure stacks are typically built to grow down from high addresses. A stack 
pointer (sp) defines the end of the current frame, while a frame pointer (fp) defines 
the end of the last frame. (The fp is technically necessary only if the stack frame can 
be grown by the procedure during execution.) The procedure can refer to an element 
in the frame by addressing relative to sp. When a new procedure is called, the sp and 
fp are modified to push another frame onto the stack. 

As we saw in Chapter 2, the ARM Procedure Call Standard (APCS) [Slo04] is the 
recommended procedure linkage for ARM processors. r0-r3 are used to pass the first 
four parameters into the procedure. rO is also used to hold the return value. 

The next example looks at compiler-generated procedure linkage code. 


Example 5.4 Procedure Linkage in C 

Here is a procedure definition: 

int pl(int a, int b, int c, int d, int e) i 
return a + e; 

} 


This procedure has five parameters, so we would expect that one of them would be 
passed through the stack while the rest are passed through registers. It also returns an inte¬ 
ger value, which should be returned in rO. Here is the code for the procedure generated by 
the ARM gcc compiler with some handwritten comments: 


mov 

ip. 

sp 

procedure entry 


stmfd 

sp! 

, {fp, ip, 1r, pc 

1 


sub 

fp. 

ip, #4 



sub 

sp, 

sp, #16 



str 

rO, 

[fp, #-16] 

put first four args on 

stack 

str 

rl, 

[fp, #-20] 



str 

r2, 

[fp, #-24] 



str 

r3, 

[fp, #-28] 



1 dr 

r2, 

[fp, #-16] 

1 oad a 


1 dr 

r3, 

[fp, #4] 

1 oad e 


add 

r3, 

r2, r3 

compute a + e 


mov 

rO, 

r3 

put the result into rO 

for 

1 dmea 

fp. 

{fp, sp, pc! 

return 


Here is a call to that procedure: 



y = pi(a, 

3,c,d,x); 



Here is the ARM gcc code with handwritten comments: 


1 dr 

r3, 

[fp, #-32] 

get e 


str 

r3, 

[sp, #0] 

put into pl()’s stack 

frame 

1 dr 

rO, 

[fp, #-16] 

put a into rO 


1 dr 

rl, 

[fp, #-20] 

put b into rl 


1 dr 

r2, 

[fp, #-24] 

put c into r2 


1 dr 

r3, 

[fp, #-28] 

put d into r3 


bl 

Pi 


call pl() 
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Data structures 


mov r3, rO ; move return value into r3 

str r3, [fp, #-36] ; store into y in stack frame 

We can see that the compiler sometimes makes additional register moves but it does 
follow the ACPS standard. 


The compiler must also translate references to data structures into references to 
raw memories. In general, this requires address computations. Some of these computa¬ 
tions can be done at compile time while others must be done at run time. 

Arrays are interesting because the address of an array element must in general be 
computed at run time, because the array index may change. Let us first consider a one¬ 
dimensional array: 

a [1 ] 

The layout of the array in memory is shown in Figure 5.15: the zeroth element is 
stored as the first element of the array, the first element directly below, and so on. We 
can create a pointer for the array that points to the array’s head, namely, a [0]. If we 
call that pointer a p t r for convenience, then we can rewrite the reading of a [ i ] as 

*(aptr + i) 

Two-dimensional arrays are more challenging. There are multiple possible ways 
to lay out a two-dimensional array in memory, as shown in Figure 5.15. In this form, 
which is known as row major, the inner variable of the array (j in a [ i»J ]) varies 
most quickly. (Fortran uses a different organization known as column major.) Two- 
dimensional arrays also require more sophisticated addressing—in particular, we must 
know the size of the array. Let us consider the row-major form. If the a [ ] array is of 
size N X M, then we can turn the two-dimensional array access into a one-dimensional 
array access. Thus, 

a [ i , j ] 
becomes 

a[i*M + j] 

where the maximum value for j is M - 1. 


FIGURE 5.15 



a 


Layout of a one-dimensional array in memory. 
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Loop transformations 



FIGURE 5.16 

Memory layout for two-dimensional arrays. 


A C struct is easier to address. As shown in Figure 5.16, a structure is implemented 
as a contiguous block of memory. Fields in the structure can be accessed using con¬ 
stant offsets to the base address of the structure. In this example, if fieldl is four bytes 
long, then field2 can be accessed as 

*(aptr + 4) 

This addition can usually be done at compile time, requiring only the indirection 
itself to fetch the memory location during execution. 

Compiler optimizations 

Basic compilation techniques can generate inefficient code. Compilers use a wide 
range of algorithms to optimize the code they generate. 

Loops are important program structures—although they are compactly described 
in the source code, they often use a large fraction of the computation time. Many tech¬ 
niques have been designed to optimize loops. 

A simple but useful transformation is known as loop unrolling, illustrated in the 
next example. Loop unrolling is important because it helps expose parallelism that can 
be used by later stages of the compiler. 


Example 5.5 Loop Unrolling 

Here is a simple C loop: 

for (i =0; i < N; 1++) ( 
a[i]=b[i]*c[i]; 

1 


This loop is executed a fixed number of times, namely, N. A straightforward implemen¬ 
tation of the loop would create and initialize the loop variable /, update its value on every 
iteration, and test it to see whether to exit the loop. However, because the loop is executed 
a fixed number of times, we can generate more direct code. 
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Dead code elimination 


If we let N = 4, then we can substitute this straight-line code for the loop: 

a[0] = b[0]*c[0]; 
a[l] = b[l]*c[l]; 
a[2] = b[2]*c[2]; 
a[3] = b[3]*c[3]; 

This unrolled code has no loop overhead code at all, that is, no iteration variable and no tests. 
But the unrolled loop has the same problems as the inlined procedure—it may interfere with 
the cache and expands the amount of code required. 

We do not, of course, have to fully unroll loops. Rather than unroll the above loop four 
times, we could unroll it twice. Unrolling produces this code: 

for (i =0; i < 2; i++) { 

a Cl*2] = b[i*2]*c[i*2]; 
a [ i *2 + 1] = b[i*2 + l]*c[i*2 + 1]; 

} 

In this case, because all operations in the two lines of the loop body are independent, 
later stages of the compiler may be able to generate code that allows them to be executed 
efficiently on the CPU’s pipeline. 


Loop fusion combines two or more loops into a single loop. For this transforma¬ 
tion to be legal, two conditions must be satisfied. First, the loops must iterate over 
the same values. Second, the loop bodies must not have dependencies that would be 
violated if they are executed together—for example, if the second loop’s ith iteration 
depends on the results of the ; + 1th iteration of the first loop, the two loops cannot be 
combined. Loop distribution is the opposite of loop fusion, that is, decomposing a 
single loop into multiple loops. 

Loop tiling breaks up a loop into a set of nested loops, with each inner loop per¬ 
forming the operations on a subset of the data. An example is shown in Figure 5.17. 
Flere, each loop is broken up into tiles of size two. Each loop is split into two loops— 
for example, the inner i i loop iterates within the tile and the outer i loop iterates 
across the tiles. The result is that the pattern of accesses across the a array is drasti¬ 
cally different—rather than walking across one row in its entirety, the code walks 
through rows and columns following the tile structure. Loop tiling changes the order 
in which array elements are accessed, thereby allowing us to better control the behav¬ 
ior of the cache during loop execution. 

We can also modify the arrays being indexed in loops. Array padding adds 
dummy data elements to a loop in order to change the layout of the array in the 
cache. Although these array locations will not be used, they do change how the 
useful array elements fall into cache lines. Judicious padding can in some cases 
significantly reduce the number of cache conflicts during loop execution. 

Dead code is code that can never be executed. Dead code can be generated by 
programmers, either inadvertently or purposefully. Dead code can also be generated 
by compilers. Dead code can be identified by reachability analysis —finding the other 
statements or instructions from which it can be reached. If a given piece of code cannot 
be reached, or it can be reached only by a piece of code that is unreachable from the 
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Register allocation 


Code 


for (i = 0 ; i < N; i + + ) 
for (j = 0 ; j < N; j + +) 
c[i] = a[i,j] * b[i]; 


for (i = 0; i < N; i += 2) 
for (j = 0; j < N; j += 2) 

for (ii = i; ii < mind + 2,N); i ++) 
for (jj = j; jj < min(j + 2,N); j ++) 
c[ii] = a[ii,jj] * b[ii]; 




FIGURE 5.17 

Loop tiling. 


main program, then it can be eliminated. Dead code elimination analyzes code for 
reachability and trims away dead code. 

Register allocation is a very important compilation phase. Given a block of code, 
we want to choose assignments of variables (both declared and temporary) to registers 
to minimize the total number of required registers. 

The next example illustrates the importance of proper register allocation. 


Example 5.6 Register Allocation 

To keep the example small, we assume that we can use only four of the ARM’s registers. In 
fact, such a restriction is not unthinkable—programming conventions can reserve certain 
registers for special purposes and significantly reduce the number of general-purpose regis¬ 
ters available. 

Consider this C code: 


w = a 

+ 

b; 

/* 

x = c 

+ 

w; 

/* 

y = c 

+ 

d; 

/* 


statement 1 */ 
statement 2 */ 
statement 3 */ 


A naive register allocation, assigning each variable to a separate register, would require 
seven registers for the seven variables in the above code. However, we can do much better 
by reusing a register once the value stored in the register is no longer needed. To understand 
how to do this, we can draw a lifetime graph that shows the statements on which each state¬ 
ment is used. Here is a lifetime graph in which the x axis is the statement number in the C 
code and the y axis shows the variables. 
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a 

b 

c 

d 

w 

X 

y 


1 2 3 

A horizontal line stretches from the first statement where the variable is used to the last 
use of the variable; a variable is said to be live during this interval. At each statement, we 
can determine every variable currently in use. The maximum number of variables in use at 
any statement determines the maximum number of registers required. In this case, state¬ 
ment two requires three registers: c, w, and x. This fits within the four-register limitation. 
By reusing registers once their current values are no longer needed, we can write code that 
requires no more than four registers. Here is one register assignment; 


a 

rO 

b 

rl 

c 

r2 

d 

rO 

w 

r3 

X 

rO 

y 

r3 


Here is the ARM assembly code that uses the above register assignment: 


LDR 

rO, 

[p_a] 

1 oad a 

i nto 

rO 

using pointer 

to 

LDR 

rl, 

[p_b] 

1 oad b 

1 nto 

rl 





ADD 

r3, 

rO, rl 

compute 

a + 

b 





STR 

r3, 

[p_w] 

w = a + 

b 






LDR 

r2, 

[p_c] 

1 oad c 

i nto 

r2 





ADD 

rO, 

r2,r3 

compute 

c + 

w , 

reusing 

rO 

for 

X 

STR 

rO, 

[p_x] 

x = c + 

w 






LDR 

rO, 

[ p_ d ] 

1 oad d 

i nto 

rO 





ADD 

r3, 

r2, rO 

compute 

c + 

d, 

reusing 

r3 

for 

y 

STR 

r3, 

1 

CL 

y = c + 

d 







If a section of code requires more registers than are available, we must spill some 
of the values out to memory temporarily. After computing some values, we write the 
values to temporary memory locations, reuse those registers in other computations, 
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FIGURE 5.18 

Using graph coloring to solve the problem of Example 5.6. 

and then reread the old values from the temporary locations to resume work. Spilling 
registers is problematic in several respects: it requires extra CPU time and uses up both 
instruction and data memory. Putting effort into register allocation to avoid unneces¬ 
sary register spills is worth your time. 

We can solve register allocation problems by building a conflict graph and solving 
a graph coloring problem. As shown in Figure 5.18, each variable in the high-level lan¬ 
guage code is represented by a node. An edge is added between two nodes if they are 
both live at the same time. The graph coloring problem is to use the smallest number 
of distinct colors to color all the nodes such that no two nodes are directly connected 
by an edge of the same color. The figure shows a satisfying coloring that uses three 
colors. Graph coloring is NP-complete, but there are efficient heuristic algorithms that 
can give good results on typical register allocation problems. 

Lifetime analysis assumes that we have already determined the order in which we 
will evaluate operations. In many cases, we have freedom in the order in which we do 
things. Consider this expression: 

(a + b) * (c - d) 

We have to do the multiplication last, but we can do either the addition or the 
subtraction first. Different orders of loads, stores, and arithmetic operations may also 
result in different execution times on pipelined machines. If we can keep values in reg¬ 
isters without having to reread them from main memory, we can save execution time 
and reduce code size as well. 

The next example shows how proper operator scheduling can improve register 
allocation. 


Example 5.7 Operator Scheduling for Register Allocation 

Here is a sample C code fragment: 


a 

+ 

b; 

/* 

statement 

1 

*/ 

c 

+ 

d; 

/* 

statement 

2 

*/ 

X 

+ 

e; 

/* 

statement 

3 

*/ 

a 

- 

b; 

/* 

statement 

4 

*/ 
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If we compile the statements in the order in which they were written, we get this register 
graph: 


a 

b 

c 

d 

e 

w 

x 

y 

2 


T 

1 


T 

2 


T 

3 


T 

4 


Because w is needed until the last statement, we need five registers at statement 3, even 
though only three registers are needed for the statement at line 3. If we swap statements 3 
and 4 (renumbering them 39 and 49), we reduce our requirements to three registers. Here 
is the modified C code: 


w = a 

+ 

b; 

/* 

statement 

1 

*/ 

z = a 

- 

b; 

/* 

statement 

29 

*/ 

x = c 

+ 

d; 

/* 

statement 

39 

*/ 

y = x 

+ 

e; 

/* 

statement 

49 

*/ 


And here is the lifetime graph for the new code: 


a 

b 

c 

d 

e 

w 

x 

y 

z 


1 


2 


3 


4 














5.5 Compilation techniques 251 


Scheduling 


Compare the ARM assembly code for the two code fragments. We have written both 
assuming that we have only four free registers. In the before version, we do not have to write 
out any values, but we must read a and b twice. The after version allows us to retain all 


values in 

registers as long as we need them. 





Before version 


After version 



LDR 

rO,a 


LDR 

rO, a 



LDR 

rl, b 


LDR 

rl, b 



ADD 

r2,rO,rl 


ADD 

r2,rl,rO 



STR 

r2,w ; w 

= a + b 

STR 

r2 ,w ; w = a 

+ 

b 

LDRr 

rO, c 


SUB 

r2,rO,rl 



LDR 

rl, d 


STR 

r2, z ; z = a 

- 

b 

ADD 

r2,rO,rl 


LDR 

rO, c 



STR 

r2,x ; x 

= c + d 

LDR 

rl, d 



LDR 

rl, e 


ADD 

r2,rl,rO 



ADD 

rO,rl,r2 


STR 

r2, x ; x = c 

+ 

d 

STR 

rO,y ; y 

= x + e 

LDR 

rl, e 



LDR 

rO,a ; re 

1 oad a 

ADD 

rO,rl,r2 



LDR 

rl,b ; re 

1 oad b 

STR 

rO,y ; y = x 

+ 

e 

SUB 

r2,rl,rO 






STR 

r2,z ; z 

= a - b 






We have some freedom to choose the order in which operations will be performed. 
We can use this to our advantage—for example, we may be able to improve the regis¬ 
ter allocation by changing the order in which operations are performed, thereby chang¬ 
ing the lifetimes of the variables. 

We can solve scheduling problems by keeping track of resource utilization 
over time. We do not have to know the exact microarchitecture of the CPU—all 
we have to know is that, for example, instruction types 1 and 2 both use resource 
A while instruction types 3 and 4 use resource B. CPU manufacturers generally 
disclose enough information about the microarchitecture to allow us to schedule 
instructions even when they do not provide a detailed description of the CPU’s 
internals. 

We can keep track of CPU resources during instruction scheduling using a reserva¬ 
tion table [Kog81 ]. As illustrated in Figure 5.19, rows in the table represent instruction 
execution time slots and columns represent resources that must be scheduled. Before 
scheduling an instruction to be executed at a particular time, we check the reservation 
table to determine whether all resources needed by the instruction are available at that 
time. Upon scheduling the instruction, we update the table to note all resources used 
by that instruction. Various algorithms can be used for the scheduling itself, depending 
on the types of resources and instructions involved, but the reservation table provides a 
good summary of the state of an instruction scheduling problem in progress. 

We can also schedule instructions to maximize performance. As we know from 
Section 3.6, when an instruction that takes more cycles than normal to finish is in the 
pipeline, pipeline bubbles appear that reduce performance. Software pipelining is a 
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Instruction selection 


Understanding your 
compiler 


FIGURE 5.19 


Time 

Resource A 

Resource B 

t 

X 


t+ 1 

X 

X 

t + 2 

X 


t + 3 


X 


A reservation table for instruction scheduling. 


technique for reordering instructions across several loop iterations to reduce pipeline 
bubbles. Some instructions take several cycles to complete; if the value produced by 
one of these instructions is needed by other instructions in the loop iteration, then they 
must wait for that value to be produced. Rather than pad the loop with no-ops, we can 
start instructions from the next iteration. The loop body then contains instructions that 
manipulate values from several different loop iterations—some of the instructions are 
working on the early part of iteration n + 1, others are working on iteration n, and still 
others are finishing iteration n — 1. 

Selecting the instructions to use to implement each operation is not trivial. There 
may be several different instructions that can be used to accomplish the same goal, but 
they may have different execution times. Moreover, using one instruction for one part 
of the program may affect the instructions that can be used in adjacent code. Although 
we can’t discuss all the problems and methods for code generation here, a little bit of 
knowledge helps us envision what the compiler is doing. 

One useful technique for generating code is template matching, illustrated in 
Figure 5.20. We have a DAG that represents the expression for which we want to 
generate code. In order to be able to match up instructions and operations, we rep¬ 
resent instructions using the same DAG representation. We shaded the instruction 
template nodes to distinguish them from code nodes. Each node has a cost, which 
may be simply the execution time of the instruction or may include factors for size, 
power consumption, and so on. In this case, we have shown that each instruction 
takes the same amount of time, and thus all have a cost of 1. Our goal is to cover 
all nodes in the code DAG with instruction DAGs—until we have covered the 
code DAG we haven’t generated code for all the operations in the expression. In 
this case, the lowest-cost covering uses the multiply-add instruction to cover both 
nodes. If we first tried to cover the bottom node with the multiply instruction, we 
would find ourselves blocked from using the multiply-add instruction. Dynamic 
programming can be used to efficiently find the lowest-cost covering of trees, and 
heuristics can extend the technique to DAGs. 

Clearly, the compiler can vastly transform your program during the creation of assem¬ 
bly language. But compilers are also substantially different in terms of the optimizations 
they perform. Understanding your compiler can help you get the best code out of it. 
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FIGURE 5.20 

Code generation by template matching. 


Studying the assembly language output of the compiler is a good way to learn 
about what the compiler does. Some compilers will annotate sections of code to help 
you make the correspondence between the source and assembler output. Starting with 
small examples that exercise only a few types of statements will help. You can experi¬ 
ment with different optimization levels (the-0 flag on most C compilers). You can 
also try writing the same algorithm in several ways to see how the compiler’s output 
changes. 

If you can’t get your compiler to generate the code you want, you may need to 
write your own assembly language. You can do this by writing it from scratch or 
modifying the output of the compiler. If you write your own assembly code, you 
must ensure that it conforms to all compiler conventions, such as procedure call 
linkage. If you modify the compiler output, you should be sure that you have the 
algorithm right before you start writing code so that you don’t have to repeatedly 
edit the compiler’s assembly language output. You also need to clearly document 
the fact that the high-level language source is, in fact, not the code used in the 
system. 
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Program-level performance analysis 

Because embedded systems must perform functions in real time, we often need to 
know how fast a program runs. The techniques we use to analyze program execution 
time are also helpful in analyzing properties such as power consumption. In this sec¬ 
tion, we study how to analyze programs to estimate their run times. We also examine 
how to optimize programs to improve their execution times; of course, optimization 
relies on analysis. 

It is important to keep in mind that CPU performance is not judged in the same 
way as program performance. Certainly, CPU clock rate is a very unreliable metric for 
program performance. But more importantly, the fact that the CPU executes part of 
our program quickly doesn’t mean that it will execute the entire program at the rate we 
desire. As illustrated in Figure 5.21, the CPU pipeline and cache act as windows into 
our program. In order to understand the total execution time of our program, we must 
look at execution paths, which in general are far longer than the pipeline and cache 
windows. The pipeline and cache influence execution time, but execution time is a 
global property of the program. 

While we might hope that the execution time of programs could be precisely deter¬ 
mined, this is in fact difficult to do in practice: 

• The execution time of a program often varies with the input data values because 
those values select different execution paths in the program. For example, loops 
may be executed a varying number of times, and different branches may execute 
blocks of varying complexity. 

• The cache has a major effect on program performance, and once again, the 
cache’s behavior depends in part on the data values input to the program. 



Execution time is a global property of a program. 
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Measuring execution 
speed 


• Execution times may vary even at the instruction level. Floating-point 
operations are the most sensitive to data values, but the normal integer 
execution pipeline can also introduce data-dependent variations. In 
general, the execution time of an instruction in a pipeline depends not 
only on that instruction but on the instructions around it in the 
pipeline. 

We can measure program performance in several ways: 

• Some microprocessor manufacturers supply simulators for their CPUs. The 
simulator runs on a workstation or PC, takes as input an executable for the 
microprocessor along with input data, and simulates the execution of that 
program. Some of these simulators go beyond functional simulation to measure 
the execution time of the program. Simulation is clearly slower than executing 
the program on the actual microprocessor, but it also provides much greater 
visibility during execution. Be careful—some microprocessor performance 
simulators are not 100% accurate, and simulation of I/O-intensive code may be 
difficult. 

• A timer connected to the microprocessor bus can be used to measure 
performance of executing sections of code. The code to be measured would 
reset and start the timer at its start and stop the timer at the end of execution. 

The length of the program that can be measured is limited by the accuracy of the 
timer. 

• A logic analyzer can be connected to the microprocessor bus to measure the start 
and stop times of a code segment. This technique relies on the code being able to 
produce identifiable events on the bus to identify the start and stop of execution. 
The length of code that can be measured is limited by the size of the logic 
analyzer’s buffer. 

We are interested in the following three different types of performance measures 
on programs: 

• average-case execution time: This is the typical execution time we would 
expect for typical data. Clearly, the first challenge is defining typical 
inputs. 

• worst-case execution time: The longest time that the program can spend on 
any input sequence is clearly important for systems that must meet deadlines. In 
some cases, the input set that causes the worst-case execution time is obvious, 
but in many cases it is not. 

• best-case execution time: This measure can be important in multirate real-time 
systems, as seen in Chapter 6. 

First, we look at the fundamentals of program performance in more detail. We then 
consider trace-driven performance based on executing the program and observing its 
behavior. 
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Elements of program performance 

The key to evaluating execution time is breaking the performance problem into parts. 
Program execution time [Sha89] can be seen as 

execution time — program path + instruction timing 

The path is the sequence of instructions executed by the program (or its equivalent 
in the high-level language representation of the program). The instruction timing is 
determined based on the sequence of instructions traced by the program path, which 
takes into account data dependencies, pipeline behavior, and caching. Luckily, these 
two problems can be solved relatively independently. 

Although we can trace the execution path of a program through its high-level lan¬ 
guage specification, it is hard to get accurate estimates of total execution time from 
a high-level language program. This is because there is not a direct correspondence 
between program statements and instructions. The number of memory locations and 
variables must be estimated, and results may be either saved for reuse or recomputed 
on the fly, among other effects. These problems become more challenging as the com¬ 
piler puts more and more effort into optimizing the program. However, some aspects 
of program performance can be estimated by looking directly at the C program. For 
example, if a program contains a loop with a large, fixed iteration bound or if one 
branch of a conditional is much longer than another, we can get at least a rough idea 
that these are more time-consuming segments of the program. 

Of course, a precise estimate of performance also relies on the instructions to be 
executed, because different instructions take different amounts of time. (In addition, 
to make life even more difficult, the execution time of one instruction can depend on 
the instructions executed before and after it.) 

The next example illustrates data-dependent program paths. 


Example 5.8 Data-Dependent Paths in if Statements 

Here is a pair of nested i f statements: 


if (a || b) { /* test 1 */ 
if (c) /* test 2 */ 

i x = r * s + t; /* assignment 1 */ } 
else 1 y = r + s; /* assignment 2 */ I 
z = r + s + u; /* assignment 3 */ 

! else { 

if (c) /* test 3 */ 

! y = r - t; /* assignment 4 */ ) 


The conditional tests and assignments are labeled within each if statement to make it 
easier to identify paths. What execution paths may be exercised? One way to enumerate all 
the paths is to create a truth table-like structure. The paths are controlled by the variables 
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in the if conditions, namely, a , b, and c. For any given combination of values of those 
variables, we can trace through the program to see which branch is taken at each i f and 
which assignments are performed. For example, when a = 1, b = 0, and c = 1, then 
test 1 is true and test 2 is true. This means we first perform assi gnment 1 and then 
assignment 3. 

Here are the results for all the controlling variable values: 


a 

b 

c 

Path 

0 

0 

0 

test 1 false, test 3 false: no assignments 

0 

0 

1 

test 1 false, test 3 true: assignment 4 

0 

1 

0 

test 1 true, test 2 false: assignments 2, 3 

0 

1 

1 

test 1 true, test 2 true: assignments 1,3 

1 

0 

0 

test 1 true, test 2 false: assignments 2, 3 

1 

0 

1 

test 1 true, test 2 true: assignments 1,3 

1 

1 

0 

test 1 true, test 2 false: assignments 2, 3 

1 

1 

1 

test 1 true, test 2 true: assignments 1,3 


Notice that there are only four distinct cases: no assignment, assignment 4, 
assi gnments 2 and 3, or assi gnments 1 and 3. These correspond to the possible paths 
through the nested its; the table adds value by telling us which variable values exercise 
each of these paths. 


Enumerating the paths through a fixed-iteration for loop is seemingly simple. In 
the code below, 


for (i =0; i < N; i++) 
a[i ] = b[i]*c[i]: 


the assignment in the loop is performed exactly N times. However, we can’t forget the 
code executed to set up the loop and to test the iteration variable. 

Example 5.9 illustrates how to determine the path through a loop. 


Example 5.9 Paths in a Loop 

Here is the loop code for the FIR filter of Application Example 2.1: 

for (i =0, f = 0; i < N; i++) 
f = f + c[i] * x [ i ] ; 

By examining the CDFG for the code we can more easily determine how many times vari¬ 
ous statements are executed. Here is the CDFG once again: 

The CDFG makes it clear that the loop initiation block is executed once, the test is 
executed N + 1 times, and the body and loop variable update are each executed N times. 
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Instruction timing 
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Once we know the execution path of the program, we have to measure the exe¬ 
cution time of the instructions executed along that path. The simplest estimate is to 
assume that every instruction takes the same number of clock cycles, which means we 
need only count the instructions and multiply by the per-instruction execution time to 
obtain the program’s total execution time. However, even ignoring cache effects, this 
technique is simplistic for the reasons summarized below. 

• Not all instructions take the same amount of time. RISC architectures tend to 
provide uniform instruction execution times in order to keep the CPU’s pipeline 
full. But as we saw in Chapter 3, even very simple RISC architectures like the 
PIC16F take different amounts of time to execute certain instructions. Floating¬ 
point instructions show especially wide variations in execution time—while 
basic multiply and add operations are fast, some transcendental functions can 
take thousands of cycles to execute. 

• Execution times of instructions are not independent. The execution time of one 
instruction depends on the instructions around it. For example, many CPUs 
use register bypassing to speed up instruction sequences when the result of one 
instruction is used in the next instruction. As a result, the execution time of an 
instruction may depend on whether its destination register is used as a source for 
the next operation (or vice versa). 

• The execution time of an instruction may depend on operand values. This 
is clearly true of floating-point instructions in which a different number of 
iterations may be required to calculate the result. Other specialized instructions 
can, for example, perform a data-dependent number of integer operations. 

We can handle the first two problems more easily than the third. We can look up 
instruction execution time in a table; the table will be indexed by opcode and pos¬ 
sibly by other parameter values such as the registers used. To handle interdependent 
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Caching effects 


Program traces 


Measurement issues 


execution times, we can add columns to the table to consider the effects of nearby 
instructions. Because these effects are generally limited by the size of the CPU pipe¬ 
line, we know that we need to consider a relatively small window of instructions 
to handle such effects. Handling variations due to operand values is difficult to do 
without actually executing the program using a variety of data values, given the large 
number of factors that can affect value-dependent instruction timing. Luckily, these 
effects are often small. Even in floating-point programs, most of the operations are 
typically additions and multiplications whose execution times have small variances. 

Thus far we have not considered the effect of the cache. Because the access time 
for main memory can be 10-100 times larger than the cache access time, caching can 
have huge effects on instruction execution time by changing both the instruction and 
data access times. Caching performance inherently depends on the program’s execu¬ 
tion path because the cache’s contents depend on the history of accesses. 


Measurement-driven performance analysis 

The most direct way to determine the execution time of a program is by measuring it. 
This approach is appealing but it does have some drawbacks. First, in order to cause 
the program to execute its worst-case execution path, we have to provide the proper 
inputs to it. Determining the set of inputs that will guarantee the worst-case execution 
path is infeasible. Furthermore, in order to measure the program’s performance on a 
particular type of CPU, we need the CPU or its simulator. 

Despite these problems, measurement is the most commonly used way to deter¬ 
mine the execution time of embedded software. Worst-case execution time analysis 
algorithms have been used successfully in some areas, such as flight control software, 
but many system design projects determine the execution time of their programs by 
measurement. 

Most methods of measuring program performance combine the determination of the 
execution path and the timing of that path: as the program executes, it chooses a path 
and we observe the execution time along that path. We refer to the record of the execu¬ 
tion path of a program as a program trace (or more succinctly, a trace). Traces can 
be valuable for other purposes, such as analyzing the cache behavior of the program. 

Perhaps the biggest problem in measuring program performance is figuring out a 
useful set of inputs to give the program. This problem has two aspects. First, we have 
to determine the actual input values. We may be able to use benchmark data sets or 
data captured from a running system to help us generate typical values. For simple 
programs, we may be able to analyze the algorithm to determine the inputs that cause 
the worst-case execution time. The software testing methods of Section 5.10 can help 
us generate some test values and determine how thoroughly we have exercised the 
program. 

The other problem with input data is the software scaffolding that we may need to 
feed data into the program and get data out. When we are designing a large system, it 
may be difficult to extract out part of the software and test it independently of the other 
parts of the system. We may need to add new testing modules to the system software 
to help us introduce testing values and to observe testing outputs. 
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We can measure program performance either directly on the hardware or by using 
a simulator. Each method has its advantages and disadvantages. 

Profiling is a simple method for analyzing software performance. A profiler does 
not measure execution time—instead, it counts the number of times that procedures 
or basic blocks in the program are executed. There are two major ways to profile a 
program: we can modify the executable program by adding instructions that increment 
a location every time the program passes that point in the program; or we can sample 
the program counter during execution and keep track of the distribution of PC values. 
Profiling adds relatively little overhead to the program and it gives us some useful 
information about where the program spends most of its time. 

Physical measurement requires some sort of hardware instrumentation. The most 
direct method of measuring the performance of a program would be to watch the pro¬ 
gram counter’s value: start a timer when the PC reaches the program’s start, stop the 
timer when it reaches the program’s end. Unfortunately, it generally isn’t possible to 
directly observe the program counter. However, it is possible in many cases to modify 
the program so that it starts a timer at the beginning of execution and stops the timer 
at the end. While this doesn’t give us direct information about the program trace, it 
does give us execution time. If we have several timers available, we can use them to 
measure the execution time of different parts of the program. 

A logic analyzer or an oscilloscope can be used to watch for signals that mark 
various points in the execution of the program. However, because logic analyzers 
have a limited amount of memory, this approach doesn’t work well for programs with 
extremely long execution times. 

Some CPUs have hardware facilities for automatically generating trace information. 
For example, the Pentium family microprocessors generate a special bus cycle, a branch 
trace message, that shows the source and/or destination address of a branch [Col97]. 
If we record only traces, we can reconstruct the instructions executed within the basic 
blocks while greatly reducing the amount of memory required to hold the trace. 

The alternative to physical measurement of execution time is simulation. A CPU 
simulator is a program that takes as input a memory image for a CPU and performs 
the operations on that memory image that the actual CPU would perform, leaving the 
results in the modified memory image. For purposes of performance analysis, the most 
important type of CPU simulator is the cycle-accurate simulator, which performs a 
sufficiently detailed simulation of the processor’s internals that it can determine the 
exact number of clock cycles required for execution. A cycle-accurate simulator is 
built with detailed knowledge of how the processor works, so that it can take into 
account all the possible behaviors of the microarchitecture that may affect execution 
time. Cycle-accurate simulators are slower than the processor itself, but a variety of 
techniques can be used to make them surprisingly fast, running only hundreds of times 
slower than the hardware itself. A simulator that functionally simulates instructions 
but does not provide timing information is known as an instruction-level simulator. 

A cycle-accurate simulator has a complete model of the processor, including the 
cache. It can therefore provide valuable information about why the program runs 
too slowly. The next example discusses a simulator that can be used to model many 
different processors. 



5.6 Program-level performance analysis 261 


Example 5.10 Cycle-Accurate Simulation 

SimpleScalar (http://www.simplescalar.com) is a framework for building cycle-accurate 
CPU models. Some aspects of the processor can be configured easily at run time. For more 
complex changes, we can use the SimpleScalar toolkit to write our own simulator. 

We can use SimpleScalar to simulate the FIR filter code. SimpleScalar can model a 
number of different processors; we will use a standard ARM model here. 

We want to include the data as part of the program so that the execution time doesn’t 
include file I/O. File I/O is slow and the time it takes to read or write data can change sub¬ 
stantially from one execution to another. We get around this problem by setting up an array 
that holds the FIR data. And because the test program will include some initialization and 
other miscellaneous code, we execute the FIR filter many times in a row using a simple loop. 
Flere is the complete test program: 

//define COUNT 100 
//define N 12 

int x[N] = {8,17,3,122,5,93,44,2,201,11,74,751; 
int c[N] = {1,2,4,7,3,4,2,2,5,8,5,11; 

main() { 

int i, k, f; 

for (k=0; k<C0UNT; k++) { /* run the filter */ 
for (i=0; i <N; i++) 
f += c[i]*x[i]; 

1 

1 


To start the simulation process, we compile our test program using a special compiler: 

X arm-1inux-gcc firtest.c 

This gives us an executable program (by default, a . out) that we use to simulate our program: 

% arm-outorder a.out 

SimpleScalar produces a large output file with a great deal of information about the 
program's execution. Because this is a simple example, the most useful piece of data is the 
total number of simulated clock cycles required to execute the program: 

sim_cycle 25854 // total simulation time in cycles 

To make sure that we can ignore the effects of program overhead, we will execute the 
FIR filter for several different values of N and compare. This run used N = 100; when we 
also run N = 1,000 and N = 10,000, we get these results: 


N 

Total simulation 
time in cycles 

Simulation time for one 
filter execution 

100 

25854 

259 

1,000 

155759 

156 

10,000 

1451840 

145 


Because the FIR filter is so simple and ran in so few cycles, we had to execute it a 
number of times to wash out all the other overhead of program execution. Flowever, the time 
for 1,000 and 10,000 filter executions are within 10% of each other, so those values are 
reasonably close to the actual execution time of the FIR filter itself. 
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Software performance optimization 

In this section we will look at several techniques for optimizing software performance, 
including both loop and cache optimizations as well as more generic strategies. 

Loop optimizations 

Loops are important targets for optimization because programs with loops tend 
to spend a lot of time executing those loops. There are three important techniques 
in optimizing loops: code motion, induction variable elimination, and strength 
reduction. 

Code motion lets us move unnecessary code out of a loop. If a computation’s result 
does not depend on operations performed in the loop body, then we can safely move 
it out of the loop. Code motion opportunities can arise because programmers may find 
some computations clearer and more concise when put in the loop body, even though 
they are not strictly dependent on the loop iterations. A simple example of code motion 
is also common. Consider this loop: 

for (i =0; i < N*M; i++) 1 
z[i ] = a[i] + bCi] ; 

1 

The code motion opportunity becomes more obvious when we draw the loop’s 
CDFG as shown in Figure 5.22. The loop bound computation is performed on every 
iteration during the loop test, even though the result never changes. We can avoid N X 
M— 1 unnecessary executions of this statement by moving it before the loop, as shown 
in the figure. 

An induction variable is a variable whose value is derived from the loop iteration 
variable’s value. The compiler often introduces induction variables to help it imple¬ 
ment the loop. Properly transformed, we may be able to eliminate some variables and 
apply strength reduction to others. 

A nested loop is a good example of the use of induction variables. Here is a simple 
nested loop: 

for (i = 0; i < N; i++) 

for (j = 0; j < M; j++) 
z [ i ] [ j ] = b [ i ] [ j ]; 

The compiler uses induction variables to help it address the arrays. Let us rewrite 
the loop in C using induction variables and pointers. (Later, we use a common induc¬ 
tion variable for the two arrays, even though the compiler would probably introduce 
separate induction variables and then merge them.) 

for (i =0; i < N; i++) 

for (j = 0; j < M; j++) 1 
zbinduct = i*M + j; 

*(zptr + zbinduct) = *(bptr + zbinduct): 
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Before After 

FIGURE 5.22 

Code motion in a loop. 


In the above code, zptr and bptr are pointers to the heads of the z and b arrays 
and zbi nduct is the shared induction variable. However, we do not need to compute 
zbi nduct afresh each time. Because we are stepping through the arrays sequentially, 
we can simply add the update value to the induction variable: 


zbinduct = 0; 

for (i = 0; i < N; i++) { 

for (j = 0: j < M; j++) { 

*(zptr + zbinduct) = *(bptr + zbinduct); 
zbinduct++; 


This is a form of strength reduction because we have eliminated the multiplication 
from the induction variable computation. 

Strength reduction helps us reduce the cost of a loop iteration. Consider this assign¬ 
ment: 

y = x * 2; 

In integer arithmetic, we can use a left shift rather than a multiplication by 2 (as 
long as we properly keep track of overflows). If the shift is faster than the multiply, 
we probably want to perform the substitution. This optimization can often be used 
with induction variables because loops are often indexed with simple expressions. 
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Strength reduction can often be performed with simple substitution rules because 
there are relatively few interactions between the possible substitutions. 

Cache optimizations 

A loop nest is a set of loops, one inside the other. Loop nests occur when we pro¬ 
cess arrays. A large body of techniques has been developed for optimizing loop nests. 
Rewriting a loop nest changes the order in which array elements are accessed. This 
can expose new parallelism opportunities that can be exploited by later stages of the 
compiler, and it can also improve cache performance. In this section we concentrate on 
the analysis of loop nests for cache performance. 

The next example looks at two cache-oriented loop nest optimizations. 


Programming Example 5.6 Data Realignment and Array Padding 

Assume we want to optimize the cache behavior of the following code: 

for (j = 0; j < M; j++) 

for (i =0; i < N; i++) 

a[j][i] = b[j][i] * c; 

Let us also assume that the a and b arrays are sized with M at 265 and N at 4 and a 256- 
line, four-way set-associative cache with four words per line. Even though this code does not 
reuse any data elements, cache conflicts can cause serious performance problems because 
they interfere with spatial reuse at the cache line level. 

Assume that the starting location for aC] is 1024 and the starting location for b[] is 
4099. Although a [0] C0] and b [0] CO] do not map to the same word in the cache, they 
do map to the same block. 



Main memory 
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As a result, we see the following scenario in execution: 

• The access to a [0] [0] brings in the first four words of a [ ]. 

• The access to b [0 ] [0 ] replaces a [0] C0] through a CO] [3] with bCO] [3] and the 
contents of the three locations before b [ ]. 

• When a [0] [ 1 ] is accessed, the same cache line is again replaced with the first four ele¬ 
ments of a[]. 

Once the a [0] [1] access brings that line into the cache, it remains there for the a [0] 
[2] and a[0] [3] accesses because the b[] accesses are now on the next line. However, 
the scenario repeats itself at a [1] [0] and every four iterations of the cache. 

One way to eliminate the cache conflicts is to move one of the arrays. We do not have to 
move it far. If we move b's start to 4100, we eliminate the cache conflicts. 

However, that fix won't work in more complex situations. Moving one array may only intro¬ 
duce cache conflicts with another array. In such cases, we can use another technique called 
padding. If we extend each of the rows of the arrays to have four elements rather than three, 
with the padding word placed at the beginning of the row, we eliminate the cache conflicts. 
In this case, b[0] [0] is located at 4100 by the padding. Although padding wastes memory, 
it substantially improves memory performance. In complex situations with multiple arrays 
and sophisticated access patterns, we have to use a combination of techniques—relocating 
arrays and padding them—to be able to minimize cache conflicts. 


Performance optimization strategies 

Let’s look more generally at how to improve program execution time. First, make sure 
that the code really needs to run faster. Performance analysis and measurement will 
give you a baseline for the execution time of the program. Knowing the overall execu¬ 
tion time tells you how much it needs to be improved. Knowing the execution time 
of various pieces of the program helps you identify the right locations for changes to 
the program. 

You may be able to redesign your algorithm to improve efficiency. Examining 
asymptotic performance is often a good guide to efficiency. Doing fewer operations 
is usually the key to performance. In a few cases, however, brute force may provide 
a better implementation. A seemingly simple high-level-language statement may in 
fact hide a very long sequence of operations that slows down the algorithm. Using 
dynamically allocated memory is one example, because managing the heap takes time 
but is hidden from the programmer. For example, a sophisticated algorithm that uses 
dynamic storage may be slower in practice than an algorithm that performs more oper¬ 
ations on statically allocated memory. 

Finally, you can look at the implementation of the program itself. Here are a few 
hints on program implementation: 

• Try to use registers efficiently. Group accesses to a value together so that the 
value can be brought into a register and kept there. 

• Make use of page mode accesses in the memory system whenever possible. 

Page mode reads and writes eliminate one step in the memory access. You can 
increase use of page mode by rearranging your variables so that more can be 
referenced contiguously. 
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• Analyze cache behavior to find major cache conflicts. Restructure the code to 

eliminate as many of these as you can as follows: 

• For instruction conflicts, if the offending code segment is small, try to rewrite 
the segment to make it as small as possible so that it better fits into the cache. 
Writing in assembly language may be necessary. For conflicts across larger 
spans of code, try moving the instructions or padding with NOPs. 

• For scalar data conflicts, move the data values to different locations to reduce 
conflicts. 

• For array data conflicts, consider either moving the arrays or changing your 
array access patterns to reduce conflicts. 


Program-level energy and power analysis and 
optimization 

Power consumption is a particularly important design metric for battery-powered sys¬ 
tems because the battery has a very limited lifetime. However, power consumption is 
increasingly important in systems that run off the power grid. Fast chips run hot and 
controlling power consumption is an important element of increasing reliability and 
reducing system cost. 

How much control do we have over power consumption? Ultimately, we must 
consume the energy required to perform necessary computations. However, there are 
opportunities for saving power: 

• We may be able to replace the algorithms with others that do things in clever 
ways that consume less power. 

• Memory accesses are a major component of power consumption in many 
applications. By optimizing memory accesses we may be able to significantly 
reduce power. 

• We may be able to turn off parts of the system—such as subsystems of the CPU, 
chips in the system, and so on—when we don’t need them in order to save power. 

The first step in optimizing a program’s energy consumption is knowing how much 
energy the program consumes. It is possible to measure power consumption for an 
instruction or a small code fragment [Tiw94]. The technique, illustrated in Figure 5.23, 
executes the code under test over and over in a loop. By measuring the current flowing 
into the CPU, we are measuring the power consumption of the complete loop, includ¬ 
ing both the body and other code. By separately measuring the power consumption of 
a loop with no body (making sure, of course, that the compiler hasn’t optimized away 
the empty loop), we can calculate the power consumption of the loop body code as the 
difference between the full loop and the bare loop energy cost of an instruction. 
Several factors contribute to the energy consumption of the program: 

• Energy consumption varies somewhat from instruction to instruction. 

• The sequence of instructions has some influence. 

• The opcode and the locations of the operands also matter. 
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Memory effects 



while (TRUE) { 
test_code(); 
) 


Measuring energy consumption for a piece of code. 


Choosing which instructions to use can make some difference in a program’s 
energy consumption, but concentrating on the instruction opcodes has limited pay¬ 
offs in most CPUs. The program has to do a certain amount of computation to per¬ 
form its function. While there may be some clever ways to perform that computation, 
the energy cost of the basic computation will change only a fairly small amount 
compared to the total system energy consumption, and usually only after a great deal 
of effort. We are further hampered in our ability to optimize instruction-level energy 
consumption because most manufacturers do not provide detailed, instruction-level 
energy consumption figures for their processors. 

In many applications, the biggest payoff in energy reduction for a given amount of 
designer effort comes from concentrating on the memory system. Memory transfers 
are by far the most expensive type of operation performed by a CPU [Cat98]—a mem¬ 
ory transfer requires tens or hundreds of times more energy than does an arithmetic 
operation. As a result, the biggest payoffs in energy optimization come from properly 
organizing instructions and data in memory. Accesses to registers are the most energy 
efficient; cache accesses are more energy efficient than main memory accesses. 

Caches are an important factor in energy consumption. On the one hand, a cache 
hit saves a costly main memory access, and on the other, the cache itself is relatively 
power hungry because it is built from SRAM, not DRAM. If we can control the size 
of the cache, we want to choose the smallest cache that provides us with the neces¬ 
sary performance. Li and Henkel [Li98] measured the influence of caches on energy 
consumption in detail. Figure 5.24 breaks down the energy consumption of a computer 
running MPEG (a video encoder) into several components: software running on the 
CPU, main memory, data cache, and instruction cache. 

As the instruction cache size increases, the energy cost of the software on the 
CPU declines, but the instruction cache comes to dominate the energy consumption. 
Experiments like this on several benchmarks show that many programs have sweet 
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Energy 



FIGURE 5.24 


Energy and execution time vs. instruction/data cache size for a benchmark program [Li98], 
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Energy optimization 


spots in energy consumption. If the cache is too small, the program runs slowly and 
the system consumes a lot of power due to the high cost of main memory accesses. If 
the cache is too large, the power consumption is high without a corresponding payoff 
in performance. At intermediate values, the execution time and power consumption 
are both good. 

How can we optimize a program for low power consumption? The best overall 
advice is that high performance = low power. Generally speaking, making the pro¬ 
gram run faster also reduces energy consumption. 

Clearly, the biggest factor that can be reasonably well controlled by the programmer 
is the memory access patterns. If the program can be modified to reduce instruction or 
data cache conflicts, for example, the energy required by the memory system can be 
significantly reduced. The effectiveness of changes such as reordering instructions or 
selecting different instructions depends on the processor involved, but they are gener¬ 
ally less effective than cache optimizations. 

A few optimizations mentioned previously for performance are also often useful 
for improving energy consumption: 

• Try to use registers efficiently. Group accesses to a value together so that the 
value can be brought into a register and kept there. 

• Analyze cache behavior to find major cache conflicts. Restructure the code to 
eliminate as many of these as you can: 

• For instruction conflicts, if the offending code segment is small, try to rewrite 
the segment to make it as small as possible so that it better fits into the cache. 
Writing in assembly language may be necessary. For conflicts across larger 
spans of code, try moving the instructions or padding with NOPs. 

• For scalar data conflicts, move the data values to different locations to reduce 
conflicts. 

• For array data conflicts, consider either moving the arrays or changing your 
array access patterns to reduce conflicts. 

• Make use of page mode accesses in the memory system whenever possible. 

Page mode reads and writes eliminate one step in the memory access, saving a 
considerable amount of power. 

Metha et al. [Met97] present some additional observations about energy 
optimization: 

• Moderate loop unrolling eliminates some loop control overhead. However, when 
the loop is unrolled too much, power increases due to the lower hit rates of 
straight-line code. 

• Software pipelining reduces pipeline stalls, thereby reducing the average energy 
per instruction. 

• Eliminating recursive procedure calls where possible saves power by getting rid 
of function call overhead. Tail recursion can often be eliminated; some compilers 
do this automatically. 
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Analysis and optimization of program size 

The memory footprint of a program is determined by the size of its data and instruc¬ 
tions. Both must be considered to minimize program size. 

Data provide an excellent opportunity for minimizing size because the data are 
most highly dependent on programming style. Because inefficient programs often 
keep several copies of data, identifying and eliminating duplications can lead to sig¬ 
nificant memory savings usually with little performance penalty. Buffers should be 
sized carefully—rather than defining a data array to a large size that the program will 
never attain, determine the actual maximum amount of data held in the buffer and allo¬ 
cate the array accordingly. Data can sometimes be packed, such as by storing several 
flags in a single word and extracting them by using bit-level operations. 

A very low-level technique for minimizing data is to reuse values. For instance, if 
several constants happen to have the same value, they can be mapped to the same loca¬ 
tion. Data buffers can often be reused at several different points in the program. This 
technique must be used with extreme caution, however, because subsequent versions of 
the program may not use the same values for the constants. A more generally applicable 
technique is to generate data on the fly rather than store it. Of course, the code required 
to generate the data takes up space in the program, but when complex data structures 
are involved there may be some net space savings from using code to generate data. 

Minimizing the size of the instruction text of a program requires a mix of high-level 
program transformations and careful instruction selection. Encapsulating functions in 
subroutines can reduce program size when done carefully. Because subroutines have 
overhead for parameter passing that is not obvious from the high-level language code, 
there is a minimum-size function body for which a subroutine makes sense. Architectures 
that have variable-size instruction lengths are particularly good candidates for careful 
coding to minimize program size, which may require assembly language coding of key 
program segments. There may also be cases in which one or a sequence of instructions 
is much smaller than alternative implementations—for example, a multiply-accumulate 
instruction may be both smaller and faster than separate arithmetic operations. 

When reducing the number of instructions in a program, one important technique 
is the proper use of subroutines. If the program performs identical operations repeat¬ 
edly, these operations are natural candidates for subroutines. Even if the operations 
vary somewhat, you may be able to construct a properly parameterized subroutine 
that saves space. Of course, when considering the code size savings, the subroutine 
linkage code must be counted into the equation. There is extra code not only in the 
subroutine body but in each call to the subroutine that handles parameters. In some 
cases, proper instruction selection may reduce code size; this is particularly true in 
CPUs that use variable-length instructions. 

Some microprocessor architectures support dense instruction sets, specially 
designed instruction sets that use shorter instruction formats to encode the instructions. 
The ARM Thumb instruction set and the MIPS-16 instruction set for the MIPS archi¬ 
tecture are two examples of this type of instruction set. In many cases, a microprocessor 
that supports the dense instruction set also supports the normal instruction set, although 
it is possible to build a microprocessor that executes only the dense instruction set. 
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Special compilation modes produce the program in terms of the dense instruction set. 
Program size of course varies with the type of program, but programs using the dense 
instruction set are often 70-80% of the size of the standard instruction set equivalents. 


Program validation and testing 

Complex systems need testing to ensure that they work as they are intended. But bugs 
can be subtle, particularly in embedded systems, where specialized hardware and 
real-time responsiveness make programming more challenging. Fortunately, there are 
many available techniques for software testing that can help us generate a comprehen¬ 
sive set of tests to ensure that our system works properly. We examine the role of vali¬ 
dation in the overall design methodology in Section 9.6. In this section, we concentrate 
on nuts-and-bolts techniques for creating a good set of tests for a given program. 

The first question we must ask ourselves is how much testing is enough. Clearly, we 
cannot test the program for every possible combination of inputs. Because we cannot 
implement an infinite number of tests, we naturally ask ourselves what a reasonable 
standard of thoroughness is. One of the major contributions of software testing is to pro¬ 
vide us with standards of thoroughness that make sense. Following these standards does 
not guarantee that we will find all bugs. But by breaking the testing problem into sub¬ 
problems and analyzing each subproblem, we can identify testing methods that provide 
reasonable amounts of testing while keeping the testing time within reasonable bounds. 
We can use various combinations of two major types of testing strategies: 

• Black-box methods generate tests without looking at the internal structure of the 
program. 

• Clear-box (also known as white-box) methods generate tests based on the 
program structure. 

In this section we cover both types of tests, which complement each other by exer¬ 
cising programs in very different ways. 

Clear-box testing 

The control/data flow graph extracted from a program’s source code is an important 
tool in developing clear-box tests for the program. To adequately test the program, we 
must exercise both its control and data operations. 

In order to execute and evaluate these tests, we must be able to control variables 
in the program and observe the results of computations, much as in manufacturing 
testing. In general, we may need to modify the program to make it more testable. By 
adding new inputs and outputs, we can usually substantially reduce the effort required 
to find and execute the test. No matter what we are testing, we must accomplish the 
following three things in a test: 

• Provide the program with inputs that exercise the test we are interested in. 

• Execute the program to perform the test. 

• Examine the outputs to determine whether the test was successful. 
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Execution paths 


Example 5.11 illustrates the importance of observability and controllability in soft¬ 
ware testing. 


Example 5.11 Controlling and Observing Programs 

Let’s first consider controllability by examining the following FIR filter with a limiter: 

firout = 0.0; /* initialize filter output */ 

/* compute buff*c in bottom part of circular buffer */ 
for (j = curr, k = 0; j < N; j++, k++) 
firout += buff [ j ] * c[k]; 

/* compute buff*c in top part of circular buffer */ 
for (j = 0; j < curr; j++, k++) 
firout += buff[j] * c[k]; 

/* limit output value */ 
if (firout > 100.0) firout = 100.0; 
if (firout < -100.0) firout = -100.0; 

The above code computes the output of an FIR filter from a circular buffer of values 
and then limits the maximum filter output (much as an overloaded speaker will hit a range 
limit). If we want to test whether the limiting code works, we must be able to generate two 
out-of-range values for firout: positive and negative. To do that, we must fill the FIR filter’s 
circular buffer with N values in the proper range. Although there are many sets of values 
that will work, it will still take time for us to properly set up the filter output for each test. 

This code also illustrates an observability problem. If we want to test the FIR filter itself, 
we look at the value of firout before the limiting code executes. We could use a debugger to 
set breakpoints in the code, but this is an awkward way to perform a large number of tests. 
If we want to test the FIR code independent of the limiting code, we would have to add a 
mechanism for observing firout independently. 


Being able to perform this process for a large number of tests entails some amount 
of drudgery, but that drudgery can be alleviated with good program design that sim¬ 
plifies controllability and observability. 

The next task is to determine the set of tests to be performed. We need to per¬ 
form many different types of tests to be confident that we have identified a large 
fraction of the existing bugs. Even if we thoroughly test the program using one 
criterion, that criterion ignores other aspects of the program. Over the next few 
pages we will describe several very different criteria for program testing. 

The most fundamental concept in clear-box testing is the path of execution through 
a program. Previously, we considered paths for performance analysis; we are now 
concerned with making sure that a path is covered and determining how to ensure that 
the path is in fact executed. We want to test the program by forcing the program to 
execute along chosen paths. We force the execution of a path by giving it inputs that 
cause it to take the appropriate branches. Execution of a path exercises both the control 
and data aspects of the program. The control is exercised as we take branches; both 
the computations leading up to the branch decision and other computations performed 
along the path exercise the data aspects. 

Is it possible to execute every complete path in an arbitrary program? The answer 
is no, because the program may contain a while loop that is not guaranteed to 
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terminate. The same is true for any program that operates on a continuous stream of 
data, because we cannot arbitrarily define the beginning and end of the data stream. 
If the program always terminates, then there are indeed a finite number of complete 
paths that can be enumerated from the path graph. This leads us to the next ques¬ 
tion: Does it make sense to exercise every path? The answer to this question is no 
for most programs, because the number of paths, especially for any program with 
a loop, is extremely large. However, the choice of an appropriate subset of paths to 
test requires some thought. 

Example 5.12 illustrates the consequences of two different choices of testing strategies. 


Example 5.12 Choosing the Paths to Test 

We have at least two reasonable ways to choose a set of paths in a program to test: 

• execute every statement at least once; 

• execute every direction of a branch at least once. 

These conditions are equivalent for structured programming languages without gotos, but 
are not the same for unstructured code. Most assembly language is unstructured, and state 
machines may be coded in high-level languages with gotos. 

To understand the difference between statement and branch coverage, consider this 
CDFG: 



We can execute every statement at least once by executing the program along two dis¬ 
tinct paths. However, this leaves branch a out of the lower conditional uncovered. To ensure 
that we have executed along every edge in the CDFG, we must execute a third path through 
the program. This path does not test any new statements, but it does cause a to be exercised. 




















274 


CHAPTER 5 Progra m Design and Analysis 


How do we choose a set of paths that adequately covers the program’s behav¬ 
ior? Intuition tells us that a relatively small number of paths should be able to 
cover most practical programs. Graph theory helps us get a quantitative handle on 
the different paths required. In an undirected graph, we can form any path through 
the graph from combinations of basis paths. (Unfortunately, this property does not 
strictly hold for directed graphs such as CDFGs, but this formulation still helps us 
understand the nature of selecting a set of covering paths through a program.) The 
term “basis set” comes from linear algebra. Figure 5.25 shows how to evaluate the 
basis set of a graph. The graph is represented as an incidence matrix. Each row and 
column represents a node; a 1 is entered for each node pair connected by an edge. 
We can use standard linear algebra techniques to identify the basis set of the graph. 
Each vector in the basis set represents a primitive path. We can form new paths by 
adding the vectors modulo 2. Generally, there is more than one basis set for a graph. 

The basis set property provides a metric for test coverage. If we cover all the basis paths, 
we can consider the control flow adequately covered. Although the basis set measure is not 
entirely accurate because the directed edges of the CDFG may make some combinations 
of paths infeasible, it does provide a reasonable and justifiable measure of test coverage. 

A simple measure, cyclomatic complexity [McC76], allows us to measure the con¬ 
trol complexity of a program. Cyclomatic complexity is an upper bound on the size of 
the basis set. If e is the number of edges in the flow graph, n the number of nodes, and 
p the number of components in the graph, then the cyclomatic complexity is given by 

M — e — n + 2p (Eq. 5.1) 



Graph 
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The matrix representation of a graph and its basis set. 
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For a structured program, M can be computed by counting the number of 
binary decisions in the flow graph and adding 1. If the CDFG has higher-order 
branch nodes, add b - 1 for each b -way branch. In the example of Figure 5.26, 
the cyclomatic complexity evaluates to 4. Because there are actually only three 
distinct paths in the graph, cyclomatic complexity in this case is an overly conser¬ 
vative bound. 

Another way of looking at control flow-oriented testing is to analyze the condi¬ 
tions that control the conditional statements. Consider the following i f statement: 

if ((a == b) || (c >= d)) 1 ... I 

This complex condition can be exercised in several different ways. If we want 
to truly exercise the paths through this condition, it is prudent to exercise the 
conditional’s elements in ways related to their own structure, not just the struc¬ 
ture of the paths through them. A simple condition testing strategy is known as 
branch testing [Mye79]. This strategy requires the true and false branches of a 
conditional and every simple condition in the conditional’s expression to be tested 
at least once. 

Example 5.13 illustrates branch testing. 




n = 6 


e = 8 


V(G) = 8 — 6 + 2 = 4 


FIGURE 5.26 


Cyclomatic complexity. 
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Example 5.13 Condition Testing with the Branch Testing Strategy 

Assume that the code below is what we meant to write. 

if (a || (b >= c)) ! printf("0K\n"); } 

The code that we mistakenly wrote instead follows: 

if (a && (b >= c)) { printf("0K\n"); } 

If we apply branch testing to the code we wrote, one of the tests will use these values: 
a=0, b = 3, c = 2 (making a false and b >= c true). In this case, the code should print 

the OK term [0 || (3 >= 2) is true] but instead doesn’t print [0 && (3 >= 2) evaluates 

to false]. That test picks up the error. 

Let’s consider another more subtle error that is nonetheless all too common in C. The 
code we meant to write follows: 

if ((x == good_poi nter) && (x->fieldl == 3)) { printfCgot the 
value\n"); } 

Here is the bad code we actually wrote: 

if ((x = good_poi nter) && (x->fieldl == 3)) { printfCgot the 
value\n"); ( 

The problem here is that we typed = rather than ==, creating an assignment rather than 
a test. The code x = good_pointer first assigns the value good_pointer to x and 
then, because assignments are also expressions in C, returns good_poi nter as the result 
of evaluating this expression. 

If we apply the principles of branch testing, one of the tests we want to use will contain 
x != good_poi nter and x->fie 1 dl == 3. Whether this test catches the error depends 
on the state of the record pointed to by good_poi nter. If it is equal to 3 at the time of the 
test, the message will be printed erroneously. Although this test is not guaranteed to uncover 
the bug, it has a reasonable chance of success. One of the reasons to use many different 
types of tests is to maximize the chance that supposedly unrelated elements will cooperate 
to reveal the error in a particular situation. 


Another more sophisticated strategy for testing conditionals is known as domain test¬ 
ing [How82], illustrated in Figure 5.27. Domain testing concentrates on linear inequali¬ 
ties. In the figure, the inequality the program should use for the test is j <= i + 1. We 
test the inequality with three test points—two on the boundary of the valid region and 
a third outside the region but between the i values of the other two points. When we 
make some common mistakes in typing the inequality, these three tests are sufficient to 
uncover them, as shown in the figure. 

A potential problem with path coverage is that the paths chosen to cover the CDFG 
may not have any important relationship to the program’s function. Another test¬ 
ing strategy known as data flow testing makes use of def-use analysis (short for 
definition-use analysis). It selects paths that have some relationship to the program’s 
function. 

The terms def and use come from compilers, which use def-use analysis for opti¬ 
mization [Aho06]. A variable’s value is defined when an assignment is made to the 
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a = mypointer; 
if (c > 5){ 

while (a->field 1 != vail) 
^ a = a->next; 

} 

if (a->field2'== vai2) 
someproc(a,b); 


FIGURE 5.28 


Definitions and uses of variables. 


variable; it is used when it appears on the right side of an assignment (sometimes called 
a C-use for computation use) or in a conditional expression (sometimes called P-use 
for predicate use). A def-use pair is a definition of a variable’s value and a use of that 
value. Figure 5.28 shows a code fragment and all the def-use pairs for the first assign¬ 
ment to a. Def-use analysis can be performed on a program using iterative algorithms. 
Data flow testing chooses tests that exercise chosen def-use pairs. The test first causes 
a certain value to be assigned at the definition and then observes the result at the use 
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Testing loops 


point to be sure that the desired value arrived there. Frankl and Weyuker [Fra88] have 
defined criteria for choosing which def-use pairs to exercise to satisfy a well-behaved 
adequacy criterion. 

We can write some specialized tests for loops. Because loops are common and 
often perform important steps in the program, it is worth developing loop-centric test¬ 
ing methods. If the number of iterations is fixed, then testing is relatively simple. How¬ 
ever, many loops have bounds that are executed at run time. 

Consider first the case of a single loop: 

for (i = 0; i < terminateO; i++) 
proc(i,array); 

It would be too expensive to evaluate the above loop for all possible termination 
conditions. However, there are several important cases that we should try at a minimum: 

1. Skipping the loop entirely [if possible, such as when termi nate( ) returns 0 on 
its first call], 

2. One-loop iteration. 

3. Two-loop iterations. 

4. If there is an upper bound n on the number of loop iterations (which may come 
from the maximum size of an array), a value that is significantly below that 
maximum number of iterations. 

5. Tests near the upper bound on the number of loop iterations, that is, n — I , n, 
and n + 1. 

We can also have nested loops like this: 

for (i = 0; i < terminatel(); i++) 

for (j = 0; j < terminate2(); j++) 

for (k = 0; k < terminate3(): k++) 
proc(i,j,k,array): 

There are many possible strategies for testing nested loops. One thing to keep in mind 
is which loops have fixed versus variable numbers of iterations. Beizer [Bei90] suggests 
an inside-out strategy for testing loops with multiple variable iteration bounds. First, 
concentrate on testing the innermost loop as above—the outer loops should be controlled 
to their minimum numbers of iterations. After the inner loop has been thoroughly tested, 
the next outer loop can be tested more thoroughly, with the inner loop executing a typi¬ 
cal number of iterations. This strategy can be repeated until the entire loop nest has been 
tested. Clearly, nested loops can require a large number of tests. It may be worthwhile to 
insert testing code to allow greater control over the loop nest for testing. 


Black-box testing 

Black-box tests are generated without knowledge of the code being tested. When 
used alone, black-box tests have a low probability of finding all the bugs in a 
program. But when used in conjunction with clear-box tests they help provide a 
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Random tests 


Regression tests 


Numerical accuracy 


well-rounded test set, because black-box tests are likely to uncover errors that are 
unlikely to be found by tests extracted from the code structure. Black-box tests can 
really work. For instance, when asked to test an instrument whose front panel was 
run by a microcontroller, one acquaintance of the author used his hand to depress 
all the buttons simultaneously. The front panel immediately locked up. This situa¬ 
tion could occur in practice if the instrument were placed face-down on a table, but 
discovery of this bug would be very unlikely via clear-box tests. 

One important technique is to take tests directly from the specification for the code 
under design. The specification should state which outputs are expected for certain 
inputs. Tests should be created that provide specified outputs and evaluate whether the 
results also satisfy the inputs. 

We can’t test every possible input combination, but some rules of thumb help us 
select reasonable sets of inputs. When an input can range across a set of values, it 
is a very good idea to test at the ends of the range. For example, if an input must be 
between 1 and 10, 0, 1, 10, and 11 are all important values to test. We should be sure 
to consider tests both within and outside the range, such as, testing values within the 
range and outside the range. We may want to consider tests well outside the valid 
range as well as boundary-condition tests. 

Random tests form one category of black-box test. Random values are generated 
with a given distribution. The expected values are computed independently of the sys¬ 
tem, and then the test inputs are applied. A large number of tests must be applied for 
the results to be statistically significant, but the tests are easy to generate. 

Another scenario is to test certain types of data values. For example, integer-valued 
inputs can be generated at interesting values such as 0, 1, and values near the maxi¬ 
mum end of the data range. Illegal values can be tested as well. 

Regression tests form an extremely important category of tests. When tests are 
created during earlier stages in the system design or for previous versions of the sys¬ 
tem, those tests should be saved to apply to the later versions of the system. Clearly, 
unless the system specification changed, the new system should be able to pass old 
tests. In some cases old bugs can creep back into systems, such as when an old version 
of a software module is inadvertently installed. In other cases regression tests simply 
exercise the code in different ways than would be done for the current version of the 
code and therefore possibly exercise different bugs. 

Some embedded systems, particularly digital signal processing systems, lend 
themselves to numerical analysis. Signal processing algorithms are frequently 
implemented with limited-range arithmetic to save hardware costs. Aggressive data 
sets can be generated to stress the numerical accuracy of the system. These tests can 
often be generated from the original formulas without reference to the source code. 


Evaluating functional tests 

Flow much testing is enough? Horgan and Mathur [Hor96] evaluated the coverage 
of two well-known programs, TeX and awk. They used functional tests for these 
programs that had been developed over several years of extensive testing. Upon 
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FIGURE 5.29 

Code coverage of functional tests for TeX and awk (after Horgan and Mathur [Hor96]). 


applying those functional tests to the programs, they obtained the code coverage 
statistics shown in Figure 5.29. The columns refer to various types of test coverage: 
block refers to basic blocks, decision to conditionals, P-use to a use of a variable 
in a predicate (decision), and C-use to variable use in a nonpredicate computation. 
These results are at least suggestive that functional testing does not fully exercise 
the code and that techniques that explicitly generate tests for various pieces of code 
are necessary to obtain adequate levels of code coverage. 

Methodological techniques are important for understanding the quality of your 
tests. For example, if you keep track of the number of bugs tested each day, the data 
you collect over time should show you some trends on the number of errors per page 
of code to expect on the average, how many bugs are caught by certain kinds of tests, 
and so on. We address methodological approaches to quality control in more detail in 
Chapter 7. 

One interesting method for analyzing the coverage of your tests is error injection. 
First, take your existing code and add bugs to it, keeping track of where the bugs were 
added. Then run your existing tests on the modified program. By counting the number 
of added bugs your tests found, you can get an idea of how effective the tests are in 
uncovering the bugs you haven’t yet found. This method assumes that you can deliber¬ 
ately inject bugs that are of similar varieties to those created naturally by programming 
errors. If the bugs are too easy or too difficult to find or simply require different types 
of tests, then bug injection’s results will not be relevant. Of course, it is essential that 
you finally use the correct code, not the code with added bugs. 


Design example: Software modem 

In this section we design a modem. Low-cost modems generally use specialized chips, but 
some PCs implement the modem functions in software. Before jumping into the modem 
design itself, we discuss principles of how to transmit digital data over a telephone line. We 
will then go through a specification and discuss architecture, module design, and testing. 

Theory of operation and requirements 

The modem will use frequency-shift keying (FSK), a technique used in 1 ,200-baud 
modems. Keying alludes to Morse code-style keying. As shown in Figure 5.30, the 
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FIGURE 5.30 


Frequency-shift keying. 




Obit 


1 bit 


FIGURE 5.31 

The FSK detection scheme. 


FSK scheme transmits sinusoidal tones, with 0 and 1 assigned to different frequencies. 
Sinusoidal tones are much better suited to transmission over analog phone lines than 
are the traditional high and low voltages of digital circuits. The 01 bit patterns create 
the chirping sound characteristic of modems. (Higher-speed modems are backward 
compatible with the 1,200-baud FSK scheme and begin a transmission with a protocol 
to determine which speed and protocol should be used.) 

The scheme used to translate the audio input into a bit stream is illustrated in 
Figure 5.31. The analog input is sampled and the resulting stream is sent to two digital 
filters (such as an FIR filter). One filter passes frequencies in the range that represents a 
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FIGURE 5.32 

Receiving bits in the modem. 


0 and rejects the 1-band frequencies, and the other filter does the converse. The outputs 
of the filters are sent to detectors, which compute the average value of the signal over 
the past n samples. When the energy goes above a threshold value, the appropriate bit 
is detected. 

We will send data in units of 8-bit bytes. The transmitting and receiving 
modems agree in advance on the length of time during which a bit will be trans¬ 
mitted (otherwise known as the baud rate). But the transmitter and receiver are 
physically separated and therefore are not synchronized in any way. The receiving 
modem does not know when the transmitter has started to send a byte. Further¬ 
more, even when the receiver does detect a transmission, the clock rates of the 
transmitter and receiver may vary somewhat, causing them to fall out of sync. In 
both cases, we can reduce the chances for error by sending the waveforms for a 
longer time. 

The receiving process is illustrated in Figure 5.32. The receiver will detect the 
start of a byte by looking for a start bit, which is always 0. By measuring the length 
of the start bit, the receiver knows where to look for the start of the first bit. However, 
because the receiver may have slightly misjudged the start of the bit, it does not imme¬ 
diately try to detect the bit. Instead, it runs the detection algorithm at the predicted 
middle of the bit. 

The modem will not implement a hardware interface to a telephone line or soft¬ 
ware for dialing a phone number. We will assume that we have analog audio inputs 
and outputs for sending and receiving. We will also run at a much slower bit rate 
than 1,200 baud to simplify the implementation. Next, we will not implement a 
serial interface to a host, but rather put the transmitter’s message in memory and 
save the receiver’s result in memory as well. Given those understandings, let’s fill 
out the requirements table. 
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FIGURE 5.33 


Class diagram for the modem. 

Specification 

The basic classes for the modem are shown in Figure 5.33. The classes include physical 
classes for line-in and line-out plus classes for the receiver and transmitter. 

System architecture 

The modem consists of one small subsystem (the interrupt handlers for the samples) 
and two major subsystems (transmitter and receiver). Two sample interrupt handlers 
are required, one for input and another for output, but they are very simple. The trans¬ 
mitter is simpler, so let’s consider its software architecture first. 

The best way to generate waveforms that retain the proper shape over long inter¬ 
vals is table lookup. Software oscillators can be used to generate periodic signals, but 
numerical problems limit their accuracy. Figure 5.34 shows an analog waveform with 
sample points and the C code for these samples. Table lookup can be combined with 
interpolation to generate high-resolution waveforms without excessive memory costs, 
which is more accurate than oscillators because no feedback is involved. The required 
number of samples for the modem can be found by experimentation with the analog/ 
digital converter and the sampling code. 
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float sine_wave[N_SAMP] = 
t 0.0, 0.5, 0.866, 1, 

0.866, 0.5, 0.0, -0.5, 
0.866, -1.0, -0.866, -0.5, 
0 ); 

Table 


Analog waveform and samples 

FIGURE 5.34 

Waveform generation by table lookup. 


The structure of the receiver is considerably more complex. The filters and detec¬ 
tors of Figure 5.32 can be implemented with circular buffers. But that module must 
feed a state machine that recognizes the bits. The recognizer state machine must use a 
timer to determine when to start and stop computing the filter output average based on 
the starting point of the bit. It must then determine the nature of the bit at the proper 
interval. It must also detect the start bit and measure it using the counter. The receiver 
sample interrupt handler is a natural candidate to double as the receiver timer because 
the receiver’s time points are relative to samples. 

The hardware architecture is relatively simple. In addition to the analog/digital and 
digital/analog converters, a timer is required. The amount of memory required to imple¬ 
ment the algorithms is relatively small. 

Component design and testing 

The transmitter and receiver can be tested relatively thoroughly on the host platform 
because the timing-critical code only delivers data samples. The transmitter’s output 
is relatively easy to verify, particularly if the data are plotted. A testbench can be con¬ 
structed to feed the receiver code sinusoidal inputs and test its bit recognition rate. It is 
a good idea to test the bit detectors first before testing the complete receiver operation. 
One potential problem in host-based testing of the receiver is encountered when library 
code is used for the receiver function. If a DSP library for the target processor is used 
to implement the filters, then a substitute must be found or built for the host processor 
testing. The receiver must then be retested when moved to the target system to ensure 
that it still functions properly with the library code. 

Care must be taken to ensure that the receiver does not run too long and miss its 
deadline. Because the bulk of the computation is in the filters, it is relatively simple to 
estimate the total computation time early in the implementation process. 
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Imaging terminology 


Imaging algorithms 


System integration and testing 

There are two ways to test the modem system: by having the modem’s transmitter send 
bits to its receiver, and or by connecting two different modems. The ultimate test is to 
connect two different modems, particularly modems designed by different people to 
be sure that incompatible assumptions or errors were not made. But single-unit testing, 
called loop-back testing in the telecommunications industry, is simpler and a good 
first step. Loop-back can be performed in two ways. First, a shared variable can be 
used to directly pass data from the transmitter to the receiver. Second, an audio cable 
can be used to plug the analog output to the analog input. In this case it is also possible 
to inject analog noise to test the resiliency of the detection algorithm. 


Design example: Digital still camera 

In this section we design a simple digital still camera (DSC). Video cameras share 
some similarities with DSCs but are different in several ways, most notably their 
emphasis on streaming media. We will study a design example for one subsystem of a 
video camera in Chapter 8. 

Theory of operation and requirements 

In order to understand the digital still camera, we must first understand the digital pho¬ 
tography process. A modern digital camera performs a great many steps: 

• Determine the exposure and focus. 

• Capture image. 

• Develop the image. 

• Compress the image. 

• Generate and store the image as a file. 

In addition to actually taking the photo, the camera must perform several other impor¬ 
tant operations, often simultaneously with the picture-taking process. It must, for example, 
update the camera’s electronic display. It must also listen for button presses from the user, 
which may command operations that modify the current operation of the camera. The 
camera should also provide a browser with which the user can review the stored images. 

Much of this terminology comes largely from film photography—for example, the 
decisions made while developing a digital photo are similar to those made in the devel¬ 
opment of a him image, even though the steps to carry out those decisions are very 
different. Many variations are possible on all of these steps but the basic process is 
common to all digital still cameras. A few basic terms are useful: the image is divided 
into pixels; a pixel’s brightness is often referred to as its luminance; a color pixel’s 
brightness in a particular color is known as chrominance. 

The camera can use the image sensor data to drive the exposure-setting process. 
Several algorithms are possible but all involve starting with a test exposure and using 
some search algorithm to select the final exposure. Exposure-setting may also use any 
of several different metrics to judge the exposure. The simplest metric is the average 
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luminance of a pixel. The camera may evaluate some function of several points in the 
image. It may also evaluate the image’s histogram. The histogram is composed by 
sorting the pixels into bins by luminance; 256 bins is a common choice for the reso¬ 
lution of the histogram. The histogram gives us more information than does a single 
average. For instance, we can tell whether many pixels are overexposed or underex¬ 
posed by looking at the bins at the extremes of luminance. 

Three major approaches are used to determine focus: active rangefinding, phase 
detection, contrast detection. Active rangefinding uses a pulse that is sent out and the 
time-of-flight of the reflected and returned pulse is measured to determine distance. 
Ultrasound was used in one early autofocus system, the Polaroid SX-70, but today 
infrared pulses are more commonly used. Phase detection compares light from opposite 
sides of the lens, creating an optical rangefinder. Contrast detection relies on the fact 
that out-of-focused edges do not display the sharp changes in luminance of in-focus 
edges. The simplest algorithms for contrast detection evaluate focus at pre-determined 
points in the image, which may require the photographer to move the camera to place 
a suitable edge at one of the autofocus spots. 

Two major types of image sensors are used in modem cameras [Nak05]: charged- 
coupled devices (CCDs) and CMOS. For our purposes, the operation of these two in a 
digital still camera are equivalent. 

Developing the image involves both putting the image in usable form and improv¬ 
ing its quality. The most basic operation required for a color image is to interpolate a 
full color value for each pixel. Most image sensors capture color images using a color 
filter array —color filters that cover a single pixel. The filters usually capture one 
of the primary colors—red, green, and blue—and are arranged in a two-dimensional 
pattern. The first such color filter array was proposed by Bayer [Bay76]. His pattern 
is still widely used and known as the Bayer pattern. As shown in Figure 5.35, the 
Bayer pattern is a 2 X 2 array with two green, one blue, and one red pixels. More 
green pixels are used because the eye is most sensitive to green, which Bayer viewed 
as a simple luminance signal. Because each image sensor pixel captured only one of 
the primaries, the other two primaries must be interpolated for each pixel. This process 
is known as Bayer pattern interpolation or demosaicing. The simplest interpola¬ 
tion algorithm is a simple average, which can also be used as a low-pass filter. For 
example, we can interpolate the missing values from the green pixel G2.1 as: 

R2.\ = (7?1.0 + R\.\)H 

B2A = (51.1 + 51.4)/2 

We can use more information to interpolate missing green values. For example, the 
green value associated with red pixel Rl.l can be interpolated from the four nearest 
green pixels: 

(Gl.l + G2.1 + G2.2 + G1.4)/4 

However, this simple interpolation algorithm introduces color fringes at edges. More 
sophisticated interpolation algorithms exist to minimize color fringing while maintain¬ 
ing other aspects of image quality. 
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Image compression 


Bayer pattern tile 





FIGURE 5.35 


A color filter array arranged in a Bayer pattern. 


Development also determines and corrects for color temperature in the scene. 
Different light sources can be composed of light of different colors; color can be 
described as the temperature of a black body that will emit radiation of that frequency. 
The human visual system automatically corrects for color temperature. We do not, for 
example, notice that fluorescent lights emit a greenish cast. However, a photo taken 
without color temperature correction will display a cast from the color of light used to 
illuminate the scene. A variety of algorithms exist to determine the color temperature. 
A set of chrominance histograms is often used to judge color temperature. Once a 
color correction is determined, it can be applied to the pixels in the image. 

Many cameras also apply sharpening algorithms to reduce some of the effects of 
pixellation in digital image capture. Once again, a variety of sharpening algorithms are 
used. These algorithms apply filters to sets of adjacent pixels. 

Some cameras offer a RAW mode of image capture. The resulting RAW file holds 
the pixel values without processing. RAW capture allows the user to develop the image 
manually and offline using sophisticated algorithms and programs. Although generic 
RAW file formats exist, most camera manufacturers use proprietary RAW formats. 
Some uncompressed image formats also exist, such as TIFF [Ado92]. 

Compression reduces the amount of storage required for the image. Some lossless 
compression methods are used that do not throw away information from the image. 
However, most images are stored using lossy compression. A lossy compression algo¬ 
rithm throws away information in the image, so that the decompression process cannot 
reproduce an exact copy of the original image. A number of compression techniques 
have been developed to substantially reduce the storage space required for an image 
without noticeably affecting image quality. The most common family of compression 





288 


CHAPTER 5 Progra m Design and Analysis 



FIGURE 5.36 


The typical JPEG compression process. 

algorithms is JPEG [CCI92]. (JPEG stands for Joint Photographic Experts Group.) 
The JPEG standard was extended as JPEG 2000 but classic JPEG is still widely used. 
The JPEG standard itself contains a large number of options, not all of which need to 
be implemented to conform to the standard. 

As shown in Figure 5.36, the typical compression process used for JPEG images 
has five main steps: 

• Color space conversion. 

• Color downsampling. 

• Block-based discrete cosine transform (DCT). 

• Quantization. 

• Entropy coding. 

(We call this typical because the standard allows for several variations.) The first 
step puts the color image into a form that allows optimizations less likely to reduce 
image quality. Color can be represented by a number of color spaces or combinations 
of colors that, when combined, form the full range of colors. We saw the red/green/ 
blue (RGB) color space in the color filter array. For compression, we convert to the 
Y’C r C b color space: Y’ is a luminance channel, C R is a red channel, and C B is a blue 
channel. The conversion between these two color spaces is defined by the JFIF stan¬ 
dard [Ham92]: 

/ = + (0.299 * * R' d ) + (0.587 * G' D ) +(0.114*5^) 

C R = 128 - (0.168736 * R' D ) -(0.331264 * R' D ) +(0.5 * R' D ) 

C B — 128 — (0.5 * R' d ) —(0.418688*7?;,) —(0.081312 * R' D ) 

Once in Y C R C B form, the C R and C B is generally reduced by downsampling. The 
4:2:2 method downsamples both C R and C B to half their normal resolution only in the 
horizontal direction. The 4:2:0 method downsamples both C R and C B both horizontally 
and vertically. Downsampling reduces the amount of data required and is justified by 
the human visual system’s lower acuity in chrominance. The three color channels, Y’, 
C R , and C g , are processed separately. 

The color channels are next separately broken into 8X8 blocks (the term block 
specifically refers to an 8 X 8 array of values in JPEG). The discrete cosine transform 
is applied to each block. DCT is a frequency transform that produces an 8 X 8 block of 
transform coefficients. It is reversible, so that the original values can be reconstructed 
from the transform coefficients. DCT does not itself reduce the amount of informa¬ 
tion in a block. Many highly optimized algorithms exist to compute the DCT, and in 
particular an 8 X 8 DCT. 
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The lossiness of the compression process occurs in the quantization step. This 
step changes the DCT coefficients with the aim to do so in a way that allows them to 
be stored in fewer bits. Quantization is applied on the DCT rather than on the pixels 
because some image characteristics are easier to identify in the DCT representation. 
Specifically, because the DCT breaks up the block according to spatial frequencies, 
quantization often reduces the high frequency content of the block. This strategy tends 
to significantly reduce the data set size during compression while causing less notice¬ 
able visual artifacts. 

The quantization is defined by an 8 X 8 quantization matrix Q. A DCT coeffi¬ 
cient G.. is quantized to a value B. using the Q value from the quantization matrix: 



The JPEG standard allows for different quantization matrices but gives a typical 
matrix that is widely used: 


16 11 10 16 24 40 51 61 

12 12 14 19 26 58 60 55 

14 13 16 24 40 57 69 56 

14 17 22 29 51 87 80 62 

18 22 37 56 68 109 103 77 

24 35 55 64 81 104 113 92 

49 64 78 87 103 121 120 101 

72 92 95 98 112 100 103 99 


This matrix tends to zeroes in the lower-right coefficients. Higher spatial frequen¬ 
cies (and therefore finer detail) are represented by the coefficients in the lower and right 
parts of the matrix. Putting these to zero eliminates some fine detail from the block. 

Quantization does not directly provide for a smaller representation of the image. 
Entropy coding (lossless encoding) recodes the quantized blocks in a form that requires 
fewer bits. JPEG allows multiple entropy coding algorithms to be used. The most com¬ 
mon algorithm is Huffman coding. The encoding can be represented as a table that maps 
a fixed number of bits into a variable number of bits. This step encodes the difference 
between the current coefficient and the previous coefficient, not the coefficient itself. 
Several different styles of encoding are possible: baseline sequential codes one block 
at a time; baseline progressive encodes corresponding coefficients of every block. 

Coefficients are read from the coefficient matrix in the zig-zag pattern shown in 
Figure 5.37. This pattern reads along diagonals from the upper left to the lower right, 
which corresponds to reading from lowest spatial frequency to highest spatial fre¬ 
quency. If fine detail is reduced equally in both horizontal and vertical dimensions, 
then zero coefficients are also arranged diagonally. The zig-zag pattern increases the 
length of sequences of zero coefficients in such cases. Long strings of zeroes can be 
coded in a very small number of bits. 

The requirements for the digital still camera are given in Figure 5.38. 
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File formats 



FIGURE 5.37 

Zig-zag pattern for reading coefficients. 


Name 

Digital still camera 

Purpose 

Digital still camera with JPEG 
compression 

Inputs 

Image sensor, shutter button 

Outputs 

Display, flash memory 

Functions 

Determine exposure and focus, 
capture image, perform Bayer pattern 
interpolation, JPEG compression, 
store in flash file system 

Performance 

Take one picture in 2 sec. 

Manufacturing cost 

Approximately $75 

Power 

Two AA batteries 

Physical size and weight 

Approx 4 in x 4 in x 1 in, less than 4 
ounces. 


FIGURE 5.38 

Requirements for the digital still camera. 


Specification 

A digital still camera must comply with a number of standards. These standards gener¬ 
ally govern the format of output generated by the camera. Standards in general allow for 
some freedom of implementation in certain aspects while still adhering to the standard. 

The Tagged Image File Format (TIFF) [Ado92] is often used to store uncom¬ 
pressed images, although it also supports several compression methods as well. Base¬ 
line TIFF specifies a basic format that also provides flexibility on image size, bits per 
pixel, compression, and other aspects of image storage. 
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Compressed 

thumbnail 


JPEG Compression 
data 


Compressed 
JPEG image 


End of image 

FIGURE 5.39 

Structure of an EXIF file. 


The JPEG standard itself allows a number of options that can be followed in vari¬ 
ous combinations. A set of operations used to generate a compressed image is known 
as a process. The JFIF standard [Ham92] is a widely used file interchange format. It 
is compatible with the JPEG standard but specifies a number of items in more detail. 

The Exchangeable Image File Format (EXIF) standard is widely used to further 
extend the information stored in an image file. As shown in Figure 5.39, an EXIF file 
holds several types of data: 

• The metadata section provides a wide range of information: date, time, location, 
and so on. The metadata is defined as attribute/value pairs. An EXIF file need 
not contain all possible attributes. 

• A thumbnail is a smaller version of a file used for quick display. Thumbnails 
are widely used both by cameras to display the image on a small screen and on 
desktop computers to more quickly display a sample of the image. Storage of the 
thumbnail avoids the need to regenerate the thumbnail each time, saving both 
computation time and energy. 

• JPEG compression data includes tables, such as entropy coding and quantization 
tables, used to encode the image. 

• The compressed JPEG image itself takes up the bulk of the space in the file. 

The entire image storage process is defined by yet another standard, the Design 
rule for Camera File (DCF) standard [CIP10]. DCF specifies three major steps: JPEG 
compression, EXIF file generation, and DOS FAT image storage. DCF specifies a 
number of aspects of file storage: 

• The DCF image root directory is kept in the root directory and is named DCIM 
(for “digital camera images”). 
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Camera operating modes 



FIGURE 5.40 


State diagram for display operation. 


• The directories within DCIM have names of eight characters, the first three of 
which are numbers between 100 and 999, giving the directory number. The 
remaining five characters are required to be upper-case alphanumeric. 

• File names in DCF are eight characters long. The first four characters are 
uppercase alphanumeric, followed by a four digit number between 0001 and 
9999. 

• Basic files in DCF are in EXIF version 2 format. The standard specifies a 
number of properties of these EXIF files. 

The Digital Print Order Format (DPOF) standard [DPO00] provides a standard 
way for camera users to order prints of selected photographs. Print orders can be cap¬ 
tured in the camera, a home computer, or other devices and transmitted to a photofin¬ 
isher or printer. 

Even a simple point-and-shoot camera provides a number of options and modes. 
Two basic operations are fundamental: display a live view of the current image and 
capture an image. 

Figure 5.40 shows a state diagram for the display. In normal operation, the camera 
repeatedly displays the latest image from the image sensor. After an image is captured, 
it is briefly shown on the display. 

Figure 5.41 shows a state diagram for the picture-taking process. Depressing the 
shutter button half-way signals the camera to evaluate exposure and focus. Once the 
shutter is fully depressed, the image is captured, developed, compressed, and stored. 
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FIGURE 5.41 


State diagram for picture taking. 


System Architecture 

The basic architecture of a digital still camera uses a controller to provide the basic 
sequencing for picture taking and camera operation. The controller calls on a number 
of other units to perform the various steps in each process. 

Figure 5.42 shows the basic classes in a digital still camera. The controller class 
implements the state diagrams for camera operation. The buttons and display classes 
provide an abstraction of the physical user interface. The image sensor abstracts the 
operation of the sensor. The picture developer provides algorithms for mosaicing, 
sharpening, etc. The compression unit generates compressed image data. The hie gen¬ 
erator takes care of aspects of the hie generation beyond compression. The hie system 
performs basic hie functions. Cameras may also provide other communication ports 
such as USB or Firewire. 

Figure 5.43 shows a typical block diagram for digital still camera hardware. While 
some cameras will use the same processor for both system control and image process¬ 
ing, many cameras rely on separate processors for these two tasks. The DSP may be 
programmable or custom hardware. 

A sequence diagram for taking a photo is shown in Figure 5.44. This sequence 
diagram maps the basic operations onto the units in the hardware architecture. 

The design of buffering is very important in a digital still camera. Buffering affects 
the rate at which pictures can be taken, the energy consumed, and the cost of the 
camera. The image exists in several versions at different points in the process: the raw 
image from the image sensor; the developed image; the compressed image data; and 
the file. Most of this data is buffered in system RAM. However, displays may have 
their own memory to ensure adequate performance. 
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Controller 


live_view() 

capture„photo() 

power_save() 

shutdown!) 

initO 


Picture developer 


demosaic [) 
enhance!) 


FIGURE 5.42 

Basic classes in the digital still camera. 





FIGURE 5.43 
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File system 
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read!) 

write!) 


Display 
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Image sensor 
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Computing platform for a digital still camera. 
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FIGURE 5.44 


Sequence diagram for taking a picture with a digital still camera. 
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Component design and testing 

Components based on standards, such as JPEG or FAT, may be implemented using 
modules developed elsewhere. JPEG compression in particular may be implemented 
with special-purpose hardware. DCT accelerators are common. Some digital still cam¬ 
era engines use hardware units that produce a complete JFIF file from an image. 

The multiple buffering points in the picture taking process can help to simplify 
testing. Test file inputs can be introduced into the buffer by test scaffolding, then run 
with results in the output buffer checked against reference output. 


System integration and testing 

Buffers help to simplify system integration, although care must be taken to ensure that 
the buffers do not overlap in main memory. 

Some tests can be performed by substituting pixel value streams for the sensor 
data. Final tests should make use of a target image so that qualities such as sharp¬ 
ness and color fidelity can be judged. 


Summary 

The program is a very fundamental unit of embedded system design and it usually con¬ 
tains tightly interacting code. Because we care about more than just functionality, we 
need to understand how programs are created. Because today’s compilers do not take 
directives such as “compile this to run in less than 1 microsecond,” we have to be able 
to optimize programs ourselves for speed, power, and space. Our earlier understanding 
of computer architecture is critical to our ability to perform these optimizations. We 
also need to test programs to make sure they do what we want. Some of our testing 
techniques can also be useful in exercising the programs for performance optimization. 


What we learned 

• We can use data flow graphs to model straight-line code and CDFGs to model 
complete programs. 

• Compilers perform numerous of tasks, such as generating control flow, assigning 
variables to registers, creating procedure linkages, and so on. 

• Remember the performance optimization equation: execution time — program 
path + instruction timing 

• Memory and cache optimizations are very important to performance 
optimization. 

• Optimizing for power consumption often goes hand in hand with performance 
optimization. 

• Optimizing programs for size is possible, but don’t expect miracles. 

• Programs can be tested as black boxes (without knowing the code) or as clear 
boxes (by examining the code structure). 
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Further reading 

Aho, Sethi, and Ullman [Aho06] wrote a classic text on compilers, and Muchnick 
[Muc97] describes advanced compiler techniques in detail. A paper on the ATOM 
system [Sri94] provides a good description of instrumenting programs for gathering 
traces. Cramer et al. [Cra97] describe the Java JIT compiler. Li and Malik [Li97D] 
describe a method for statically analyzing program performance. Banerjee [Ban93, 
Ban94] describes loop transformations. Two books by Beizer, one on fundamental 
functional and structural testing techniques [Bei90] and the other on system-level test¬ 
ing [Bei84], provide comprehensive introductions to software testing and, as a bonus, 
are well written. Lyu [Lyu96] provides a good advanced survey of software reliability. 
Walsh [Wal97] describes a software modem implemented on an ARM processor. 


Questions 

Q5-1 Write C code for a state machine that implements a four-cycle handshake. 

Q5-2 Use the circular buffer functions to write a C function that accepts a new 

data value, puts it into the circular buffer, and then returns the average value 
of all the data values in the buffer. 

Q5-3 Write C code for a producer/consumer program that takes one value from 
one input queue, another value from another input queue, and puts the sum 
of those two values into a separate queue. 

Q5-4 For each basic block given below, rewrite it in single-assignment form, and 
then draw the data flow graph for that form. 
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+ 

CJ 

1 

-Q 


s 

= 

2 


r; 


t 

= 

b 

- 

d; 


r 

= 

d 

+ 

e; 

c. 

a 

= 

q 

- 

r ; 


b 

= 

a 

+ 

t; 


a 

= 

r 

+ 

s; 


c 

= 

t 

- 

u; 

d. 

w 

= 

a 

- 

b + c 


X 

= 

w 

- 

d; 


y 

= 

X 

- 

2; 


w 

= 

a 

+ 

b - c 


z 

= 

y 

+ 

d; 


y 

= 

b 

-k 

c ; 
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Q5-5 Draw the CDFG for the following code fragments: 

3. if (y == 2) (r = a + b; s = c — d;} 
else r = a - c 
b. x = 1; 

if (y == 2) { r=a+b; s=c-d; ( 
else { r = a - c; 1 
C. x = 2; 

while (x < 40) { 
x = foo[x]; 


d. for (i = 0; i < N; i++) 

x[i ] = a[i]*b[i ]; 

e. for (i = 0; i < N; i++) 1 

if (a[i ] == 0) 
x [ i ] = 5; 

el se 


x[i ] 


a [i ]*b[i ]; 


Q5-6 Show the contents of the assembler’s symbol table at the end of code 
generation for each line of the following programs: 



ORG 

200 


pi: 

ADR 

r4. 

a 


LDR 

r0. 

[r4] 


ADR 

r4, 

e 


LDR 

rl. 

[r4] 


ADD 

r0. 

rO.rl 


CMP 

r0. 

rl 


BNE 


ql 

p2: 

ADR 

r4. 

e 


ORG 

100 


pi: 

CMP 

r0. 

rl 


BEQ 

xl 


p2: 

CMP 

r0. 

r2 


BEQ 

x2 


p3: 

CMP 

r0. 

r3 


BEQ 

x3 



ORG 

200 


SI: 

ADR 

r2, 

a 


LDR 

r0. 

[ r 2] 

S2: 

ADR 

r2, 

b 


LDR 

r2, 

a 


ADD 

rl. 

rl, r2 


Q5-7 Your linker uses a single pass through the set of given object files to find 
and resolve external references. Each object file is processed in the order 
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given, all external references are found, and then the previously loaded 
files are searched for labels that resolve those references. Will this linker 
be able to successfully load a program with these external references and 
entry points? 


Object file 

Entry points 

External references 

ol 

a, b, c, d 

s, t 

02 

r, s, t 

w, y, d 

o3 

w, x, y, z 

a, c, d 


Q5-8 Determine whether each of these programs is reentrant. 


a. 

i nt 

pi(int 

a, int 

b) ■ 

r 




retun( 

1 

a + 

b); 

b. 

i nt 

x, y: 

/ 




i nt 

p2(int 

a) { 






return 

i 

a + 

x ; 

c. 

i nt 

x, y: 

1 




i nt 

p3(int 

a, int 

b) ■ 

r 




if (a 

> 0) 

X = 




return 

a + 

b ; 


Q5-9 Is the code for the FIR filter of Programming Example 5.3 reentrant? 
Explain. 

Q5-10 Provide the required order of execution of operations in these data flow 
graphs. If several operations can be performed in arbitrary order, show 
them as a set: {a + b, c — d}. 


a. a 


b 


c 


d 
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b. a b 



d e 




Q5-11 Draw the CDFG for the following C code before and after applying dead 
code elimination to the if statement: 

#define DEBUG 0 
prod (); 

if (DEBUG) debug_stuff(); 
switch (foo) { 

case A: a_case(); 
case B: b_case(); 
default: default_case(); 

} 
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Q5-12 Unroll the loop below: 

a. two times 

b. three times 

for (i = 0; i <32; i++) 
xCi] = a[i ] * C[ i ] ; 


Q5-13 


Apply loop fusion or loop distribution to these code fragments as 
appropriate. Identify the technique you use and write the modified 
code. 


for 

(i =0; 

i <N; 

i++) 



z[i ] 

= a [ 

il + 

b[i ] 

for 

(i=0; 

i <N ; 

i++) 



w[i ] 

= a [ 

il - 

b[i ] 

for 

(i =0; 

i <N ; 

i++) 

{ 


x [ i ] 

= cl 

i l*d[ 

il; 


y[i] 

l 

= x[ 

i 1 * 

e[i ] 

for 

J 

(i =0; 

i <N ; 

i++) 

{ 


for 

(j=0; 

j<M; 

J++ 



c[i ] 

Ul = 

a C i ; 


1 

x[j] 

= xtj] * 

y [1 ] 

/ 

= a [ 

i] + 

x [ j ]: 



+ b [ i ] [ j ]; 


Q5-14 Can you apply code motion to the following example? Explain. 

for (i =0; i < N; i++) 
for (j = 0; j < M; j++) 

z[i][j ] = aCi ] * b[i][j ]; 

Q5-15 For each of the basic blocks of Q5-4, determine the minimum number 
of registers required to perform the operations when they are executed 
in the order shown in the code. (You can assume that all computed 
values are used outside the basic blocks, so that no assignments can be 
eliminated.) 

Q5-16 For each of the basic blocks of Q5-4, determine the order of execution of 
operations that gives the smallest number of required registers. Next, state 
the number of registers required in each case. (You can assume that all 
computed values are used outside the basic blocks, so that no assignments 
can be eliminated.) 

Q5-17 Draw a data flow graph for the code fragment of Example 5.6. Assign 

an order of execution to the nodes in the graph so that no more than four 
registers are required. Explain how you arrived at your solution using the 
structure of the data flow graph. 
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Q5-18 Determine the longest path through each code fragment, assuming that all 
statements can be executed in equal time and that all branch directions are 
equally probable. 

a. if (i < C0NST1 ) { x = a + b; ( 
else { x = c- d; y = e + f; ) 

b. for (i =0; i <32; i++) 

if (a[i] < C0NST2) 

x [ i ] = a [ i ] * c [ i ]; 

C. if (a < C0NST3) { 

if (b < C0NST4) 
w = r + s; 

el se { 

w = r - s; 
x = s + t; 

1 

) else { 

if (c > C0NST5) { 
w = r + t; 
x = r - s; 
y = s + u; 


Q5-19 For each code fragment, list the sets of variable values required to execute 
each assignment statement at least once. Reaching all assignments may 
require multiple independent executions of the code. 

a. if (a > 0) 

x = 5; 

el se 1 

if (b < 0) 

x = 7; 


b. if (a == b) 


if Cc > d) 


else 


x = x + 1; 


x = 1; 


x = 2; 


C. if (a + b > 0) 1 

for (i=0; i<a; i++) 
x = x + 1; 


d. if (a - b == 5) 

whi1e (a > 2) 

a = a - 1; 
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Q5-20 Determine the shortest path through each code fragment, assuming that all 
statements can be executed in equal time and that all branch directions are 
equally probable. The first branch is always taken. 

a. if (a > 0) 

x = 5; 

el se { 

if (b < 0) 

x = 7; 

I 

b. if (a == b) { 


Q5-21 Write the branch tests for each conditional. 

a. if ((a > 0) && (b <0 )) f 1 (); 

b. if ((a == 5) && ! c) f 2 (); 

C. if ( (b || c) && (a != d)) f 3 (); 


Q5-22 The loop appearing below is executed on a machine that has a 1-K-word 
data cache with four words per cache line. 

a. How must x and a be placed relative to each other in memory to 
produce a conflict miss every time the inner loop’s body is executed? 

b. How must x and a be placed relative to each other in memory to 
produce a conflict miss one out of every four times the inner loop’s 
body is executed? 

C. How must x and a be placed relative to each other in memory to 
produce no conflict misses? 

for (i =0; i < 50; i++) 

for (j = 0; j < 4; j++) 

x[ i ] [ j ] = a [ i ] [ j ] * cCi ]; 


Q5-23 Explain why the person generating clear-box program tests should not be 
the person who wrote the code being tested. 

Q5-24 Find the cyclomatic complexity of the CDFGs for each of the code 
fragments given below. 

a. i f (a < b) { 

if (c < d) 

x = 1; 

el se 

x = 2; 

} else 1 

if (e < f) 
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x = 3; 

el se 

x = 4; 

} 

b. switch (state) { 
case A: 

if (x = 1) { r = a + b; state = B; } 
else { s = a - b; state = C; } 
break; 

case B: 

s = c + d; 
state = A; 
break; 
case C: 

if (x < 5) 1 r = a - f; state = D; } 
else if (x == 5) 1 r = b + d; state = A; } 
else 1 r = c + e; state = D; } 
break; 
case D: 

r = r + 1; 
state = D; 
break; 

1 

C. for (i = 0; i < M; i++) 

for (j = 0; j < N; j++) 

x [ i ] [ j ] = a [ i ] [ j ] * c [ i ]; 

Q5-25 Use the branch condition testing strategy to determine a set of tests for 

each of the following statements. 

a. if (a < b || ptrl == NULL) procl(); 

else proc2(); 

b. switch (x) { 


case 

0: 

prod (); 

break; 

case 

1: 

proc2() ; 

break; 

case 

2: 

proc3(); 

break; 

case 

3: 

proc4( ) ; 

break; 

def aul t; 

l 

dproc() 

break; 

1 

if (a 

< 

5 && b > 

7) procl() 

el se 

if 

(a < 5) 

proc2(); 

el se 

if 

(b > 7) 

proc3(); 


else proc4(); 

Q5-26 Find all the def-use pairs for each code fragment given below. 

a. x = a + b; 

if (x < 20) prod(); 
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el se { 

y = c + d; 
while (y < 10) 
y = y + e; 


b. r = 10; 
s = a - b; 
for (i = 0; 
xCi ] = 

C. x = a - b; 

y = c - d; 

z = e - f; 

if (x < 10) 

q = y 

z = e 


i < 10; i++) 
a[i] * bCs]; 


+ e; 
+ f; 


if (z < y) prod(); 


Q5-27 For each of the code fragments of Q5-26, determine values for the 

variables that will cause each def-use pair to be exercised at least once. 

Q5-28 Assume you want to use random tests on an FIR filter program. How 
would you know when the program under test is executing correctly? 


Lab exercises 

L5-1 Compare the source code and assembly code for a moderate-size 

program. (Most C compilers will provide an assembly language listing 
with the -S flag.) Can you trace the high-level language statements in the 
assembly code? Can you see any optimizations that can be done on the 
assembly code? 

L5-2 Write C code for an FIR filter. Measure the execution time of the 

filter, either using a simulator or by measuring the time on a running 
microprocessor. Vary the number of taps in the FIR filter and measure 
execution time as a function of the filter size. 

L5-3 Write C++ code for an FIR filter using a class to implement the filter. 

Implement as many member functions as possible as inline functions. 
Measure the execution time of the filter and compare to the C 
implementation. 

L5-4 Generate a trace for a program using software techniques. Use the trace to 
analyze the program’s cache behavior. 

L5-5 Use a cycle-accurate CPU simulator to determine the execution time of a 
program. 
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L5-6 Measure the power consumption of your microprocessor on a simple block 
of code. 

L5-7 Use software testing techniques to determine how well your input 
sequences to the cycle-accurate simulator exercise your program. 

L5-8 Generate a set of functional tests for a moderate-size program. Evaluate 
your test coverage in one of two ways: Have someone else independently 
identify bugs and see how many of those bugs your tests catch (and how 
many tests they catch that were not found by the human inspector); or inject 
bugs into the code and see how many of those are caught by your tests. 




Processes and Operatin 
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CHAPTER POINTS 

• The process abstraction. 

• Switching contexts between programs. 

• Real-time operating systems (RTOSs). 

• Interprocess communication. 

• Task-level performance analysis and power consumption. 

• Design examples: Telephone answering machine and engine control unit. 


Introduction 


Although simple applications can be programmed on a microprocessor by writing a 
single piece of code, many applications are sophisticated enough that writing one large 
program does not suffice. When multiple operations must be performed at widely vary¬ 
ing times, a single program can easily become too complex and unwieldy. The result 
is spaghetti code that is too difficult to verify for either performance or functionality. 

This chapter studies the two fundamental abstractions that allow us to build complex 
applications on microprocessors: the process and the operating system (OS). Together, 
these two abstractions let us switch the state of the processor between multiple tasks. 
The process cleanly defines the state of an executing program, while the operating sys¬ 
tem provides the mechanism for switching execution between the processes. 

These two mechanisms together let us build applications with more complex func¬ 
tionality and much greater flexibility to satisfy timing requirements. The need to satisfy 
complex timing requirements—events happening at very different rates, intermittent 
events, and so on—causes us to use processes and operating systems to build embed¬ 
ded software. Satisfying complex timing tasks can introduce extremely complex con¬ 
trol into programs. Using processes to compartmentalize functions and encapsulating 
in the operating system the control required to switch between processes make it much 
easier to satisfy timing requirements with relatively clean control within the processes. 

We are particularly interested in real-time operating systems (RTOSs), which 
are operating systems that provide facilities for satisfying real-time requirements. 


Computers as Components. DOI: 10.1016/B978-0-12-388436-7.00006-4 
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A real-time operating system allocates resources using algorithms that take real 
time into account. General-purpose operating systems, in contrast, generally allocate 
resources using other criteria like fairness. Trying to allocate the CPU equally to all 
processes without regard to time can easily cause processes to miss their deadlines. 

In the next section, we will introduce the concept of a process. Section 6.2 moti¬ 
vates our need for multiple processes. Section 6.3 looks at how the RTOS implements 
processes. Section 6.4 develops algorithms for scheduling those processes to meet 
real-time requirements. Section 6.6 introduces some basic concepts in interprocess 
communication. Section 6.7 considers the performance of real-time operating systems 
while Section 6.8 looks at power consumption. Section 6.9 surveys various real-time 
operating systems. We end with two design examples: a telephone answering machine 
in Section 6.10 and an engine control unit in Section 6.11 . 


Multiple tasks and multiple processes 

We studied the design of programs in Chapter 5. A real-time operating system allows 
us to run several programs concurrently. The RTOS helps build more complex systems 
using several programs that run concurrently. Processes and tasks are the building 
blocks of multitasking systems, much as C functions and code modules are the build¬ 
ing blocks of programs. 

Tasks and processes 

Many (if not most) embedded computing systems do more than one thing—that is, 
the environment can cause mode changes that in turn cause the embedded system to 
behave quite differently. For example, when designing a telephone answering machine, 
we can define recording a phone call and operating the user’s control panel as distinct 
tasks, because they perform logically distinct operations and they must be performed 
at very different rates. These different tasks are part of the system’s functionality, but 
that application-level organization of functionality is often reflected in the structure of 
the program as well. 

A process is a single execution of a program. If we run the same program two dif¬ 
ferent times, we have created two different processes. Each process has its own state 
that includes not only its registers but all of its memory. In some operating systems, the 
memory management unit is used to keep each process in a separate address space. In 
others, particularly lightweight RTOSs, the processes run in the same address space. 
Processes that share the same address space are often called threads. 

To understand why the separation of an application into tasks may be reflected in 
the program structure, consider how we would build a stand-alone compression unit 
based on the compression algorithm we implemented in Section 3.8. As shown in 
Figure 6.1 , this device is connected to serial ports on both ends. The input to the box 
is an uncompressed stream of bytes. The box emits a compressed string of bits on the 
output serial line, based on a predefined compression table. Such a box may be used, 
for example, to compress data being sent to a modem. 
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Variable data rates 


Asynchronous input 



FIGURE 6.1 

Scheduling overhead is paid for at a nonlinear rate. 

The need to receive and send data at different rates—for example, the program may 
emit two bits for the first byte and then seven bits for the second byte—will obviously 
find itself reflected in the structure of the code. It is possible to create irregular, ungainly 
code to solve this problem; a more elegant solution is to create a queue of output bits, 
with those bits being removed from the queue and sent to the serial port in 8-bit sets. But 
beyond the need to create a clean data structure that simplifies the control structure of 
the code, we must also ensure that we process the inputs and outputs at the proper rates. 
For example, if we spend too much time packaging and emitting output characters, we 
may drop an input character. Solving timing problems is a more challenging problem. 

The text compression box provides a simple example of rate control problems. 
A control panel on a machine provides an example of a different type of rate control 
problem, the asynchronous input. The control panel of the compression box may, for 
example, include a compression mode button that disables or enables compression, 
so that the input text is passed through unchanged when compression is disabled. We 
certainly don’t know when the user will push the compression mode—the button may 
be depressed asynchronously relative to the arrival of characters for compression. 

We do know, however, that the button will be depressed at a much lower rate than 
characters will be received because it is not physically possible for a person to repeat¬ 
edly depress a button at even slow serial line rates. Keeping up with the input and 
output data while checking on the button can introduce some very complex control 
code into the program. Sampling the button’s state too slowly can cause the machine to 
miss a button depression entirely, but sampling it too frequently can cause the machine 
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to incorrectly compress data. One solution is to introduce a counter into the main 
compression loop, so that a subroutine to check the input button is called once every 
n times the compression loop is executed. But this solution doesn’t work when either 
the compression loop or the button-handling routine has highly variable execution 
times—if the execution time of either varies significantly, it will cause the other to 
execute later than expected, possibly causing data to be lost. We need to be able to 
keep track of these two different tasks separately, applying different timing require¬ 
ments to each. This is the sort of control that processes allow. 

These two examples illustrate how requirements on timing and execution rate can 
create major problems in programming. When code is written to satisfy several dif¬ 
ferent timing requirements at once, the control structures necessary to get any sort of 
solution become very complex very quickly. Worse, such complex control is usually 
quite difficult to verify for either functional or timing properties. 


Multi rate systems 

Implementing code that satisfies timing requirements is even more complex when 
multiple rates of computation must be handled. Multirate embedded computing sys¬ 
tems are very common, including automobile engines, printers, and cell phones. In all 
these systems, certain operations must be executed periodically, and each operation is 
executed at its own rate. 

Application Example 6.1 describes why automobile engines require multirate control. 


Application Example 6.1 Automotive Engine Control 

The simplest automotive engine controllers, such as the ignition controller for a basic motor¬ 
cycle engine, perform only one task—timing the firing of the spark plug, which takes the 
place of a mechanical distributor. The spark plug must be fired at a certain point in the com¬ 
bustion cycle, but to obtain better performance, the phase relationship between the piston’s 
movement and the spark should change as a function of engine speed. Using a microcontrol¬ 
ler that senses the engine crankshaft position allows the spark timing to vary with engine 
speed. Firing the spark plug is a periodic process (but note that the period depends on the 
engine’s operating speed). 



Spark plug 



Crankshaft position 
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The control algorithm for a modern automobile engine is much more complex, making 
the need for microprocessors that much greater. Automobile engines must meet strict 
requirements (mandated by law in the United States) on both emissions and fuel economy. 
On the other hand, the engines must still satisfy customers not only in terms of performance 
but also in terms of ease of starting in extreme cold and heat, low maintenance, and so on. 

Automobile engine controllers use additional sensors, including the gas pedal position 
and an oxygen sensor used to control emissions. They also use a multimode control scheme. 
For example, one mode may be used for engine warm-up, another for cruise, and yet another 
for climbing steep hills, and so forth. The larger number of sensors and modes increases 
the number of discrete tasks that must be performed. The highest-rate task is still firing the 
spark plugs. The throttle setting must be sampled and acted upon regularly, although not as 
frequently as the crankshaft setting and the spark plugs. The oxygen sensor responds much 
more slowly than the throttle, so adjustments to the fuel/air mixture suggested by the oxygen 
sensor can be computed at a much lower rate. 

The engine controller takes a variety of inputs that determine the state of the engine. It 
then controls two basic engine parameters: the spark plug firings and the fuel/air mixture. 
The engine control is computed periodically, but the periods of the different inputs and out¬ 
puts range over several orders of magnitude of time. An early paper on automotive electronics 
by Marley [Mar78] described the rates at which engine inputs and outputs must be handled: 


Variable 

Time to move full 

Update period (ms) 

Engine spark timing 

300 

2 

Throttle 

40 

2 

Air flow 

30 

4 

Battery voltage 

80 

4 

Fuel flow 

250 

10 

Recycled exhaust gas 

500 

25 

Set of status switches 

100 

50 

Air temperature 

Seconds 

500 

Barometric pressure 

Seconds 

1,000 

Spark/dwell 

10 

1 

Fuel adjustments 

80 

4 

Carburetor adjustments 

500 

25 

Mode actuators 

100 

100 


The fastest rate that the engine controller must handle is 2 ms and the slowest rate is 1 sec, 
a range in rates of almost three orders of magnitude. 


Timing requirements on processes 

Processes can have several different types of timing requirements imposed on them 
by the application. The timing requirements on a set of processes strongly influence 
the type of scheduling that is appropriate. A scheduling policy must define the timing 
requirements that it uses to determine whether a schedule is valid. Before studying 





312 


CHAPTER 6 Processes and Operating Systems 


scheduling proper, we outline the types of process timing requirements that are useful 
in embedded system design. 

Figure 6.2 illustrates different ways in which we can define two important require¬ 
ments on processes: initiation time and deadline. The initiation time is the time at 
which the process goes from the waiting to the ready state. An aperiodic process is 
by definition initiated by an event, such as external data arriving or data computed by 
another process. The initiation time is generally measured from that event, although 
the system may want to make the process ready at some interval after the event itself. 
For a periodically executed process, there are two common possibilities. In simpler 
systems, the process may become ready at the beginning of the period. More sophis¬ 
ticated systems may set the initiation time at the arrival time of certain data, at a time 
after the start of the period. 

A deadline specifies when a computation must be finished. The deadline for an 
aperiodic process is generally measured from the initiation time because that is the 
only reasonable time reference. The deadline for a periodic process may in general 


Deadline 


<4 - 

PI 

-► 


\ Release time 

Time 


Aperiodic process 



Deadline 



Period 

Periodic process initiated at start of period 


Time 


Deadline 


- 

PI 

► 



Release time 

Time 


Period 


Periodic process released by event 

FIGURE 6.2 


Example definitions of initiation times and deadlines. 
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Jitter 


Missing a deadline 


occur at some time other than the end of the period. As we will see in Section 6.5, 
some scheduling policies make the simplifying assumption that the deadline occurs at 
the end of the period. 

Rate requirements are also fairly common. A rate requirement specifies how 
quickly processes must be initiated. The period of a process (also called the initia¬ 
tion interval) is the time between successive executions. For example, the period of 
a digital filter is defined by the time interval between successive input samples. The 
process’s rate is the inverse of its period. In a multirate system, each process executes 
at its own distinct rate. The most common case for periodic processes is for the ini¬ 
tiation interval to be equal to the period. However, pipelined execution of processes 
allows the initiation interval to be less than the period. Figure 6.3 illustrates process 
execution in a system with four CPUs. The various execution instances of program PI 
have been subscripted to distinguish their initiation times. In this case, the initiation 
interval is equal to one-fourth of the period. It is possible for a process to have an ini¬ 
tiation rate less than the period even in single-CPU systems. If the process execution 
time is significantly less than the period, it may be possible to initiate multiple copies 
of a program at slightly offset times. 

We may also be concerned with the jitter of a task, which is the allowable variation 
in the completion of the task. Jitter can be important in a variety of applications: in 
the playback of multimedia data to avoid audio gaps or jerky images; in the control of 
machines to ensure that the control signal is applied at the right time. 

What happens when a process misses a deadline? The practical effects of a timing 
violation depend on the application—the results can be catastrophic in an automotive 
control system, whereas a missed deadline in a telephone system may cause a tempo¬ 
rary silence on the line. The system can be designed to take a variety of actions when 
a deadline is missed. Safety-critical systems may try to take compensatory measures 
such as approximating data or switching into a special safety mode. Systems for which 
safety is not as important may take simple measures to avoid propagating bad data, 
such as inserting silence in a phone line, or may completely ignore the failure. 


CPU1 
CPU 2 
CPU 3 
CPU 4 


Pit 


PI Z H 


PI Z H 


PI 


z + 5 


PI; 


i + 6 


pi, 


i + 3 


PI,' 


Time 


FIGURE 6.3 


A sequence of processes with a high initiation rate. 


















314 


CHAPTER 6 Processes and Operating Systems 


Even if the modules are functionally correct, their timing behavior can introduce 
major execution errors. Application Example 6.2 describes a timing problem in space 
shuttle software that caused the delay of the first launch of the shuttle. 


Application Example 6.2 A Space Shuttle Software Error 

Garman [Gar81] describes a software problem that delayed the first launch of the U.S. space 
shuttle. No one was hurt and the launch proceeded after the computers were reset. However, 
this bug was serious and unanticipated. 

The shuttle’s primary control system was known as the Primary Avionics Software System 
(PASS). It used four computers to monitor events, with the four machines voting to ensure 
fault tolerance. Four computers allowed one machine to fail while still leaving three operating 
machines to vote, such that a majority vote would still be possible to determine operating 
procedures. If at least two machines failed, control was to be turned over to a fifth computer 
called the Backup Flight Control System (BFS). The BFS used the same computer, require¬ 
ments, programming language, and compiler, but it was developed by a different organiza¬ 
tion than the one that built the PASS to ensure that methodological errors did not cause 
simultaneous failure of both systems. The switchover from PASS to BFS was controlled by 
the astronauts. 

During normal operation, the BFS would listen to the operation of the PASS computers so 
that it could keep track of the state of the shuttle. However, BFS would stop listening when 
it thought that PASS was compromising data fetching. This would prevent PASS failures from 
inadvertently destroying the state of the BFS. PASS used an asynchronous, priority-driven 
software architecture. If high-priority processes take too much time, the operating system 
can skip or delay lower-priority processing. The BFS, in contrast, used a time-slot system that 
allocated a fixed amount of time to each process. Because the BFS monitored the PASS, it 
could get confused by temporary overloads on the primary system. As a result, the PASS was 
changed late in the design cycle to make its behavior more amenable to the backup system. 

On the morning of the launch attempt, the BFS failed to synchronize itself with the pri¬ 
mary system. It saw the events on the PASS system as inconsistent and therefore stopped 
listening to PASS behavior. It turned out that all PASS and BFS processing had been running 
late relative to telemetry data. This occurred because the system incorrectly calculated its 
start time. 

After much analysis of system traces and software, it was determined that a few minor 
changes to the software had caused the problem. First, about two years before the incident, 
a subroutine used to initialize the data bus was modified. Because this routine was run prior 
to calculating the start time, it introduced an additional, unnoticed delay into that computa¬ 
tion. About a year later, a constant was changed in an attempt to fix that problem. As a result 
of these changes, there was a 1 in 67 probability for a timing problem. When this occurred, 
almost all computations on the computers would occur a cycle late, leading to the observed 
failure. The problems were difficult to detect in testing because they required running through 
all the initialization code; many tests start with a known configuration to save the time required 
to run the setup code. The changes to the programs were also not obviously related to the 
final changes in timing. 


The timing constraints between processes may be constrained when the processes 
pass data among each other. Figure 6.4 shows a set of processes with data dependen¬ 
cies among them. Before a process can become ready, all the processes on which it 
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FIGURE 6.4 


Data dependencies among processes. 




FIGURE 6.5 

Communication among processes at different rates. 


depends must complete and send their data to it. The data dependencies define a partial 
ordering on process execution—PI and P2 can execute in any order (or in interleaved 
fashion) but must both complete before P3, and P3 must complete before P4. All pro¬ 
cesses must finish before the end of the period. The data dependencies must form a 
directed acyclic graph (DAG)—a cycle in the data dependencies is difficult to interpret 
in a periodically executed system. 

A set of processes with data dependencies is known as a task graph. Although the 
terminology for elements of a task graph varies from author to author, we will consider 
a component of the task graph (a set of nodes connected by data dependencies) as a 
task and the complete graph as the task set. 

Communication among processes that run at different rates cannot be represented 
by data dependencies because there is no one-to-one relationship between data coming 
out of the source process and going into the destination process. Nevertheless, com¬ 
munication among processes of different rates is very common. Figure 6.5 illustrates 
the communication required among three elements of an MPEG audio/video decoder. 
Data come into the decoder in the system format, which multiplexes audio and video 
data. The system decoder process demultiplexes the audio and video data and dis¬ 
tributes it to the appropriate processes. Multirate communication is necessarily one 
way—for example, the system process writes data to the video process, but a separate 
communication mechanism must be provided for communication from the video pro¬ 
cess back to the system process. 
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CPU usage metrics 

In addition to the application characteristics, we need to have a basic measure of the effi¬ 
ciency with which we use the CPU. The simplest and most direct measure is utilization: 

jj CPU time for useful work , ,, 

u ~ total available CPU time lt,q - a 1 ’ 

Utilization is the ratio of the CPU time that is being used for useful computations 
to the total available CPU time. This ratio ranges between 0 and 1, with 1 meaning that 
all of the available CPU time is being used for system purposes. Utilization is often 
expressed as a percentage. 

Process state and scheduling 

The first job of the operating system is to determine the process that runs next. The 
work of choosing the order of running processes is known as scheduling. 

The operating system considers a process to be in one of three basic scheduling 
states: waiting, ready, or executing. There is at most one process executing on the 
CPU at any time. (If there is no useful work to be done, an idling process may be used 
to perform a null operation.) Any process that could execute is in the ready state; the 
operating system chooses among the ready processes to select the next executing pro¬ 
cess. A process may not, however, always be ready to run. For instance, a process may 
be waiting for data from an I/O device or another process, or it may be set to run from a 
timer that has not yet expired. Such processes are in the waiting state. Figure 6.6 shows 
the possible transitions between states available to a process. A process goes into the 
waiting state when it needs data that it has not yet received or when it has finished all 
its work for the current period. A process goes into the ready state when it receives 
its required data and when it enters a new period. A process can go into the executing 
state only when it has all its data, is ready to run, and the scheduler selects the process 
as the next process to run. 



FIGURE 6.6 


Scheduling states of a process. 
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First step: while loop 


A timed loop 


A scheduling policy defines how processes are selected for promotion from the 
ready state to the running state. Every multitasking operating system implements some 
type of scheduling policy. Choosing the right scheduling policy not only ensures that 
the system will meet all its timing requirements, but it also has a profound influence on 
the CPU horsepower required to implement the system’s functionality. 

Scheduling policies vary widely in the generality of the timing requirements they 
can handle and the efficiency with which they use the CPU. Utilization is one of the 
key metrics in evaluating a scheduling policy. We will see that some types of timing 
requirements for a set of processes imply that we cannot utilize 100% of the CPU’s 
execution time on useful work, even ignoring context switching overhead. However, 
some scheduling policies can deliver higher CPU utilizations than others, even for the 
same timing requirements. The best policy depends on the required timing character¬ 
istics of the processes being scheduled. 

In addition to utilization, we must also consider scheduling overhead —the execu¬ 
tion time required to choose the next execution process, which is incurred in addition 
to any context switching overhead. In general, the more sophisticated the scheduling 
policy, the more CPU time it takes during system operation to implement it. Moreover, 
we generally achieve higher theoretical CPU utilization by applying more complex 
scheduling policies with higher overheads. The final decision on a scheduling policy 
must take into account both theoretical utilization and practical scheduling overhead. 

Running periodic processes 

We need to find a programming technique that allows us to run periodic processes, 
ideally at different rates. For the moment, let’s think of a process as a subroutine; we 
will call them pl(). p2( ), etc. for simplicity. Our goal is to run these subroutines at 
rates determined by the system designer. 

Here is a very simple program that runs our process subroutines repeatedly: 

while (TRUE) f 
pl(): 

p 2 ( ) ; 

1 

This program has several problems. First, it doesn’t control the rate at which the 
processes execute—the loop runs as quickly as possible, starting a new iteration as soon 
as the previous iteration has finished. Second, all the processes run at the same rate. 

Before worrying about multiple rates, let’s first make the processes run at a con¬ 
trolled rate. One could imagine controlling the execution rate by carefully designing 
the code—by determining the execution time of the instructions executed during an 
iteration, we could pad the loop with useless operations (NOPs) to make the execu¬ 
tion time of an iteration equal to the desired period. Although some video games 
were designed this way in the 1970s, this technique should be avoided. Modern 
processors make it hard to accurately determine execution time, and even simple 
processors have nontrivial timing as we saw in Chapter 3. Conditionals anywhere in 
the program make it even harder to be sure that the loop consumes the same amount 
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Multiple timers 


Timer plus counters 


of execution time on every iteration. Furthermore, if any part of the program is 
changed, the entire timing scheme must be re-evaluated. 

A timer is a much more reliable way to control execution of the loop. We would 
probably use the timer to generate periodic interrupts. Let’s assume for the moment 
that the pal 1 () function is called by the timer’s interrupt handler. Then this code will 
execute each process once after a timer interrupt: 

void pal 1 () 1 
pl(): 

p2() ; 


But what happens when a process runs too long? The timer’s interrupt will cause 
the CPU’s interrupt system to mask its interrupts (at least on a reasonable processor), 
so the interrupt won’t occur until after the pal 1 () routine returns. As a result, the next 
iteration will start late. This is a serious problem, but we will have to wait for further 
refinements before we can fix it. 

Our next problem is to execute different processes at different rates. If we have 
several timers, we can set each timer to a different rate. We could then use a function 
to collect all the processes that run at that rate: 

void pAO { 

/* processes that run at rate A */ 
pl(): 
p3(); 


void pB() 1 

/* processes that run at rate B */ 

p2() ; 

p4(); 
p5() ; 


This works, but it does require multiple timers, and we may not have enough timers 
to support all the rates required by a system. 

An alternative is to use counters to divide the counter rate. If, for example, process 
p2 () must run at 1/3 the rate of pi () , then we can use this code: 

static int p2count = 0; /* use this to remember count across timer 
interrupts */ 

void pal 1() { 
pl(); 

if (p2count >= 2) { /* execute p2() and reset count */ 

p 2 ( ) ; 

p2count = 0; 

1 

else p2count++; /* just update count in this case */ 
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This solution allows us to execute processes at rates that are simple multiples of 
each other. However, when the rates aren’t related by a simple ratio, the counting pro¬ 
cess becomes more complex and more likely to contain bugs. 

The next example illustrates an approach to cooperative multitasking in the P1C16F. 


Programming Example 6.1 Cooperative Multitasking in the PIC16F887 

We can establish a time base using timer 0. The period of the timer is set to the period for 
the execution of all the tasks. The flag TOIE enables interrupts for timer 0. When the timer 
finishes, it causes an interrupt and TOIF is set. The interrupt handler for the timer tells us 
when the timer has ticked using the global variable timerjlag: 


voi d 


) 


interrupt timer_handl er() ! 
if (TOIE && TOIF) ( /* timer 0 interrupt */ 

timer_flag = 1; /* tell main that the next time 
period has started */ 

TOIF = 0; /* clear timer 0 interrupt flag */ 


The main program first initializes the timer and interrupt system, including setting the 
desired period for the timer. It then uses a while loop to run the tasks at the start of each 
period: 

main() { 

initO; /* initialize system, timer, etc. */ 

while (1) 1 /* do forever */ 

if (timer_flag) { /* now do the tasks */ 

taskl(); 
ta s k2(); 
task3(); 

I 

) 

) 


Why not just put the tasks into the timer handler? We want to ensure that an itera¬ 
tion of the tasks completes. If the tasks we executed in timer_handler() but ran past the 
period, the timer would interrupt again and stop execution of the previous iteration. 
The interrupted task may be left in an inconsistent state. 


Preemptive real-time operating systems 

A preemptive real-time operating system (RTOS) solves the fundamental problems of 
a cooperative multitasking system. It executes processes based upon timing require¬ 
ments provided by the system designer. The most reliable way to meet timing require¬ 
ments accurately is to build a preemptive operating system and to use priorities to 
control what process runs at any given time. We will use these two concepts to build 
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Preemption 


up a basic real-time operating system. We will use as our example operating system 
FreeRTOS [Bar07]. This operating system runs on many different platforms. 

Two basic concepts 

To make our operating system work, we need to simultaneously introduce two basic 
concepts. First, we introduce preemption as an alternative to the C function call as a 
way to control execution. Second, we introduce priority-based scheduling as a way 
for the programmer to control the order in which processes run. We will explain these 
ideas one at a time as general concepts, then go on in the next sections to see how they 
are implemented in FreeRTOS.org. 

To be able to take full advantage of the timer, we must change our notion of a pro¬ 
cess. We must, in fact, break the assumptions of our high-level programming language. 
We will create new routines that allow us to jump from one subroutine to another at 
any point in the program. That, together with the timer, will allow us to move between 
functions whenever necessary based upon the system’s timing constraints. 

Figure 6.7 shows an example of preemptive execution of an operating system. We 
want to share the CPU across two processes. The kernel is the part of the operating 
system that determines what process is running. The kernel is activated periodically 
by the timer. The length of the timer period is known as the time quantum because it 
is the smallest increment in which we can control CPU activity. The kernel determines 
what process will run next and causes that process to run. On the next timer interrupt, 
the kernel may pick the same process or another process to run. 

Note that this use of the timer is very different from our use of the timer in the last 
section. Before, we used the timer to control loop iterations, with one loop iteration 
including the execution of several complete processes. Here, the time quantum is in 
general smaller than the execution time of any of the processes. 


FIGURE 6.7 



Sequence diagram for preemptive execution. 
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Context switching 
mechanism 


Process priorities 


How do we switch between processes before the process is done? We can’t rely 
on C-level mechanisms to do so. We can, however, use assembly language to switch 
between processes. The timer interrupt causes control to change from the currently 
executing process to the kernel; assembly language can be used to save and restore 
registers. We can similarly use assembly language to restore registers not from the pro¬ 
cess that was interrupted by the timer but to use registers from any process we want. 
The set of registers that defines a process is known as its context, and switching from 
one process’s register set to another is known as context switching. The data structure 
that holds the state of the process is known as the record. 

How does the kernel determine what process will run next? We want a mechanism 
that executes quickly so that we don’t spend all our time in the kernel and starve out 
the processes that do the useful work. If we assign each task a numerical priority, 
then the kernel can simply look at the processes and their priorities, see which ones 
actually want to execute (some may be waiting for data or for some event), and select 
the highest priority process that is ready to run. This mechanism is both flexible 
and fast. 


Processes and context 

The best way to understand processes and context is to dive into an RTOS implemen¬ 
tation. We will use the FreeRTOS.org kernel as an example; in particular, we will use 
version 7.0.1 for the ARM7 AVR32 platform. 

A process is known in FreeRTOS.org as a task. 

Let us start with the simplest case, namely steady state: everything has been 
initialized, the operating system is running, and we are ready for a timer inter¬ 
rupt. Figure 6.8 shows a sequence diagram in FreeRTOS.org. This diagram shows 



FIGURE 6.8 


Sequence diagram for a FreeRTOS.org context switch. 
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the application tasks, the hardware timer, and all the functions in the kernel that are 
involved in the context switch: 

• vPreempti veTi ck() is called when the timer ticks. 

• SIG_0UTPUT_C0MPARE1A responds to the timer interrupt and uses portSAVE_ 
CONTEXT() to swap out the current task context. 

• vTasklncrementTi ck() updates the time and vTaskSwitchContext chooses a 
new task. 

• portRESTORE_CONTEXT() swaps in the new context. 

Here is the code for vPreempti veTi ck() in the file portlSR.c: 

void vPreemptiveTick( void ) 

1 

/* Save the context of the current task. */ 
portSAVE_CONTEXT(); 

/* Increment the tick count - this may wake a task. */ 
vTasklncrementTickl); 

/* Find the highest priority task that is ready to run. */ 
vTaskSwitchContext(); 

/* End the interrupt in the AIC. */ 

AT91C_BASE_AIC->AIC_EOICR = AT91C_BASE_PITC->PITC_PIVR;; 

portRESTORE_CONTEXT(); 


The first thing that this routine must do is save the context of the task that was inter¬ 
rupted. To do this, it uses the routine portSAVE_CONTEXT(). vTasklncrementTi ck() 
then performs some housekeeping, such as incrementing the tick count. It then 
determines which task to run next using the routine vTaskSwitchContext! ). After 
some more housekeeping, it uses portRESTORE_CONTEXT( ) restores the context of 
the task that was selected by vTaskSwitchContextt ). The action of portRESTORE_ 
CONTEXT () causes control to transfer to that task without using the standard C return 
mechanism. 

The code for portSAVE_CONTEXT (), in the file portmacro.h, is defined as a macro 
and not as a C function. Let’s look at the assembly code that is actually executed: 

push rO 

in rO, _SREG_ 

cl i 

push rO 
push rl 
cl r rl 
push r2 

: continue pushing all the registers 
push r31 

Ids r26, pxCurrentTCB 
Ids r27, pxCurrentTCB + 1 
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i n 

rO, 

_SP_L_ 

st 

x+, 

rO 

i n 

rO, 

_S P_H_ 

st 

x+, 

rO 


The context includes the 32 general-purpose registers, PC, status register, and stack 
pointers SPH and SPL. Register rO is saved first because it is used to save the status 
register. Compilers assume that rl is set to 0, so the context switch does so after saving 
the old value of rl. Most of the routine simply consists of pushing the registers; we 
have commented out some of those register pushes for clarity. Next, the kernel stores 
the stack pointer. 

Here is the code for vTaskSwitchContextt), which is defined in the file tasks.c 
(minus some preprocessor directives that include some optional code): 

void vTaskSwitchContext( void ) 
i 

if( uxSchedulerSuspended != ( unsigned portBASE_TYPE ) pdFALSE ) 

{ 

/* The scheduler is currently suspended - do not allow a 
context switch. */ 

xMissedYield = pdTRUE; 

) 

el se 
! 

traceTASK_SWITCHED_OUT(); 

taskFIRST_CHECK_FOR_STACK_OVERFLOW(); 
tas kSECOND_CHECK_FOR_STACK_OVERFLOW(); 

/* Find the highest priority queue that contains ready 
tasks. */ 

while( 1is t LI ST_IS_EMPTY( &( pxReadyTasksLists[ 

uxTopReadyPriority ] ) ) ) 

1 

conflgASSERK uxTopReadyPriority ); 

- - uxTopReadyPriority; 


/* 1istGET_OWNER_OF_NEXT_ENTRY walks through the list, so 
the tasks of the 

same priority get an equal share of the processor time. */ 
1istGET_OWNER_OF_NEXT_ENTRY( pxCurrentTCB. 

&( pxReadyTasksLists [ uxTopReadyPriority ] ) ); 

traceTASK_SWITCHED_IN(); 
vWriteTraceToBuffer(); 

) 


This function is relatively straightforward—it walks down the list of tasks to iden¬ 
tify the highest-priority task. 
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As with portSAVE_CONTEXT (), the portRESTORE_CONTEXT () routine is also defined 
in portmacro.h and is implemented as a macro with embedded assembly language. 
Here is the underlying assembly code: 


1 ds 

r26, pxCurren 

1 ds 

r27, pxCurren 

Id 

r28, x+ 

out 

_S P_L r28 

Id 

r29, x+ 

out 

_SP_H_r29 

pop 

r31 

pop the 

registers 

pop 

rl 

pop 

rO 

out 

_SREG_. rO 

pop 

rO 


1 


This code first loads the address for the new task’s stack pointer, then gets the stack 
pointer register values, and finally restores the general-purpose and status registers. 


Processes and object-oriented design 

We need to design systems with processes as components. In this section, we survey 
the ways we can describe processes in UML and how to use processes as components 
in object-oriented design. 

UML often refers to processes as active objects, that is, objects that have indepen¬ 
dent threads of control. The class that defines an active object is known as an active 
class. Figure 6.9 shows an example of a UML active class. It has all the normal char¬ 
acteristics of a class, including a name, attributes, and operations. It also provides a set 
of signals that can be used to communicate with the process. A signal is an object that 
is passed between processes for asynchronous communication. We describe signals in 
more detail in Section 6.6. 


processClass 1 
myAttributes 

myOperationsO 

Signals 

start 

resume 

FIGURE 6.9 


An active class in UML. 
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Round-robin scheduling 


Process priorities 



FIGURE 6.10 


A collaboration diagram with active and normal objects. 


We can mix active objects and normal objects when describing a system. Figure 6.10 
shows a simple collaboration diagram in which an object is used as an interface between 
two processes: pi uses the w object to manipulate its data before the data is sent to the 
master process. 


Priority-based scheduling 

The operating system’s fundamental job is to allocate resources in the computing sys¬ 
tem among programs that request them. Naturally, the CPU is the scarcest resource, 
so scheduling the CPU is the operating system’s most important job. In this section, 
we consider the structure of operating systems, how they schedule processes to meet 
performance requirements, and how they provide services beyond CPU scheduling. 

A common scheduling algorithm in general-purpose operating systems is round- 
robin. All the processes are kept on a list and scheduled one after the other. This is 
generally combined with preemption so that one process does not grab all the CPU 
time. Round-robin scheduling provides a form of fairness in that all processes get a 
chance to execute. However, it does not guarantee the completion time of any task; 
as the number of processes increases, the response time of all the processes increases. 
Real-time systems, in contrast, require their notion of fairness to include timeliness 
and satisfaction of deadlines. 

A common way to choose the next executing process in an RTOS is based on pro¬ 
cess priorities. Each process is assigned a priority, an integer-valued number. The next 
process to be chosen to execute is the process in the set of ready processes that has 
the highest-valued priority. Example 6.1 shows how priorities can be used to schedule 
processes. 


Example 6.1 Priority-Driven Scheduling 

For this example, we will adopt the following simple rules: 

• Each process has a fixed priority that does not vary during the course of execution. (More 
sophisticated scheduling schemes do, in fact, change the priorities of processes to control 
what happens next.) 

• The ready process with the highest priority (with 1 as the highest priority of all) is selected 
for execution. 

• A process continues execution until it completes or it is preempted by a higher-priority 
process. 
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Let's define a simple system with three processes as seen below. 


Process 

Priority 

Execution time 

PI 

1 

10 

P2 

2 

30 

P3 

3 

20 


In addition to describing the properties of the processes in general, we need to know the 
environmental setup. We assume that P2 is ready to run when the system is started, Pi's 
data arrive at time 15, and P3’s data arrive at time 18. 

Once we know the process properties and the environment, we can use the priorities to 
determine which process is running throughout the complete execution of the system. 


P2 release 


PI release 

P3 release 

i i 


P2 

PI 

P2 

P3 


-► 


0 10 20 30 40 50 


60 


When the system begins execution, P2 is the only ready process, so it is selected for 
execution. At time 15, PI becomes ready; it preempts P2 and begins execution because it 
has a higher priority. Because PI is the highest-priority process in the system, it is guaranteed 
to execute until it finishes. P3’s data arrive at time 18, but it cannot preempt PI. Even when 
PI finishes, P3 is not allowed to run. P2 is still ready and has higher priority than P3. Only 
after both PI and P2 finish can P3 execute. 


Rate-monotonic scheduling 

Rate-monotonic scheduling (RMS), introduced by Liu and Layland [Liu73], was 
one of the first scheduling policies developed for real-time systems and is still very 
widely used. We say that RMS is a static scheduling policy because it assigns fixed 
priorities to processes. It turns out that these fixed priorities are sufficient to efficiently 
schedule the processes in many situations. 

The theory underlying RMS is known as rate-monotonic analysis (RMA). This 
theory, as summarized below, uses a relatively simple model of the system. 

• All processes run periodically on a single CPU. 

• Context switching time is ignored. 

• There are no data dependencies between processes. 

• The execution time for a process is constant. 
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• All deadlines are at the ends of their periods. 

• The highest-priority ready process is always selected for execution. 

The major result of rate-monotonic analysis is that a relatively simple scheduling 
policy is optimal. Priorities are assigned by rank order of period, with the process with 
the shortest period being assigned the highest priority. This fixed-priority scheduling 
policy is the optimum assignment of static priorities to processes, in that it provides 
the highest CPU utilization while ensuring that all processes meet their deadlines. 
Example 6.2 illustrates rate-monotonic scheduling. 


Example 6.2 Rate-Monotonic Scheduling 

Here is a simple set of processes and their characteristics. 


Process 

Execution time 

Period 

PI 

1 

4 

P2 

2 

6 

P3 

3 

12 


Applying the principles of RMA, we give PI the highest priority, P2 the middle priority, 
and P3 the lowest priority. To understand all the interactions between the periods, we need 
to construct a timeline equal in length to the least-common multiple of the process periods, 
which is 12 in this case. The complete schedule for the least-common multiple of the peri¬ 
ods is called the unrolled schedule. 


P3 

P2 



PI 


0 2 4 6 


8 10 12 
Time 


All three periods start at time zero. Pi’s data arrive first. Because PI is the highest- 
priority process, it can start to execute immediately. After one time unit, Pi finishes and 
goes out of the ready state until the start of its next period. At time 1, P2 starts executing 
as the highest-priority ready process. At time 3, P2 finishes and P3 starts executing. Pi’s 
next iteration starts at time 4, at which point it interrupts P3. P3 gets one more time unit 
of execution between the second iterations of PI and P2, but P3 doesn’t get to finish until 
after the third iteration of PI. 

Consider the following different set of execution times for these processes, keeping the 
same deadlines. 
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Process 

Execution time 

Period 

PI 

2 

4 

P2 

3 

6 

P3 

3 

12 


In this case, we can show that there is no feasible assignment of priorities that guaran¬ 
tees scheduling. Even though each process alone has an execution time significantly less 
than its period, combinations of processes can require more than 100% of the available 
CPU cycles. For example, during one 12 time-unit interval, we must execute PI three times, 
requiring 6 units of CPU time; P2 twice, costing 6 units of CPU time; and P3 one time, 
requiring 3 units of CPU time. The total of 6 + 6 + 3 = 15 units of CPU time is more than 
the 12 time units available, clearly exceeding the available CPU capacity. 


Liu and Layland [Liu73] proved that the RMA priority assignment is optimal using 
critical-instant analysis. We define the response time of a process as the time at which 
the process finishes. The critical instant for a process is defined as the instant during 
execution at which the task has the largest response time. It is easy to prove that the 
critical instant for any process P, under the RMA model, occurs when it is ready and 
all higher-priority processes are also ready—if we change any higher-priority process 
to waiting, then P’s response time can only go down. 

We can use critical-instant analysis to determine whether there is any feasible 
schedule for the system. In the case of the second set of execution times in, there was 
no feasible schedule. Critical-instant analysis also implies that priorities should be 
assigned in order of periods. Let the periods and computation times of two processes 
PI and P2 be T p x, and T v T r with X t < x,. We can generalize the result of Example 
6.2 to show the total CPU requirements for the two processes in two cases. In the first 
case, let PI have the higher priority. In the worst case we then execute P2 once during 
its period and as many iterations of PI as fit in the same interval. Because there are 
Lx,/xJ iterations of PI during a single period of P2, the required constraint on CPU 
time, ignoring context switching overhead, is 



T t + T 2 < 


T 2 - 


(Eq. 6.2) 


If, on the other hand, we give higher priority to P2, then critical-instant analysis 
tells us that we must execute all of P2 and all of PI in one of PI’s periods in the worst 
case: 


T t +T 2 < (Eq. 6.3) 

There are cases where the first relationship can be satisfied and the second cannot, 
but there are no cases where the second relationship can be satisfied and the first can¬ 
not. We can inductively show that the process with the shorter period should always be 
given higher priority for process sets of arbitrary size. It is also possible to prove that 
RMS always provides a feasible schedule if such a schedule exists. 
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CPU utilization 


Implementation 


The bad news is that, although RMS is the optimal static-priority schedule, it 
does not allow the system to use 100% of the available CPU cycles. The total CPU 
utilization for a set of n tasks is 

(Eq. 6.4) 

It is possible to show that for a set of two tasks under RMS scheduling, the CPU 
utilization U will be no greater than 2(2 1/2 — 1) = 0.83. In other words, the CPU will be 
idle at least 17% of the time. This idle time is due to the fact that priorities are assigned 
statically; we see in the next section that more aggressive scheduling policies can 
improve CPU utilization. When there are m tasks, the maximum processor utilization is 

U = m(2 llm — 1). (Eq. 6.5) 

As m approaches infinity, the CPU utilization asymptotically approaches In 2 = 0.69— 
the CPU will be idle 31% of the time. We can use processor utilization U as an easy mea¬ 
sure of the feasibility of an RMS scheduling problem. 

Figure 6.11 shows an example of an RMS schedule for a system in which PI has a 
period of 4 and an execution time of 2 and P2 has a period of 12 and an execution time 
of 1. The execution of P2 is preempted by PI during P2’s first period and P2’s second. 
The least-common multiple of the periods of the processes is 12, so the CPU utiliza¬ 
tion of this set of processes is [(2 X 3) + (1 X 12)]/12 = 0.58333, which is within the 
feasible utilization of RMS. 

The implementation of RMS is very simple. Figure 6.12 shows C code for an RMS 
scheduler run at the operating system’s timer interrupt. The code merely scans through 
the list of processes in priority order and selects the highest-priority ready process to 
run. Because the priorities are static, the processes can be sorted by priority in advance 
before the system starts executing. As a result, this scheduler has an asymptotic com¬ 
plexity of O(n), where n is the number of processes in the system. (This code assumes 
that processes are not created dynamically. If dynamic process creation is required, 
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PI 


PI 
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FIGURE 6.11 

An example of rate-monotonic scheduling. 
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Race condition 


/* processest] is an array of process activation records, 
stored in order of priority, with processestO] being 
the highest-priority process */ 

Activation_record processestNPROCESSES]; 

void RMA(int current) { /* current = currently executing 
process */ 
i n t i ; 

/* turn off current process (may be turned back on) */ 
processestcurrent].state = READY_STATE; 

/* find process to start executing */ 
for (i = 0; i < NPROCESSES; i++) 

if (processes[i].state == READY_STATE) { 

/* make this the running process */ 
processesti].state == EXECUTING_STATE; 
break; 


FIGURE 6.12 

C code for rate-monotonic scheduling. 


the array can be replaced by a linked list of processes, but the asymptotic complex¬ 
ity remains the same.) The RMS scheduler has both low asymptotic complexity and 
low actual execution time, which helps minimize the discrepancies between the zero- 
context-switch assumption of rate-monotonic analysis and the actual execution of an 
RMS system. 

Shared resources 

A process may need to do more than read and write values memory. For example, it 
may need to communicate with an I/O device. And it may use shared memory loca¬ 
tions to communicate with other processes. When dealing with shared resources spe¬ 
cial care must be taken. 

Consider the case in which an I/O device has a flag that must be tested and modi¬ 
fied by a process. Problems can arise when other processes may also want to access 
the device. If combinations of events from the two tasks operate on the device in the 
wrong order, we may create a critical timing race or race condition that causes erro¬ 
neous operation. For example: 

1. Task 1 reads the flag location and sees that it is 0. 

2. Task 2 reads the flag location and sees that it is 0. 

3. Task 1 sets the flag location to 1 and writes data to the I/O device’s data register. 

4. Task 2 also sets the flag to 1 and writes its own data to the device data register, 

overwriting the data from task 1. 
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Critical sections 


Semaphores 


Test-and-set 


In this case, both devices thought they were able to write to the device, but the task 
1 ’s write was never completed because it was overridden by task 2. 

To prevent this type of problem we need to control the order in which some opera¬ 
tions occur. For example, we need to be sure that a task finishes an I/O operation 
before allowing another task to starts its own operation on that I/O device. We do 
so by enclosing sensitive sections of code in a critical section that executes without 
interruption. 

We create a critical section using semaphores, which are a primitive provided by 
the operating system. The semaphore is used to guard a resource. (The term sema¬ 
phore was derived from railroads, in which a shared section of track is guarded by 
signal flags that use semaphores to signal when it is safe to enter the track.) We start a 
critical section by calling a semaphore function that does not return until the resource 
is available. When we are done with the resource we use another semaphore function 
to release it. The semaphore names are, by tradition, P () to gain access to the protected 
resource and V () to release it. 

/* some nonprotected operations here */ 

P(); /* wait for semaphore */ 

/* do protected work here */ 

V(); /* release semaphore */ 

This form of semaphore assumes that all system resources are guarded by the same 
P( )/V( ) pair. Many operating systems also provide named resources that allow dif¬ 
ferent resources to be grouped together. A call to P () or V ( ) provides a resource name 
argument. Calls that refer to different resources may execute concurrently. Many 
operating systems also provide counting semaphores so that, for example, up to n tasks 
may pass the P () at any given time. If more tasks want to enter, they will wait until a 
task has released the resource. 

To implement P () and V (), the microprocessor bus must support an atomic read/write 
operation, which is available on a number of microprocessors. These types of instructions 
first read a location and then set it to a specified value, returning the result of the test. If the 
location was already set, then the additional set has no effect but the instruction returns a 
false result. If the location was not set, the instruction returns true and the location is in 
fact set. The bus supports this as an atomic operation that cannot be interrupted. 

Programming Example 6.2 describes the ARM atomic read/write operation in 
more detail. 


Programming Example 6.2 Compare-and-Swap Operations 

The SWP (swap) instruction is used in the ARM to implement atomic compare-and-swap: 
SWP Rd.Rm.Rn 

The SWP instruction takes three operands—the memory location pointed to by Rn is 
loaded and saved into Rd , and the value of Rm is then written into the location pointed 
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Critical sections and 
timing 


to by Rn. When Rd and Rn are the same register, the instruction swaps the register’s value 
and the value stored at the address pointed to by Rd/Rn. For example, the code sequence 


GETFLAG 

HASFLAG 


ADR rO, SEMAPHORE 
LDR rl, #1 
SWP rl,rl,[rO] 

BNZ GETFLAG 


get semaphore address 

test-and-set the flag 
no flag yet, try again 


first loads the constant 1 into rl and the address of the semaphore FLAG1 into register r2, 
then reads the semaphore into rO and writes the 1 value into the semaphore. The code then 
tests whether the semaphore fetched from memory is zero; if it was, the semaphore was not 
busy and we can enter the critical region that begins with the HASFLAG label. If the flag was 
nonzero, we loop back to try to get the flag once again. 


The test-and-set allows us to implement semaphores. The P () operation uses a test- 
and-set to repeatedly test a location that holds a lock on the memory block. The P () 
operation does not exit until the lock is available; once it is available, the test-and-set 
automatically sets the lock. Once past the P () operation, the process can work on the 
protected memory block. The V () operation resets the lock, allowing other processes 
access to the region by using the P () function. 

Critical sections pose some problems for real-time systems. Because the interrupt 
system is shut off during the critical section, the timer cannot interrupt and other pro¬ 
cesses cannot start to execute. The kernel may also have its own critical sections that 
keep interrupts from being serviced and other processes from executing. 


Priority inversion 

Shared resources cause a new and subtle scheduling problem: a low-priority process 
blocks execution of a higher-priority process by keeping hold of its resource, a phe¬ 
nomenon known as priority inversion. Example 6.3 illustrates the problem. 


Example 6.3 Priority Inversion 

A system with three processes: PI has the highest priority, P3 has the lowest priority, and P2 
has a priority in between that of PI and P3. PI and P3 both use the same shared resource. 
Processes become ready in this order: 

*P3 becomes ready and enters its critical region, reserving the shared resource. 

*P2 becomes ready and preempts P3. 

*P1 becomes ready. It will preempt P2 and start to run but only until it reaches its 
critical section for the shared resource. At that point, it will stop executing. 

For PI to continue, P2 must completely finish, allowing P3 to resume and finish its 
critical section. Only when P3 is finished with its critical section can PI resume. 
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Priority inheritance 


The most common method for dealing with priority inversion is priority inheri¬ 
tance: promote the priority of any process when it requests a resource from the oper¬ 
ating system. The priority of the process temporarily becomes higher than that of any 
other process that may use the resource. This ensures that the process will continue 
executing once it has the resource so that it can finish its work with the resource, return 
it to the operating system, and allow other processes to use it. Once the process is fin¬ 
ished with the resource, its priority is demoted to its normal value. 

Earliest-deadline-first scheduling 

Earliest deadline first (EDF) is another well-known scheduling policy that was also 
studied by Liu and Layland [Liu73]. It is a dynamic priority scheme—it changes pro¬ 
cess priorities during execution based on initiation times. As a result, it can achieve 
higher CPU utilizations than RMS. 

The EDF policy is also very simple: It assigns priorities in order of deadline. The 
highest-priority process is the one whose deadline is nearest in time, and the lowest- 
priority process is the one whose deadline is farthest away. Clearly, priorities must be 
recalculated at every completion of a process. However, the final step of the OS during 
the scheduling procedure is the same as for RMS—the highest-priority ready process 
is chosen for execution. 

Example 6.4 illustrates EDF scheduling in practice. 


Example 6.4 Earliest-Deadline-First Scheduling 

Consider the following processes: 


Process 

Execution time 

Period 

PI 

1 

3 

P2 

1 

4 

P3 

2 

5 


The least-common multiple of the periods is 60, and the utilization is 1/3 + 1/4 + 1/5 = 
0.9833333. This utilization is too high for RMS, but it can be handled with an earliest- 
deadline-first schedule. Here is the schedule: 


Time 

Running process 

Deadlines 

0 

PI 


1 

P2 


2 

P3 

PI 

3 

P3 

P2 


(continued) 
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Time 

Running process 

Deadlines 

4 

PI 

P3 

5 

P2 

PI 

6 

PI 


7 

P3 

P2 

8 

P3 

PI 

9 

PI 

P3 

10 

P2 


11 

P3 

PI, P2 

12 

P3 


13 

PI 


14 

P2 

PI, P3 

15 

PI 

P2 

16 

P2 


17 

P3 

PI 

18 

P3 


19 

PI 

P2, P3 

20 

P2 

PI 

21 

PI 


22 

P3 


23 

P3 

PI, P2 

24 

PI 

P3 

25 

P2 


26 

P3 

PI 

27 

P3 

P2 

28 

PI 


29 

P2 

PI, P3 

30 

PI 


31 

P3 

P2 

32 

P3 

PI 

33 

PI 


34 

P2 

P3 

35 

P3 

PI, P2 

36 

PI 


37 

P2 


38 

P3 

PI 
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Time 

Running process 

Deadlines 

39 

PI 

P2, P3 

40 

P2 


41 

P3 

PI 

42 

PI 


43 

P3 

P2 

44 

P3 

PI, P3 

45 

PI 


46 

P2 


47 

P3 

PI, P2 

48 

P3 


49 

PI 

P3 

50 

P2 

PI 

51 

PI 

P2 

52 

P3 


53 

P3 

PI 

54 

P2 

P3 

55 

PI 

P2 

56 

P2 

PI 

57 

P3 


58 

P3 


59 

idle 

PI, P2, P3 


There is one time slot left at the end of this unrolled schedule, which is consistent with 
our earlier calculation that the CPU utilization is 59/60. 


Liu and Layland showed that EDF can achieve 100% utilization. A feasible sched¬ 
ule exists if the CPU utilization (calculated in the same way as for RMA) is less than 
or equal to 1. They also showed that when an EDF system is overloaded and misses a 
deadline, it will run at 100% capacity for a time before the deadline is missed. Distin¬ 
guishing between a system that is running just at capacity and one that is about to miss 
a deadline is difficult, making the use of very high deadlines problematic. 

The implementation of EDF is more complex than the RMS code. Figure 6.13 out¬ 
lines one way to implement EDF. The major problem is keeping the processes sorted 
by time to deadline—because the times to deadlines for the processes change during 
execution, we cannot presort the processes into an array, as we could for RMS. To 
avoid re-sorting the entire set of records at every change, we can build a binary tree to 
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/* linked list, sorted by deadline */ 

Activation_record *processes; 

/* data structure for sorting processes */ 

Deadline_tree *deadlines; 

void expired_deadline(Activation_record *expired){ 

remove(expired); /* remove from the deadline-sorted list */ 
add(expired,expired->deadline); /* add at new deadline */ 


Void EDF(int current) { /* current = currently executing process */ 
i n t i; 

/* turn off current process (may be turned back on) */ 
processes->state = READY_STATE; 

/* find process to start executing */ 

for (a 1 ink = processes; alink != NULL; alink = alink->next_deadline) 
if (processes->state == READY_STATE) j 
/* make this the running process */ 
processes - >state == EXECUTING_STATE; 
break; 


FIGURE 6.13 


Code 


C code for earliest-deadline-first scheduling. 


keep the sorted records and incrementally update the sort. At the end of each period, 
we can move the record to its new place in the sorted list by deleting it from the tree 
and then adding it back to the tree using standard tree manipulation techniques. We 
must update process priorities by traversing them in sorted order, so the incremental 
sorting routines must also update the linked list pointers that let us traverse the records 
in deadline order. (The linked list lets us avoid traversing the tree to go from one node 
to another, which would require more time.) After putting in the effort to building 
the sorted list of records, selecting the next executing process is done in a manner 
similar to that of RMS. However, the dynamic sorting adds complexity to the entire 














6.5 Priority-based scheduling 337 


scheduling process. Each update of the sorted list requires 0(n log ri) steps. The EDF 
code is also significantly more complex than the RMS code. 


RMS versus EDF 

Which scheduling policy is better: RMS or EDF? That depends on your crite¬ 
ria. EDF can extract higher utilization out of the CPU, but it may be difficult to 
diagnose the possibility of an imminent overload. Because the scheduler does 
take some overhead to make scheduling decisions, a factor that is ignored in the 
schedulability analysis of both EDF and RMS, running a scheduler at very high 
utilizations is somewhat problematic. RMS achieves lower CPU utilization but is 
easier to ensure that all deadlines will be satisfied. In some applications, it may 
be acceptable for some processes to occasionally miss deadlines. For example, a 
set-top box for video decoding is not a safety-critical application, and the occa¬ 
sional display artifacts caused by missing deadlines may be acceptable in some 
markets. 

What if your set of processes is unschedulable and you need to guarantee that they 
complete their deadlines? There are several possible ways to solve this problem: 

• Get a faster CPU. That will reduce execution times without changing the periods, 
giving you lower utilization. This will require you to redesign the hardware, but 
this is often feasible because you are rarely using the fastest CPU available. 

• Redesign the processes to take less execution time. This requires knowledge of 
the code and may or may not be possible. 

• Rewrite the specification to change the deadlines. This is unlikely to be feasible, 
but may be in a few cases where some of the deadlines were initially made 
tighter than necessary. 


A closer look at our modeling assumptions 

Our analyses of RMS and EDF have made some strong assumptions. These assump¬ 
tions have made the analyses much more tractable, but the predictions of analysis 
may not hold up in practice. Because a misprediction may cause a system to miss 
a critical deadline, it is important to at least understand the consequences of these 
assumptions. 

Rate-monotonic scheduling assumes that there are no data dependencies between 
processes. Example 6.5 shows that knowledge of data dependencies can help use the 
CPU more efficiently. 


Example 6.5 Data Dependencies and Scheduling 

Data dependencies imply that certain combinations of processes can never occur. Consider 
the simple example [Mal96] below. 
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Task graph 


Task 

Deadline 

1 

10 

2 

8 


Task rates 


Process 

CPU time 

PI 

2 

P2 

1 

P3 

4 


Execution times 


We know that PI and P2 cannot execute at the same time, because PI must finish 
before P2 can begin. Furthermore, we also know that because P3 has a higher priority, it will 
not preempt both PI and P2 in a single iteration. If P3 preempts PI, then P3 will complete 
before P2 begins; if P3 preempts P2, then it will not interfere with PI in that iteration. 
Because we know that some combinations of processes cannot be ready at the same time, we 
know that our worst-case CPU requirements are less than would be required if all processes 
could be ready simultaneously. 


One important simplification we have made is that contexts can be switched in 
zero time. On the one hand, this is clearly wrong—we must execute instructions to 
save and restore context, and we must execute additional instructions to implement 
the scheduling policy. On the other hand, context switching can be implemented 
efficiently—context switching need not kill performance. The effects of nonzero con¬ 
text switching time must be carefully analyzed in the context of a particular imple¬ 
mentation to be sure that the predictions of an ideal scheduling policy are sufficiently 
accurate. Example 6.6 shows that context switching can, in fact, cause a system to 
miss a deadline. 


Example 6.6 Scheduling and Context Switching Overhead 

Appearing below is a set of processes and their characteristics. 


Process 

Execution time 

Deadline 

PI 

3 

5 

P2 

3 

10 
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First, let us try to find a schedule assuming that context switching time is zero. Following 
is a feasible schedule for a sequence of data arrivals that meets all the deadlines: 

PI P2 PI 

I I I 


P2 

PI 

i i i i r 

0 2 4 6 8 


10 


Time 


Now let us assume that the total time to initiate a process, including context switch¬ 
ing and scheduling policy evaluation, is one time unit. It is easy to see that there is no 
feasible schedule for the above data arrival sequence, because we require a total of 2T n 
+ T P2 = 2 x (1 + 3) + (1 + 3) = 11 time units to execute one period of P2 and two 
periods of PI. 


In most real-time operating systems, a context switch requires only a few hundred 
instructions, with only slightly more overhead for a simple real-time scheduler like 
RMS. These small overhead times are not likely to cause serious scheduling problems. 
Problems are most likely to manifest themselves in the highest-rate processes, which 
are often the most critical in any case. Completely checking that all deadlines will 
be met with nonzero context switching time requires checking all possible schedules 
for processes and including the context switch time at each preemption or process 
initiation. However, assuming an average number of context switches per process and 
computing CPU utilization can provide at least an estimate of how close the system is 
to CPU capacity. 

Rhodes and Wolf [Rho97] developed a CAD algorithm for implementing processes 
that computes exact schedules to accurately predict the effects of context switching. 
Their algorithm selects between interrupt-driven and polled implementations for pro¬ 
cesses on a microprocessor. Polled processes introduce less overhead, but they do 
not respond to events as quickly as interrupt-driven processes. Furthermore, because 
adding interrupt levels to a microprocessor usually incurs some cost in added logic, 
we do not want to use interrupt-driven processes when they are not necessary. Their 
algorithm computes exact schedules for the processes, including the overhead for poll¬ 
ing or interrupts as appropriate, and then uses heuristics to select implementations 
for the processes. The major heuristic starts with all processes implemented as polled 
mode, and then changes processes that miss deadlines to use interrupts. Some iterative 
improvement steps try various combinations of interrupt-driven processes to eliminate 
deadline violations. These heuristics minimize the number of processes implemented 
with interrupts. 
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Another important assumption we have made thus far is that process execution 
time is constant. As seen in Section 5.6, this is definitely not the case—both data- 
dependent behavior and caching effects can cause large variations in run times. The 
techniques for bounding the cache-based performance of a single program do not work 
when multiple programs are in the same cache. The state of the cache depends on the 
product of the states of all programs executing in the cache, making the state space of 
the multiple-process system exponentially larger than that for a single program. We 
discuss this problem in more detail in 6.7. 


Interprocess communication mechanisms 

Processes often need to communicate with each other. Interprocess communication 
mechanisms are provided by the operating system as part of the process abstraction. 

In general, a process can send a communication in one of two ways: blocking 
or nonblocking. After sending a blocking communication, the process goes into the 
waiting state until it receives a response. Nonblocking communication allows the pro¬ 
cess to continue execution after sending the communication. Both types of communi¬ 
cation are useful. 

There are two major styles of interprocess communication: shared memory and 
message passing. The two are logically equivalent—given one, you can build an inter¬ 
face that implements the other. However, some programs may be easier to write using 
one rather than the other. In addition, the hardware platform may make one easier to 
implement or more efficient than the other. 

Shared memory communication 

Figure 6.14 illustrates how shared memory communication works in a bus-based sys¬ 
tem. Two components, such as a CPU and an I/O device, communicate through a shared 
memory location. The software on the CPU has been designed to know the address of 


FIGURE 6.14 



Bus 


Shared memory communication implemented on a bus. 
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Message passing 


the shared location; the shared location has also been loaded into the proper register of 
the I/O device. If, as in the figure, the CPU wants to send data to the device, it writes 
to the shared location. The I/O device then reads the data from that location. The read 
and write operations are standard and can be encapsulated in a procedural interface. 

Example 6.7 describes the use of shared memory as a practical communication 
mechanism. 


Example 6.7 Elastic Buffers as Shared Memory 

The text compressor of Application Example 3.4 provides a good example of a shared mem¬ 
ory. As shown below, the text compressor uses the CPU to compress incoming text, which is 
then sent on a serial line by a UART. 



The input data arrive at a constant rate and are easy to manage. But because the output 
data are consumed at a variable rate, these data require an elastic buffer. The CPU and out¬ 
put UART share a memory area—the CPU writes compressed characters into the buffer and 
the UART removes them as necessary to fill the serial line. Because the number of bits in the 
buffer changes constantly, the compression and transmission processes need additional size 
information. In this case, coordination is simple—the CPU writes at one end of the buffer 
and the UART reads at the other end. The only challenge is to make sure that the UART 
does not overrun the buffer. 


Message passing 

Message passing communication complements the shared memory model. As shown 
in Figure 6.15, each communicating entity has its own message send/receive unit. The 
message is not stored on the communications link, but rather at the senders/receivers 
at the endpoints. In contrast, shared memory communication can be seen as a memory 
block used as a communication device, in which all the data are stored in the com¬ 
munication link/memory. 

Applications in which units operate relatively autonomously are natural candidates 
for message passing communication. For example, a home control system has one 
microcontroller per household device—lamp, thermostat, faucet, appliance, and so on. 
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Queues 



FIGURE 6.15 

Message passing communication. 

The devices must communicate relatively infrequently; furthermore, their physical sepa¬ 
ration is large enough that we would not naturally think of them as sharing a central 
pool of memory. Passing communication packets among the devices is a natural way to 
describe coordination between these devices. Message passing is the natural implemen¬ 
tation of communication in many 8-bit microcontrollers that do not normally operate 
with external memory. 

A queue is a common form of message passing. The queue uses a FIFO discipline 
and holds records that represent messages. The FreeRTOS.org system provides a set 
of queue functions. It allows queues to be created and deleted so that the system may 
have as many queues as necessary. A queue is described by the data type xQueue- 
Handle and created using xQueueCreate: 

xQueueHandle ql; 

ql = xQueueCreate(MAX_SIZE,sizeof(msg_record)); /* maximum number of 
records in queue, size of each record */ 

if (ql == 0) /* error */ 

The queue is created using the vQueueDelete() function. 

A message is put into the queue using xQueueSendO and received 
using xQueueReceive(): 

xQueueSend(ql,(void *)msg,(portTickType)0); /* queue, message to 
send, final parameter controls timeout */ 

if (xQueueReceive(q2,&(in_msg),0); /* queue, message received, 
timeout */ 

The final parameter in these functions determines how long the queue waits to finish. 
In the case of a send, the queue may have to wait for something to leave the queue to 
make room. In the case of the receive, the queue may have to wait for data to arrive. 


Signals 

Another form of interprocess communication commonly used in Unix is the signal. A 
signal is simple because it does not pass data beyond the existence of the signal itself. 
A signal is analogous to an interrupt, but it is entirely a software creation. A signal is 
generated by a process and transmitted to another process by the operating system. 
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FIGURE 6.16 

Use of a UML signal. 


A UML signal is actually a generalization of the Unix signal. While a Unix signal 
carries no parameters other than a condition code, a UML signal is an object. As such, 
it can carry parameters as object attributes. Figure 6.16 shows the use of a signal in 
UML. The sigbehavior() behavior of the class is responsible for throwing the signal, as 
indicated by «send». The signal object is indicated by the «signcil» stereotype. 

Mailboxes 

The mailbox is a simple mechanism for asynchronous communication. Some architec¬ 
tures define mailbox registers. These mailboxes have a fixed number of bits and can be 
used for small messages. We can also implement a mailbox using P( ) and V( ) using 
main memory for the mailbox storage. A very simple version of a mailbox, one that 
holds only one message at a time, illustrates some important principles in interprocess 
communication. 

In order for the mailbox to be most useful, we want it to contain two items: the mes¬ 
sage itself and a mail ready flag. The flag is true when a message has been put into the 
mailbox and cleared when the message is removed. (This assumes that each message is 
destined for exactly one recipient.) Here is a simple function to put a message into the 
mailbox, assuming that the system supports only one mailbox used for all messages: 

void post(message *msg) { 

P(mai1 box.sem); /* wait for the mailbox */ 
copy(mai1 box.data,msg); /* copy the data into the mailbox */ 
mailbox.flag = TRUE; /* set the flag to indicate a message 
is ready */ 

V(mai1 box.sem); /* release the mailbox */ 

I 


Here is a function to read from the mailbox: 

boolean pickuplmessage *msg) 1 

boolean pickup = FALSE; /* local copy of the ready flag */ 

P(mai1 box.sem); /* wait for the mailbox */ 
pickup = mai 1 box .flag; /* get the flag */ 
mailbox.flag = FALSE; /* remember that this message was 
received */ 
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copy(msg, 
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data): /* 

copy the 

data into 
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caller’s 

buffer 

*/ 






V(m ai1 box. 

sem); /* 

release 

the flag- - ■ 

-can’t get 

the 

mail if 


we keep the mailbox */ 
return(pickup); /* return the flag value */ 


Why do we need to use semaphores to protect the read operation? If we don’t, a 
pickup could receive the first part of one message and the second part of another. The 
semaphores in pi ckup( ) ensure that a post () cannot interleave between the memory 
reads of the pickup operation. 


Context switching time 


Evaluating operating system performance 

The scheduling policy does not tell us all that we would like to know about the perfor¬ 
mance of a real system running processes. Our analysis of scheduling policies makes 
some simplifying assumptions: 

• We have assumed that context switches require zero time. Although it is often 
reasonable to neglect context switch time when it is much smaller than the 
process execution time, context switching can add significant delay in some 
cases. 

• We have largely ignored interrupts. The latency from when an interrupt is 
requested to when the device’s service is complete is a critical parameter of real¬ 
time performance. 

• We have assumed that we know the execution time of the processes. In fact, 
we learned in Section 5.7 that program time is not a single number, but can be 
bounded by worst-case and best-case execution times. 

• We probably determined worst-case or best-case times for the processes in 
isolation. But, in fact, they interact with each other in the cache. Cache conflicts 
among processes can drastically degrade process execution time. 

We need to examine the validity of all these assumptions. 

Context switching time depends on several factors: 

• the amount of CPU context that must be saved; 

• scheduler execution time. 

The execution time of the scheduler can of course be affected by coding practices. 
However, the choice of scheduling policy also affects the time required by the sched¬ 
ule to determine the next process to run. We can classify scheduling complexity as a 
function of the number of tasks to be scheduled. For example, round-robin schedul¬ 
ing, although it doesn’t guarantee deadline satisfaction, is a constant-time algorithm 
whose execution time is independent of the number of processes. Round-robin is often 
referred to as an 0(1) scheduling algorithm because its execution time is a constant 
independent of the number of tasks. Earliest deadline first scheduling, in contrast, 
requires sorting deadlines, which is an O (n log n) activity. 
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Interrupt latency 


Interrupt latency for an RTOS is the duration of time from the assertion of a 
device interrupt to the completion of the device’s requested operation. In contrast, 
when we discussed CPU interrupt latency, we were concerned only with the time the 
hardware took to start execution of the interrupt handler. Interrupt latency is critical 
because data may be lost when an interrupt is not serviced in a timely fashion. 

Figure 6.17 shows a sequence diagram for RTOS interrupt latency. A task is inter¬ 
rupted by a device. The interrupt goes to the kernel, which may need to finish a pro¬ 
tected operation. Once the kernel can process the interrupt, it calls the interrupt service 
routine (ISR), which performs the required operations on the device. Once the ISR is 
done, the task can resume execution. 

Several factors in both hardware and software affect interrupt latency: 

• the processor interrupt latency; 

• the execution time of the interrupt handler; 

• delays due to RTOS scheduling. 

The processor interrupt latency was chosen when the hardware platform was 
selected; this is often not the dominant factor in overall latency. The execution time 
of the handler depends on the device operation required, assuming that the interrupt 
handler code is not poorly designed. This leaves RTOS scheduling delays, which can 
be the dominant component of RTOS interrupt latency, particularly if the operating 
system was not designed for low interrupt latency. 



FIGURE 6.17 


Sequence diagram for RTOS interrupt latency. 
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Critical sections and 
interrupt latency 


Interrupt priorities and 
interrupt latency 


The RTOS can delay the execution of an interrupt handler in two ways. First, criti¬ 
cal sections in the kernel will prevent the RTOS from taking interrupts. A critical 
section may not be interrupted, so the semaphore code must turn off interrupts. Some 
operating systems have very long critical sections that disable interrupt handling for 
very long periods. Linux is an example of this phenomenon—Linux was not originally 
designed for real-time operation and interrupt latency was not a major concern. Longer 
critical sections can improve performance for some types of workloads because it 
reduces the number of context switches. However, long critical sections cause major 
problems for interrupts. 

Figure 6.18 shows the effect of critical sections on interrupt latency. If a device 
interrupts during a critical section, that critical section must finish before the kernel 
can handle the interrupt. The longer the critical section, the greater the potential delay. 
Critical sections are one important source of scheduling jitter because a device may 
interrupt at different points in the execution of processes and hit critical sections at 
different points. 

Second, a higher-priority interrupt may delay a lower-priority interrupt. A hard¬ 
ware interrupt handler runs as part of the kernel, not as a user thread. The priorities 
for interrupts are determined by hardware, not the RTOS. Furthermore, any interrupt 
handler preempts all user threads because interrupts are part of the CPU’s fundamental 
operation. We can reduce the effects of hardware preemption by dividing interrupt 
handling into two different pieces of code. First, a very simple piece of code usually 
called an interrupt service handler (ISH) performs the minimal operations required 



FIGURE 6.18 


Interrupt latency during a critical section. 
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to respond to the device. The rest of the required processing, which may include updat¬ 
ing user buffers or other more complex operations, is performed by a user-mode thread 
known as an interrupt service routine (ISR). Because the ISR runs as a thread, the 
RTOS can use its standard policies to ensure that all the tasks in the system receive 
their required resources. 

Some RTOSs provide simulators or other tools that allow you to view the operation 
of the processes in the system. These tools will show not only abstract events such as 
processes but also context switching time, interrupt response time, and other over¬ 
heads. This sort of view can be helpful in both functional and performance debugging. 
Windows CE provides several performance analysis tools: ILTiming, an instrumenta¬ 
tion routine in the kernel that measures both interrupt service routine and interrupt 
service thread latency; OSBench measures the timing of operating system tasks such 
as critical section access, signals, and so on; Kernel Tracker provides a graphical user 
interface for RTOS events. 

Many real-time systems have been designed based on the assumption that there 
is no cache present, even though one actually exists. This grossly conservative 
assumption is made because the system architects lack tools that permit them to 
analyze the effect of caching. Because they do not know where caching will cause 
problems, they are forced to retreat to the simplifying assumption that there is no 
cache. The result is extremely overdesigned hardware, which has much more com¬ 
putational power than is necessary. However, just as experience tells us that a well- 
designed cache provides significant performance benefits for a single program, a 
properly sized cache can allow a microprocessor to run a set of processes much more 
quickly. By analyzing the effects of the cache, we can make much better use of the 
available hardware. 

Li and Wolf [Li99] developed a model for estimating the performance of multiple 
processes sharing a cache. In the model, some processes can be given reservations 
in the cache, such that only a particular process can inhabit a reserved section of the 
cache; other processes are left to share the cache. We generally want to use cache parti¬ 
tions only for performance-critical processes because cache reservations are wasteful 
of limited cache space. Performance is estimated by constructing a schedule, taking 
into account not just execution time of the processes but also the state of the cache. 
Each process in the shared section of the cache is modeled by a binary variable: 1 
if present in the cache and 0 if not. Each process is also characterized by three total 
execution times: assuming no caching, with typical caching, and with all code always 
resident in the cache. The always-resident time is unrealistically optimistic, but it can 
be used to find a lower bound on the required schedule time. During construction of 
the schedule, we can look at the current cache state to see whether the no-cache or 
typical-caching execution time should be used at this point in the schedule. We can 
also update the cache state if the cache is needed for another process. Although this 
model is simple, it provides much more realistic performance estimates than assuming 
the cache either is nonexistent or is perfect. Example 6.8 shows how cache manage¬ 
ment can improve CPU utilization. 
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Example 6.8 Effects of Scheduling on the Cache 

Consider a system containing the following three processes: 


Process 

Worst-case CPU time 

Average-case CPU time 

PI 

8 

6 

P2 

4 

3 

P3 

4 

3 


Each process uses half the cache, so only two processes can be in the cache at the 
same time. 

Appearing below is a first schedule that uses a least-recently-used cache replacement 
policy on a process-by-process basis. 


PI 

P2 

P3 


Cache PI P1,P2 P2, P3 P1,P3 P2, PI P3, P2 


In the first iteration, we must fill up the cache, but even in subsequent iterations, com¬ 
petition among all three processes ensures that a process is never in the cache when it starts 
to execute. As a result, we must always use the worst-case execution time. 

Another schedule in which we have reserved half the cache for PI is shown below. This 
leaves P2 and P3 to fight over the other half of the cache. 


PI 

P2 

P3 


Cache PI P1,P2 P1,P3 P1,P3 P1,P2 P1,P3 


In this case, P2 and P3 still compete, but PI is always ready. After the first iteration, we 
can use the average-case execution time for PI, which gives us some spare CPU time that 
could be used for additional operations. 
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Power optimization strategies for processes 

We learned in Section 3.7 about the features that CPUs provide to manage power 
consumption. The RTOS and system architecture can use static and dynamic power 
management mechanisms to help manage the system’s power consumption. A power 
management policy [BenOO] is a strategy for determining when to perform certain 
power management operations. A power management policy in general examines the 
state of the system to determine when to take actions. However, the overall strategy 
embodied in the policy should be designed based on the characteristics of the static 
and dynamic power management mechanisms. 

Going into a low-power mode takes time; generally, the more that is shut off, the 
longer the delay incurred during restart. Because power-down and power-up are not 
free, modes should be changed carefully. Determining when to switch into and out of 
a power-up mode requires an analysis of the overall system activity. 

• Avoiding a power-down mode can cost unnecessary power. 

• Powering down too soon can cause severe performance penalties. 

Reentering run mode typically costs a considerable amount of time. 

A straightforward method is to power up the system when a request is received. 
This works as long as the delay in handling the request is acceptable. 

A more sophisticated technique is predictive shutdown. The goal is to predict 
when the next request will be made and to start the system just before that time, sav¬ 
ing the requestor the start-up time. In general, predictive shutdown techniques are 
probabilistic—they make guesses about activity patterns based on a probabilistic 
model of expected behavior. Because they rely on statistics, they may not always cor¬ 
rectly guess the time of the next activity. This can cause two types of problems: 

• The requestor may have to wait for an activity period. In the worst case, the 
requestor may not make a deadline due to the delay incurred by system start-up. 

• The system may restart itself when no activity is imminent. As a result, the 
system will waste power. 

Clearly, the choice of a good probabilistic model of service requests is important. 
The policy mechanism should also not be too complex, because the power it consumes 
to make decisions is part of the total system power budget. 

Several predictive techniques are possible. A very simple technique is to use fixed 
times. For instance, if the system does not receive inputs during an interval of length 
T , it shuts down; a powered-down system waits for a period T before returning 
to the power-on mode. The choice of T and T must be determined by experimen¬ 
tation. Srivastava and Eustace [Sri94] found one useful rule for graphics terminals. 
They plotted the observed idle time (T ff ) of a graphics terminal versus the immedi¬ 
ately preceding active time (T ). The result was an L-shaped distribution as illustrated 
in Figure 6.19. In this distribution, the idle period after a long active period is usu¬ 
ally very short, and the length of the idle period after a short active period is uniformly 
distributed. 
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‘off 


Shutdown interval varies widely 



Shutdown interval is short 



FIGURE 6.19 

An L-shaped usage distribution. 



FIGURE 6.20 

Architecture of a power-managed system. 


Based on this distribution, they proposed a shutdown threshold that depended on 
the length of the last active period—they shut down when the active period length was 
below a threshold, putting the system in the vertical portion of the L distribution. 

A more advanced technique is based on a more thorough analysis of the system state 
[Ben99]. As shown in Figure 6.20, we need to consider several elements of the total 
managed system: The service provider is the machine whose power is being managed; 
the service requestor is the machine or person making requests of that power-managed 
system; a queue is used to hold pending requests (e.g., while waiting for the service 
provider to power up); and the power manager is responsible for sending power man¬ 
agement commands to the provider. The power manager can observe the behavior 
of the requestor, provider, and queue. Each of these elements can be modeled by a 
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ACPI 


Markov model, which is a probabilistic state machine. Benini et al. [Ben99] showed 
that a power management policy that maximizes system performance while meeting a 
power consumption limitation can be solved in polynomial time. 

The Advanced Configuration and Power Interface (ACPI) is an open industry 
standard for power management services. It is designed to be compatible with a wide 
variety of operating systems. It was targeted initially to PCs. The role of ACPI in the 
system is illustrated in Figure 6.21. ACPI provides some basic power management 
facilities and abstracts the hardware layer, the operating system has its own power 
management module that determines the policy, and the operating system then uses 
ACPI to send the required controls to the hardware and to observe the hardware’s state 
as input to the power manager. 

ACPI supports the following five basic global power states: 

• G3, the mechanical off state, in which the system consumes no power. 

• G2, the soft off state, which requires a full operating system reboot to restore the 
machine to working condition. This state has four substates: 

• SI, a low wake-up latency state with no loss of system context; 

• S2, a low wake-up latency state with a loss of CPU and system cache state; 

• S3, a low wake-up latency state in which all system state except for main 
memory is lost; and 

• S4, the lowest-power sleeping state, in which all devices are turned off. 

• Gl, the sleeping state, in which the system appears to be off and the time 
required to return to working condition is inversely proportional to power 
consumption. 

• GO, the working state, in which the system is fully usable. 

• The legacy state, in which the system does not comply with ACPI. 


Applications 



Kernel 

Power 

management 

Device 

ACPI driver 

AML interpreter 


drivers 

ACPI 



ACPI tables ACPI registers 
ACPI BIOS 


Hardware platform 



FIGURE 6.21 


The Advanced Configuration and Power Interface and its relationship to a complete system. 
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Linux 


Processes in POSIX 


The power manager typically includes an observer, which receives messages 
through the ACPI interface that describe the system behavior. It also includes a deci¬ 
sion module that determines power management actions based on those observations. 


Example real-time operating systems 

In this section we look at two example real-time operating systems. First, we look at 
the POSIX standard for Unix-style operating systems such as Linux. We then intro¬ 
duce Windows CE. 

POSIX 

POSIX is a version of the Unix operating system created by a standards organization. 
POSIX-compliant operating systems are source-code compatible—an application can 
be compiled and run without modification on a new POSIX platform assuming that 
the application uses only POSIX-standard functions. While Unix was not originally 
designed as a real-time operating system, POSIX has been extended to support real¬ 
time requirements. Many RTOSs are POSIX-compliant and it serves as a good model 
for basic RTOS techniques. The POSIX standard has many options; particular imple¬ 
mentations do not have to support all options. The existence of features is determined 
by C preprocessor variables; for example, the F00 option would be available if the 
_P0SIX_F00 preprocessor variable were defined. All these options are defined in the 
system include file uni std . h. 

The Linux operating system has become increasing popular as a platform for 
embedded computing. Linux is a POSIX-compliant operating system that is available 
as open source. However, Linux was not originally designed for real-time operation 
[Yag08, Halil]. Some versions of Linux may exhibit long interrupt latencies, primar¬ 
ily due to large critical sections in the kernel that delay interrupt processing. Two 
methods have been proposed to improve interrupt latency. A dual-kernel approach 
uses a specialized kernel, the co-kernel, for real-time processes and the standard ker¬ 
nel for non-real-time processes. All interrupts must go through the co-kernel to ensure 
that real-time operations are predictable. The other method is a kernel patch that pro¬ 
vides priority inheritance to reduce the latency of many kernel operations. These fea¬ 
tures are enabled using the PREEMPT_RT mode. 

Creating a process in POSIX requires somewhat cumbersome code although the 
underlying principle is elegant. In POSIX, a new process is created by making a copy 
of an existing process. The copying process creates two different processes both run¬ 
ning the same code. The complication comes in ensuring that one process runs the 
code intended for the new process while the other process continues the work of the 
old process. 

A process makes a copy of itself by calling the fork() function. That function 
causes the operating system to create a new process (the child process) which is a 
nearly exact copy of the process that called fork( ) (the parent process). They both 
share the same code and the same data values with one exception, the return value 
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of fork( ): the parent process is returned the process ID number of the child process, 
while the child process gets a return value of 0. We can therefore test the return value 
of fork( ) to determine which process is the child: 

chi 1did = fork(); 

if (chiIdid == 0) { /* must be the child */ 

/* do child process here */ 


However, it would be clumsy to have both processes have all the code for both 
the parent and child processes. POSIX provides the exec facility for overloading the 
code in a process. We can use that mechanism to overlay the child process with the 
appropriate code. There are several versions of exec; execv () takes a list of arguments 
to the process in the form of an array, just as would be accepted by a typical UNIX 
program from the shell. So here is the process call with an overlay of the child’s code 
on the child process: 
chi 1did = fork(); 

if (chi 1 did == 0) { /* must be the child */ 
execv("mychi1d”,chi 1dargs); 
perrorl“execv”); 
exit(1); 


The execv ( ) function takes as argument the name of the file that holds the child’s 
code and the array of arguments. It overlays the process with the new code and starts 
executing it from the main!) function. In the absence of an error, execv() should 
never return. The code that follows the call to perrorl) and exi t(), take care of the 
case where execv () fails and returns to the parent process. The exit( ) function is a 
C function that is used to leave a process; it relies on an underlying POSIX function 
that is called _exi t(). 

The parent process should use one of the POSIX wait functions before calling 
exit() for itself. The wait functions not only return the child process’s status, in 
many implementations of POSIX they make sure that the child’s resources (namely 
memory) are freed. So we can extend our code as follows: 

chi 1did = fork(); 

if (chi Idl'd == 0) { /* must be the child */ 
execv(“mychi1d”,chi 1dargs); 
perror(“execl”); 
exit(1): 

1 

else { /* is the parent */ 

parent_stuff(); /* execute parent functionality */ 
wait(&cstatus); 
exit(0); 


The parent_stuff () function performs the work of the parent function. The 
wai t( ) function waits for the child process; the function sets the integer cstatus vari¬ 
able to the return value of the child process. 
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i = sched_setscheduler(my_process_id,SCHED_FIFO,&sched_params); 

This call tells POSIX to use the SCHED_FIFO policy for this process, along with 
some other scheduling parameters. 

POSIX supports rate-monotonic scheduling in the SCH ED_FIFO scheduling policy. The 
name of this policy is unfortunately misleading. It is a strict priority-based scheduling 
scheme in which a process runs until it is preempted or terminates. The term FIFO simply 
refers to the fact that, within a priority, processes run in first-come first-served order. 

We already saw the sched_setschedul er () function that allows a process to set a 
scheduling policy. Two other useful functions allow a process to determine the mini¬ 
mum and maximum priority values in the system: 

minval = sched_get_priority_min(SCHED_RR); 

maxval = sched_get_priority_max(SCHED_RR); 

The sched_getparams( ) function returns the current parameter values for a pro¬ 
cess and sched_setparams( ) changes the parameter values: 

int i, mypid; 

struct sched_param my_param; 

mypid = getpid(); 

i = sched_getparam(mypid,&my_params); 

my_params.sched_priority = maxval; 

i = sched_setparam(mypid,&my_params); 

Whenever a process changes its priority, it is put at the back of the queue for that 
priority level. A process can also explicitly move itself to the end of its priority queue 
with a call to the sched_yi el d () function. 

SCHED_RR is a combination of real-time and interactive scheduling techniques: 
within a priority level, the processes are timesliced. Interactive systems must ensure 
that all processes get a chance to run, so time is divided into quanta. Processes get 
the CPU in multiple of quanta. SCHED_RR allows each process to run for a quantum of 
time, then gives the CPU to the next process to run for its quantum. The length of the 
quantum can vary with priority level. 

The SCHED_OTHER is defined to allow non-real-time processes to intermix with real¬ 
time processes. The precise scheduling mechanism used by this policy is not defined. It 
is used to indicate that the process does not need a real-time scheduling policy. 

Remember that different processes in a system can run with different policies, so 
some processes may run SCHED_FI FO while others run SCHED_RR. 


POSIX does not implement lightweight processes. Each POSIX process runs in 
its own address space and cannot directly access the data or code of other processes. 

POSIX supports real-time scheduling in the _POSIX_PRIORITY_SCHEDUFING 
resource. Not all processes have to run under the same scheduling policy. The sched_ 
setschedul er( ) function is used to determine a process’s scheduling policy and other 
parameters: 

^include <sched.h> 

int i, my_process_id; 

struct sched_param my_sched_params; 
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POSIX supports semaphores but it also supports a direct shared memory mechanism. 
POSIX supports counting semaphores in the _POSIX_SEMAPHORES option. A count¬ 
ing semaphore allows more than one process access to a resource at a time. If the 
semaphore allows up to N resources, then it will not block until N processes have 
simultaneously passed the semaphore; at that point, the blocked process can resume 
only after one of the processes has given up its semaphore. The simplest way to think 
about counting semaphores is that they count down to 0—when the semaphore value is 
0, the process must wait until another process gives up the semaphore and increments 
the count. 

Because there may be many semaphores in the system, each one is given a name. 
Names are similar to file names except that they are not arbitrary paths—they should 
always start with “/” and should have no other “/”. Here is how you create a new sema¬ 
phore called /semi, then close it: 

i nt i , oflags ; 

sem_t *my_semaphore; /* descriptor for the semaphore */ 

my_semaphore = sem_open(“/seml”,oflags); 

/* do useful work here */ 
i = sem_close(my_semaphore); 

The POSIX names for P and V are sem_wait() and sem_post() respectively. 
POSIX also provides a sem_trywai t() function that tests the semaphore but does not 
block. Here are examples of their use: 
i nt i; 

i = sem_wait(my_semaphore); /* P */ 

/* do useful work */ 
i = sem_post(my_semaphore); /* V */ 

/* sem_trywait tests without blocking */ 
i = sem_trywait(my_semaphore): 

POSIX shared memory is supported under the _POSIX_SHARED_MEMORY_OBJECTS 
option. The shared memory functions create blocks of memory that can be used by 
several processes. 

The shm_open() function opens a shared memory object: 
objdesc = shm_open(“/memobjl”,0_RDWR); 

This code creates a shared memory object called /memob j 1 with read/write access; 
the 0_RD0NLY mode allows reading only. It returns an integer which we can use as a 
descriptor for the shared memory object. The ftruncate() function allows a process 
to set the size of the shared memory object: 

if (ftruncate(objdesc,1000) < 0) ! /* error */ } 

Before using the shared memory object, we must map it into the process memory 
space using the mmap() function. POSIX assumes that shared memory objects funda¬ 
mentally reside in a backing store such as a disk and are then mapped into the address 
space of the process. The value returned by shm_open(), objdesc, is the origin of the 
shared memory in the backing store, mmap allows the process to map in a subset of that 
space starting at the offset. The length of the mapped space is 1 en. The start of the 
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block in the process’s memory space is addr. mmap( ) also requires you to set the pro¬ 
tection mode for the mapped memory (0_RDWR, etc.)- Here is a sample call to mmap( ): 

if (mmap(addr,1en,0_RDWR,MAP_SHARED,objdesc,0) == NULL) { 

/* error*/ 

} 

The MAPS_SHARED parameter tells mmap to propagate all writes to all processes that 
share this memory block. You use the munmapt) function to unmap the memory when 
the process is done with it: 

if (munmaptstartadrs,1en) < 0) { /* error */ ) 

This function unmaps shared memory from startadrs to startadrs + len. Finally, 
the closet) function is used to dispose of the shared memory block: 

close(objdesc); 

Only one process calls s hm_open () to create the shared memory object and closet) 
to destroy it; every process (including the one that created the object) must use mmap () 
and mummapt ) to map it into their address space. 

The pipe is very familiar to Unix users from its shell syntax: 

% foo filel | baz > file2 

In this command, the output of foo is sent directly to the baz program’s standard 
input by the operating system. The vertical bar (|) is the shell’s notation for a pipe; 
programs use the pi pet ) function to create pipes. 

A parent process uses the pi pe () function to create a pipe to talk to a child. It must 
do so before the child itself is created or it won’t have any way to pass a pointer to the 
pipe to the child. Each end of a pipe appears to the programs as a file—the process 
at the head of the pipe writes to one file descriptor while the tail process reads from 
another file descriptor. The p i pe () function returns an array of file descriptors, the first 
for the write end and the second for the read end. 

Here is an example: 

if (pipe(pipe_ends) < 0) { /* create the pipe, check for errors */ 
perrort"pipe”); 
break; 

) 

/* create the process */ 

chi 1did = forkt); 

if (childid == 0) f /* the child reads from pipe_ends[l]*/ 
childargsIO] = pipe_ends[l]; 

/* pass the read end descriptor to the new incarnation of child */ 
execvt"mychi1d”,chi 1dargs ); 
perrort“execv”); 
exit(1); 

) 

else f /* the parent writes to pipe_ends[0] */ 
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POSIX also supports message queues under the _POSIX_MESSAGE_PASSING 
facility. The advantage of a queue over a pipe is that, because queues have names, we 
don’t have to create the pipe descriptor before creating the other process using it, as 
with pipes. 

The name of a queue follows the same rules as for semaphores and shared memory: 
it starts with a “/” and contains no other “/” characters. In this code, the 0_CREAT flag 
to mq_open () causes it to create the named queue if it doesn’t yet exist and just opens 
the queue for the process if it does already exist: 

struct mq_attr mq_attr; /* attributes of the queue */ 
mqd_t myq: /* the queue descriptor */ 

mq_attr.mq_maxmsg = 50: /* maximum number of messages */ 
mq_attr.mq_msgsize = 64; /* maximum size of a message */ 
mq_attr .mq_flags = 0; /* flags */ 

myq = mq_open(“/ql”,0_CREAT | RDWR,S_IRWXU,&mq_attr); 

We use the queue descriptor myq to enqueue and dequeue messages: 
char data[MAXLEN], rcvbuf[MAXLEN]; 

if (mq_send(myq,data,1en,priority) < 0) 1 /* error */ I 
nbytes = mq_receive(myq,rcvbuf,MAXLEN,&prio); 

Messages can be prioritized, with a priority value between 0 and MQ_PRI0_MAX 
(there are at least 32 priorities available). Messages are inserted into the queue such 
that they are after all existing messages of equal or higher priority and before all lower- 
priority messages. 

When a process is done with a queue, it calls mq_cl ose (): 
i = mq_close(myq); 

Windows CE 

Windows CE [Bol07, Kenll] supports devices such as smartphones, electronic instru¬ 
ments, etc. Windows CE is designed to run on multiple hardware platforms and instruc¬ 
tion set architectures. Some aspects of Windows CE, such as details of the interrupt 
structure, are determined by the hardware architecture and not by the operating system 
itself. We will concentrate on Windows CE 6. 

Figure 6.22 shows a layer diagram for Windows CE. Applications run under the 
shell and its user interface. The Win32 APIs manage access to the operating system. 
A variety of services and drivers provide the core functionality. The OEM Adaption 
Layer (OAL) provides an interface to the hardware in much the same way that a HAL 
does in other software architecture. The architecture of the OAL is shown in Figure 
6.23. The hardware provides certain primitives such as a real-time clock and an exter¬ 
nal connection. The OAL itself provides services such as a real-time clock, power 
management, interrupts, and a debugging interface. A Board Support Package (BSP) 
for a particular hardware platform includes the OAL and drivers. 

Windows CE provides support for virtual memory with a flat 32-bit virtual 
address space. A virtual address can be statically mapped into main memory for key 
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FIGURE 6.22 

Windows CE layer diagram. 
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FIGURE 6.23 


OAL architecture in Windows CE. 


kernel-mode code; an address can also be dynamically mapped, which is used for all 
user-mode and some kernel-mode code. Flash as well as magnetic disk can be used as 
a backing store. 

Figure 6.24 shows the division of the address space into kernel and user with 2 GB 
for the operating system and 2 GB for the user. Figure 6.25 shows the organization of 
the user address space. The top 1 GB is reserved for system elements such as DLLs, 
memory mapped files, and shared system heap. The bottom 1 GB holds user elements 
such as code, data, stack, and heap. 

WinCE supports two kernel-level units of execution: the thread and the driver. 
Threads are defined by executable files while drivers are defined by dynamically-linked 
libraries (DLLs). A process can run multiple threads. All the threads of a process share the 
same execution environment. Threads in different processes run in different execution 
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FIGURE 6.24 

Kernel and user address spaces in Windows CE. 
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FIGURE 6.25 

User address space in Windows CE. 

environments. Threads are scheduled directly by the operating system. Threads may 
be launched by a process or a device driver. A driver may be loaded into the operating 
system or a process. Drivers can create threads to handle interrupts. 

Each thread is assigned an integer priority. Lower-valued priorities signify higher 
priority: 0 is the highest priority and 255 is the lowest possible priority. Priorities 248 
through 255 are used for non-real-time threads while the higher priorities are used for 
various categories of real-time execution. The operating system maintains a queue 
of ready processes at each priority level. Execution is divided into time quanta. Each 
thread can have a separate quantum, which can be changed using the API. If the run¬ 
ning process does not go into the waiting state by the end of its time quantum, it is 
suspended and put back into the queue. Execution of a thread can also be blocked by 
a higher-priority thread. 

Tasks may be scheduled using either of two policies: a thread runs until the end of 
its quantum; or a thread runs until a higher-priority thread is ready to run. Within each 
priority level, round-robin scheduling is used. 
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WinCE supports priority inheritance. When priorities become inverted, the kernel 
temporarily boosts the priority of the lower-priority thread to ensure that it can com¬ 
plete and release its resources. However, the kernel will apply priority inheritance to 
only one level. If a thread that suffers from priority inversion in turn causes priority 
inversion for another thread, the kernel will not apply priority inheritance to solve the 
nested priority inversion. 

WinCE interrupts Interrupt handling is divided among three entities: 

• The interrupt service handler (ISH) is a kernel service that provides the first 
response to the interrupt. 

• The ISH selects an interrupt service routine (ISR) to handle the interrupt. 

The ISH runs in the kernel with interrupts turned off; as a result, it should be 
designed to do as little direct work as possible. 

• The ISR in turn calls an interrupt service thread (1ST) which performs most of 
the work required to handle the interrupt. The 1ST runs in the OAL and so can 
be interrupted by a higher-priority interrupt. 

Several different scenarios can be used to respond to an interrupt. Figure 6.26 
shows one of the responses. The interrupt causes the ISH to vector the interrupt to the 
appropriate ISR. The ISR in turn determines which 1ST to use to handle the interrupt 
and requests the kernel to schedule that thread. The ISH then performs its work and 
signals the application about the updated device status as appropriate. 



FIGURE 6.26 


Sequence diagram for an interrupt. 
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Windows CE 6.0 also supports kernel-mode drivers. These drivers run inside the 
kernel protection layer and so eliminate some of the overhead of user-mode drivers. 
However, kernel-mode and user-mode drivers use the same API. 


Design example: Telephone answering machine 

In this section we design a digital telephone answering machine. The system will store 
messages in digital form rather than on an analog tape. To make life more interesting, 
we use a simple algorithm to compress the voice data so that we can make more effi¬ 
cient use of the limited amount of available memory. 


Theory of operation and requirements 

In addition to studying the compression algorithm, we also need to learn a little about 
the operation of telephone systems. 

The compression scheme we will use is known as adaptive differential pulse 
code modulation (ADPCM). Despite the long name, the technique is relatively sim¬ 
ple but can yield 2x compression ratios on voice data. 

The ADPCM coding scheme is illustrated in Figure 6.27. Unlike traditional sam¬ 
pling, in which each sample shows the magnitude of the signal at a particular time, 
ADPCM encodes changes in the signal. The samples are expressed in a coding alpha¬ 
bet, whose values are in a relatively small range that spans both negative and positive 
values. In this case, the value range is {-3,—2,-1,1,2,3}. Each sample is used to predict 
the value of the signal at the current instant from the previous value. At each point 
in time, the sample is chosen such that the error between the predicted value and the 
actual signal value is minimized. 

An ADPCM compression system, including an encoder and decoder, is shown in 
Figure 6.28. The encoder is more complex, but both the encoder and decoder use an inte¬ 
grator to reconstruct the waveform from the samples. The integrator simply computes 


FIGURE 6.27 
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FIGURE 6.28 

An ADPCM compression system. 

a running sum of the history of the samples; because the samples are differential, integra¬ 
tion reconstructs the original signal. The encoder compares the incoming waveform to 
the predicted waveform (the waveform that will be generated in the decoder). The quan¬ 
tizer encodes this difference as the best predictor of the next waveform value. The inverse 
quantizer allows us to map bit-level symbols onto real numerical values; for example, 
the eight possible codes in a 3-bit code can be mapped onto floating-point numbers. The 
decoder simply uses an inverse quantizer and integrator to turn the differential samples 
into the waveform. 

The answering machine will ultimately be connected to a telephone subscriber line 
(although for testing purposes we will construct a simulated line). At the other end of 
the subscriber line is the central office. All information is carried on the phone line in 
analog form over a pair of wires. In addition to analog/digital and digital/analog convert¬ 
ers to send and receive voice data, we need to sense two other characteristics of the line. 

• Ringing: The central office sends a ringing signal to the telephone when a call 
is waiting. The ringing signal is in fact a 90 V RMS sinusoid, but we can use 
analog circuitry to produce 0 for no ringing and 1 for ringing. 

• Off-hook: The telephone industry term for answering a call is going off-hook; 
the technical term for hanging up is going on-hook. (This creates some initial 
confusion because off-hook means the telephone is active and on-hook means 
it is not in use, but the terminology starts to make sense after a few uses.) Our 
interface will send a digital signal to take the phone line off-hook, which will 
cause analog circuitry to make the necessary connection so that voice data can 
be sent and received during the call. 
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Name 

Digital telephone answering machine 

Purpose 

Telephone answering machine with digital memory, using 
speech compression. 

Inputs 

Telephone: voice samples, ring indicator. 

User interface: microphone, play messages button, record 
OGM button. 

Outputs 

Telephone: voice samples, on-hook/off-hook command. 
User interface: speaker, # messages indicator, message 
light. 

Functions 

Default mode: When machine receives ring indicator, 
it signals off-hook, plays the OGM, and then records 
the incoming message. Maximum recording length for 
incoming message is 30 seconds, at which time the 
machine hangs up. If the machine runs out of memory, the 
OGM is played and the machine then hangs up without 
recording. 

Playback mode: When the play button is depressed, 
the machine plays all messages. If the play button is 
depressed again within five seconds, the messages are 
played again. Messages are erased after playback. 

OGM editing mode: When the user hits the record OGM 
button, the machine records an outgoing message of up 
to 10 seconds. When the user holds down the record 

OGM button and hits the play button, the OGM is played 
back. 

Performance 

Should be able to record about 30 minutes of total voice, 
including incoming and outgoing messages. Voice data are 
sampled at the standard telephone rate of 8 kHz. 

Manufacturing cost 

Consumer product range: approximately $50. 

Power 

Powered by AC through a standard power supply. 

Physical size and weight 

Comparable in size and weight to a desk telephone. 


We can now write the requirements for the answering machine. We will assume that 
the interface is not to the actual phone line but to some circuitry that provides voice 
samples, off-hook commands, and so on. Such circuitry will let us test our system with 
a telephone line simulator and then build the analog circuitry necessary to connect to a 
real phone line. We’ll use the term outgoing message (OGM) to refer to the message 
recorded by the owner of the machine and played at the start of every phone call. 

We have made a few arbitrary decisions about the user interface in these require¬ 
ments. The amount of voice data that can be saved by the machine should in fact be 
determined by two factors: the price per unit of DRAM at the time at which the device 
goes into manufacturing (because the cost will almost certainly drop from the start of 
design to manufacture) and the projected retail price at which the machine must sell. 
The protocol when the memory is full is also arbitrary—it would make at least as 
much sense to throw out old messages and replace them with new ones, and ideally 
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the user could select which protocol to use. Extra features such as an indicator show¬ 
ing the number of messages or a save messages feature would also be nice to have in 
a real consumer product. 


Specification 

Figure 6.29 shows the class diagram for the answering machine. In addition to the 
classes that perform the major functions, we also use classes to describe the incoming 
and outgoing messages. As seen below, these classes are related. 

The definitions of the physical interface classes are shown in Figure 6.30. The but¬ 
tons and lights simply provide attributes for their input and output values. The phone 
line, microphone, and speaker are given behaviors that let us sample their current 
values. 

The message classes are defined in Figure 6.31. Because incoming and outgoing 
message types share many characteristics, we derive both from a more fundamental 
message type. 

The major operational classes— Controls, Record, and Playback —are defined in 
Figure 6.32. The Controls class provides an operate() behavior that oversees the user- 
level operations. The Record and Playback classes provide behaviors that handle writ¬ 
ing and reading sample sequences. 

The state diagram for the Controls activate behavior is shown in Figure 6.33. Most 
of the user activities are relatively straightforward. The most complex is answering an 
incoming call. As with the software modem of Section 5.11, we want to be sure that a 
single depression of a button causes the required action to be taken exactly once; this 
requires edge detection on the button signal. 



Class diagram for the answering machine. 
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FIGURE 6.30 

Physical class interfaces for the answering machine. 
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FIGURE 6.31 

The message classes for the answering machine. 
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FIGURE 6.32 


Operational classes for the answering machine. 
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State diagrams for recorcl-msg and playback-msg are shown in Figure 6.34. We 
have parameterized the specification for record-msg so that it can be used either from 
the phone line or from the microphone. This requires parameterizing the source itself 
and the termination condition. 

System architecture 

The machine consists of two major subsystems from the user’s point of view: the user 
interface and the telephone interface. The user and telephone interfaces both appear 
internally as I/O devices on the CPU bus with the main memory serving as the storage 
for the messages. 

The software splits into the following seven major pieces: 

• The front panel module handles the buttons and lights. 

• The speaker module handles sending data to the user’s speaker. 

• The telephone line module handles off-hook detection and on-hook commands. 

• The telephone input and output modules handle receiving samples from and 
sending samples to the telephone line. 
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State diagrams for the record-msg and playback-msg behaviors. 


• The compression module compresses data and stores it in memory. 

• The decompression module uncompresses data and sends it to the speaker 
module. 

We can determine the execution model for these modules based on the rates at 
which they must work and the ways in which they communicate. 

• The front panel and telephone line modules must regularly test the buttons and 
phone line, but this can be done at a fairly low rate. As seen below, they can 
therefore run as polled processes in the software’s main loop. 

while (TRUE) { 

check_phone_linet): 
run_front_panel(); 

I 

• The speaker and phone input and output modules must run at higher, regular 
rates and are natural candidates for interrupt processing. These modules don’t 
run all the time and so can be disabled by the front panel and telephone line 
modules when they are not needed. 

• The compression and decompression modules run at the same rate as the speaker 
and telephone I/O modules, but they are not directly connected to devices. We 
will therefore call them as subroutines to the interrupt modules. 
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FIGURE 6.35 


Hardware platform for the answering machine. 


One subtlety is that we must construct a very simple file system for messages, 
because we have a variable number of messages of variable lengths. Because messages 
vary in length, we must record the length of each one. In this simple specification, 
because we always play back the messages in the order in which they were recorded, 
we don’t have to keep a full-fledged directory. If we allowed users to selectively delete 
messages and save others, we would have to build some sort of directory structure for 
the messages. 

The hardware platform is straightforward and illustrated in Figure 6.35. The 
speaker and telephone I/O devices appear as standard A/D and D/A converters. The 
telephone line appears as a one-bit input device (ring detect) and a one-bit output 
device (off-hook/on-hook). The compressed data are kept in main memory. 


Component design and testing 

Performance analysis is important in this case because we want to ensure that we 
don’t spend so much time compressing that we miss voice samples. In a real consumer 
product, we would carefully design the code so that we could use the slowest, cheap¬ 
est possible CPU that would still perform the required processing in the available 
time between samples. In this case, we will choose the microprocessor in advance for 
simplicity and simply ensure that all the deadlines are met. 

An important class of problems that should be adequately tested is memory over¬ 
flow. The system can run out of memory at any time, not just between messages. The 
modules should be tested to ensure that they do reasonable things when all the avail¬ 
able memory is used up. 

System integration and testing 

We can test partial integrations of the software on our host platform. Final testing with 
real voice data must wait until the application is moved to the target platform. 
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Testing your system by connecting it directly to the phone line is not a very good 
idea. In the United States, the Federal Communications Commission regulates equip¬ 
ment connected to phone lines. Beyond legal problems, a bad circuit can damage the 
phone line and incur the wrath of your service provider. The required analog circuitry 
also requires some amount of tuning, and you need a second telephone line to gener¬ 
ate phone calls for tests. You can build a telephone line simulator to test the hardware 
independently of a real telephone line. The phone line simulator consists of A/D and 
D/A converters plus a speaker and microphone for voice data, an LED for off-hook/ 
on-hook indication, and a button for ring generation. The telephone line interface can 
easily be adapted to connect to these components, and for purposes of testing the 
answering machine the simulator behaves identically to the real phone line. 


Design example: Engine control unit 

In this section, we design a simple engine control unit (ECU). This unit controls the 
operation of a fuel-injected engine based on several measurements taken from the run¬ 
ning engine. 

Theory of operation and requirements 

We will design a basic engine controller for a simple fuel injected engine [Toy]. As 
shown in Figure 6.36, the throttle is the command input. The engine measures throttle, 
RPM, intake air volume, and other variables. The engine controller computes injector 
pulse width and spark. This design doesn’t compute all the outputs required by a real 


Throttle 



FIGURE 6.36 


Engine block diagram. 
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Name 

ECU 

Purpose 

Engine controller for fuel-injected engine 

Inputs 

Throttle, RPM, intake air volume, intake manifold pressure 

Outputs 

Injector pulse width, spark advance angle 

Functions 

Compute injector pulse width and spark advance angle as a 
function of throttle, RPM, intake air volume, intake 
manifold pressure 

Performance 

Injector pulse updated at 2-ms period, spark advance angle 
updated at 1-ms period 

Manufacturing cost 

Approximately $50 

Power 

Powered by engine generator 

Physical size 
and weight 

Approx 4 in x 4 in, less than 1 pound. 


FIGURE 6.37 


Requirements for the engine controller. 


Signal 

Variable 

name 

In/out 

Update 

period 

(ms) 

Throttle 

T 

input 

2 

RPM 

NE 

input 

2 

Intake air volume 

VS 

input 

25 

Injector pulse width 

PW 

output 

2 

Spark advance angle 

s 

output 

1 

Intake air temperature 

THA 

input 

500 

Exhaust oxygen 

OX 

input 

25 

Battery voltage 

+B 

input 

4 


FIGURE 6.38 

Periods for data in the engine controller. 


engine—we only concentrate on a few essentials. We also ignore the different modes 
of engine operation: warm-up, idle, cruise, etc. Multi-mode control is one of the prin¬ 
cipal advantages of engine control units but we will concentrate here on a single mode 
to illustrate basic concepts in multi-rate control. 

Our requirements chart for the ECU is shown in Figure 6.37. 


Specification 

The engine controller must deal with processes that happen at different rates. 
Figure 6.38 shows the update periods for the different signals. 
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We will use ANE and AT to represent the change in RPM and throttle position, 
respectively. Our controller computes two output signals, injector pulse width PW and 
spark advance angle S [Toy]. It first computes initial values for these variables: 




2.5 
2 NE 


X VS X 


1 

10 -k t AT 


(Eq. 6.6) 


S — k 2 X ANE - k 3 VS 


(Eq. 6.7) 


The controller then applies corrections to these initial values: 

• As the intake air temperature (THA) increases during engine warm-up, the 
controller reduces the injection duration. 

• As the throttle opens, the controller temporarily increases the injection 
frequency. 

• The controller adjusts duration up or down based upon readings from the exhaust 
oxygen sensor (OX). 

• The injection duration is increased as the battery voltage (+B) drops. 

System architecture 

Figure 6.39 shows the class diagram for the engine controller. The two major pro¬ 
cesses, pulse-width and advance-angle, compute the control parameters for the spark 

plugs and injectors. 



FIGURE 6.39 


Class diagram for the engine controller. 
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The control parameters rely on changes in some of the input signals. We will use 
the physical sensor classes to compute these values. Each change must be updated at 
the variable’s sampling rate. The update process is simplified by performing it in a task 
that runs at the required update rate. Figure 6.40 shows the state diagram for throttle 
sensing, which saves both the current value and change in value of the throttle. We can 
use similar control flow to compute changes to the other variables. 

Figure 6.41 shows the state diagram for injector pulse width and Figure 6.42 shows 
the state diagram for spark advance angle. In each case, the value is computed in two 
stages, first an initial value followed by a correction. 



FIGURE 6.40 

State diagram for throttle position sensing. 


FIGURE 6.41 
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State diagram for injector pulse width. 
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FIGURE 6.42 
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State diagram for spark advance angle. 


The pulse-width and advance-angle processes do not, however, generate the wave¬ 
forms to drive the spark and injector waveforms. These waveforms must be carefully 
timed to the engine’s current state. Each spark plug and injector must fire at exactly the 
right time in the engine cycle, taking into account the engine’s current speed as well 
as the control parameters. 

Some engine controller platforms provide hardware units that generate high-rate, 
changing waveforms. One example is the MPC5602D [Frell], The main processor 
is a PowerPC processor. The enhanced modular IO subsystem (eMIOS) provides 28 
input and output channels controlled by timers. Each channel can perform a variety of 
functions. The output pulse width and frequency modulation buffered mode (OPW- 
FMB) will automatically generate a waveform whose period and duty cycle can be 
varied by writing registers in the eMIOS. The details of the waveform timing are then 
handled by the output channel hardware. 

Because these objects must be updated at different rates, their execution will be 
controlled by an RTOS. Depending on the RTOS latency, we can separate the I/O func¬ 
tions into interrupt service handlers and threads. 

Component design and testing 

The various tasks must be coded to satisfy the requirements of RTOS processes. Vari¬ 
ables that are maintained across task execution, such as the change-of-state variables, 
must be allocated and saved in appropriate memory locations. The RTOS initialization 
phase is used to set up the task periods. 

Because some of the output variables depend on changes in state, these tasks 
should be tested with multiple input variable sequences to ensure that both the basic 
and adjustment calculations are performed correctly. 

The Society of Automotive Engineers (SAE) has several standards for automotive 
software: J2632 for coding practices for C code, J2516 for software development lifecycle, 
J2640 for software design requirements, J2734 for software verification and validation. 
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System integration and testing 

Engines generate huge amounts of electrical noise that can cripple digital electronics. 
They also operate over very wide temperature ranges: hot during engine operation, 
potentially very cold before the engine is started. Any testing performed on an actual 
engine must be conducted using an engine controller that has been designed to with¬ 
stand the harsh environment of the engine compartment. 


Summary 

The process abstraction is forced on us by the need to satisfy complex timing require¬ 
ments, particularly for multirate systems. Writing a single program that simultane¬ 
ously satisfies deadlines at multiple rates is too difficult because the control structure 
of the program becomes unintelligible. The process encapsulates the state of a compu¬ 
tation, allowing us to easily switch among different computations. 

The operating system encapsulates the complex control to coordinate the process. 
The scheme used to determine the transfer of control among processes is known as a 
scheduling policy. A good scheduling policy is useful across many different applica¬ 
tions while also providing efficient utilization of the available CPU cycles. 

It is difficult, however, to achieve 100% utilization of the CPU for complex appli¬ 
cations. Because of variations in data arrivals and computation times, reserving some 
cycles to meet worst-case conditions is necessary. Some scheduling policies achieve 
higher utilizations than others, but often at the cost of unpredictability—they may not 
guarantee that all deadlines are met. Knowledge of the characteristics of an application 
can be used to increase CPU utilization while also complying with deadlines. 


What we learned 

• A process is a single thread of execution. 

• Preemption is the act of changing the CPU’s execution from one process to 
another. 

• A scheduling policy is a set of rules that determines the process to run. 

• Rate-monotonic scheduling (RMS) is a simple, but powerful, scheduling policy. 

• Interprocess communication mechanisms allow data to be passed reliably 
between processes. 

• Scheduling analysis often ignores certain real-world effects. Cache interactions 
between processes are the most important effects to consider when designing a 
system. 


Further reading 

Gallmeister [Gal95] provides a thorough and very readable introduction to POSIX 
in general and its real-time aspects in particular. Liu and Layland [Liu73] introduce 
rate-monotonic scheduling; this paper became the foundation for real-time systems 
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analysis and design. The book by Liu [LiuOO] provides a detailed analysis of real¬ 
time scheduling. Benini et al. [BenOO] provide a good survey of system-level power 
management techniques. Falik and Intrater [Fal92] describe a custom chip designed to 
perform answering machine operations. 


Questions 

Q6-1 Identify activities that operate at different rates in 

a. a DVD player; 

b. a laser printer; 

C. an airplane. 

Q6-2 Name an embedded system that requires both periodic and aperiodic 
computation. 

Q6-3 An audio system processes samples at a rate of 44.1 kHz. At what rate 

could we sample the system’s front panel to both simplify analysis of the 
system schedule and provide adequate response to the user’s front panel 
requests? 

Q6-4 Draw a UML class diagram for a process in an operating system. The 

process class should include the necessary attributes and behaviors required 
of a typical process. 

Q6-5 Draw a task graph in which PI and P2 each process separate inputs and 
then pass their results onto P3 for further processing. 

Q6-6 Compute the utilization for these task sets: 

a. PI: period = 1 s, execution time = 10 ms; P2: period = 100 ms, 
execution time = 10 ms 

b. PI: period =100 ms, execution time = 25 ms; P2: period = 80 ms, 
execution time = 15 ms; P3: period = 40 ms, execution time = 5 ms. 

C. PI: period = 10 ms, execution time = 1 ms; P2: period = 1 ms, 

execution time = 0.2 ms; P3: period = 0.2 ms, execution time = 0.05 ms. 

Q6-7 What factors provide a lower bound on the period at which the system 
timer interrupts for preemptive context switching? 

Q6-8 What factors provide an upper bound on the period at which the system 
timer interrupts for preemptive context switching? 

Q6-9 What is the distinction between the ready and waiting states of process 
scheduling? 

Q6-10 A set of processes changes state as shown over the interval [0,1 ms]. 

PI has the highest priority and P3 has the lowest priority. Draw a UML 
sequence diagram showing the state of all the processes during this 
interval. 
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t 

Process states 

0 

PI = waiting, P2 = waiting, P3 = executing 

0.1 

PI = ready 

0.15 

P2 = ready 

0.2 

PI = waiting 

0.3 

PI = ready, P3 = ready 

0.4 

PI = waiting 

0.5 

P2 = waiting 

0.6 

P3 = waiting 

0.8 

P2 = ready, P3 = ready 

0.9 

P2 = waiting 


Q6-11 Provide examples of 

a. blocking interprocess communication; 

b. nonblocking interprocess communication. 

Q6-12 For the following periodic processes, what is the shortest interval we must 
examine to see all combinations of deadlines? 

a. 


Process 

Deadline 

PI 

2 

P2 

5 

P3 

10 


Process 

Deadline 

PI 

2 

P2 

4 

P3 

5 

P4 

10 


Process 

Deadline 

PI 

3 

P2 

4 

P3 

5 

P4 

6 

P5 

10 
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Q6-13 Consider the following system of periodic processes executing on a single 
CPU (PI has the highest priority and P4 the lowest): 


Process 

Execution time 

Deadline 

PI 

4 

200 

P2 

1 

10 

P3 

2 

40 

P4 

6 

50 


Can we add another instance of PI to the system and still meet all the 
deadlines using RMS? 

Q6-14 Given the following set of periodic processes running on a single CPU 
(PI has highest priority), what is the maximum execution time of P5 for 
which all the processes will be schedulable using RMS? 


Process 

Execution time 

Deadline 

PI 

1 

10 

P2 

18 

100 

P3 

2 

20 

P4 

5 

50 

P5 

X 

25 


Q6-15 A set of periodic processes is scheduled using RMS; PI has the highest 
priority. For the process execution times and periods shown below, show 
the state of the processes at the critical instant for each of these processes. 

a. PI 

b. P2 

c. P3 


Process 

Time 

Deadline 

PI 

1 

4 

P2 

1 

5 

P3 

1 

10 


Q6-16 For the given periodic process execution times and periods (PI has the 
highest priority), show how much CPU time of higher-priority processes 
will be required during one period of each of the following processes: 

a. PI 

b. P2 

c. P3 

d. P4 
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Process 

Time 

Deadline 

PI 

1 

5 

P2 

2 

10 

P3 

2 

25 

P5 

5 

50 


Q6-17 For the periodic processes shown below: 

a. Schedule the processes using an RMS policy. 

b. Schedule the processes using an EDF policy. 

In each case, compute the schedule for an interval equal to the least- 
common multiple of the periods of the processes. PI has the highest priority 
and time starts at t = 0. 


Process 

Time 

Deadline 

PI 

1 

3 

P2 

1 

4 

P3 

1 

12 


Q6-18 For the periodic processes shown below: 

a. Schedule the processes using an RMS policy. 

b. Schedule the processes using an EDF policy. 

In each case, compute the schedule for an interval equal to the least- 
common multiple of the periods of the processes. PI has the highest priority 
and time starts at t = 0. 


Process 

Time 

Deadline 

PI 

1 

3 

P2 

1 

4 

P3 

2 

6 


Q6-19 For the periodic processes shown below: 

a. Schedule the processes using an RMS policy. 

b. Schedule the processes using an EDF policy. 

In each case, compute the schedule for an interval equal to the least-common 
multiple of the periods of the processes. PI has the highest priority and time 
starts at t = 0. 


Process 

Time 

Deadline 

PI 

1 

2 

P2 

1 

3 

P3 

2 

10 
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Q6-20 For the given set of periodic processes, all of which share the same deadline of 12: 

a. Schedule the processes for the given arrival times using standard rate- 
monotonic scheduling (no data dependencies). 

b. Schedule the processes taking advantage of the data dependencies. By 
how much is the CPU utilization reduced? 


Process 

Execution time 

PI 

2 

P2 

1 

P3 

2 


Q6-21 For the periodic processes given below, find a valid schedule 



a. using standard RMS; 

b. adding one unit of overhead for each context switch. 


Process 

Time 

Deadline 

PI 

2 

30 

P2 

5 

40 

P3 

7 

120 

P4 

5 

60 

P5 

1 

15 


Q6-22 For the periodic processes and deadlines given below: 

a. Schedule the processes using RMS. 

b. Schedule using EDF and compare the number of context switches 
required for EDF and RMS 


Process 

Time 

Deadline 

PI 

1 

5 

P2 

1 

10 

P3 

2 

20 

P4 

10 

50 

P5 

7 

100 
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Q6-23 If you wanted to reduce the cache conflicts between the most 

computationally intensive parts of two processes, what are two ways that 
you could control the locations of the processes’ cache footprints? 

Q6-24 A system has two processes PI and P2 with PI having higher priority. They share 
an I/O device ADC. If P2 acquires the ADC from the RTOS and PI becomes 
ready, how does the RTOS schedule the processes using priority inheritance? 

Q6-25 Explain the roles of interrupt service routines and interrupt service handlers 
in interrupt handling. 

Q6-26 Briefly explain the dual-kernel approach to RTOS design. 

Q6-26 What are the kernel-level units of execution in WinCE? 

Q6-27 Draw a UML state diagram for the predictive shutdown mechanism of a 

cell phone. The cell phone wakes itself up once every five minutes for 0.01 
second to listen for its address. It goes back to sleep if it does not hear its 
address or after it has received its message. 

Q6-28 How would you use the ADPCM method to encode an unvarying (DC) 
signal with the coding alphabet {—3,—2, —1,1,2,3}? 


Lab exercises 

L6-1 Using your favorite operating system, write code to spawn a process that 
writes “Hello, world” to the screen or flashes an LED, depending on your 
available output devices. 

L6-2 Build a small serial port device that lights LEDs based on the last character written 
to the serial port. Create a process that will light LEDs based on keyboard input. 

L6-3 Write a driver for an I/O device. 

L6-4 Write context switch code for your favorite CPU. 

L6-5 Measure context switching overhead on an operating system. 

L6-6 Using a CPU that runs an operating system that uses RMS, try to get the 

CPU utilization up to 100%. Vary the data arrival times to test the robustness 
of the system. 

L6-7 Using a CPU that runs an operating system that uses EDF, try to get the CPU 

utilization as close to 100% as possible without failing. Try a variety of data arrival 
times to determine how sensitive your process set is to environmental variations. 

L6-8 Measure the effect of cache conflicts on real-time execution time. First, 
set up your system to measure the execution time of your real-time 
process. Next, add a background process to the system. One version of the 
background process should do nothing, another should do some work that 
will invalidate as many of the cache entries as possible. 
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CHAPTER POINTS 

• A deeper look into design methodologies, requirements, specification, and system 
analysis. 

• Formal and informal methods for system specification. 

• Quality assurance. 


Introduction 

In this chapter we consider the techniques required to create complex embedded sys¬ 
tems. Thus far, our design examples have been small so that important concepts can be 
conveyed relatively simply. However, most real embedded system designs are inher¬ 
ently complex, given that their functional specifications are rich and they must obey 
multiple other requirements on cost, performance, and so on. We need methodologies 
to help guide our design decisions when designing large systems. 

In the next section we look at design methodologies in more detail. Section 7.3 
studies requirements analysis, which captures informal descriptions of what a system 
must do, while Section 7.4 considers techniques for more formally specifying sys¬ 
tem functionality. Section 7.5 focuses on details of system analysis methodologies. 
Section 7.6 discusses quality assurance, which must be considered throughout the 
design process to ensure a high-quality design. 


Design methodologies 

This section considers the complete design methodology —a design process —for 
embedded computing systems. We will start with the rationale for design methodolo¬ 
gies, then look at several different methodologies. 

Why design methodologies? 

Process is important because without it, we can’t reliably deliver the products we 
want to create. Thinking about the sequence of steps necessary to build something 
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Product metrics 


may seem superfluous. But the fact is that everyone has their own design process, 
even if they don’t articulate it. If you are designing embedded systems in your base¬ 
ment by yourself, having your own work habits is fine. But when several people work 
together on a project, they need to agree on who will do things and how they will get 
done. Being explicit about process is important when people work together. Therefore, 
because many embedded computing systems are too complex to be designed and built 
by one person, we have to think about design processes. 

The obvious goal of a design process is to create a product that does something 
useful. Typical specifications for a product will include functionality (e.g., personal 
digital assistant), manufacturing cost (must have a retail price below $200), perfor¬ 
mance (must power up within 3 seconds), power consumption (must run for 12 hours 
on two AA batteries), or other properties. Of course, a design process has several 
important goals beyond function, performance, and power: 

• Time-to-market. Customers always want new features. The product that comes 
out first can win the market, even setting customer preferences for future 
generations of the product. The profitable market life for some products is three 
to six months—if you are three months late, you will never make money. In 
some categories, the competition is against the calendar, not just competitors. 
Calculators, for example, are disproportionately sold just before school starts in 
the fall. If you miss your market window, you have to wait a year for another 
sales season. 

• Design cost. Many consumer products are very cost sensitive. Industrial buyers 
are also increasingly concerned about cost. The costs of designing the system 
are distinct from manufacturing cost—the cost of engineers’ salaries, computers 
used in design, and so on must be spread across the units sold. In some cases, 
only one or a few copies of an embedded system may be built, so design costs 
can dominate manufacturing costs. Design costs can also be important for high- 
volume consumer devices when time-to-market pressures cause teams to swell in 
size. 

• Quality. Customers not only want their products fast and cheap, they also want 
them to be right. A design methodology that cranks out shoddy products will 
soon be forced out of the marketplace. Correctness, reliability, and usability must 
be explicitly addressed from the beginning of the design job to obtain a high- 
quality product at the end. 

Processes evolve over time. They change due to external and internal forces. Cus¬ 
tomers may change, requirements change, products change, and available components 
change. Internally, people learn how to do things better, people move on to other proj¬ 
ects and others come in, and companies are bought and sold to merge and shape cor¬ 
porate cultures. 

Software engineers have spent a great deal of time thinking about software design 
processes. Much of this thinking has been motivated by mainframe software such as 
databases. But embedded applications have also inspired some important thinking 
about software design processes. 
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Waterfall model 


Spiral model 


A good methodology is critical to building systems that work properly. Delivering 
buggy systems to customers always causes dissatisfaction. But in some applications, 
such as medical and automotive systems, bugs create serious safety problems that 
can endanger the lives of users. We discuss quality in more detail in Section 7.6. As 
an introduction, Example 7.1 describes problems that led to the loss of an unmanned 
Martian space probe. 


Example 7.1 Loss of the Mars Climate Observer 

In September 1999, the Mars Climate Observer, an unmanned U.S. spacecraft designed to 
study Mars, was lost—it most likely exploded as it heated up in the atmosphere of Mars after 
approaching the planet too closely. The spacecraft came too close to Mars because of a series 
of problems, according to an analysis by IEEE Spectrum and contributing editor James Oberg 
[Obe99]. From an embedded systems perspective, the first problem is best classified as a 
requirements problem. The contractors who built the spacecraft at Lockheed Martin calcu¬ 
lated values for flight controllers at the Jet Propulsion Laboratory (JPL). JPL did not specify 
the physical units to be used, but they expected them to be in newtons. The Lockheed Martin 
engineers returned values in units of pound force. This discrepancy resulted in trajectory 
adjustments being 4.45 times larger than they should have been. The error was not caught 
by a software configuration process nor was it caught by manual inspections. Although there 
were concerns about the spacecraft’s trajectory, errors in the calculation of the spacecraft’s 
position were not caught in time. 


Design flows 

A design flow is a sequence of steps to be followed during a design. Some of the 
steps can be performed by tools, such as compilers or computer-aided design (CAD) 
systems; other steps can be performed by hand. In this section we look at the basic 
characteristics of design flows. 

Figure 7.1 shows the waterfall model introduced by Royce [Dav90], the first model 
proposed for the software development process. The waterfall development model con¬ 
sists of five major phases: requirements analysis determines the basic characteristics of 
the system; architecture design decomposes the functionality into major components; 
coding implements the pieces and integrates them; testing uncovers bugs; and main¬ 
tenance entails deployment in the field, bug fixes, and upgrades. The waterfall model 
gets its name from the largely one-way flow of work and information from higher 
levels of abstraction to more detailed design steps (with a limited amount of feedback 
to the next-higher level of abstraction). Although top-down design is ideal because it 
implies good foreknowledge of the implementation during early design phases, most 
designs are clearly not quite so top down. Most design projects entail experimentation 
and changes that require bottom-up feedback. As a result, the waterfall model is today 
cited as an unrealistic design process. However, it is important to know what the water¬ 
fall model is to be able to understand how others are reacting against it. 

Figure 7.2 illustrates an alternative model of software development, called the 
spiral model [Boe87]. While the waterfall model assumes that the system is built 
once in its entirety, the spiral model assumes that several versions of the system 
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Requirements 



Architecture 



FIGURE 7.1 


The waterfall model of software development. 



System life cycle_ 
r'-W' 


' Requirements 


Design 


Test 


FIGURE 7.2 


The spiral model of software design. 


will be built. Early systems will be simple mock-ups constructed to aid designers’ 
intuition and to build experience with the system. As design progresses, more com¬ 
plex systems will be constructed. At each level of design, the designers go through 
requirements, construction, and testing phases. At later stages when more complete 
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Successive refinement 


versions of the system are constructed, each phase requires more work, widening the 
design spiral. This successive refinement approach helps the designers understand 
the system they are working on through a series of design cycles. The first cycles 
at the top of the spiral are very small and short, while the final cycles at the spiral’s 
bottom add detail learned from the earlier cycles of the spiral. The spiral model is 
more realistic than the waterfall model because multiple iterations are often neces¬ 
sary to add enough detail to complete a design. However, a spiral methodology with 
too many spirals may take too long when design time is a major requirement. 

Figure 7.3 shows a successive refinement design methodology. In this approach, 
the system is built several times. A first system is used as a rough prototype, and 
successive models of the system are further refined. This methodology makes sense 
when you are relatively unfamiliar with the application domain for which you are 
building the system. Refining the system by building several increasingly com¬ 
plex systems allows you to test out architecture and design techniques. The various 
iterations may also be only partially completed; for example, continuing an ini¬ 
tial system only through the detailed design phase may teach you enough to help 
you avoid many mistakes in a second design iteration that is carried through to 
completion. 

Embedded computing systems often involve the design of hardware as well as 
software. Even if you aren’t designing a board, you may be selecting boards and 
plugging together multiple hardware components as well as writing code. Figure 7.4 
shows a design methodology for a combined hardware/software project. Front-end 
activities such as specification and architecture simultaneously consider hardware 
and software aspects. Similarly, back-end integration and testing consider the entire 
system. In the middle, however, development of hardware and software components 
can go on relatively independently—while testing of one will require stubs of the 
other, most of the hardware and software work can proceed relatively independently. 


i 



FIGURE 7.3 

A successive refinement development model. 
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Hierarchical design flows 


Concurrent engineering 


Requirements and specification 

I 

Architecture 


Hardware Software 

design design 


Integration 

I 

System test 

FIGURE 7.4 

A simple hardware/software design methodology. 




In fact, many complex embedded systems are themselves built of smaller designs. 
The complete system may require the design of significant software components, 
application-specific integrated circuits (ASICs), and so on, and these in turn may be 
built from smaller components that need to be designed. The design flow follows the 
levels of abstraction in the system, from complete system design flows at the most 
abstract to design flows for individual components. The design flow for these complex 
systems resembles the flow shown in Figure 7.5. The implementation phase of a flow 
is itself a complete flow from specification through testing. In such a large project, 
each flow will probably be handled by separate people or teams. The teams must rely 
on each other’s results. The component teams take their requirements from the team 
handling the next higher level of abstraction, and the higher-level team relies on the 
quality of design and testing performed by the component team. Good communication 
is vital in such large projects. 

When designing a large system along with many people, it is easy to lose track 
of the complete design flow and have each designer take a narrow view of his or her 
role in the design flow. Concurrent engineering attempts to take a broader approach 
and optimize the total flow. Reduced design time is an important goal for concurrent 
engineering, but it can help with any aspect of the design that cuts across the design 
flow, such as reliability, performance, power consumption, and so on. It tries to elimi¬ 
nate “over-the-wall” design steps, in which one designer performs an isolated task 
and then throws the result over the wall to the next designer, with little interaction 
between the two. In particular, reaping the most benefits from concurrent engineering 
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FIGURE 7.5 


A hierarchical design flow for an embedded system. 


usually requires eliminating the wall between design and manufacturing. Concurrent 

engineering efforts are comprised of the elements described below. 

• Cross-functional teams include members from various disciplines involved in the 
process, including manufacturing, hardware and software design, marketing, and 
so forth. 

• Concurrent product realization process activities are at the heart of concurrent 
engineering. Doing several things at once, such as designing various subsystems 
simultaneously, is critical to reducing design time. 

• Incremental information sharing and use helps minimize the chance that concurrent 
product realization will lead to surprises. As soon as new information becomes 
available, it is shared and integrated into the design. Cross-functional teams are 
important to the effective sharing of information in a timely fashion. 

• Integrated project management ensures that someone is responsible for the 
entire project, and that responsibility is not abdicated once one aspect of the 
work is done. 

• Early and continual supplier involvement helps make the best use of suppliers’ 
capabilities. 

• Early and continual customer focus helps ensure that the product best meets 
customers’ needs. Example 7.2 describes the experiences of a telephone system 
design organization with concurrent engineering. 
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Example 7.2 Concurrent Engineering Applied to Telephone Systems 

A group at AT&T applied concurrent engineering to the design of PBXs (telephone switch¬ 
ing systems) [Gat94], The company had a large existing organization and methodology for 
designing PBXs; their goal was to re-engineer their process to reduce design time and make 
other improvements to the end product. They used the seven-step process described below. 

1. Benchmarking. They compared themselves to competitors and found that it took them 
30% longer to introduce a new product than their best competitors. Based on this study, 
they decided to shoot for a 40% reduction in design time. 

2. Breakthrough improvement. Next, they identified the factors that would influence their ef¬ 
fort. Three major factors were identified: increased partnership between design and manu¬ 
facturing; continued existence of the basic organization of design labs and manufacturing; 
and support of managers at least two levels above the working level. As a result, three 
groups were established to help manage the effort. A steering committee was formed by 
midlevel managers to provide feedback on the project. A project office was formed by an 
engineering manager and an operations analyst from the AT&T internal consulting organi¬ 
zation. Finally, a core team of engineers and analysts was formed to make things happen. 

3. Characterization of the current process. The core team built flowcharts and used other 
techniques to understand the current product development process. The existing design 
and manufacturing process resembled this process: 



The core team identified several root causes of delays that had to be remedied. First, 
too many design and manufacturing tasks were performed sequentially. Second, groups 
tended to focus on intermediate milestones related to their narrow job descriptions, rather 
than trying to take into account the effects of their decisions on other aspects of the devel¬ 
opment process. Third, too much time was spent waiting in queues—jobs were handed off 
from one person to another very frequently. In many cases, the recipient of a set of jobs 
didn’t know how to best prioritize the incoming tasks. Fixing this problem was deemed to 
be fundamentally a managerial problem, not a technical one. Finally, the team found that 
too many groups had their own design databases, creating redundant data that had to be 
maintained and synchronized. 

4. Create the target process. Based on its studies, the core team created a model for the new 
development process: 
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5. Verify the new process. The team undertook a pilot product development project to test 
the new process. The process was found to be basically sound. Some challenges were 
identified; for example, in the sequential project the design of circuit boards took longer 
than that of the mechanical enclosures, while in the new process the enclosures ended 
up taking longer, pointing out the need to start designing them earlier. 

6. Implement across the product line. After the pilot project, the new methodology was rolled 
out across the product lines. This activity required training of personnel, documentation 
of the new standards and procedures, and improvements to information systems. 

7. Measure results and improve. The performance of the new design flow was measured. The team 
found that product development time had been reduced from 18-30 months to 11 months. 


Requirements analysis 

Before designing a system, we need to know what we are designing. The terms “require¬ 
ments” and “specifications” are used in a variety of ways—some people use them as syn¬ 
onyms, while others use them as distinct phases. We use them to mean related but distinct 
steps in the design process. Requirements are informal descriptions of what the customer 
wants, while specifications are more detailed, precise, and consistent descriptions of the 
system that can be used to create the architecture. Both requirements and specifications 
are, however, directed to the outward behavior of the system, not its internal structure. 

The overall goal of creating a requirements document is effective communication 
between the customers and the designers. The designers should know what they 
are expected to design for the customers; the customers, whether they are known in 
advance or represented by marketing, should understand what they will get. 
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Functional and 

nonfunctional 

requirements 


We have two types of requirements: functional and nonfunctional. A func¬ 
tional requirement states what the system must do, such as compute an FFT. A non¬ 
functional requirement can be any number of other attributes, including physical 
size, cost, power consumption, design time, reliability, and so on. 

A good set of requirements should meet several tests [Dav90]: 

• Correctness: The requirements should not mistakenly describe what the 
customer wants. Part of correctness is avoiding overrequiring—the requirements 
should not add conditions that are not really necessary. 

• Unambiguousness: The requirements document should be clear and have only 
one plain language interpretation. 

• Completeness: All requirements should be included. 

• Verifiability: There should be a cost-effective way to ensure that each 
requirement is satisfied in the final product. For example, a requirement that the 
system package be “attractive” would be hard to verify without some agreed 
upon definition of attractiveness. 

• Consistency: One requirement should not contradict another requirement. 

• Modifiability: The requirements document should be structured so that it can be 
modified to meet changing requirements without losing consistency, verifiability, 
and so forth. 

• Traceability: Each requirement should be traceable in the following ways: 

• We should be able to trace backward from the requirements to know why each 
requirement exists. 

• We should also be able to trace forward from documents created before the 
requirements (e.g., marketing memos) to understand how they relate to the 
final requirements. 

• We should be able to trace forward to understand how each requirement is 
satisfied in the implementation. 

• We should also be able to trace backward from the implementation to know 
which requirements they were intended to satisfy. 

Flow do you determine requirements? If the product is a continuation of a series, 
then many of the requirements are well understood. But even in the most modest 
upgrade, talking to the customer is valuable. In a large company, marketing or sales 
departments may do most of the work of asking customers what they want, but a 
surprising number of companies have designers talk directly with customers. Direct 
customer contact gives the designer an unfiltered sample of what the customer says. It 
also helps build empathy with the customer, which often pays off in cleaner, easier-to- 
use customer interfaces. Talking to the customer may also include conducting surveys, 
organizing focus groups, or asking selected customers to test a mock-up or prototype. 


Specifications 

In this section we take a look at some advanced techniques for specification and how 
they can be used. 
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Control-oriented specification languages 

SDL We have already seen how to use state machines to specify control in UML. An 

example of a widely used state machine specification language is the SDL language 
[Roc82], which was developed by the communications industry for specifying com¬ 
munication protocols, telephone systems, and so forth. As illustrated in Figure 7.6, 
SDL specifications include states, actions, and both conditional and unconditional 
transitions between states. SDL is an event-oriented state machine model because 
transitions between states are caused by internal and external events. 

Statecharts Other techniques can be used to eliminate clutter and clarify the important struc¬ 

ture of a state-based specification. The Statechart [Har87] is one well-known tech¬ 
nique for state-based specification that introduced some important concepts. The 
Statechart notation uses an event-driven model. Statecharts allow states to be grouped 
together to show common functionality. There are two basic groupings: OR and AND. 
Figure 7.7 shows an example of an OR state by comparing a traditional state transition 
diagram with a Statechart described via an OR state. The state machine specifies that 
the machine goes to state ,v4 from any of s I. s2, or s3 when they receive the input i2. 
The Statechart denotes this commonality by drawing an OR state around .vl, s2, and 
s3 (the name of the OR state is given in the small box at the top of the state). A single 
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FIGURE 7.7 

An OR state in Statecharts. 


transition out of the OR state .v 123 specifies that the machine goes into state ,v4 when 
it receives the i2 input while in any state included in vl 23. The OR state still allows 
interesting transitions between its member states. There can be multiple ways to get 
into s 123 (via .vl or v2), and there can be transitions between states within the OR state 
(such as from .vl to .v3 or .s2 to .v3). The OR state is simply a tool for specifying some 
of the transitions relating to these states. 

Figure 7.8 shows an example of an AND state specified in Statechart notation as 
compared to the equivalent in the traditional state machine model. In the traditional 
model, there are numerous transitions between the states; there is also one entry point 
into this cluster of states and one exit transition out of the cluster. 

In the Statechart, the AND state sab is decomposed into two components, sa and 
sb. When the machine enters the AND state, it simultaneously inhabits the state .vl of 
component sa and the state s3 of component sb. We can think of the system’s state 
as multidimensional. When it enters sab, knowing the complete state of the machine 
requires examining both sa and sb. 

The names of the states in the traditional state machine reveal their relationship 
to the AND state components. Thus, state .v I -3 corresponds to the Statechart machine 
having its sa component in vl and its sb component in ,v3, and so forth. We can exit 
this cluster of states to go to state s5 only when, in the traditional specification, we 
are in state s2-4 and receive input r. In the AND state, this corresponds to sa in state 
s2, sb in state .v4, and the machine receiving the r input while in this composite state. 
Although the traditional and Statechart models describe the same behavior, each 
component has only two states, and the relationships between these states are much 
simpler to see. 
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AND/OR tables 


Leveson et al. [Lev94] used a different format, the AND/OR table, to describe 
similar relationships between states. An example AND/OR table and the Boolean 
expression it describes are shown in Figure 7.9. The rows in the AND/OR table are 
labeled with the basic variables in the expression. Each column corresponds to an 
AND term in the expression. For example, the AND term ( cond2 and not cond3) 
is represented in the second column with a T for cond2, an F for cond3, and a dash 
(don’t-care) for condl', this corresponds to the fact that cond2 must be T and cond3 
F for the AND term to be true. We use the table to evaluate whether a given condi¬ 
tion holds in the system. The current states of the variables are compared to the table 




An AND state in Statecharts. 


condl or (cond2 and cond3) 

Expression 


OR 


A 

condl 


T 

— 

N 

cond2 


— 

T 

D 

cond3 


— 

F 


FIGURE 7.9 


AND/OR table 


An AND/OR table. 
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elements. A column evaluates to true if all the current variable values correspond to 
the requirements given in the column. If any one of the columns evaluates to true, 
then the table’s expression evaluates to true, as we would expect for an AND/OR 
expression. The most important difference between this notation and Statecharts 
is that don’t-cares are explicitly represented in the table, which was found to be of 
great help in identifying problems in a specification table. 

Advanced specifications 

This section is devoted to a single example of a sophisticated system. Example 7.3 
describes the specification of a real-world, safety-critical system used in aircraft. The 
specification techniques developed to ensure the correctness and safety of this system 
can also be used in many applications, particularly in systems where much of the com¬ 
plexity goes into the control structure. 


Example 7.3 The TCAS II Specification 

TCAS II (Traffic Alert and Collision Avoidance System) is a collision avoidance system for air¬ 
craft. Based on a variety of information, a TCAS unit in an aircraft keeps track of the position 
of other nearby aircraft. If TCAS decides that a mid-air collision may be likely, it uses audio 
commands to suggest evasive action—for example, a prerecorded voice may warn “DESCEND! 
DESCEND!” if TCAS believes that an aircraft above poses a threat and that there is room to 
maneuver below. TCAS makes sophisticated decisions in real time and is clearly safety criti¬ 
cal. On the one hand, it must detect as many potential collision events as possible (within the 
limits of its sensors, etc.). On the other hand, it must generate as few false alarms as possible, 
because the extreme maneuvers it recommends are themselves potentially dangerous. 

Leveson et al. [Lev94] developed a specification for the TCAS II system. We won’t cover 
the entire specification here, but just enough to provide its flavor. The TCAS II specification 
was written in their RSML language. They use a modified version of Statechart notation for 
specifying states, in which the inputs to and outputs of the state are made explicit. The basic 
state notation looks like this: 


state 1 

Inputs: A 


State description 


Outputs: 

V_ J 


They also use a transition bus to show sets of states in which there are transitions 
between all (or almost all) states. In this example, there are transitions from a, b, c, or d to 
any of the other states: 
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CDS: 

CDS: 

CDS: 

CDS: 


The top-level description of the collision avoidance system (CAS) is relatively simple: 



This diagram specifies that the system has Power-off and Power-on states. In the power- 
on state, the system may be in Standby or Fully operational mode. In the Fully operational 
mode, three components are operating In parallel, as specified by the AND state: the own- 
aircraft subsystem, a subsystem to keep track of up to 30 other aircraft, and a subsystem to 
keep track of up to 15 Mode S ground stations, which provide radar information. 

The next diagram shows a specification of the Own-Aircraft AND state. Once again, the 
behavior of Own-Aircraft is an AND composition of several subbehaviors. The Effective-SL 
and Alt-SL states are two ways to control the sensitivity level (SL) of the system, with each 
state representing a different sensitivity level. Differing sensitivities are required depend¬ 
ing on distance from the ground and other factors. The Alt-Layer state divides the vertical 
airspace into layers, with this state keeping track of the current layer. Climb-lnhibit and 
Descent-lnhibit states are used to selectively inhibit climbs (which may be difficult at 
high altitudes) or descents (clearly dangerous near the ground), respectively. Similarly, the 
Increase-Climb-Inhibit and Increase-Descend-Inhibit states can inhibit high-rate climbs 
and descents. Because the Advisory-Status state is rather complicated, its details are not 
shown here. 
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Own-Aircraft 



own-alt-radio: integer 
standby-discrete-input: {true, false} 
own-alt-barometric: integer 
mode-selector: {TA/RA, standby, TA-only,3,4,5,6,7} 
radio-altimeter-status: {valid, not-valid} 
own-air-status: {airborne, on-ground} 
own-mode-s-address: integer 
barometric-altimeter-status: {fine-coarse} 


traffic-display-permitted: {true, false} 
aircraft-altitude-limit: integer 
prox-traffic-display: {true, false} 
own-alt-rate: integer 
config-climb-inhibit: {true, false} 
altitude-climb-inhib-active: {true, false} 
increase-climb-inhibit-discrete: {true, false} 



Output: 

sound-aural-alarm: {true, false} 
aural-alarm-inhibit: {true, false} 
combined-control-out: enumerated 
vertical-control-out: enumerated 



climb-RA: enumerated 
descent-RA: enumerated 
own-goal-alt-rate: integer 
vertical-RAC: enumerated 
horizontal-RAC: enumerated 



System analysis and architecture design 

In this section we consider how to turn a specification into an architecture design. We 
already have a number of techniques for making specific decisions; in this section we 
look at how to get a handle on the overall system architecture. The CRC card meth¬ 
odology for system analysis is one very useful method for understanding the overall 
structure of a complex system. 

CRC cards 

The CRC card methodology is a well-known and useful way to help analyze a sys¬ 
tem’s structure. It is particularly well suited to object-oriented design because it 
encourages the encapsulation of data and functions. 























































7.5 System analysis and architecture design 397 


The acronym CRC stands for the following three major items that the methodology 
tries to identify: 

• Classes define the logical groupings of data and functionality. 

• Responsibilities describe what the classes do. 

• Collaborators are the other classes with which a given class works. 

The name CRC card comes from the fact that the methodology is practiced by 
having people write on index cards. (In the United States, the standard size for index 
cards is 3" X 5", so these cards are often called 3X5 cards.) An example card is 
shown in Figure 7.10; it has space to write down the class name, its responsibilities 
and collaborators, and other information. The essence of the CRC card methodology 
is to have people write on these cards, talk about them, and update the cards until they 
are satisfied with the results. 

This technique may seem like a primitive way to design computer systems. How¬ 
ever, it has several important advantages. First, it is easy to get non-computer people 
to create CRC cards. Getting the advice of domain experts (automobile designers for 
automotive electronics or human factors experts for PDA design, for example) is very 
important in system design. The CRC card methodology is informal enough that it 
will not intimidate non-computer specialists and will allow you to capture their input. 
Second, it aids even computer specialists by encouraging them to work in a group and 
analyze scenarios. The walkthrough process used with CRC cards is very useful in 
scoping out a design and determining what parts of a system are poorly understood. 
This informal technique is valuable to tool-based design and coding. If you still feel 
a need to use tools to help you practice the CRC methodology, software engineering 
tools are available that automate the creation of CRC cards. 

Before going through the methodology, let’s review the CRC concepts in a little 
more detail. We are familiar with classes—they encapsulate functionality. A class may 
represent a real-world object or it may describe an object that has been created solely 
to help architect the system. A class has both an internal state and a functional inter¬ 
face; the functional interface describes the class’s capabilities. The responsibility set 
is an informal way of describing that functional interface. The responsibilities provide 


Class name: 


Superclasses: 


Subclasses: 


Responsibilities: 

Collaborators: 


Front 


Class name: 
Class’s function: 
Attributes: 


Back 


FIGURE 7.10 


Layout of a CRC card. 
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the class’s interface, not its internal implementation. Unlike describing a class in a 
programming language, however, the responsibilities may be described informally in 
English (or your favorite language). The collaborators of a class are simply the classes 
that it talks to, that is, classes that use its capabilities or that it calls upon to help it do 
its work. 

The class terminology is a little misleading when an object-oriented programmer 
looks at CRC cards. In the methodology, a class is actually used more like an object in 
an 00 programming language—the CRC card class is used to represent a real actor in 
the system. However, the CRC card class is easily transformable into a class definition 
in an object-oriented design. 

CRC card analysis is performed by a team of people. It is possible to use it by your¬ 
self, but a lot of the benefit of the method comes from talking about the developing 
classes with others. Before beginning the process, you should create a large number of 
CRC cards using the basic format shown in Figure 7.10. As you are working in your 
group, you will be writing on these cards; you will probably discard many of them and 
rewrite them as the system evolves. The CRC card methodology is informal, but you 
should go through the following steps when using it to analyze a system: 

1. Develop an initial list of classes. Write down the class name and perhaps a 
few words on what it does. A class may represent a real-world object or an 
architectural object. Identifying which category the class falls into (perhaps by 
putting a star next to the name of a real-world object) is helpful. Each person 
can be responsible for handling a part of the system, but team members should 
talk during this process to be sure that no classes are missed and that duplicate 
classes are not created. 

2. Write an initial list of responsibilities and collaborators. The responsibilities 
list helps describe in a little more detail what the class does. The collaborators 
list should be built from obvious relationships between classes. Both the 
responsibilities and collaborators will be refined in the later stages. 

3. Create some usage scenarios. These scenarios describe what the system does. 
Scenarios probably begin with some type of outside stimulus, which is one 
important reason for identifying the relevant real-world objects. 

4. Walk through the scenarios. This is the heart of the methodology. During the 
walkthrough, each person on the team represents one or more classes. The 
scenario should be simulated by acting: people can call out what their class 
is doing, ask other classes to perform operations, and so on. Moving around, 
for example, to show the transfer of data, may help you visualize the system’s 
operation. During the walkthrough, all of the information created so far is 
targeted for updating and refinement, including the classes, their responsibilities 
and collaborators, and the usage scenarios. Classes may be created, destroyed, 
or modified during this process. You will also probably find many holes in the 
scenario itself. 

5. Refine the classes, responsibilities, and collaborators. Some of this will be 
done during the course of the walkthrough, but making a second pass after the 
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scenarios is a good idea. The longer perspective will help you make more global 
changes to the CRC cards. 

6 . Add class relationships. Once the CRC cards have been refined, subclass and 
superclass relationships should become clearer and can be added to the cards. 

Once you have the CRC cards, you need to somehow use them to help drive the 
implementation. In some cases, it may work best to use the CRC cards as direct source 
material for the implementors; this is particularly true if you can get the designers 
involved in the CRC card process. In other cases, you may want to write a more formal 
description, in UML or another language, of the information that was captured during 
the CRC card analysis, and then use that formal description as the design document for 
the system implementors. Example 7.4 illustrates the use of the CRC card methodology. 


Example 7.4 CRC Card Analysis 

Let's perform a CRC card analysis of the elevator system of Section 8.8. First, we need the 
following basic set of classes: 

• Real-world classes: elevator car, passenger, floor control, car control, and car sensor. 

• Architectural classes: car state, floor control reader, car control reader, car control sender, 
and scheduler. 

For each class, we need the following initial set of responsibilities and collaborators. (An 
asterisk is used to remind ourselves which classes represent real-world objects.) 


Class 

Responsibilities 

Collaborators 

Elevator car* 

Moves up and down 

Car control, car sensor, car 
control sender 

Passenger* 

Pushes floor control and car control buttons 

Floor control, car control 

Floor control* 

Transmits floor requests 

Passenger, floor control 
reader 

Car control* 

Transmits car requests 

Passenger, car control 
reader 

Car sensor* 

Senses car position 

Scheduler 

Car state 

Records current position of car 

Scheduler, car sensor 

Floor control 
reader 

Interface between floor control and rest of 
system 

Floor control, scheduler 

Car control 
reader 

Interface between car control and rest of 
system 

Car control, scheduler 

Car control 
sender 

Interface between scheduler and car 

Scheduler, elevator car 

Scheduler 

Sends commands to cars based upon 
requests 

Floor control reader, car 
control reader, car control 
sender, car state 
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Several usage scenarios define the basic operation of the elevator system as well as some 
unusual scenarios: 

1. One passenger requests a car on a floor, gets in the car when it arrives, requests another 
floor, and gets out when the car reaches that floor. 

2. One passenger requests a car on a floor, gets in the car when it arrives, and requests the 
floor that the car is currently on. 

3. A second passenger requests a car while another passenger is riding in the elevator. 

4. Two people push floor buttons on different floors at the same time. 

5. Two people push car control buttons in different cars at the same time. 

At this point, we need to walk through the scenarios and make sure they are reasonable. Find 
a set of people and walk through these scenarios. Do the classes, responsibilities, collaborators, 
and scenarios make sense? How would you modify them to improve the system specification? 


Quality assurance 

The quality of a product or service can be judged by how well it satisfies its intended 
function. A product can be of low quality for several reasons, such as it was shoddily 
manufactured, its components were improperly designed, its architecture was poorly 
conceived, and the product’s requirements were poorly understood. Quality must be 
designed in. You can’t test out enough bugs to deliver a high-quality product. The 
quality assurance (QA) process is vital for the delivery of a satisfactory system. In 
this section we will concentrate on portions of the methodology particularly aimed at 
improving the quality of the resulting system. 

The software testing techniques described earlier in the book constitute one com¬ 
ponent of quality assurance, but the pursuit of quality extends throughout the design 
flow. For example, settling on the proper requirements and specification cannot be 
overlooked as an important determinant of quality. If the system is too difficult to 
design, it will probably be difficult to keep it working properly. Customers may desire 
features that sound nice but in fact don’t add much to the overall usefulness of the 
system. In many cases, having too many features only makes the design more compli¬ 
cated and the final device more prone to breakage. 

In this section, we review the quality assurance process in more detail: 

• we introduce the quality assurance process; 

• we focus on verifying requirements and specifications; and 

• discuss design reviews. 

To help us understand the importance of quality assurance, Example 7.5 describes 
serious safety problems in one computer-controlled medical system. Medical equip¬ 
ment, like aviation electronics, is a safety-critical application; unfortunately, this med¬ 
ical equipment caused deaths before its design errors were properly understood. This 
example also allows us to use specification techniques to understand software design 
problems. In the rest of the section, we look at several ways of improving quality: 
design reviews, measurement-based quality assurance, and techniques for debugging 
large systems. 
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Example 7.5 The Therac-25 Medical Imaging System 

The Therac-25 medical imaging system caused what Leveson and Turner called “the most 
serious computer-related accidents to date (at least nonmilitary and admitted)” [Lev93]. In 
the course of six known accidents, these machines delivered massive radiation overdoses, 
causing deaths and serious injuries. Leveson and Turner analyzed the Therac-25 system and 
the causes for these accidents. 

The Therac-25 was controlled by a PDP-11 minicomputer. The computer was responsible 
for controlling a radiation gun that delivered a dose of radiation to the patient. It also runs a 
terminal that presents the main user interface. The machine’s software was developed by a 
single programmer in PDP-11 assembly language over several years. The software includes 
four major components: stored data, a scheduler, a set of tasks, and interrupt services. The 
three major critical tasks in the system follow: 

• A treatment monitor controls and monitors the setup and delivery of the treatment in eight 
phases. 

• A servo task controls the radiation gun, machine motions, and so on. 

• A housekeeper task takes care of system status interlocks and limit checks. (A limit check 
determines whether some system parameter has gone beyond preset limits.) 

The code was relatively crude—the software allowed several processes access to shared 
memory, there was no synchronization mechanism aside from shared variables, and test-and- 
set for shared variables were not indivisible operations. 

Let us examine the software problems responsible for one series of accidents. Leveson 
and Turner reverse-engineered a specification for the relevant software as follows: 
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Treat is the treatment monitor task, divided into eight subroutines (Reset, Datent, and 
so on). Tphase is a variable that controls which of these subroutines is currently execut¬ 
ing. Treat reschedules itself after the execution of each subroutine. The Datent subroutine 
communicates with the keyboard entry task via the data entry completion flag, which is a 
shared variable. Datent looks at this flag to determine when it should leave the data entry 
mode and go to the Setup test mode. The Mode/energy offset variable is a shared variable: 
The top byte holds offset parameters used by the Datent subroutine, and the low-order byte 
holds mode and energy offset used by the Hand task. 

When the machine is run, the operator is forced to enter the mode and energy (there is 
one mode in which the energy is set to a default), but the operator can later edit the mode 
and energy separately. The software’s behavior is timing dependent. If the keyboard handler 
sets the completion variable before the operator changes the Mode/energy data, the Datent 
task will not detect the change—once Treat leaves Datent, it will not enter that subroutine 
again during the treatment. However, the Hand task, which runs concurrently, will see the 
new Mode/energy information. Apparently, the software included no checks to detect the 
incompatible data. 

After the Mode/energy data are set, the software sends parameters to a digital/analog 
converter and then calls a Magnet subroutine to set the bending magnets. Setting the mag¬ 
nets takes about 8 seconds and a subroutine called Ptime is used to introduce a time delay. 
Due to the way that Datent, Magnet, and Ptime are written, it is possible that changes to 
the parameters made by the user can be shown on the screen but will not be sensed by 
Datent. One accident occurred when the operator initially entered Mode/energy, went to the 
command line, changed Mode/energy, and returned to the command line within 8 seconds. 
The error therefore depended on the typing speed of the operator. Because operators become 
faster and more skillful with the machine over time, this error is more likely to occur with 
experienced operators. 

Leveson and Turner emphasize that the following poor design methodologies and flawed 
architectures were at the root of the particular bugs that led to the accidents: 

• The designers performed a very limited safety analysis. For example, low probabilities 
were assigned to certain errors with no apparent justification. 

• Mechanical backups were not used to check the operation of the machine (such as test¬ 
ing beam energy), even though such backups were employed in earlier models of the 
machine. 

• Programmers created overly complex programs based on unreliable coding styles. 

In summary, the designers of the Therac-25 relied on system testing with insufficient 
module testing or formal analysis. 


Quality assurance techniques 

The International Standards Organization (ISO) has created a set of quality standards 
known as ISO 9000. ISO 9000 was created to apply to a broad range of industries, 
including but not limited to embedded hardware and software. A standard developed 
for a particular product, such as wooden construction beams, could specify criteria 
particular to that product, such as the load that a beam must be able to carry. However, 
a wide-ranging standard such as ISO 9000 cannot specify the detailed standards for 
every industry. Consequently, ISO 9000 concentrates on processes used to create the 
product or service. The processes used to satisfy ISO 9000 affect the entire organiza¬ 
tion as well as the individual steps taken during design and manufacturing. 
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A detailed description of ISO 9000 is beyond the scope of this book; several 
books [Sch94, Jen95] describe ISO 9000’s applicability to software development. We 
can, however, make the following observations about quality management based on 
ISO 9000: 

• Process is crucial. Haphazard development leads to haphazard products and low 
quality. Knowing what steps are to be followed to create a high-quality product is 
essential to ensuring that all the necessary steps are in fact followed. 

• Documentation is important. Documentation has several roles: The creation 
of the documents describing processes helps those involved understand the 
processes; documentation helps internal quality monitoring groups to ensure that 
the required processes are actually being followed; and documentation also helps 
outside groups (customers, auditors, etc.) understand the processes and how they 
are being implemented. 

• Communication is important. Quality ultimately relies on people. Good 
documentation is an aid for helping people understand the total quality process. 
The people in the organization should understand not only their specific tasks but 
also how their jobs can affect overall system quality. 

Many types of techniques can be used to verify system designs and ensure quality. 
Techniques can be either manual or tool based. Manual techniques are surprisingly 
effective in practice. In Section 7.6 we discussed design reviews, which are simply 
meetings at which the design is discussed and which are very successful in identifying 
bugs. Many of the software testing techniques described in Chapter 5 can be applied 
manually by tracing through the program to determine the required tests. Tool-based 
verification helps considerably in managing large quantities of information that may 
be generated in a complex design. Test generation programs can automate much of the 
drudgery of creating test sets for programs. Tracking tools can help ensure that various 
steps have been performed. Design flow tools automate the process of running design 
data through other tools. 

Metrics are important to the quality control process. To know whether we have 
achieved high levels of quality, we must be able to measure aspects of the system and 
our design process. We can measure certain aspects of the system itself, such as the 
execution speed of programs or the coverage of test patterns. We can also measure 
aspects of the design process, such as the rate at which bugs are found. Section 7.6 
describes ways in which measurements can be used in the quality assurance process. 

Tool and manual techniques must fit into an overall process. The details of that 
process will be determined by several factors, including the type of product being 
designed (e.g., video game, laser printer, air traffic control system), the number of 
units to be manufactured and the time allowed for design, the existing practices in the 
company into which any new processes must be integrated, and many other factors. An 
important role of ISO 9000 is to help organizations study their total process, not just 
particular segments that may appear to be important at a particular time. 

One well-known way of measuring the quality of an organization’s software devel¬ 
opment process is the Capability Maturity Model (CMM) developed by Carnegie 
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Mellon University’s Software Engineering Institute [SEI99]. The CMM provides a 
model forjudging an organization. It defines the following five levels of maturity: 

1. Initial. A poorly organized process, with very few well-defined processes. 

Success of a project depends on the efforts of individuals, not the organization 
itself. 

2. Repeatable. This level provides basic tracking mechanisms that allow 
management to understand cost, scheduling, and how well the systems under 
development meet their goals. 

3. Defined. The management and engineering processes are documented and 
standardized. All projects make use of documented and approved standard 
methods. 

4. Managed. This phase makes detailed measurements of the development process 
and product quality. 

5. Optimizing. At the highest level, feedback from detailed measurements is used to 
continually improve the organization’s processes. 

The Software Engineering Institute has found very few organizations anywhere 
in the world that meet the highest level of continuous improvement and quite a few 
organizations that operate under the chaotic processes of the initial level. However, the 
Capability Maturity Model provides a benchmark by which organizations can judge 
themselves and use that information for improvement. 

Verifying the specification 

The requirements and specification are generated very early in the design process. 
Verifying the requirements and specification is very important for the simple reason 
that bugs in the requirements or specification can be extremely expensive to fix later 
on. Figure 7.11 shows how the cost of fixing bugs grows over the course of the design 
process (we use the waterfall model as a simple example, but the same holds for any 
design flow). The longer a bug survives in the system, the more expensive it will be 
to fix. A coding bug, if not found until after system deployment, will cost money to 
recall and reprogram existing systems, among other things. But a bug introduced ear¬ 
lier in the flow and not discovered until the same point will accrue all those costs and 
more costs as well. A bug introduced in the requirements or specification and left until 
maintenance could force an entire redesign of the product, not just the replacement of 
a ROM. Discovering bugs early is crucial because it prevents bugs from being released 
to customers, minimizes design costs, and reduces design time. While some require¬ 
ments and specification bugs will become apparent in the detailed design stages—for 
example, as the consequences of certain requirements are better understood—it is pos¬ 
sible and desirable to weed out many bugs during the generation of the requirements 
and spec. 

The goal of validating the requirements and specification is to ensure that they 
satisfy the criteria we originally applied in Section 7.3 to creating the requirements, 
including correctness, completeness, consistency, and so on. Validation is in fact part 
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FIGURE 7.11 

Long-lived bugs are more expensive to fix. 


of the effort of generating the requirements and specification. Some techniques can be 
applied while they are being created to help you understand the requirements and spec¬ 
ifications, while others are applied on a draft, with results used to modify the specs. 

Because requirements come from the customer and are inherently somewhat 
informal, it may seem like a challenge to validate them. However, there are many 
things that can be done to ensure that the customer and the person actually writing the 
requirements are communicating. Prototypes are a very useful tool when dealing with 
end users—rather than simply describe the system to them in broad, technical terms, a 
prototype can let them see, hear, and touch at least some of the important aspects of the 
system. Of course, the prototype will not be fully functional because the design work 
has not yet been done. However, user interfaces in particular are well suited to proto¬ 
typing and user testing. Canned or randomly generated data can be used to simulate 
the internal operation of the system. A prototype can help the end user critique numer¬ 
ous functional and nonfunctional requirements, such as data displays, speed of opera¬ 
tion, size, weight, and so forth. Certain programming languages, sometimes called 
prototyping languages or specification languages, are especially well suited to pro¬ 
totyping. Very high-level languages (such as Matlab in the signal processing domain) 
may be able to perform functional attributes, such as the mathematical function to be 
performed, but not nonfunctional attributes such as the speed of execution. Preexist¬ 
ing systems can also be used to help the end user articulate his or her needs. Specify¬ 
ing what someone does or doesn’t like about an existing machine is much easier than 
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Validation of 
specifications 


Design review format 


having them talk about the new system in the abstract. In some cases, it may be pos¬ 
sible to construct a prototype of the new system from the preexisting system. 

The techniques used to validate requirements are also useful in verifying that the 
specifications are correct. Building prototypes, specification languages, and compari¬ 
sons to preexisting systems are as useful to system analysis and designers as they are 
to end users. Auditing tools may be useful in verifying consistency, completeness, and 
so forth. Working through usage scenarios often helps designers fill out the details 
of a specification and ensure its completeness and correctness. In some cases, formal 
techniques (that is, design techniques that make use of mathematical proofs) may be 
useful. Proofs may be done either manually or automatically. In some cases, proving 
that a particular condition can or cannot occur according to the specification is impor¬ 
tant. Automated proofs are particularly useful in certain types of complex systems that 
can be specified succinctly but whose behavior over time is complex. For example, 
complex protocols have been successfully formally verified. 

Design reviews 

The design review [Fag76] is a critical component of any quality assurance process. 
The design review is a simple, low-cost way to catch bugs early in the design process. 
A design review is simply a meeting in which team members discuss a design, review¬ 
ing how a component of the system works. Some bugs are caught simply by preparing 
for the meeting, as the designer is forced to think through the design in detail. Other 
bugs are caught by people attending the meeting, who will notice problems that may 
not be caught by the unit’s designer. By catching bugs early and not allowing them to 
propagate into the implementation, we reduce the time required to get a working sys¬ 
tem. We can also use the design review to improve the quality of the implementation 
and make future changes easier to implement. 

A design review is held to review a particular component of the system. A design 
review team has several types of members: 

• The designers of the component being reviewed are, of course, central to the 
design process. They present their design to the rest of the team for review and 
analysis. 

• The review leader coordinates the pre-meeting activities, the design review itself, 
and the post-meeting follow-up. 

• The review scribe records the minutes of the meeting so that designers and 
others know which problems need to be fixed. 

• The review audience studies the component. Audience members will naturally 
include other members of the project for which this component is being 
designed. Audience members from other projects often add valuable perspective 
and may notice problems that team members have missed. 

The design review process begins before the meeting itself. The design team pre¬ 
pares a set of documents (code listings, flowcharts, specifications, etc.) that will be 
used to describe the component. These documents are distributed to other members of 



What we learned 407 


the review team in advance of the meeting, so that everyone has time to become famil¬ 
iar with the material. The review leader coordinates the meeting time, distribution of 
handouts, and so forth. 

During the meeting, the leader is responsible for ensuring that the meeting runs 
smoothly, while the scribe takes notes about what happens. The designers are respon¬ 
sible for presenting the component design. A top-down presentation often works well, 
beginning with the requirements and interface description, followed by the overall 
structure of the component, the details, and then the testing strategy. The audience 
should look for all types of problems at every level of detail: 

• Is the design team’s view of the component’s specification consistent with the 
overall system specification, or has the team misinterpreted something? 

• Is the interface specification correct? 

• Does the component’s internal architecture work well? 

• Are there coding errors in the component? 

• Is the testing strategy adequate? 

The notes taken by the scribe are used in meeting follow-up. The design team 
should correct bugs and address concerns raised at the meeting. While doing so, the 
team should keep notes describing what they did. The design review leader coordi¬ 
nates with the design team, both to make sure that the changes are made and to dis¬ 
tribute the change results to the audience. If the changes are straightforward, a written 
report of them is probably adequate. If the errors found during the review caused a 
major reworking of the component, a new design review meeting for the new imple¬ 
mentation, using as many of the original team members as possible, may be useful. 


Summary 

System design takes a comprehensive view of the application and the system under 
design. To ensure that we design an acceptable system, we must understand the applica¬ 
tion and its requirements. Numerous techniques, such as object-oriented design, can be 
used to create useful architectures from the system’s original requirements. Along the 
way, by measuring our design processes, we can gain a clearer understanding of where 
bugs are introduced, how to fix them, and how to avoid introducing them in the future. 


What we learned 

• Design methodologies and design flows can be organized in many different 
ways. 

• Building a system mock-up is one good way to help understand system 
requirements. 

• Statecharts are valuable in the specification of control and are part of UML. 

• CRC cards help us understand the system architecture in the initial phases of 
architecture design. 
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Further reading 

Pressman [Pre97] provides a thorough introduction to software engineering. Davis 
[Dav90] gives a good survey of software requirements. Beizer [Bei84] surveys system- 
level testing techniques. Leveson [Lev86] provides a good introduction to software 
safety. Schmauch [Sch94] and Jenner [Jen95] both describe ISO 9000 for software 
development. A tutorial edited by Chow [Cho85] includes a number of important 
early papers on software quality assurance. Cusumano [Cus91] provides a fascinating 
account of software factories in both the United States and Japan. 


Questions 

Q7-1 Briefly describe the differences between the waterfall and spiral development 
models. 

Q7-2 What skills might be useful in a cross-functional team that is responsible for 
designing a set-top box? 

Q7-3 Provide realistic examples of how a requirements document may be: 

a. ambiguous 

b. incorrect 
C. incomplete 
d. unverifiable 

Q7-4 How can poor specifications lead to poor quality code—do aspects of a 
poorly-constructed specification necessarily lead to bad software? 

Q7-5 What are the main phases of a design review? 


Lab exercises 

L7-1 Draw a diagram showing the developmental steps of one of the projects you 
recently designed. Which development model did you follow (waterfall, 
spiral, etc.)? 

L7-2 Find a detailed description of a system of interest to you. Write your own 
description of what it does and how it works. 
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CHAPTER POINTS 

• Why we need networks and multiprocessors in embedded computing systems. 

• Embedded networks. 

• Embedded multiprocessor architectures. 

• System design for parallel and distributed computing. 

• Design examples: video accelerator and CD player. 


Introduction 

Many embedded computing systems require more than one CPU. To build such sys¬ 
tems, we need to use networks to connect the processors, memory, and devices. We 
must then program the system to take advantage of the parallelism inherent in mul¬ 
tiprocessing and account for the communication delays incurred by networks. This 
chapter introduces some basic concepts in parallel and distributed embedded comput¬ 
ing systems. Section 8.2 outlines the case for using networks and multiprocessors 
in embedded systems. Section 8.3 explores the multiprocessor design space and the 
major categories of multiprocessors. Section 8.4 looks at distributed systems, using 
several example networks. Section 8.5 considers shared-memory multiprocessors. 
Section 8.6 walks through the design of a video accelerator as an example of a special¬ 
ized processing element. Section 8.7 looks at compact disc players as an example of 
heterogeneous multiprocessors. 


Why networks and multiprocessors? 

Programming a single CPU is hard enough. Why make life more difficult by adding 
more processors? A multiprocessor is, in general, any computer system with two 
or more processors coupled together. Multiprocessors used for scientific or business 
applications tend to have regular architectures: several identical processors that can 
access a uniform memory space. We use the term processing element (PE) to mean 
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Real-time performance 


Cyber-physical 

considerations 


Power 


any unit responsible for computation, whether it is programmable or not. We use the 
term network (or interconnection network) to describe the interconnections between 
the processing elements. 

Embedded system designers must take a more general view of the nature of multi¬ 
processors. As we will see, embedded computing systems are built on top of the com¬ 
plete spectrum of multiprocessor architectures. Why is there no one multiprocessor 
architecture for all types of embedded computing applications? And why do we need 
embedded processors at all? The reasons for multiprocessors are the same reasons 
that drive all of embedded system design: real-time performance, power consumption, 
and cost. 

The first reason for using an embedded multiprocessor is that they offer signifi¬ 
cantly better cost/performance—that is, performance and functionality per dollar 
spent on the system—than would be had by spending the same amount of money on 
a uniprocessor system. The basic reason for this is that processing element purchase 
price is a nonlinear function of performance [W 0 IO 8 ]. The cost of a microprocessor 
increases greatly as the clock speed increases. We would expect this trend as a normal 
consequence of VLSI fabrication and market economics. Clock speeds are normally 
distributed by normal variations in VLSI processes; because the fastest chips are rare, 
they naturally command a high price in the marketplace. 

Because the fastest processors are very costly, splitting the application so that it 
can be performed on several smaller processors is much cheaper. Even with the added 
costs of assembling those components, the total system comes out to be less expen¬ 
sive. Of course, splitting the application across multiple processors does entail higher 
engineering costs and lead times, which must be factored into the project. 

In addition to reducing costs, using multiple processors can also help with real¬ 
time performance. We can often meet deadlines and be responsive to interaction much 
more easily when we put those time-critical processes on separate processors. Given 
that scheduling multiple processes on a single CPU incurs overhead in most realistic 
scheduling models, as discussed in Chapter 6 , putting the time-critical processes on 
PEs that have little or no time-sharing reduces scheduling overhead. Because we pay 
for that overhead at the nonlinear rate for the processor, as illustrated in Figure 8.1, the 
savings by segregating time-critical processes can be large—it may take an extremely 
large and powerful CPU to provide the same responsiveness that can be had from a 
distributed system. 

We may also need to use multiple processors to put some of the processing power 
near the physical systems being controlled. Cars, for example, put control elements 
near the engine, brakes, and other major components. Analog and mechanical needs 
often dictate that critical control functions be performed very close to the sensors and 
actuators. 

Many of the technology trends that encourage us to use multiprocessors for 
performance also lead us to multiprocessing for low power embedded computing. 
Several processors running at slower clock rates consume less power than a single 
large processor: performance scales linearly with power supply voltage but power 
scales with V 2 . 
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FIGURE 8.1 


Scheduling overhead is paid for at a nonlinear rate. 



Power consumption trends for desktop processors [Aus04] ©2004 IEEE Computer Society. 


Austin et at. [Aus04] showed that general-purpose computing platforms aren’t 
keeping up with the strict energy budgets of battery-powered embedded computing. 
Figure 8.2 compares the performance of power requirements of desktop processors 
with available battery power. Batteries can provide only about 75 mW of power. Desk¬ 
top processors require close to 1,000 times that amount of power to run. That huge gap 
cannot be solved by tweaking processor architectures or software. Multiprocessors 
provide a way to break through this power barrier and build substantially more effi¬ 
cient embedded computing platforms. 
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Categories of multiprocessors 

Multiprocessors in general-purpose computing have a long and rich history. Embed¬ 
ded multiprocessors have been widely deployed for several decades. The range of 
embedded multiprocessor implementations is also impressively broad—multiprocess¬ 
ing has been used for relatively low-performance systems and to achieve very high 
levels of real-time performance at very low energy levels. 

There are two major types of multiprocessor architectures as illustrated in Figure 8.3: 

• Shared memory systems have a pool of processors (PI, P2, etc.) that can read 
and write a collection of memories (Ml, M2, etc.). 

• Message passing systems have a pool of processors that can send messages to 
each other. Each processor has its own local memory. 

Both shared memory and message passing machines use an interconnection net¬ 
work; the details of these networks may vary considerably. These two types are func¬ 
tionally equivalent—we can turn a program written for one style of machine into an 
equivalent program for the other style. We may choose to build one or the other based 
on a variety of considerations: performance, cost, and so on. 

The shared memory vs. message passing distinction doesn’t tell us everything we 
would like to know about a multiprocessor. The physical organization of the process¬ 
ing elements and memory play a large role in determining the characteristics of the 
system. We have already seen in Chapter 4 single-chip microcontrollers that include 
the processor, memory, and I/O devices. A multiprocessor system-on-chip (MPSoC) 
[W 0 IO 8 B] is a system-on-chip with multiple processing elements. We use the term 
distributed system, in contrast, for a multiprocessor in which the processing elements 
are physically separated. In general, the networks used for MPSoCs will be fast and 
provide lower-latency communication between the processing elements. The networks 
for distributed systems give higher latencies than are possible on a single chip, but 



Shared memory Message passing 

FIGURE 8.3 


The two major multiprocessor architectures. 
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MPSoCs 


many embedded systems require us to use multiple chips that may be physically very 
far apart. The differences in latencies between MPSoCs and distributed systems influ¬ 
ences the programming techniques used for each. 

Shared memory systems are very common in single-chip embedded multiproces¬ 
sors. Shared memory multiprocessors show up in low-cost systems such as CD play¬ 
ers as we will see in Section 8.7. They also appear in higher-cost, high-performance 
systems such as cell phones, with the T1 DaVinci being a widely used example. Shared 
memory systems offer relatively fast access to shared memory. 

The next example introduces a multiprocessor system-on-chip for embedded 
computing, the ARM MPCore. 


Example 8.1 ARM MPCore 

The ARM MPCore architecture is a symmetric multiprocessor. An MPCore can have up to 
four CPUs. Interrupts are distributed among the processors by a distributed interrupt system. 
Consistency between the caches on the CPUs is maintained by a snooping cache controller. 



The shared level 1 cache is managed by a snooping cache unit. Snooping maintains 
the consistency of caches in a multiprocessor. The snooping unit uses a MESI-style cache 
coherency protocol that categorizes each cache line as either modified, exclusive, shared, or 
invalid. Each CPU’s snooping unit looks at writes from other processors. If a write modifies 
a location in this CPU’s level 1 cache, the snoop unit modifies the locally cached value. 

A distributed interrupt controller processes interrupts for the MPCore cluster. The interrupt 
distributor masks and prioritizes interrupts as in standard interrupt systems. In addition to a pri¬ 
ority, an interrupt source also identifies the set of CPUs that can handle the interrupt. The inter¬ 
rupt distributor sends each CPU its highest-priority pending interrupt. Two different models can 
be used for distributing interrupt: taking the interrupt can clear the pending flag for that inter¬ 
rupt on all CPUs; the interrupt clears the pending flag only for the CPU that takes the interrupt. 

Vector operations are performed on a coprocessor. It provides standard IEEE 754 float¬ 
ing-point operations as well as fast implementations of several operations. Hardware divide 
and square root operators can execute in parallel with other arithmetic units. 
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The control coprocessor provides several control functions: system control and configu¬ 
ration; management and configuration of the cache; management and configuration of the 
memory management unit; and system performance monitoring. The performance monitoring 
unit can count cycles, interrupts, instruction and data cache metrics, stalls, TLB misses, 
branch statistics, and external memory requests. 


Message passing is widely used in distributed embedded systems. The most nota¬ 
ble example of a safety-critical real-time distributed embedded system is found in the 
automobile. The dominant interconnection network used in cars is the Controller Area 
Network (CAN) bus, which was introduced by Bosch in 1986. Today, several hun¬ 
dred million CAN bus nodes are sold every year. A CAN network consists of a set of 
electronic control units (ECUs) connected by the CAN bus; the ECUs pass messages 
to each other using the CAN protocol. CAN bus is used for safety-critical operations 
such as antilock braking. It is also used in less-critical applications such as passenger- 
related devices. CAN is not a high-performance network when compared to some sci¬ 
entific multiprocessors—it can typically run at 1 Mbit/sec. However, that transmission 
rate is high enough to support a large network of devices in a car. CAN is well-suited to 
the strict requirements of automotive electronics: reliability, low power consumption, 
low weight, and low cost. We will describe the details of the CAN bus in Section 8.4. 

In distributed systems, the network is fairly lightweight. A car network, for 
example, typically provides a few Mb of bandwidth. However, the computations are 
organized so that each processor has to send only a relatively small amount of data to 
other processors to do the system’s work. 


Distributed embedded systems 

We often use networks to build distributed embedded systems out of multiple proces¬ 
sors. The network delays in a distributed system are generally larger than those in 
a tightly-coupled multiprocessor, leading to differences in how we design software. 
These systems can be modeled as message-passing systems. The nodes typically inter¬ 
act in a loosely coupled way with many of the messages specifying events. We will 
start by introducing the standard hierarchy for network processing. We will then look 
at the CAN bus and its use in cars. We will also look at I 2 C, which is widely used in 
low-cost distributed embedded systems, and Ethernet, which is used in many industrial 
systems. We will close with a brief look at the Internet Protocol, which is increasingly 
used to build real-time embedded systems. 


Network abstractions 

Networks are complex systems. Ideally, they provide high-level services while hiding 
many of the details of data transmission from the other components in the system. In 
order to help understand (and design) networks, the International Standards Organiza¬ 
tion (ISO) has developed a seven-layer model for networks known as Open Systems 
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FIGURE 8.4 

The OSI model layers. 

Interconnection (OSI) models [Sta97A]. Understanding the OSI layers will help us to 
understand the details of real networks. 

The seven layers of the OSI model, shown in Figure 8.4, are intended to cover a 
broad spectrum of networks and their uses. Some networks may not need the services 
of one or more layers because the higher layers may be totally missing or an interme¬ 
diate layer may not be necessary. However, any data network should fit into the OSI 
model. The OSI model includes seven levels of abstraction: 

• Physical: The physical layer defines the basic properties of the interface 
between systems, including the physical connections (plugs and wires), electrical 
properties, basic functions of the electrical and physical components, and the 
basic procedures for exchanging bits. 

• Data link: The primary purpose of this layer is error detection and control 
across a single link. However, if the network requires multiple hops over several 
data links, the data link layer does not define the mechanism for data integrity 
between hops, but only within a single hop. 

• Network: This layer defines the basic end-to-end data transmission service. The 
network layer is particularly important in multihop networks. 

• Transport: The transport layer defines connection-oriented services that ensure 
that data are delivered in the proper order and without errors across multiple 
links. This layer may also try to optimize network resource utilization. 

• Session: A session provides mechanisms for controlling the interaction of 
end-user services across a network, such as data grouping and checkpointing. 

• Presentation: This layer defines data exchange formats and provides 
transformation utilities to application programs. 

• Application: The application layer provides the application interface between 
the network and end-user programs. 
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Physical layer 


Although it may seem that embedded systems would be too simple to require use 
of the OSI model, the model is in fact quite useful. Even relatively simple embedded 
networks provide physical, data link, and network services. An increasing number of 
embedded systems provide Internet service that requires implementing the full range 
of functions in the OSI model. 


CAN bus 

The CAN bus [Bos07] was designed for automotive electronics and was first used in 
production cars in 1991. It uses bit-serial transmission. CAN can run at rates of 1 Mb/ 
second over a twisted pair connection of 40 meters. An optical link can also be used. 
The bus protocol supports multiple masters on the bus. 

As shown in Figure 8.5, each node in the CAN bus has its own electrical drivers 
and receivers that connect the node to the bus in wired-AND fashion. In CAN termi¬ 
nology, a logical 1 on the bus is called recessive and a logical 0 is dominant. The 
driving circuits on the bus cause the bus to be pulled down to 0 if any node on the bus 
pulls the bus down (making 0 dominant over 1). When all nodes are transmitting Is, 
the bus is said to be in the recessive state; when a node transmits a 0, the bus is in the 
dominant state. Data are sent on the network in packets known as data frames. 

CAN is a synchronous bus—all transmitters must send at the same time for bus 
arbitration to work. Nodes synchronize themselves to the bus by listening to the bit 



FIGURE 8.5 


Physical and electrical organization of a CAN bus. 
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The CAN data frame format. 


transitions on the bus. The first bit of a data frame provides the first synchroniza¬ 
tion opportunity in a frame. The nodes must also continue to synchronize themselves 
against later transitions in each frame. 

The format of a CAN data frame is shown in Figure 8.6. A data frame starts with 
a 1 and ends with a string of seven zeroes. (There are at least three bit fields between 
data frames.) The first field in the packet contains the packet’s destination address and 
is known as the arbitration field. The destination identifier is 11 bits long. The trailing 
remote transmission request (RTR) bit is set to 0 if the data frame is used to request 
data from the device specified by the identifier. When RTR = 1, the packet is used to 
write data to the destination identifier. The control field provides an identifier exten¬ 
sion and a 4-bit length for the data field with a 1 in between. The data field is from 0 to 
64 bytes, depending on the value given in the control field. A cyclic redundancy check 
(CRC) is sent after the data field for error detection. The acknowledge field is used to 
let the identifier signal whether the frame was correctly received: The sender puts a 
recessive bit (1) in the ACK slot of the acknowledge field; if the receiver detected an 
error, it forces the value to a dominant (0) value. If the sender sees a 0 on the bus in the 
ACK slot, it knows that it must retransmit. The ACK slot is followed by a single bit 
delimiter followed by the end-of-frame field. 

Control of the CAN bus is arbitrated using a technique known as Carrier Sense 
Multiple Access with Arbitration on Message Priority (CSMA/AMP). This method is 
similar to the I 2 C bus’s arbitration method; like FC, CAN encourages a data-push pro¬ 
gramming style. Network nodes transmit synchronously, so they all start sending their 
identifier fields at the same time. When a node hears a dominant bit in the identifier 
when it tries to send a recessive bit, it stops transmitting. By the end of the arbitration 
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field, only one transmitter will be left. The identifier field acts as a priority identifier, 
with the all-0 identifier having the highest priority. 

A remote frame is used to request data from another node. The requestor sets the 
RTR bit to 0 to specify a remote frame; it also specifies zero data bits. The node speci¬ 
fied in the identifier field will respond with a data frame that has the requested value. 
Note that there is no way to send parameters in a remote frame—for example, you 
cannot use an identifier to specify a device and provide a parameter to say which data 
value you want from that device. Instead, each possible data request must have its own 
identifier. 

An error frame can be generated by any node that detects an error on the bus. 
Upon detecting an error, a node interrupts the current transmission with an error frame, 
which consists of an error flag field followed by an error delimiter field of 8 recessive 
bits. The error delimiter field allows the bus to return to the quiescent state so that data 
frame transmission can resume. The bus also supports an overload frame, which is a 
special error frame sent during the interframe quiescent period. An overload frame 
signals that a node is overloaded and will not be able to handle the next message. The 
node can delay the transmission of the next frame with up to two overload frames in a 
row, hopefully giving it enough time to recover from its overload. The CRC field can 
be used to check a message’s data held for correctness. 

If a transmitting node does not receive an acknowledgment for a data frame, it 
should retransmit the data frame until the data is acknowledged. This action corre¬ 
sponds to the data link layer in the OSI model. 

Figure 8.7 shows the basic architecture of a typical CAN controller. The controller 
implements the physical and data link layers; because CAN is a bus, it does not need 
network layer services to establish end-to-end connections. The protocol control block 
is responsible for determining when to send messages, when a message must be resent 
due to arbitration losses, and when a message should be received. 



FIGURE 8.7 


Architecture of a CAN controller. 
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The FlexRay network has been designed as the next generation of system buses for 
cars. FlexRay provides high data rates—up to 10 Mbits/sec—with deterministic com¬ 
munication. It is also designed to be fault-tolerant. 

The Local Interconnect Network (LIN) bus [Bos07] was created to connect compo¬ 
nents in a small area, such as a single door. The physical medium is a single wire that 
provides data rates of up to 20 kbits/sec for up to 16 bus subscribers. All transactions 
are initiated by the master and responded to by a frame. The software for the network 
is often generated from a LIN description file that describes the network subscribers, 
the signals to be generated, and the frames. 

Several buses have come into use for passenger entertainment. Bluetooth is becom¬ 
ing the standard mechanism for cars to interact with consumer electronics devices 
such as audio players or phones. The Media Oriented Systems Transport (MOST) 
bus [Bos07] was designed for entertainment and multimedia information. The basic 
MOST bus runs at 24.8 Mbits/sec and is known as MOST 25, and 50 and 150 Mbits/ 
sec versions have been developed. MOST can support up to 64 devices. The network 
is organized as a ring. 

Data transmission is divided into channels. A control channel transfers control and 
system management data. Synchronous channels are used to transmit multimedia data; 
MOST 25 provides up to 15 audio channels. An asynchronous channel provides high 
data rates but without the quality-of-service guarantees of the synchronous channels. 

Distributed computing in cars and airplanes 

Cars provide an ideal opportunity for message passing style multiprocessing. A car 
is controlled by a network of processors that each has its own responsibility but must 
communicate with other processors to make sure that the different subsystems act 
together. 

Figure 8.8 shows a car network and three of the major subsystems in the car: the 
engine, the transmission, and the anti-lock braking system (ABS). Each of these is 
a mechanical system that is controlled by a processor. First consider the roles of the 
mechanical systems, all of which are mechanically coupled together: 

• The engine provides power to drive the wheels. 

• The transmission mechanically transforms the engine’s rotational energy into a 
form most useful by the wheels. 

• The ABS system controls how the brakes are applied to each of the four wheels. 
ABS can separately control the brake on each wheel. 

Now consider the roles of the associated processors: 

• The engine controller accepts commands from the driver via the gas pedal. It 
also takes several measurements. Based on the commands and measurements, it 
determines the spark and fuel timing on every engine cycle. 

• The transmission controller determines when to change gears. 

• The ABS system takes braking commands from the driver via the brake pedal. It 
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FIGURE 8.8 

Major elements of an automobile network. 


Car subsystem 
interactions 


also takes measurements from the wheels about their rotating speed. It turns the 
brakes on each wheel on and off to maintain traction on each wheel. 

These subsystems need to communicate with each other in order to do their jobs: 

• The engine controller may change the spark timing during gear shifting to reduce 
shocks during shifting. 

• The transmission controller must receive the throttle position from the 
engine controller to help it determine the proper shifting pattern for the 
transmission. 

• The ABS system tells the transmission when brakes are being applied in case the 
gear needs to be shifted. 

None of these tasks need to be performed at the highest rates in the system, 
which are the rates for spark timing. A relatively small amount of information can be 
exchanged in order to achieve the desired effect. This information can be regarded as 
describing events, which is a good model for message-passing communication. 

The next example introduces an MPSoC designed as a gateway processor for 
automotive networks. 
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Example 8.2 Freescale MPC5676R 

The MPC5676R [FrellB] is a dual-processor platform for powertrain systems. 



The two main processors are members of the Power Architecture™ Book E architecture 
and user-mode compatible with PowerPC. They provide short vector instructions for use in 
signal processing. Each processor has its own 16-K data and instruction caches. The time 
processing unit can be used to generate and read waveforms. Interfaces to the CAN, LIN, 
and FlexRay networks are supported. 


Aircraft electronics are known as avionics. The most fundamental difference 
between avionics and automotive electronics is certification. Anything that is per¬ 
manently attached to the aircraft must be certified. The certification process for pro¬ 
duction aircraft is two-fold: first, the design is certified in a process known as type 
certification; then, the manufacture of each aircraft is certified during production. 

The certification process is a prime reason why avionics architectures are more conser¬ 
vative than automotive electronics systems. The traditional architecture [Hel04] for an avi¬ 
onics system has a separate unit for each function: artificial horizon, engine control, flight 
surfaces, etc. These units are known as line replaceable units (LRUs) and are designed to 
be easily plugged and unplugged into the aircraft during maintenance. 

A more sophisticated system is bus-based. The Boeing 777 avionics [Mor07], for 
example, is built from a series of racks. Each rack is a set of core processor modules 
(CPMs), I/O modules, and power supplies. The CPMs may implement one or more 
functions. A bus known as SAFEbus connects the modules. Cabinets are connected 
together using serial bus known as ARINC 629. 
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A more distributed approach to avionics is the federated network. In this archi¬ 
tecture, a function or several functions have their own network. The networks share 
data as necessary for the interaction of these functions. A federated architecture is 
designed so that a failure in one network will not interfere with the operation of the 
other networks. 

The Genesis Platform [Wal07] is a next-generation architecture for avionics and 
safety-critical systems; it is used on the Boeing 787 Dreamliner. Unlike federated archi¬ 
tectures, it does not require a one-to-one correspondence between application groups 
and network units. In contrast, Genesis defines a virtual system for the avionics applica¬ 
tions that are then mapped onto a physical network that may have a different topology. 

I 2 C bus 

The I 2 C bus [Phi92] is a well-known bus commonly used to link microcontrollers into 
systems. It has even been used for the command interface in an MPEG-2 video chip 
[van97]; while a separate bus was used for high-speed video data, setup information 
was transmitted to the on-chip controller through an I 2 C bus interface. 

I 2 C is designed to be low cost, easy to implement, and of moderate speed (up to 100 
kilobits per second for the standard bus and up to 400 kbits/sec for the extended bus). 
As a result, it uses only two lines: the serial data line (SDL) for data and the serial 
clock line (SCL), which indicates when valid data are on the data line. Figure 8.9 
shows the structure of a typical PC bus system. Every node in the network is connected 
to both SCL and SDL. Some nodes may be able to act as bus masters and the bus may 
have more than one master. Other nodes may act as slaves that only respond to requests 
from masters. 

The basic electrical interface to the bus is shown in Figure 8.10. The bus does not 
define particular voltages to be used for high or low so that either bipolar or MOS 
circuits can be connected to the bus. Both bus signals use open collector/open drain 
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FIGURE 8.9 


Structure of an l 2 C bus system. 
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Data link layer 



FIGURE 8.10 

Electrical interface to the l 2 C bus. 

circuits. 1 A pull-up resistor keeps the default state of the signal high, and transistors 
are used in each bus device to pull down the signal when a 0 is to be transmitted. Open 
collector/open drain signaling allows several devices to simultaneously write the bus 
without causing electrical damage. 

The open collector/open drain circuitry allows a slave device to stretch a clock signal 
during a read from a slave. The master is responsible for generating the SCL clock, but 
the slave can stretch the low period of the clock (but not the high period) if necessary. 

The I 2 C bus is designed as a multimaster bus—any one of several different devices 
may act as the master at various times. As a result, there is no global master to generate 
the clock signal on SCL. Instead, a master drives both SCL and SDL when it is sending 
data. When the bus is idle, both SCL and SDL remain high. When two devices try to 
drive either SCL or SDL to different values, the open collector/open drain circuitry pre¬ 
vents errors, but each master device must listen to the bus while transmitting to be sure 
that it is not interfering with another message—if the device receives a different value 
than it is trying to transmit, then it knows that it is interfering with another message. 

Every I 2 C device has an address. The addresses of the devices are determined by 
the system designer, usually as part of the program for the PC driver. The addresses 
must of course be chosen so that no two devices in the system have the same address. 
A device address is 7 bits in the standard PC definition (the extended PC allows 10-bit 
addresses). The address 0000000 is used to signal a general call or bus broadcast, 
which can be used to signal all devices simultaneously. The address 11110XX is 
reserved for the extended 10-bit addressing scheme; there are several other reserved 
addresses as well. 


'An open collector uses a bipolar transistor, while an open drain circuit uses an MOS transistor. 
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A bus transaction is comprised of a series of one-byte transmissions and an 
address followed by one or more data bytes. I 2 C encourages a data-push program¬ 
ming style. When a master wants to write a slave, it transmits the slave’s address 
followed by the data. Because a slave cannot initiate a transfer, the master must send 
a read request with the slave’s address and let the slave transmit the data. Therefore, 
an address transmission includes the 7-bit address and 1 bit for data direction: 0 for 
writing from the master to the slave and 1 for reading from the slave to the master. 
(This explains the 7-bit addresses on the bus.) The format of an address transmission 
is shown in Figure 8.11. 

A bus transaction is initiated by a start signal and completed with an end signal: 

• A start is signaled by leaving the SCL high and sending a 1 to 0 transition on SDL. 

• A stop is signaled by setting the SCL high and sending a 0 to 1 transition on SDL. 

However, starts and stops must be paired. A master can write and then read (or 
read and then write) by sending a start after the data transmission, followed by another 
address transmission and then more data. The basic state transition graph for the mas¬ 
ter’s actions in a bus transaction is shown in Figure 8.12. 

The formats of some typical complete bus transactions are shown in Figure 8.13. 
In the first example, the master writes two bytes to the addressed slave. In the second, 
the master requests a read from a slave. In the third, the master writes one byte to the 
slave, and then sends another start to initiate a read from the slave. 


FIGURE 8.11 
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Format of an l 2 C address transmission. 
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FIGURE 8.12 


State transition graph for an l 2 C bus master. 
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FIGURE 8.13 


Typical bus transactions on the l 2 C bus. 
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FIGURE 8.14 

Transmitting a byte on the l 2 C bus. 


Figure 8.14 shows how a data byte is transmitted on the bus, including start and stop 
events. The transmission starts when SDL is pulled low while SCL remains high. After 
this start condition, the clock line is pulled low to initiate the data transfer. At each 
bit, the clock line goes high while the data line assumes its proper value of 0 or 1. An 
acknowledgment is sent at the end of every 8-bit transmission, whether it is an address 
or data. For acknowledgment, the transmitter does not pull down the SDL, allowing the 
receiver to set the SDL to 0 if it properly received the byte. After acknowledgment, the 
SDL goes from low to high while the SCL is high, signaling the stop condition. 

The bus uses this feature to arbitrate on each message. When sending, devices lis¬ 
ten to the bus as well. If a device is trying to send a logic 1 but hears a logic 0, it imme¬ 
diately stops transmitting and gives the other sender priority. (The devices should be 
designed so that they can stop transmitting in time to allow a valid bit to be sent.) In 
many cases, arbitration will be completed during the address portion of a transmission, 
but arbitration may continue into the data portion. If two devices are trying to send 
identical data to the same address, then of course they never interfere and both succeed 
in sending their message. 

The I 2 C interface on a microcontroller can be implemented with varying percent¬ 
ages of the functionality in software and hardware [Phi89]. As illustrated in Figure 8.15, 
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a typical system has a 1-bit hardware interface with routines for byte-level functions. 
The I 2 C device takes care of generating the clock and data. The application code calls 
routines to send an address, send a data byte, and so on, which then generates the SCL 
and SDL, acknowledges, and so forth. One of the microcontroller’s timers is typically 
used to control the length of bits on the bus. Interrupts may be used to recognize bits. 
However, when used in master mode, polled PO may be acceptable if no other pending 
tasks can be performed, because masters initiate their own transfers. 

Ethernet 

Ethernet is very widely used as a local area network for general-purpose computing. 
Because of its ubiquity and the low cost of Ethernet interfaces, it has seen significant 
use as a network for embedded computing. Ethernet is particularly useful when PCs 
are used as platforms, making it possible to use standard components, and when the 
network does not have to meet rigorous real-time requirements. 

The physical organization of an Ethernet is very simple, as shown in Figure 8.16. 
The network is a bus with a single signal path; the Ethernet standard allows for several 
different implementations such as twisted pair and coaxial cable. 
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An l 2 C interface in a microcontroller. 



FIGURE 8.16 


Ethernet physical organization. 
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Unlike the I 2 C or CAN bus, nodes on the Ethernet are not synchronized—they 
can send their bits at any time. PC and CAN rely on the fact that a collision can be 
detected and quashed within a single bit time thanks to synchronization. But because 
Ethernet nodes are not synchronized, if two nodes decide to transmit at the same time, 
the message will be ruined. The Ethernet arbitration scheme is known as Carrier Sense 
Multiple Access with Collision Detection (CSMA/CD). The algorithm is outlined in 
Figure 8.17. A node that has a message waits for the bus to become silent and then 
starts transmitting. It simultaneously listens, and if it hears another transmission that 
interferes with its transmission, it stops transmitting and waits to retransmit. The wait¬ 
ing time is random, but weighted by an exponential function of the number of times 
the message has been aborted. Figure 8.18 shows the exponential backoff function 
both before and after it is modulated by the random wait time. Because a message may 
be interfered with several times before it is successfully transmitted, the exponential 
backoff technique helps to ensure that the network does not become overloaded at high 
demand factors. The random factor in the wait time minimizes the chance that two 
messages will repeatedly interfere with each other. 



FIGURE 8.17 


The Ethernet CSMA/CD algorithm. 
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FIGURE 8.18 


Exponential backoff times. 
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FIGURE 8.19 


Ethernet packet format. 


The maximum length of an Ethernet is determined by the nodes’ ability to detect 
collisions. The worst case occurs when two nodes at opposite ends of the bus are trans¬ 
mitting simultaneously. For the collision to be detected by both nodes, each node’s 
signal must be able to travel to the opposite end of the bus so that it can be heard by the 
other node. In practice, Ethernets can run up to several hundred meters. 

Figure 8.19 shows the basic format of an Ethernet packet. It provides addresses of 
both the destination and the source. It also provides for a variable-length data payload. 

The fact that it may take several attempts to successfully transmit a message and 
that the waiting time includes a random factor makes Ethernet performance difficult 
to analyze. It is possible to perform data streaming and other real-time activities on 
Ethernets, particularly when the total network load is kept to a reasonable level, but 
care must be taken in designing such systems. 

Ethernet was not designed to support real-time operations; the exponential backoff 
scheme cannot guarantee delivery time of any data. Because so much Ethernet hard¬ 
ware and software are available, many different approaches have been developed to 
extend Ethernet to real-time operation; some of these are compatible with the standard 
while others are not. As Decotignie points out [Dec05], there are three ways to reduce 
the variance in Ethernet’s packet delivery time: suppress collisions on the network, 
reduce the number of collisions, or resolve collisions deterministically. Felser [Fel05] 
describes several real-time Ethernet architectures. 
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Other industrial networks 


Internetworking 


Manufacturing systems require networked sensors and actuators. Fieldbus (http:// 
www.fieldbus.org) is a set of standards for industrial control and instrumentation sys¬ 
tems. The HI standard uses a twisted-pair physical layer that runs at 31.25 Mbits/sec. 
It is designed for device integration and process control. The High Speed Ethernet 
(HSE) standard is used for backbone networks in industrial plants. It is based on the 
100-Mbit/sec Ethernet standard. It can integrate devices and subsystems. 


Internet 

The Internet Protocol (IP) [Los97, Sta97A] is the fundamental protocol on the Internet. 
It provides connectionless, packet-based communication. Industrial automation has long 
been a good application area for Internet-based embedded systems. Information appli¬ 
ances that use the Internet are rapidly becoming another use of IP in embedded computing. 

IP is not defined over a particular physical implementation—it is an internetwork¬ 
ing standard. Internet packets are assumed to be carried by some other network, such 
as an Ethernet. In general, an Internet packet will travel over several different networks 
from source to destination. The IP allows data to flow seamlessly through these networks 
from one end user to another. The relationship between IP and individual networks is 
illustrated in Figure 8.20. IP works at the network layer. When node A wants to send 
data to node B, the application’s data pass through several layers of the protocol stack to 
get to the Internet Protocol. IP creates packets for routing to the destination, which are 
then sent to the data link and physical layers. A node that transmits data among different 
types of networks is known as a router. The router’s functionality must go up to the IP 
layer, but because it is not running applications, it does not need to go to higher levels of 
the OSI model. In general, a packet may go through several routers to get to its destina¬ 
tion. At the destination, the IP layer provides data to the transport layer and ultimately 
the receiving application. As the data pass through several layers of the protocol stack, 
the IP packet data are encapsulated in packet formats appropriate to each layer. 

The basic format of an IP packet is shown in Figure 8.21. The header and data 
payload are both of variable length. The maximum total length of the header and data 
payload is 65,535 bytes. 
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FIGURE 8.20 


Protocol utilization in Internet communication. 
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FIGURE 8.21 

IP packet structure. 

An Internet address is a number (32 bits in early versions of IP, 128 bits in IPv6). 
The IP address is typically written in the form xxx.xx.xx.xx. The names by which 
users and applications typically refer to Internet nodes, such as foo.baz.com, are trans¬ 
lated into IP addresses via calls to a Domain Name Server (DNS), one of the higher- 
level services built on top of IP. 

The fact that IP works at the network layer tells us that it does not guarantee that a packet 
is delivered to its destination. Furthermore, packets that do arrive may come out of order. 
This is referred to as best-effort routing. Because routes for data may change quickly with 
subsequent packets being routed along very different paths with different delays, real-time 
performance of IP can be hard to predict. When a small network is contained totally within 
the embedded system, performance can be evaluated through simulation or other methods 
because the possible inputs are limited. Because the performance of the Internet may depend 
on worldwide usage patterns, its real-time performance is inherently harder to predict. 

The Internet also provides higher-level services built on top of IP. The Transmis¬ 
sion Control Protocol (TCP) is one such example. It provides a connection-oriented 
service that ensures that data arrive in the appropriate order, and it uses an acknowl¬ 
edgment protocol to ensure that packets arrive. Because many higher-level services are 
built on top of TCP, the basic protocol is often referred to as TCP/IP. 

Figure 8.22 shows the relationships between IP and higher-level Internet services. Using 
IP as the foundation, TCP is used to provide File Transport Protocol (FTP) for batch file 
transfers, Flypertext Transport Protocol (HTTP) for World Wide Web service, Simple 
Mail Transfer Protocol (SMTP) for email, and Telnet for virtual terminals. A separate 
transport protocol, User Datagram Protocol (UDP), is used as the basis for the network 
management services provided by the Simple Network Management Protocol (SNMP). 
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FIGURE 8.22 

The Internet service stack. 


MPSoCs and shared memory multiprocessors 

Shared memory processors are well-suited to applications that require a large amount 
of data to be processed. Signal processing systems stream data and can be well-suited 
to shared memory processing. Most MPSoCs are shared memory systems. 

Shared memory allows for processors to communicate with varying patterns. If the 
pattern of communication is very fixed and if the processing of different steps is per¬ 
formed in different units, then a networked multiprocessor may be most appropriate. 
If the communication patterns between steps can vary, then shared memory provides 
that flexibility. If one processing element is used for several different steps, then shared 
memory also allows the required flexibility in communication. 

Heterogeneous shared memory multiprocessors 

Many high-performance embedded platforms are heterogeneous multiprocessors. 
Different processing elements perform different functions. The PEs may be program¬ 
mable processors with different instruction sets or specialized accelerators that provide 
little or no programmability. In both cases, the motivation for using different types of 
PEs is efficiency. Processors with different instruction sets can perform different tasks 
faster and using less energy. Accelerators provide even faster and lower-power opera¬ 
tion for a narrow range of functions. 

The next example studies the TI TMS320DM816x DaVinci digital media processor. 


Example 8.3 TI TMS320DM816x DaVinci 

The DaVinci 816x [Texll, TexllB] is designed for high-performance video applications. It 
includes both a CPU, a DSP, and several specialized units: 

The 816x has two main programmable processors. The ARM Cortex A8 includes the 
Neon multimedia instructions. It is an in-order dual-issue machine. The C674x is a VLIW 
DSP. It has six ALUs and 64 general-purpose registers. 

The HD video coprocessor subsystem (HDVICP2) provides image and video acceleration. 
It natively supports several standards, such as H.264 (used in BluRay), MPEG-4, MPEG-2, 
and JPEG. It includes specialized hardware for major image and video operations, including 
transform and quantization, motion estimation, and entropy coding. It also has its own DMA 
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engine. It can operate at resolutions up to 1080P/I at 60 frames/sec. The HD video process¬ 
ing subsystem (HDVPSS) provides additional video processing capabilities. It can process 
up to three high-definition and one standard-definition video streams simultaneously. It can 
perform operations such as scan rate conversion, chromakey, and video security. The graph¬ 
ics unit is designed for 3D graphics operations that can process up to 30 M triangles/sec. 


Accelerators 

One important category of processing element for embedded multiprocessors is the 
accelerator. Accelerators can provide large performance increases for applications 
with computational kernels that spend a great deal of time in a small section of code. 
Accelerators can also provide critical speedups for low-latency I/O functions. 

The design of accelerated systems is one example of hardware/software co¬ 
design —the simultaneous design of hardware and software to meet system objectives. 
Thus far, we have taken the computing platform as a given; by adding accelerators, 
we can customize the embedded platform to better meet our application’s demands. 

As illustrated in Figure 8.23, a CPU accelerator is attached to the CPU bus. The 
CPU is often called the host. The CPU talks to the accelerator through data and control 
registers in the accelerator. These registers allow the CPU to monitor the accelerator’s 
operation and to give the accelerator commands. 

The CPU and accelerator may also communicate via shared memory. If the accel¬ 
erator needs to operate on a large volume of data, it is usually more efficient to leave 
the data in memory and have the accelerator read and write memory directly rather 
than to have the CPU shuttle data from memory to accelerator registers and back. 
The CPU and accelerator use synchronization mechanisms to ensure that they do not 
destroy each other’s data. 

An accelerator is not a co-processor. A co-processor is connected to the internals of 
the CPU and processes instructions. An accelerator interacts with the CPU through the 
programming model interface; it does not execute instructions. Its interface is function¬ 
ally equivalent to an I/O device, although it usually does not perform input or output. 

The first task in designing an accelerator is determining that our system actually 
needs one. We have to make sure that the function we want to accelerate will run more 
quickly on our accelerator than it will executing as software on a CPU. If our system 
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FIGURE 8.23 

CPU accelerators in a system. 

CPU is a small microcontroller, the race may be easily won, but competing against a 
high-performance CPU is a challenge. We also have to make sure that the accelerated 
function will speed up the system. If some other operation is in fact the bottleneck, or 
if moving data into and out of the accelerator is too slow, then adding the accelerator 
may not be a net gain. 

Once we have analyzed the system, we need to design the accelerator itself. In 
order to have identified our need for an accelerator, we must have a good understand¬ 
ing of the algorithm to be accelerated, which is often in the form of a high-level lan¬ 
guage program. We must translate the algorithm description into a hardware design, a 
considerable task in itself. We must also design the interface between the accelerator 
core and the CPU bus. The interface includes more than bus handshaking logic. For 
example, we have to determine how the application software on the CPU will commu¬ 
nicate with the accelerator and provide the required registers; we may have to imple¬ 
ment shared memory synchronization operations; and we may have to add address 
generation logic to read and write large amounts of data from system memory. 

Finally, we will have to design the CPU-side interface to the accelerator. The appli¬ 
cation software will have to talk to the accelerator, providing it data and telling it what 
to do. We have to somehow synchronize the operation of the accelerator with the rest 
of the application so that the accelerator knows when it has the required data and the 
CPU knows when it has received the desired results. 

Field-programmable gate arrays (FPGAs) provide one useful platform for custom 
accelerators. An FPGA has a fabric with both programmable logic gates and program¬ 
mable interconnect that can be configured to implement a specific function. Most FPGAs 
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also provide on-board memory that can be configured with different ports for custom 
memory systems. Some FPGAs provide on-board CPUs to run software that can talk to 
the FPGA fabric. Small CPUs can also be implemented directly in the FPGA fabric; the 
instruction sets of these processors can be customized for the required function. 

The next example describes an MPSoC with both an on-board multiprocessor and 
an FPGA fabric. 


Example 8.4 Xilinx Zynq-7000 

The Xilinx Zynq-7000 platform combines a processor system augmented with an FPGA fabric: 
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The main CPU is a two-processor ARM MPCore with two Cortex-A9 CPUs. The CPU 
platform includes a variety of typical I/O devices connected to the processor by an AMBA 
bus. The AMBA bus also provides a number of ports to the FPGA fabric which can be used 
to build custom logic, programmable processors, or embedded RAM. 


Accelerator performance analysis 

In this section, we are most interested in speedup: How much faster is the system with 
the accelerator than the system without it? We may, of course, be concerned with other 
metrics such as power consumption and manufacturing cost. However, if the accelera¬ 
tor doesn’t provide an attractive speedup, questions of cost and power will be moot. 

Performance analysis of an accelerated system is a more complex task than what 
we have done thus far. In Chapter 6 we found that performance analysis of a CPU with 
multiple processes was more complex than the analysis of a single program. When we 
have multiple processing elements, the task becomes even more difficult. 

The speedup factor depends in part on whether the system is single threaded or 
multithreaded, that is, whether the CPU sits idle while the accelerator runs in the 
single-threaded case or the CPU can do useful work in parallel with the accelerator in 
the multithreaded case. Another equivalent description is blocking versus nonblock¬ 
ing: Does the CPU’s scheduler block other operations and wait for the accelerator 
call to complete, or does the CPU allow some other process to run in parallel with the 
accelerator? The possibilities are shown in Figure 8.24. Data dependencies allow P2 
and P3 to run independently on the CPU, but P2 relies on the results of the A / process 
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FIGURE 8.24 

Single-threaded vs. multithreaded control of an accelerator. 


Multithreaded 


that is implemented by the accelerator. However, in the single-threaded case, the CPU 
blocks to wait for the accelerator to return the results of its computation. As a result, it 
doesn’t matter whether P2 or P3 runs next on the CPU. In the multithreaded case, the 
CPU continues to do useful work while the accelerator runs, so the CPU can start P3 
just after starting the accelerator and finish the task earlier. 

The first task is to analyze the performance of the accelerator. As illustrated in 
Figure 8.25, the execution time for the accelerator depends on more than just the time 
required to execute the accelerator’s function. It also depends on the time required to 
get the data into the accelerator and back out of it. 

Because the CPU’s registers are probably not addressable by the accelerator, the 
data probably reside in main memory. 

A simple accelerator will read all its input data, perform the required computation, 
and then write all its results. In this case, the total execution time may be written as 

taccel = tin + 4 + hut (Eq. 8.1) 

where t x is the execution time of the accelerator assuming all data are available, and t in 
and t are the times required for reading and writing the required variables, respectively. 




































436 


CHAPTER 8 Networks and Multiprocessors 


A 


Memory v x Inputs 


Outputs 


w = a* *b-c*d; 
x = e*f; 


CPU 


▼ 


Accelerator 


FIGURE 8.25 

Components of execution time for an accelerator. 


The values for f and t must reflect the time required for the bus transactions, including 
two factors: 

• the time required to flush any register or cache values to main memory, if those 

values are needed in main memory to communicate with the accelerator; and 

• the time required for transfer of control between the CPU and accelerator. 

Transferring data into and out of the accelerator may require the accelerator to 
become a bus master. Because the CPU may delay bus mastership requests, some 
worst-case value for bus mastership acquisition must be determined based on the CPU 
characteristics. 

A more sophisticated accelerator could try to overlap input and output with compu¬ 
tation. For example, it could read a few variables and start computing on those values 
while reading other values in parallel. In this case, the t and t terms would represent 
the nonoverlapped read/write times rather than the complete input and output times. 
One important example of overlapped I/O and computation is streaming data applica¬ 
tions such as digital filtering. As illustrated in Figure 8.26 an accelerator may take 
in one or more streams of data and output a stream. Latency requirements generally 
require that outputs be produced on the fly rather than storing up all the data and then 
computing; furthermore, it may be impractical to store long streams at all. In this case, 
the t. and 1 terms are determined by the amount of data read in before starting com¬ 
putation and the length of time between the last computation and the last data output. 

We are most interested in the speedup obtained by replacing the software 
implementation with the accelerator. The total speedup S for a kernel can be written 
as [Hen94]: 



(Eq. 8.2) 
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FIGURE 8.26 


Streaming data into and out of an accelerator. 


where t cp(J is the execution time of the equivalent function in software on the CPU and 
n is the number of times the function will be executed. We can use the techniques of 
Chapter 5 to determine the value of / . Clearly, the more times the function is evalu¬ 

ated, the more valuable the speedup provided by the accelerator becomes. 

Ultimately, we care not so much about the accelerator’s speedup as the speedup 
for the complete system—that is, how much faster the entire application completes 
execution. In a single-threaded system, the evaluation of the accelerator’s speedup to 
the total system speedup is simple: The system execution time is reduced by S. The 
reason is illustrated in Figure 8.27— the single thread of control gives us a single path 
whose length we can measure to determine the new execution speed. 

Evaluating system speedup in a multithreaded environment requires more sub¬ 
tlety. As shown in Figure 8.28, there is now more than one execution path. The total 
system execution time depends on the longest path from the beginning of execu¬ 
tion to the end of execution. In this case, the system execution time depends on the 
relative speeds of P3 and P2 plus AI. If P2 and A / together take the most time, P3 
will not play a role in determining system execution time. If P3 takes longer, then 
P2 and A1 will not be a factor. To determine system execution time, we must label 
each node in the graph with its execution time. In simple cases we can enumerate the 
paths, measure the length of each, and select the longest one as the system execution 
time. Efficient graph algorithms can also be used to compute the longest path. 

This analysis shows the importance of selecting the proper functions to be moved 
to the accelerator. Clearly, if the function selected for speedup isn’t a big portion of 
system execution time, taking the number of times it is executed into account, you 
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FIGURE 8.27 
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FIGURE 8.28 

Evaluating system speedup in a multithreaded implementation. 


won’t see much system speedup. We also learned from Equation 8.2 that if too much 
overhead is incurred getting data into and out of the accelerator, we won’t see much 
speedup. 


Scheduling and allocation 

When designing a distributed embedded system, we must deal with the scheduling 
and allocation design problems described below. 
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• We must schedule operations in time, including communication on the network 
and computations on the processing elements. Clearly, the scheduling of 
operations on the PEs and the communications between the PEs are linked. 

If one PE finishes its computations too late, it may interfere with another 
communication on the network as it tries to send its result to the PE that needs 
it. This is bad for both the PE that needs the result and the other PEs whose 
communication is interfered with. 

• We must allocate computations to the processing elements. The allocation of 
computations to the PEs determines what communications are required—if a 
value computed on one PE is needed on another PE, it must be transmitted over 
the network. 

Example 8.5 illustrates scheduling and allocation in accelerated embedded systems. 


Example 8.5 Scheduling and Allocating Processes on a Distributed 
Embedded System 

We can specify the system as a task graph. However, different processes may end up on dif¬ 
ferent processing elements. Here is a task graph: 



We have labeled the data transmissions on each arc so that we can refer to them later. 
We want to execute the task on the platform below. 



The platform has two processing elements and a single bus connecting both PEs. To 
make decisions about where to allocate and when to schedule processes, we need to know 
how fast each process runs on each PE. Here are the process speeds: 



Ml 

M2 

PI 

5 

5 

P2 

5 

6 

P3 

- 

5 
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The dash () entry signifies that the process cannot run on that type of processing element. 
In practice, a process may be excluded from some PEs for several reasons. If we use an ASIC 
to implement a special function, it will be able to implement only one process. A small CPU 
such as a microcontroller may not have enough memory for the process’s code or data; it may 
also simply run too slowly to be useful. A process may run at different speeds on different 
CPUs for many reasons; even when the CPUs run at the same clock rate, differences in the 
instruction sets can cause a process to be better suited to a particular CPU. 

If two processes are allocated to the same PE, they can communicate using the PE’s 
internal memory and incur no network communication time. Each edge in the task graph 
corresponds to a data communication that must be carried over the network. Because all 
PEs communicate at the same rate, the data communication rate is the same for all trans¬ 
missions between PEs. We need to know how long each communication takes. In this case, 
dl is a short message requiring 2 time units and d2 is a longer communication requiring 
4 time units. 

As an initial design, let us allocate PI and P2 to Ml and P3 to M2. This allocation 
would, on the surface, appear to be a good one because PI and P2 are both placed on the 
processor that runs them the fastest. This schedule shows what happens on all the process¬ 
ing elements and the network: 



The schedule has length 19. The dl message is sent between the processes internal to 
PI and does not appear on the bus. 

Let’s try a different allocation: PI on Ml and P2 and P3 on M2. This makes P2 run more 
slowly. Here is the new schedule: 
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Motion-based coding 


The length of this schedule is 18, or one time unit less than the other schedule. The 
increased computation time of P2 is more than made up for by being able to transmit a 
shorter message on the bus. If we had not taken communication into account when analyzing 
total execution time, we could have made the wrong choice of which processes to put on the 
same processing element. 


Design example: Video accelerator 

In this section we consider the design of a video accelerator, specifically a motion esti¬ 
mation accelerator. Digital video is still a computationally intensive task, so it is well 
suited to acceleration. Motion estimation engines are used in real-time search engines; 
we may want to have one attached to our personal computer to experiment with video 
processing techniques. 


Video compression 

Before examining the video accelerator itself, let’s look at video compression algo¬ 
rithms in order to understand the role played by a motion estimation engine. 

Figure 8.29 shows the block diagram for MPEG-2 video compression [Has97]. 
MPEG-2 forms the basis for U.S. HDTV broadcasting. This compression uses sev¬ 
eral component algorithms together in a feedback loop. The discrete cosine transform 
(DCT) used in IPEG also plays a key role in MPEG-2. As in still image compression, 
the DCT of a block of pixels is quantized for lossy compression and then subjected to 
lossless variable-length coding to further reduce the number of bits required to repre¬ 
sent the block. 

However, IPEG-style compression alone does not reduce video bandwidth enough 
for many applications. MPEG uses motion to encode one frame in terms of another. 
Rather than send each frame separately, as in motion IPEG, some frames are sent as 
modified forms of other frames using a technique known as block motion estimation. 
During encoding, the frame is divided into macroblocks. Macroblocks from one frame 
are identified in other frames using correlation. The frame can then be encoded using 
the vector that describes the motion of the macroblock from one frame to another 
without explicitly transmitting all of the pixels. As shown in Figure 8.29, the MPEG-2 
encoder also uses a feedback loop to further improve image quality. This form of 
coding is lossy and several different conditions can cause prediction to be imperfect: 
objects within a macroblock may move from one frame to the next, a macroblock may 
not be found by the search algorithm, etc. The encoder uses the encoding information 
to recreate the lossily-encoded picture, compares it to the original frame, and generates 
an error signal that can be used by the receiver to fix smaller errors. The decoder must 
keep some recently decoded frames in memory so that it can retrieve the pixel values 
of macroblocks. This internal memory saves a great deal of transmission and storage 
bandwidth. 
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FIGURE 8.29 

Block diagram of MPEG-2 compression algorithm. 



FIGURE 8.30 

Block motion estimation. 

The concept of block motion estimation is illustrated in Figure 8.30. The goal is 
to perform a two-dimensional correlation to find the best match between regions in 
the two frames. We divide the current frame into 16 X 16 macroblocks. For every 
macroblock in the frame, we want to find the region in the previous frame that most 
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closely matches the macroblock. Searching over the entire previous frame would be 
too expensive, so we usually limit the search to a given area, centered around the mac¬ 
roblock and larger than the macroblock. We try the macroblock at various offsets in the 
search area. We measure similarity using the following sum-of-differences measure: 


£ M(iJ) - S(i - o x J - o y )\, (Eq. 8.3) 

1 <ij<n 

where M(i,j) is the intensity of the macroblock at pixel ij, S(i,j) is the intensity of 
the search region, n is the size of the macroblock in one dimension, and (o x , o y ) is 
the offset between the macroblock and search region. Intensity is measured as an 
8-bit luminance that represents a monochrome pixel—color information is not used 
in motion estimation. We choose the macroblock position relative to the search area 
that gives us the smallest value for this metric. The offset at this chosen position 
describes a vector from the search area center to the macroblock’s center that is called 
the motion vector. 

Algorithm and requirements 

For simplicity, we will build an engine for a full search, which compares the macro¬ 
block and search area at every possible point. Because this is an expensive operation, 
a number of methods have been proposed for conducting a sparser search of the search 
area. More advanced algorithms are generally used in practice but we choose full- 
motion search here to concentrate on some basic issues in the relationship between the 
accelerator and the rest of the system. 

A good way to describe the algorithm is in C. Some basic parameters of the algo¬ 
rithm are illustrated in Figure 8.31. Here is the C code for a single search, which 
assumes that the search region does not extend past the boundary of the frame. 

bestx = 0; besty = 0; /* initialize best 1 ocation--none yet */ 
bestsad = MAXSAD; /* best sum-of--difference thus far */ 
for (ox = -SEARCHSIZE; ox < SEARCHSIZE; ox++) { 

/* x search ordinate */ 

for (oy = -SEARCHSIZE; oy < SEARCHSIZE; oy++) { 

/* y search ordinate */ 
int result = 0; 

for (i = 0; i < MBSIZE; i++) { 

for (j = 0; j < MBSIZE; j++) { 

result = result + iabs(mb[i][j] - 

search[i -ox + XCENTER][j - oy + YCENTER]); 


if (result <= bestsad) ( /* found better match */ 
bestsad = result; 
bestx = ox; besty = oy; 
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MBSIZE 



FIGURE 8.31 

Block motion search parameters. 


The arithmetic on each pixel is simple, but we have to process a lot of pixels. If 
MBSIZE is 16 and SEARCHSIZE is 8, and remembering that the search distance in each 
dimension is 8 + 1 + 8, then we must perform 

n ops = (16 X 16) X (17 X 17) = 73,984 (Eq. 8.4) 

difference operations to find the motion vector for a single macroblock, which requires 
looking at twice as many pixels, one from the search area and one from the macro¬ 
block. (We can now see the interest in algorithms that do not require a full search. To 
process video, we will have to perform this computation on every macroblock of every 
frame.) Adjacent blocks have overlapping search areas, so we will want to try to avoid 
reloading pixels we already have. 

One relatively low-resolution standard video format, common intermediate format 
(CIF), has a frame size of 352 X 288, which gives an array of 22 X 18 macroblocks. If 
we want to encode video, we would have to perform motion estimation on every mac¬ 
roblock of most frames (some frames are sent without using motion compensation). 

We will build the system using an FPGA connected to the PCI bus of a personal 
computer. We clearly need a high-bandwidth connection such as the PCI between the 
accelerator and the CPU. We can use the accelerator to experiment with video process¬ 
ing, among other things. Here are the requirements for the system: 
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Name 

Block motion estimator 

Purpose 

Perform block motion estimation within a PC system 

Inputs 

Macroblocks and search areas 

Outputs 

Motion vectors 

Functions 

Compute motion vectors using full search algorithms 

Performance 

As fast as we can get 

Manufacturing cost 

Hundreds of dollars 

Power 

Powered by PC power supply 

Physical size and weight 

Packaged as PCI card for PC 


Motion-vector 


Macroblock 


Search-area 

x-y 


pixels!] 


pixels!] 







FIGURE 8.32 

Classes describing basic data types in the video accelerator. 


PC 


Motion-estimator 

memory!] 





compute-mv() 


FIGURE 8.33 

Basic classes for the video accelerator. 


Specification 

The specification for the system is relatively straightforward because the algorithm 
is simple. Figure 8.32 defines some classes that describe basic data types in the sys¬ 
tem: the motion vector, the macroblock, and the search area. These definitions are 
straightforward. Because the behavior is simple, we need to define only two classes to 
describe it: the accelerator itself and the PC. These classes are shown in Figure 8.33. The 
PC makes its memory accessible to the accelerator. The accelerator provides a behavior 
compute-mv( ) that performs the block motion estimation algorithm. Figure 8.34 shows 
a sequence diagram that describes the operation of compute-mv(). After initiating 
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FIGURE 8.34 

Sequence diagram for the video accelerator. 


the behavior, the accelerator reads the search area and macroblock from the PC; after 
computing the motion vector, it returns it to the PC. 

Architecture 

The accelerator will be implemented in an FPGA on a card connected to a PC’s PCI 
slot. Such accelerators can be purchased or they can be designed from scratch. If you 
design such a card from scratch, you have to decide early on whether the card will be 
used only for this video accelerator or if it should be made general enough to support 
other applications as well. 

The architecture for the accelerator requires some thought because of the large 
amount of data required by the algorithm. The macroblock has 16 X 16 = 256; the 
search area has (8 + 8 + 1 + 8 + 8) 2 = 1,089 pixels. The FPGA probably will not have 
enough memory to hold 1,089 8-bit values. We have to use a memory external to the 
FPGA but on the accelerator board to hold the pixels. 

There are many possible architectures for the motion estimator. One is shown in 
Figure 8.35. The machine has two memories, one for the macroblock and another for 
the search memories. It has 16 processing elements that perform the difference calcu¬ 
lation on a pair of pixels; the comparator sums them up and selects the best value to 
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FIGURE 8.35 


An architecture for the motion estimation accelerator [Dut96], 


find the motion vector. This architecture can be used to implement algorithms other 
than a full search by changing the address generation and control. Depending on the 
number of different motion estimation algorithms that you want to execute on the 
machine, the networks connecting the memories to the PEs may also be simplified. 

Figure 8.36 shows how we can schedule the transfer of pixels from the memo¬ 
ries to the PEs in order to efficiently compute a full search on this architecture. The 
schedule fetches one pixel from the macroblock memory and (in steady state) two 
pixels from the search area memory per clock cycle. The pixels are distributed to the 
processing elements in a regular pattern as shown by the schedule. This schedule com¬ 
putes 16 correlations between the macroblock and search area simultaneously. The 
computations for each correlation are distributed among the processing elements; the 
comparator is responsible for collecting the results, finding the best match value, and 
remembering the corresponding motion vector. 

Based on our understanding of efficient architectures for accelerating motion 
estimation, we can derive a more detailed definition of the architecture in UML, which 
is shown in Figure 8.37. The system includes the two memories for pixels, one a 
single-port memory and the other dual ported. A bus interface module is responsible 
for communicating with the PCI bus and the rest of the system. The estimation engine 
reads pixels from the M and S memories, and it takes commands from the bus interface 
and returns the motion vector to the bus interface. 
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t 

M S S9 

PE 0 

PEi 
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M(0,0) S(0,0) 

|M(0,0) — S(0,0) | 
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M[0,3) S(0,3) 

|M(0,3) -S(0,3)| 
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7 
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|M(0,7) -S(0,7)| 

|M(0,6) - S(0,7)| 

|M(0,5) - S(0,7)| 

8 

M(0,8) S(0,8) 

|M(0,8) -S(0,8)| 

|M(0,7) - S(0,8)| 

|M(0,6) - S(0,8)| 
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M(0,15) SCO, 15) 

|M(0,15) - SCO, 15)| 
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FIGURE 8.36 

A schedule of pixel fetches for a full search [Yan89], 



FIGURE 8.37 


Object diagram for the video accelerator. 
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Component design 

If we want to use a standard FPGA accelerator board to implement the accelerator, we 
must first make sure that it provides the proper memory required for M and S. Once we 
have verified that the accelerator board has the required structure, we can concentrate 
on designing the FPGA logic. Designing an FPGA is, for the most part, a straightfor¬ 
ward exercise in logic design. Because the logic for the accelerator is very regular, 
we can improve the FPGA’s clock rate by properly placing the logic in the FPGA to 
reduce wire lengths. 

If we are designing our own accelerator board, we have to design both the video 
accelerator design proper and the interface to the PCI bus. We can create and exercise 
the video accelerator architecture in a hardware description language like VHDL or 
Verilog and simulate its operation. Designing the PCI interface requires somewhat dif¬ 
ferent techniques because we may not have a simulation model for a PCI bus. We may 
want to verify the operation of the basic PCI interface before we finish implementing 
the video accelerator logic. 

The host PC will probably deal with the accelerator as an I/O device. The accelera¬ 
tor board will have its own driver that is responsible for talking to the board. Because 
most of the data transfers are performed directly by the board using DMA, the driver 
can be relatively simple. 

System testing 

Testing video algorithms requires a large amount of data. Luckily, the data represent 
images and video, which are plentiful. Because we are designing only a motion esti¬ 
mation accelerator and not a complete video compressor, it is probably easiest to use 
images, not video, for test data. You can use standard video tools to extract a few 
frames from a digitized video and store them in JPEG format. Open source for JPEG 
encoders and decoders is available. These programs can be modified to read JPEG 
images and put out pixels in the format required by your accelerator. With a little more 
cleverness, the resulting motion vector can be written back onto the image for a visual 
confirmation of the result. If you want to be adventurous and try motion estimation on 
video, open source MPEG encoders and decoders are also available. 


Application example: Compact disc 

Compact Disc™ was introduced in 1980 to provide a mass storage medium for digital 
audio. It has become widely used for general-purpose data storage. Compact Discs use 
optical storage—the data is read off the disc using a laser. The design of the CD system 
is a triumph of signal processing over mechanics—CD players perform a great deal 
of signal processing to compensate for the limitations of a cheap, inaccurate player 
mechanism. The DVD™ and Blu-Ray™ provide higher-density optical storage. How¬ 
ever, the basic principles governing their operation are the same as those for CD. In 
this section we will concentrate on the CD as an example of optical disc technology. 
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Disks and data 



coating coating 


FIGURE 8.38 

Data stored on a compact disc. 



FIGURE 8.39 

Spiral data organization of a compact disc. 


As shown in Figure 8.38, data is stored in pits on the bottom of a compact disc. A 
laser beam is reflected or not reflected by the absence or presence of a pit. The pits are 
very closely spaced: pits range from 0.8 to 3 microns long and 0.5 microns wide. The 
pits arranged in tracks with 1.6 microns between adjacent tracks. 

Unlike magnetic disks, which arrange data in concentric circles, CD data is stored 
in a spiral as shown in Figure 8.39. The spiral organization makes sense if the data is 
to be played from beginning to end. But as we will see, the spiral complicates some 
aspect of CD operation. 

The data on a CD is divided into sectors. Each sector has an address so that the 
drive can determine its location on the CD. Sectors also contain several bits of control: 
P is 1 during music or lead-in and 0 at the start of a selection; Q contains track number, 
time, etc. 
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CD mechanism 



FIGURE 8.40 


A compact disc mechanism. 



Out-of-focus 
FIGURE 8.41 

Laser focusing in a CD. 



The compact disc mechanism is shown in Figure 8.40. A sled moves radially across 
the CD to be positioned at different points in the spiral data. The sled carries a laser, 
optics, and a photo detector. The laser illuminates the CD through the optics. The same 
optics capture the reflected light and pass it onto the photo detector. 

The optics can be focused using some simple electric coils. Laser focus adjusts for 
variations in the distance to the CD. As shown in Figure 8.41, an in-focus beam pro¬ 
duces a circular spot, while an out-of-focus beam produces an elliptical spot with the 
beam’s major axis indicating the direction of focus. The focus can change relatively 
quickly depending on how the CD is seated on the spindle, so the focus needs to be 
continuously adjusted. 

As shown in Figure 8.42, the laser pickup is divided into six regions, named A, 
B, C, D, E, and F. The basic four regions—A, B, C, and D—are used to determine 
whether the laser is focused. The focus error signal is (A + C) — (B + D). The 
magnitude of the signal gives the amount of focus error and the sign determines 
the orientation of the elliptical spot’s major axis. The sum of the four basic regions, 
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Servo control 


EFM 


Error correction 



FIGURE 8.42 

CD laser pickup regions. 


A + B + C + D, gives the laser level to determine whether a pit is being illuminated. 
Two additional detectors, E and F, are used to determine when the laser has gone far 
off the track. Tracking error is given by E-F. 

The sled, focus system, and detector form a servo system. Several different sys¬ 
tems must be controlled: laser focus and tracking must each be controlled at a sample 
rate of 245 kHz; the sled is controlled at 800 Hz. Control algorithms monitor the level 
and error signals and determine how to adjust focus, tracking, and sled signals. These 
control algorithms are very sophisticated. Each control may require digital filters with 
30 or more coefficients. Several control modes must be programmed, such as seek¬ 
ing vs. playback. The development of the control algorithms usually requires several 
person-years of effort. 

The servo control algorithms are generally performed on a programmable DSP. 
Although a CD is a very low-power device which could benefit from the lower energy 
consumption of hardwired servo control, the complexity of the servo algorithms 
requires programmability. Not only are the algorithms complex, but different CD 
mechanisms may require different control algorithms. 

The complete control system for the drive requires more than simple closed-loop 
control of the data. For example, when a CD is bumped, the system must reacquire the 
proper position on the track. Because the track is arranged in a spiral, and because the 
sled mechanism is inaccurate, positioning the read head is harder than in a magnetic 
disk. The sled must be positioned to a point before the data’s location; the system must 
start reading data and watch for the proper sector to appear, then start reading again. 

The bits on the CD are not encoded directly. To help with tracking, the data 
stream must be organized to produce 0-1 transitions at some minimum interval. An 
eight-to-fourteen (EFM) encoding is used to ensure a minimum transition rate. For 
example, the eight bits of user data 00000011 are mapped to the fourteen bit code 
00100100000000. The data are reconstructed from the EFM code using tables. 

CDs use powerful error correction codes to compensate for inexpensive CD manu¬ 
facturing processes and problems during readback. A CD contains 6.99 gigabytes of 
raw bits but provides only about 700 megabytes of formatted data. CDs use a form 
of Reed-Solomon coding; the codes are also block interleaved to reduce the effects of 
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Jog protection 


Audio output 


System architecture 


scratches and other bursty errors. Reed-Solomon decoding determines data and era¬ 
sure bits. The time required to complete Reed-Solomon coding depends greatly on the 
number of erasure bits. As a result, the system may declare an entire block to be bad 
if decoding takes too long. Error correction is typically performed by hardwired units. 

CD players are very vulnerable to shaking. Early players could be disrupted by 
walking on the floor near the player. Clearly, portable or automotive players would 
need even stronger protection against mechanical disturbance. Memory is much 
cheaper today than it was when CD players were introduced. A jog memory is used to 
buffer data to maintain playing during a jog to the drive. The player reads ahead and 
puts data into the jog memory. During a jog, the audio output system reads data stored 
in the jog memory while the drive tries to find the proper point on the CD to continue 
reading. 

Jog control memories also help reduce power consumption. The drive can read 
ahead, put a large block of data into the jog memory, then turn the drive off and play 
from jog memory. Because the drive motors consume a considerable amount of power, 
this strategy saves battery life. When reading compressed music from data discs, a 
large part of a song can be put into jog memory. 

The result of error correction is the sector data. This can be easily parsed to deter¬ 
mine the audio samples and control information. In the case of an audio disc, the 
samples may be directly provided to the audio output subsystem; some players use 
digital filters to perform part of the anti-aliasing filtering. In the case of a data disc, the 
sector data may be sent to the output registers. 

Figure 8.43 shows the hardware architecture of a CD player. The player includes 
several processors: servo processor, error correction unit, and audio unit. These 
processors operate in parallel to process the stream of data coming from the read 
mechanism. 



drive 


head 


FIGURE 8.43 


Computing platform for a CD player. 































454 CHAPTER 8 Networks and Multiprocessors 


CD writing 


CD standards 


Writable CDs provide a pilot track that allows the laser and servo to position the 
head. The CD system must compute Reed-Solomon codes and EFM codes to feed the 
DVD. Data must be provided to the write system continuously, so the host system 
must properly buffer data to ensure that it can be delivered on time. 

Several CD formats have been defined. Each standard is published in a separate 
document: the Red Book defines the CD digital audio standard: the Yellow Book defines 
CD-ROM; the Orange Book defines CD-RW. 


Summary 

Multiprocessors provide both absolute performance and efficiency. They do, however, 
introduce new levels of system complexity. Programming multiprocessors requires both 
new programming models and development methodologies. Multiprocessors are often 
heterogeneous so that different parts of an application can be mapped to specialized pro¬ 
cessing elements. A programmable processing element may be specialized by, for exam¬ 
ple, adding new instructions. Accelerators are processing elements designed to perform 
very specific tasks. When adding accelerators to the system, we must be sure that the 
system can send data to and receive data from the rest of the system at the required rates. 


What we learned 

• Multiprocessors can help improve real-time performance and energy 
consumption. 

• Shared memory and message passing systems are different organizations of 
multiprocessors. 

• MPSoCs are single-chip multiprocessors with low-latency communication while 
distributed systems are physically larger and generally have longer-latency 
communication systems. 

• Message-passing systems are often used in distributed embedded systems. 

• Shared memory multiprocessors are often used in single-chip signal processing 
and control systems. 

• Performance analysis of an accelerated system is challenging. We must consider 
the performance of several implementations of an algorithm (CPU, accelerator) 
as well as communication costs for various configurations. 

• We must partition the behavior, schedule operations in time, and allocate 
operations to processing elements in order to design the system. 


Further reading 

Kopetz [Kop97] provides a thorough introduction to the design of distributed embed¬ 
ded systems. The book by Robert Bosch GmbH [Bos07] discusses automotive elec¬ 
tronics in detail. The Digital Aviation Handbook [Spi07] describes the avionics systems 
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of several aircraft. Staunstrup and Wolf’s edited volume [Sta97] surveys hardware/ 
software co-design, including techniques for accelerated systems like those described 
in this chapter. Gupta and De Micheli [Gup93] and Ernst et al. [Ern93] describe early 
techniques for co-synthesis of accelerated systems. Callahan et al. [CalOO] describe an 
on-chip reconfigurable co-processor connected to a CPU. The book DVD Demystified 
[Tay06] gives a thorough introduction to the DVD. 


Questions 

Q8-1 Describe an I 2 C bus at the following OSI-compliant levels of detail: 

a. physical 

b. data link 
C. network 
d. transport 

Q8-2 Describe a lOBase-T Ethernet at the following OSI-compliant levels of 
detail: 

a. physical 

b. data link 
C. network 
d. transport 

Q8-3 Give examples of the component networks in a federated network for an 
automobile. 

Q8-4 You are designing an embedded system using an Intel Xeon as a host. Does 
it make sense to add an accelerator to implement the function z — ax + by 
+ c? Explain. 

Q8-5 You are designing an embedded system using an embedded processor with 
no floating-point support as host. Does it make sense to add an accelerator 
to implement the floating-point function S = A sin (2Tlf + (f))l Explain. 

Q 8-6 You are designing an embedded system using a high-performance 

embedded processor with floating point as host. Does it make sense to add 
an accelerator to implement the floating-point function S — /\ sin (27Z/ + (p )? 
Explain. 

Q8-7 You are designing an accelerated system that performs the following 
function as its main task: 

for (1 =0; 1 < M; 1++) 

for (j = 0; j < N; j++) 

f[i][j] = (pixlilCj - 1] + pixCi - 1][j] + pix[i][j] + 

pix[i + 1]C j] + 

pixCi]tj + 1])/(5*MAXVAL); 

Assume that the accelerator has the entire pix and f arrays in its internal 
memory during the entire computation— p i x is read into the accelerator 
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before the operations begin and f is written out after all computations have 
been completed. 

a. Show a system schedule for the host, accelerator, and bus assuming that 
the accelerator is inactive during all data transfers. (All data are sent 

to the accelerator before it starts and data are read from the accelerator 
after the computations are finished.) 

b. Show a system schedule for the host, accelerator, and bus assuming that 
the accelerator has enough memory for two pix and f arrays and that the 
host can transfer data for one set of computations while another set is 
being performed. 

Q8-8 Find the longest path through the graph below, using the computation times 
on the nodes and the communication times on the edges. 



Q8-9 Write pseudocode for an algorithm to determine the longest path through 
a system execution graph. The longest path is to be measured from one 
designated entry point to one exit point. Each node in the graph is labeled 
with a number giving the execution time of the process represented by that 
node. 


Lab exercises 

L8-1 Build an experimental setup that lets you monitor messages on an embedded 
network. 

L8-2 Determine how much logic in an FPGA must be devoted to a PCI bus 
interface and how much would be left for an accelerator core. 
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L8-3 Develop a debugging scheme for an accelerator. Determine how you would 
easily enter data into the accelerator and easily observe its behavior. You will 
need to verify the system thoroughly, starting with basic communication and 
going through algorithmic verification. 

L8-4 Develop a generic streaming interface for an accelerator. The interface should 
allow streaming data to be read by the accelerator from the host’s memory. 

It should also allow streaming data to be written from the accelerator back to 
memory. The interface should include a host-side mechanism for filling and 
draining the streaming data buffers. 
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A 

absolute address An address of an exact location in memory (Section 2.5). 

AC0-AC3 The four accumulators available in the C55x (Section 2.5). 

accumulator A register that is used as both the source and destination for arithmetic operations, 
as in accumulating a sum (Section 2.5). 

ack Short for acknowledge , a signal used in handshaking protocols (Section 4.3). 

ACPI Advanced Configuration and Power Interface, an industry standard for power manage¬ 
ment interfaces (Section 6.8). 

activation record A data structure that describes the information required by a currently active 
procedure call (Section 2.3). 

active class AUML class that can create its own thread of control (Section 6.4). 

ADC Analog/digital converter (Section 4.2). 

ADPCM Adaptive differential pulse code modulation (Section 6.10). 

analog/digital converter A device that converts an analog signal into digital form. 

AND/OR table A technique for specifying control-oriented functionality (Section 7.4). 

application layer In the OSI model, the end-user interface (Section 8.4). 

ASIC Application-specific integrated circuit. 

aspect ratio In a memory, the ratio of the number of addressable units to the number of bits 
read per request (Section 4.7). 

assembler A program that creates object code from a symbolic description of instructions 
(Section 5.4). 

atomic operation An operation that cannot be interrupted (Section 6.5). 

auto-indexing Automatically incrementing or decrementing a value before or after using it 
(Section 2.3). 

average-case execution time A typical execution time for typical inputs (Section 5.6). 

B 

bank A block of memory in a memory system or cache (Section 4.4). 

base-plus-offset addressing Calculating the address by adding a base address to an offset; the 
offset is usually contained in a register (Section 2.3). 

basis paths A set of execution paths that cover the possible execution paths (Section 5.10). 

Bayer pattern An arrangement of colors in a color filter array with two greens, one red, and 
one blue in a 2 X 2 pattern (Section 5.12). 

Bayer pattern interpolation See demosaicing. 

best-case execution time The shortest execution time for any possible set of inputs (Section 5.6). 

best-effort routing The Internet routing methodology, which does not guarantee completion 
(Section 8.4). 
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big-endian A data format in which the low-order byte is stored in the highest bits of the word 
(Section 2.2). 

black-box testing Testing a program without knowledge of its implementation (Section 5.10). 

block motion estimation A video compression algorithm that estimates one frame by another 
by analyzing the motion of blocks in the frames (Section 8.6). 

block repeat In the C55x, a set of instructions that are executed several times in a row 
(Section 2.5). 

board support package A set of Windows CE software that enables use of a particular 
hardware platform. 

boot-block flash A type of flash memory that protects some of its contents (Section 4.4). 
bottom-up design Using information from lower levels of abstraction to modify the design at 
higher levels of abstraction (Section 1.3). 

branch table A multiway branching mechanism that uses a value to index into a table of 
branch targets. 

branch target The destination address of a branch (Section 2.3). 

branch testing A technique to generate a set of tests for conditionals (Section 5.10). 

breakpoint A stopping point for system execution (Section 4.5). 

bridge A logic unit that acts as an interface between two buses (Section 4.3). 

BSP See board support package. 

bundle A collection of logically related signals. 

burst transfer A bus transfer that transfers several contiguous locations without separate 
addresses for each (Section 4.3). 

bus Generally, a shared connection. CPUs use buses to connect themselves to external devices 
and memory (Section 4.3). 

bus bandwidth The bits per unit time that can be transmitted over a bus (Section 4.7). 
bus grant The granting of ownership of the bus to a device (Section 4.3). 
bus master The current owner of the bus (Section 4.3). 
bus request A request to obtain ownership of the bus (Section 4.3). 

busy-wait I/O Servicing an I/O device by executing instructions that test the device’s state 
(Section 3.2). 


c 

cache A small memory that holds copies of certain main memory locations for fast access 
(Section 3.5). 

cache hit A memory reference to a location currently held in the cache (Section 3.5). 
cache miss A memory reference to a location not currently in the cache (Section 3.5). 
cache miss penalty The extra time incurred for a memory reference that is a cache miss 
(Section 3.6). 

CAN bus A serial bus for networked embedded systems, originally designed for automobiles 
(Section 8.4). 
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Capability Maturity Model A method developed at the Software Engineering Institute of 
Carnegie Mellon University for assessing the quality of software development processes 
(Section 7.6). 

capacity miss A cache miss that occurs because the program’s working set is too large for the 
cache (Section 3.5). 

CAS See column address select. 

CDFG See control/data flow graph. 

central processing unit The part of the computer system responsible for executing instructions 
fetched from memory (Section 2.2). 

certification A legal process for determining the safety of a system (Section 8.4). 
changing In logic timing analysis, a signal whose value is changing at a particular moment in 
time (Section 4.3). 

channel A separate data transfer path in a memory system (Section 4.4). 
chrominance A signal related to color (Section 5.12). 

circular buffer An array used to hold a window of a stream of data (Section 5.2). 

circular buffer start address register In the C55x, a register used to define the start of a cir¬ 
cular buffer (Section 5.2). 

CISC Complex instruction set computer. Typically uses a number of instruction formats of 
varying length and provides complex operations in some instructions (Section 2.2). 
class A type description in an object-oriented language (Section 1.3). 

class diagram A UML diagram that defines classes and shows derivation relationships among 
them (Section 1.4). 

clear-box testing Generating tests for a program with knowledge of its structure (Section 5.10). 
CMM See Capability Maturity Model. 

CMOS Complementary metal oxide semiconductor, the dominant VLSI technology today, 
code motion A technique for moving operations in a program without affecting its behavior 
(Section 5.7). 

cold miss See compulsory miss. 

collaboration diagram A UML diagram that shows communication among classes without the 
use of a timeline (Section 1.4, Section A.3). See also sequence diagram. 
color filter array An array of color filters over an image sensor, one for each pixel (Section 5.12). 
color space A mathematical representation of a set of colors (Section 5.12). 

color space conversion Conversion of color from one representation to another, such as from 
RGB to YCrCb (Section 5.12). 

color temperature A measure of the color of light (Section 5.12). 

column address select A DRAM signal that indicates the column part of the address is being 
presented to the memory (Section 4.4). 

compare-and-swap An instruction that swaps a register and memory location and performs a 
comparison. The operation is performed atomically (Section 6.5). 

component bandwidth The bits per unit time transferred by a component (Section 4.7). 
compulsory miss A cache miss that occurs the first time a location is used (Section 3.5). 



computational kernel A small portion of an algorithm that performs a long function 
(Section 8.5). 

computing platform A hardware system used for embedded computing (Section 4.1). 

concurrent engineering Simultaneous design of several different system components 
(Section 7.2). 

conflict graph A graph that represents incompatibilities between entities; used in register 
allocation (Section 5.5). 

conflict miss A cache miss caused by two locations in use mapping to the same cache location 
(Section 3.5). 

control dependency A constraint on the order of execution of statements in a program based 
on control flow (Section 2.3). 

control/data flow graph A graph that models both the data and control operations in a program 
(Section 5.3). 

controllability The ability to set a value in system state during testing. 

co-kernel A specialized kernel for real-time processes (Section 6.9). 

co-processor An optional unit added to a CPU that is responsible for executing some of the 
CPU’s instructions (Section 3.4). 

Cortex A family of ARM processors for compute-intensive applications (Section 2.4). 

counter A device that counts asynchronous external events. 

CPSR Current program status register in the ARM processor (Section 2.3). 

CPU See central processing unit. 

CRC card A technique for capturing design information (Section 7.5). 

critical instant In RMA, the worst-case combination of process (Section 6.5). 

critical section A section of code that must be executed without interference (Section 6.5). 

critical timing race Two operations are in a critical timing race if the result of the operations 
depends on the order in which they finish (Section 6.5). 

cross compiler A compiler that runs on one architecture but generates code for a different 
architecture (Section 4.5). 

cycle-accurate simulator A CPU simulation that is accurate to the clock-cycle level 
(Section 5.6). 

cyclomatic complexity A measure of the control complexity of a program (Section 5.10). 

D 

DAC Digital/analog converter (Section 4.2). 

data dependency A constraint on the order of execution of statements in a program based on 
data calculations and assignments (Section 2.2). 

data flow graph A graph that models data operations without conditionals (Section 5.3). 

data flow testing A technique for generating tests by examining the data flow representation 
of a program (Section 5.10). 

data link layer In the OSI model, the layer responsible for reliable data transport (Section 8.4). 
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DaVinci A media-oriented heterogeneous multiprocessor (Section 8.5). 

DCT See discrete cosine transform. 

DCT block In JPEG, a block of two-dimensional DCT coefficients. 

DDR DRAM See double data rate DRAM. 

dead code elimination Eliminating code that can never be executed (Section 5.5). 

deadline The time at which a process must finish (Section 6.3). 

decision node A node in a CDFG that models a conditional (Section 5.3). 

def-use analysis Analyzing the relationships between reads and writes of variables in a program 
(Section 5.10). 

delayed branch A branch instruction that always executes one or more instructions after the 
branch, independent of whether the branch is taken (Section 3.6). 

demosaicing The process of interpolating the colors not captured at a given pixel by a color 
filter array (Section 5.12). 

dense instruction set An instruction set designed to provide compact code (Section 5.9). 

dequeue To remove something from a queue (Section 5.2). 

design flow A series of steps used to implement a system (Section 7.2). 

design methodology A method of proceeding through levels of abstraction to complete a 
design (Section 7.2). 

design process See design methodology. 

digital signal processor A microprocessor whose architecture is optimized for digital signal 
processing applications (Section 2.1). 

DIMM Dual inline memory module, a small printed circuit board containing RAM chips on 
both sides (Section 4.4). 

direct-mapped cache A cache with a single set (Section 3.5). 

direct memory access A bus transfer performed by a device without executing instructions on 
the CPU (Section 4.3). 

discrete cosine transform An image processing transform from the pixel domain to the spatial 
frequency domain. 

distributed embedded system An embedded system built around a network or one in which 
communication between processing elements is explicit (Section 8.4). 

DMA See direct memory access. 

DMA controller A logic unit designed to execute DMA transfers (Section 4.3). 

DNS See domain name service. 

Domain Name Service An Internet service that translates names to Internet addresses 
(Section 8.4). 

DOS Genetically, a disc-based operating system. Often used as shorthand for MS-DOS. 

DOS FAT file system A file system compatible with the MS-DOS file system. 

downsampling A filtering operation that reduces the sampling rate of a signal. 

Double data rate DRAM Dynamic RAM that uses advanced clocking methods to increase trans¬ 
fer rates (Section 4.4). 



DPOF Digital Print Order Format, a standard for generating information used to control 
printing of images (Section 5.12). 

DRAM See dynamic random access memory. 

DSP See digital signal processor. 

dual-kernel An operating system architecture that uses two kernels, one for real-time operation 
and another for non-real-time computation (Section 6.9). 

dynamic power management A power management technique that looks at the CPU activity 
(Section 3.7). 

dynamic random access memory A memory that relies on stored charge (Section 4.4). 

dynamically linked library A code library that is linked into the program at the start of 
execution (Section 5.4). 


E 

earliest deadline first A variable priority scheduling scheme (Section 6.5). 

EDF See earliest deadline first. 

EDO RAM Extended-data-out RAM, a memory that provides looser constraints on data 
timing (Section 4.4). 

EEPROM Electrically erasable programmable random access memory (Section 2.4). 
effective address An address that can be used to fetch a memory location, 
effective address calculation The process of calculating an effective address. 

embedded computer system A computer used to implement some of the functionality of 
something other than a general-purpose computer (Section 1.2). 
energy The ability to do work. 

enq Short for enquiry, a signal used in handshaking protocols (Section 4.3). 
enqueue To add something to a queue (Section 5.2). 

entropy coding A form of lossless data compression. Huffman coding is one form of entropy 
coding. 

entry point A label in an assembly language module that can be referred to by other program 
modules (Section 5.4). 

error injection Evaluating test coverage by inserting errors into a program and using your tests 
to try to find those errors (Section 5.10). 

Ethernet A local area network (Section 8.4). 

evaluation board A printed circuit board designed to provide a typical platform (Section 4.5). 
exception Any unusual condition in the CPU that is recognized during execution (Section 3.3). 
executable binary An object program that is ready for execution (Section 5.4). 
execute packet In the C64x, a set of instructions that execute together (Section 2.6). 

EXIF Exchangeable Image File Format, a file format that combines image, audio, and other 
information (Section 5.12). 

expression simplification Rewriting an arithmetic expression (Section 5.5). 

external reference A reference in an assembly language program to another module’s entry 
point (Section 5.4). 
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F 

fast Fourier transform An algorithm for computing a Fourier transform (Section 4.9). 

fast page mode DRAM Dynamic RAM that supports a high-performance page mode 
(Section 4.4). 

fast return In the C55x, a procedure return that uses some registers rather than the stack to 
store certain values (Section 2.5). 

federated architecture An architecture for networked embedded systems that is constructed 
from several networks, each corresponding to an operational subsystem (Section 8.4). 

fetch packet In the C64x, a set of instructions that are fetched together (Section 2.6). 

FIR filter S ee finite impulse response filter. 

FFT See fast Fourier transform. 

field-programmable gate array An integrated circuit that can be programmed by the user and 
that provides multilevel logic. 

file register In the PIC architecture, a location in a general purpose register file (Section 2.2). 

finite impulse response filter A type of digital filter in which the output does not depend on 
the previous outputs (Section 5.2). 

first-level cache The cache closest to the CPU (Section 3.5). 

flash file system A file system specially designed for flash memory storage (Section 4.6). 

flash memory An electrically erasable programmable read-only memory (Section 4.4). 

FlexRay A network designed for real-time systems (Section 8.4). 

fork A POSIX call that makes a copy of a process (Section 6.9). 

four-cycle handshake A handshaking protocol that goes through four states (Section 4.3). 

FPGA See field-programmable gate array. 

FPM DRAM See fast page mode DRAM. 

frame pointer Points to the end of a procedure stack frame (Section 5.5). 

function In a programming language, a procedure that can return a value to the caller 
(Section 2.3). 

functional requirements Requirements that describe the logical behavior of the system 
(Section 7.3). 


G 

glue logic Interface logic or logic that has no particular structure. 

glueless interface An interface between components that requires no glue logic. 

GPIO General-purpose input/output, a term for uncommitted pins that can be used as inputs 
or outputs. 


H 

HAL See hardware abstraction layer. 

handshake A protocol designed to confirm the arrival of data (Section 4.3). 



hardware abstraction layer Low-level software that provides drivers and support for basic 
elements of a hardware platform (Section 4.2). 

hardware platform A hardware system used as a component in a larger system (Section 4.2). 

hardware/software co-design The simultaneous design of hardware and software components 
to meet system requirements (Section 8.5). 

Harvard architecture A computer architecture that provides separate memories for instructions 
and data (Section 2.2). 

heterogeneous multiprocessor A multiprocessor with several different types of processing 
elements. 

histogram In signal processing, the number of samples over a given interval in each of several 
ranges (Section 5.12). 

hit rate The probability of a memory access being a cache hit (Section 3.5). 

host system Any system that is used as an interface to another system (Section 4.5). 

Huffman coding A method of data compression (Section 3.8). 


I 

I 2 C bus A serial bus for distributed embedded systems (Section 8.4). 

ICE See in-circuit emulation. 

IEEE 1394 A high-speed serial network for peripherals also known as Firewire. 

HR filter See infinite impulse response filter. 

immediate operand An operand embedded in an instruction rather than fetched from another 
location (Section 2.3). 

in-circuit emulation A method for debugging software running on a hardware platform 
(Section 4.5). 

induction variable elimination A loop optimization technique that eliminates references to 
variables derived from the loop control variable (Section 5.7). 

infinite impulse response filter A type of digital filter in which the output depends on previous 
values of the output. 

initiation time The time at which a process becomes ready to execute (Section 6.3). 

instruction-level simulator A CPU simulator that is accurate to the level of the programming 
model but not to timing (Section 5.6). 

instruction set The definition of the operations performed by a CPU (Section 2.1). 

intellectual property An intangible form of property such as software or hardware designs 
(Section 4.5). 

Internet A worldwide network based on the Internet Protocol (Section 8.4). 

Internet appliance An information system that makes use of the Internet. 

Internet-enabled embedded system Any embedded system that includes an Internet interface. 

Internet Protocol A packet-based protocol (Section 8.4). 

interpreter A program that executes a given program by analyzing a high-level description of 
the program at execution time. 
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interprocess communication A mechanism for communication between processes (Section 6.6). 
interrupt A mechanism that allows a device to request service from the CPU (Section 3.2). 
interrupt handler A routine called upon an interrupt to service the interrupting device (Section 3.2). 
interrupt latency The time from the assertion of an interrupt to its service (Section 6.7). 
interrupt priority Priorities used to determine which of several interrupts gets attention first 
(Section 3.2). 

interrupt service handler Software that performs the minimal operations required to respond 
to a device interrupt (Section 6.7). 

interrupt service routine Software that handles an interrupt request (Section 6.7). 
interrupt service thread In Windows CE, a user-mode thread that performs most of the work 
related to an interrupt (Section 6.9). 

interrupt vector Information used to select which segment of the program should be used to 
handle the interrupt request (Section 3.2). 

I/O Input/output (Section 3.2). 

IP See Internet Protocol ; see also intellectual property. 

ISH See interrupt service handler. 

ISO 9000 A series of international standards for quality process management (Section 7.6). 
ISR See interrupt service routine. 

1ST See interrupt service thread. 

J 

Jazelle A set of ARM instruction set extensions for direct execution of Java bytecodes (Section 2.3). 
JFIF JPEG File Interchange Format, a data format for representing JPEG data (Section 5.12). 
JIT compiler Ajust-in-time compiler; compiles program sections on demand during execution, 
jog memory In a compact disc player, memory used to buffer in the event of physical distur¬ 
bances that disrupt reading (Section 8.7). 

JPEG 1. A widely used image compression standard. 2. Joint Photographic Experts Group. 

L 

Ll cache S ee first-level cache. 

L2 cache See second-level cache. 

label In assembly language, a symbolic name for a memory location (Section 2.2). 
layer diagram A diagram showing the software components. A layer can call the layer(s) 
immediately below it (Section 4.2). 

lightweight process A process that shares its memory spaces with other processes. 

line replaceable unit In avionics, an electronic unit that corresponds to a functional unit, such 
as a flight instrument (Section 8.4). 

linker A program that combines multiple object program units, resolving references between 
them (Section 5.4). 



Linux A well-known, open-source version of Unix (Section 6.9). 

little-endian A data format in which the low-order byte is stored in the lowest bits of the word 
(Section 2.2). 

loader A program that loads a given program into memory for execution (Section 5.4). 

load map A description of where object modules should be placed in memory (Section 5.4). 

load-store architecture An architecture in which only load and store operations can be used to 
access data and ALU, and other instructions cannot directly access memory (Section 2.3). 

LIN Local Interconnect Network, a local area network designed for automotive electronics 
(Section 8.4). 

logic analyzer A machine that captures multiple channels of digital signals to produce a timing 
diagram view of execution (Section 4.5). 

longest path The path through a weighted graph that gives the largest total sum of weights. 

loop nest A set of loops, one inside the other (Section 5.7). 

loop unrolling Rewriting a loop so that several instances of the loop body are included in a 
single iteration of the modified loop (Section 5.5). 

lossy coding Coding that changes the signal such that the decoded signal may not be identical 
to the original signal (Section 4.9). 

LRU See line replaceable unit. 

luminance A signal related to brightness (Section 5.12). 


M 

masking In interrupts, causing lower-priority interrupts to be held in order to service higher- 
priority interrupts (Section 3.2). 

masking model In perceptual audio coding, a method for identifying elements of an audio 
signal that can be removed without being perceived by a listener (Section 4.9). 

memory controller A logic unit designed as an interface between DRAM and other logic 
(Section 4.4). 

memory management unit A unit responsible for translating logical addresses into physical 
addresses (Section 3.5). 

memory-mapped I/O Performing I/O by reading and writing memory locations that corre¬ 
spond to device registers (Section 3.2). 

memory mapping Translating addresses from logical to physical form (Section 3.5). 

message delay The delay required to send a message on a network with no interference. 

message passing A style of interprocess communication (Section 8.3). 

methodology Used to describe an overall design process (Section 1.3). 

microcontroller A microprocessor that includes memory and I/O devices, often including 
timers, on a single chip (Section 1.2). 

miss rate The probability that a memory access will be a cache miss (Section 3.5). 

MMU See memory management unit. 
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MOST Media Oriented Systems Transport, a local area network designed for automotive 
electronics (Section 8.4). 

motion vector A vector describing the displacement between two units of an image 
(Section 8.6). 

MP3 An audio compression standard (Section 4.9). 

MPCore An ARM multiprocessor (Section 8.3). 

multihop network A network in which messages may go through an intermediate PE when 
traveling from source to destinations. 

multiprocessor Acomputer system that includes more than one processing element (Section 8.2). 

multirate Operations that have different deadlines, causing the operations to be performed at 
different rates (Sections 1.2, 6.3). 


N 

NEON A set of ARM instruction set extensions for SIMD operations (Section 2.3). 

named resource A group of shared resources controlled by a single semaphore parameterized 
by the resource name (Section 6.5) 

network A system for communicating between components (Section 8.2). 

network availability delay The delay incurred waiting for the network to become available. 

network layer In the OSI model, the layer that provides end-to-end service (Section 8.4). 

NMI See nonmaskable interrupt. 

nonblocking communication Interprocess communication that allows the sender to continue 
execution after sending a message (Section 6.6). 

nonfunctional requirements Requirements that do not describe the logical behavior of the 
system; examples include size, weight, and power consumption (Sections 1.3, 7.3). 

nonmaskable interrupt An interrupt that must always be handled, independent of other system 
activity (Section 3.2). 


OAL OEM Adaptation Layer, low-level software in Windows CE for interrupts, debug, and 
other basic functions. 

object A program unit that includes both internal data and methods that provide an interface to 
the data (Section 1.3). 

object code A program in binary form (Section 5.4). 

object oriented Any use of objects and classes in design; can be applied at many different 
levels of abstraction (Section 1.3). 

observability The ability to determine a portion of system state during testing. 

operating system A program responsible for scheduling the CPU and controlling access to 
devices (Section 6.1). 



origin The starting address of an assembly language module. 

OSI model A model for levels of abstraction in networks (Section 8.4). 

overhead In operating systems, the CPU time required for the operating system to switch con¬ 
texts (Section 6.3). 


P 

P() Traditional name for the procedure that takes a semaphore (Section 6.5). 

packet 1. In VLIW architectures, a set of instructions that form a unit of execution (Section 2.2). 

2. In networks, a unit of transmission (Section 8.4). 
page fault A reference to a memory page not currently in physical memory (Section 3.5). 
page mode An addressing mechanism for RAMs (Section 4.4). 
paged addressing Division of memory into equal-sized pages (Section 3.5). 
partitioning Dividing a functional description into processes that can execute in parallel or 
modules that can be separately implemented. 

PC 1. In computer architecture, see program counter. 2. Personal computer. 

PC sampling Generating a program trace by periodically sampling the PC during execution. 
PCI A high-performance bus for PCs and other applications. 

PC-relative addressing An addressing mode that adds a value to the current PC (Section 2.3). 
PE See processing element. 

peek A high-level language routine that reads an arbitrary memory location (Section 3.2). 
performance The speed at which operations occur (Section 1.3). 
period In real-time scheduling, a periodic interval of execution (Section 6.3). 
physical layer In the OSI model, the layer that defines electrical and mechanical properties 
(Section 8.4). 

pipe A POSIX interprocess communication mechanism (Section 6.9). 

pipeline A logic structure that allows several operations of the same type to be performed 
simultaneously on multiple values, with each value having a different part of the operation 
performed at any one time (Section 3.6). 

pixel A sample in an image (Section 5.12). 

PLC See program location counter. 

platform Hardware and associated software that is designed to serve as the basis for a number 
of different systems to be implemented. 

poke A high-level language routine that writes an arbitrary location (Section 3.2). 
polling Testing one or more devices to determine whether they are ready (Section 3.2). 
POSIX A standardized version of Unix (Section 6.9). 

post-indexing An addressing mode in which an index is added to the base address after the 
fetch (Section 2.3). 

power Energy per unit time (Section 3.7). 

power-down mode A mode invoked in a CPU that causes the CPU to reduce its power 
consumption (Section 3.7). 
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power management policy A scheme for making power management decisions (Section 6.8). 

power state machine A finite-state machine model for the behavior of a component under 
power management (Section 3.7). 

predictive shutdown A power management technique that predicts appropriate times for 
system shutdown (Section 6.8). 

preemptive multitasking A scheme for sharing the CPU in which the operating system can 
interrupt the execution of processes (Section 6.2). 

presentation layer In the OSI model, the layer responsible for data formats (Section 8.2.2). 

priority-driven scheduling Any scheduling technique that uses priorities of processes to 
determine the running process (Section 6.5). 

priority inheritance An algorithm to prevent priority inversion in which a process temporarily 
takes on the priority of a shared resource. (Section 6.5) 

priority inversion A situation in which a lower-priority process prevents a higher-priority 
process from executing (Section 6.5). 

procedure A programming language construct that allows a single piece of code to be called 
at multiple points in the program (Section 2.3). Generally, a synonym for subroutine; see 
also function. 

procedure call stack A stack of records for currently active processes (Section 2.3.3). 

procedure linkage A convention for passing parameters and other actions required to call a 
procedure (Section 2.3). 

process A unique execution of a program (Section 6.2). 

processing element A component that performs a computation under the coordination of the 
system (Section 8.2). 

producer/consumer A set of functions or processes in which one writes data to be read by the 
other (Section 5.2). 

profiling A procedure for counting the relative execution times of different parts of a program 
(Section 5.6). 

program counter A common name for the register that holds the address of the currently 
executing instruction (Section 2.2). 

program location counter A variable used by an assembler to assign memory addresses to 
instructions and data in the assembled program (Section 5.4). 

programming model The CPU registers visible to the programmer (Section 2.2). 

pseudo-op An assembly language statement that does not generate code or data (Sections 
2.2, 5.4). 


Q 

quality assurance A process for ensuring that systems are designed and built to high quality 
standards (Section 7.6). 

quantization Assignment of a continuous sample value to a discrete value, 
quantization matrix In JPEG, a set of values used to guide quantization (Section 5.12). 
queue A data structure that provides first-in first-out access to data (Section 5.2). 
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R 

race condition A set of processes whose results depend on the order in which they execute 
(Section 6.5). 

RAM See random-access memory. 

random-access memory A memory that can be addressed in arbitrary order (Section 4.4). 
random testing Testing a program using randomly generated inputs (Section 5.10). 

RAS See row address select. 

raster scan (or order) display A display that writes pixels by rows and columns, 
rate Inverse of period (Section 6.2). 

rate-monotonic scheduling A fixed-priority scheduling scheme (Section 6.4). 

reactive system A system designed to react to external events. 

read-only memory A memory with fixed contents (Section 4.4). 

real time A system that must perform operations by a certain time (Section 1.2). 

real-time operating system An operating system designed to be able to satisfy real-time 
constraints (Section 6.1). 

reentrancy The ability of a program to be executed multiple times, using the same memory 
image without error (Section 5.4). 
refresh Restoring the values kept in a DRAM (Section 4.4). 

register Generally, an electronic component that holds state. In the context of computer pro¬ 
gramming, storage internal to the CPU that is part of the programming model (Section 2.2). 
register allocation Assigning variables to registers (Section 5.5). 

register-indirect addressing Fetching from a first memory location to find the address of the 
memory location that contains the operand (Section 2.3). 
regression testing Testing hardware or software by applying previously used tests (Section 5.10). 
relative address An address measured relative to some other location, such as the start of an 
object module (Section 5.4). 

relocatable Instructions and data that have not yet been assigned to particular locations in 
memory (Section 5.4). 

repeat In instruction sets, an instruction that allows another instruction or set of instructions to 
be repeated in order to create low-overhead loops (Section 2.4). 

requirements An informal description of what a system should do (Section 1.3). A precursor 
to a specification. 

reservation table A hardware technique for scheduling instructions (Section 5.5). 
response time The time span between the initial request for a process and its completion 
(Section 6.5). 

RISC Reduced instruction set computer (Section 2.2). 

RMA Rate-monotonic analysis, another term for rate-monotonic scheduling. 
rollover Reading multiple keys when two keys are pressed at once. 

ROM See read-only memory. 
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row address select A DRAM signal that indicates the row part of the address is being presented 
(Section 4.4). 

RTOS See real-time operating system. 


s 

saturation arithmetic An arithmetic system that provides a result at the maximum/minimum 
value on overflow/underflow. 

scheduling Determining the time at which an operation will occur (Section 8.5.4). 
scheduling overhead The execution time required to make a scheduling decision (Sections 6.2.1, 
6.3.3). 

scheduling policy A methodology for making scheduling decisions (Section 6.3.3). 

SDE See software development environment. 

SDL A software specification language (Section 7.4.1). 

SDRAM See synchronous DRAM. 

second-level cache A cache after the first-level cache but before main memory (Section 3.5.1). 
segmented addressing Dividing memory into large, unequal-sized segments (Section 3.5.2). 
semaphore A mechanism for coordinating communicating processes (Section 6.5). 
sequence diagram A UML diagram type that shows how objects communicate over time using 
a timeline (Section 1.3). See also collaboration diagram. 

session layer In the OSI model, the layer responsible for application dialog control (Section 8.4). 
set-associative cache A cache with multiple sets (Section 3.5). 
set-top box A system used for cable or satellite television reception. 

shared memory A communication style that allows multiple processes to access the same 
memory locations (Section 8.3). 

shared resource A resource, such as an I/O device or a memory location, that is used by more 
than one process (Section 6.5). 

sharpening In image processing, a filtering process that produces edges that appear to be 
sharper (Section 5.12). 

signal 1. A Unix interprocess communication method (Section 6.6). 2. A UML stereotype for 
communication (Section 6.4). 

SIMM Single inline memory module, a small printed circuit board containing RAM chips on 
one side (Section 4.4). 

single-assignment form A program that writes to each variable once at most (Section 5.3). 

single-hop network A network in which messages can travel from one PE to any other PE 
without going through a third PE. 

slow return In the C55x, a procedure return that uses the stack to restore return address and 
loop context; compare to fast return that uses registers (Section 2.5). 
software development environment A set of tools for developing software, often including an 
editor, compiler, linker, and debugger (Section 4.5). 



software interrupt See trap. 

software pipelining A technique for scheduling instructions in loops. 

software platform Software used as a component in a larger system (Section 4.3). 

spatial frequency A frequency representation of a modulated visual intensity (Section 5.12). 

special function register In the PIC architecture, registers for I/O and other special operations 
(Section 2.4). 

specification A formal description of what a system should do (Section 1.3). More precise than 
a requirements document. 

speedup The ratio of system performance before and after a design modification (Section 8.5). 

spill Writing a register value to main memory so that the register can be used for another 
purpose (Section 5.5). 

spiral model A design methodology in which the design iterates through specification, design, 
and test at increasingly detailed levels of abstraction (Section 7.2). 

SRAM See static random-access memory. 

stack pointer Points to the top of a procedure call stack (Section 5.5). 

Statecharts A specification technique that uses compound states (Section 7.4). 

state machine Generally, a machine that goes through a sequence of states over time. May be 
implemented in software (Sections 1.3, 5.2). 

state mode A logic analyzer mode that provides reduced timing resolution in return for longer 
time spans (Section 4.5). 

static power management A power management technique that does not consider the current 
CPU behavior (Section 3.7). 

static random-access memory A RAM that consumes power to continuously maintain its 
stored values (Section 2.4). 

static scheduling A scheduling policy in which process priorities are fixed (Section 6.5). 

streaming data A sequence of data values that is received periodically, such as in digital signal 
processing. 

strength reduction Replacing an operation with another equivalent operation that is less 
expensive (Section 5.7). 

subroutine A synonym for procedure (Section 2.3). 

successive refinement A design methodology in which the design goes through the levels of 
abstraction several times, adding detail in each refinement phase (Section 7.2). 

superscalar An execution method that can perform several different instructions simultane¬ 
ously using dynamically scheduled instructions (Section 2.2). 

supervisor mode A CPU execution mode with unlimited privileges (Section 3.3). See also 
user mode. 

symbol table Generally, a table relating symbols in a program to their meaning; in an assem¬ 
bler, a table giving the locations specified by labels (Section 5.4). 

synchronous DRAM A memory that uses a clock (Section 4.4). 

system-on-silicon A single-chip system that includes computation, memory, and I/O. 
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T 

tag The part of a cache block that gives the address bits from which the cache entry came 
(Section 3.5). 

target system A system being debugged with the aid of a host (Section 4.5). 

task graph A graph that shows processes and data dependencies among them (Section 6.3). 

TCP See Transmission Control Protocol. 

testbench A setup used to test a design; may be implemented in software to test other software 
(Section 4.5). 

testbench program A program running on a host used to interface to a debugger that runs on 
an embedded processor (Section 4.5). 

thread See lightweight process. 

thumbnail A small version of an image (Section 5.12). 

TIFF Tagged Image File Format, an image file format (Section 5.12). 
timer A device that measures time from a clock input. 

timing mode A logic analyzer mode that provides increased timing resolution (Section 4.5). 
TLB See translation lookaside buffer. 

top-down design Designing from higher levels of abstraction to lower levels of abstraction 
(Section 1.3). 

trace A record of the execution path of a program (Section 5.6). 
trace-driven analysis Analyzing a trace of a program’s execution (Section 5.6). 
translation lookaside buffer A cache used to speed up virtual-to-physical address translation 
(Section 3.5). 

Transmission Control Protocol A connection-oriented protocol built upon the IP (Section 8.4). 
transport layer In the OSI model, the layer responsible for connections (Section 8.4). 
trap An instruction that causes the CPU to execute a predetermined handler (Section 3.3). 
TrustZone A set of ARM instruction set extensions for security operations (Section 2.3). 

u 

UART Universal Asynchronous Receiver/Transmitter, a serial I/O device. 

UML See Unified Modeling Language. 

unified cache A cache that holds both instructions and data (Section 3.5). 

Unified Modeling Language A widely used graphical language that can be used to describe 
designs at many levels of abstraction (Section 1.3.6). 
upsampling A filtering operation that increases the sampling rate of a signal, 
usage scenario A description of how a system will be used (Section 7.6). 

USB Universal Serial Bus, a high-performance serial bus for PCs and other systems. 

user mode A CPU execution mode with limited privileges (Section 3.3). See also supervisor mode. 

utilization In general, the fractional or percentage time that we can effectively use a resource; 
the term is most often applied to how processes make use of a CPU (Section 6.5). 



476 


Glossary 


V 

V() Traditional name for the procedure that releases a semaphore (Section 6.5). 

very long instruction word A style of computer architecture in which multiple instructions are 
statically scheduled. Compare to superscalar (Section 2.2). 

virtual addressing Translating an address from a logical to a physical location (Section 3.5). 

VLIW See very long instruction word. 

VLSI Acronym for very large scale integration; generally means any modern integrated circuit 
fabrication process (Section 1.2). 

von Neumann architecture A computer architecture that stores instructions and data in the 
same memory (Section 2.2). 


w 

wait state A state in a bus transaction that waits for the response of a memory or device 
(Section 4.3). 

watchdog timer A timer that resets the system when the system fails to periodically reset the 
timer. 

waterfall model A design methodology in which the design proceeds from higher to lower 
levels of abstraction (Section 7.2). 

way A bank in a cache (Section 3.5). 

white-box testing See clear-box testing. 

word The basic unit of memory access in a computer (Section 2.3). 

working set The set of memory locations used during a chosen interval of a program's execution 
(Section 3.5). 

worst-case execution time The longest execution time for any possible set of inputs (Section 5.6). 

write-back Writing to main memory only when a line is removed from the cache (Section 3.5). 

write-through Writing to main memory for every write into the cache (Section 3.5). 

z 

zig-zag pattern In JPEG, the order in which DCT coefficients are read from the matrix. The 
zig-zag pattern starts at the upper left and moves in diagonals to the lower right (Section 5.12). 

Zynq An FPGA with an on-board multiprocessor (Section 8.5). 
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static vs. dynamic power management, 134 
StrongARM SA-1100, 136, 136/ 
utilization, 329 

CRC cards, see Classes, responsibilities and 
collaborators cards 
Cross-compiler, 180 

Current program status register (CPSR), 60, 114 
Current-bit behavior, 140 


C55x 

caches, 122 
interrupts in, 113 
pipeline, 128 
C55x DSPs, 51, 77-87 

and memory organization, 78-80 
memory map, 79, 81/ 

C64x DSPs, 51 

Cyber-physical considerations, 410 
Cyber-physical system, 7-8 
Cycle-accurate simulator, 260 
Cyclic redundancy check (CRC), 417 
Cyclomatic complexity, 274, 275/ 

D 

Data 

access system, 53 
buffers, 270 

dependencies, 56, 56/ 57/ 315/ 
frames, 416 
CAN, 417, 417/ 

instructions, in PIC16F microprocessor, 75 
link layer, 415, 423 
operations, 83-84 
in ARM processor, 59-66, 59/ 61/ 
in PIC16F microprocessor, 73-76 
page pointers, 79 

pointer registers, auxiliary and coefficient, 79 
ready signal, 164 
registers, 96 

space for PIC16F microprocessor, 74 

stall, 129 

storage 

on compact disc, 450, 450/ 
and management, 185 
stream style, 216 
structures, 244 
queues, 223 
transmission, 419 

types in video accelerator, 445, 445/ 

Data compressor 
program design 

non-object-oriented implementation, 146 
OO design in C++, 142 
requirements and algorithm, 137-139 
specification, 140-141 
testing, 148-149, 149/ 

Data-buffer, 140 

Data-dependent program paths, 256-257 
Data flow 

graphs, 224, 224-226, 225/ 
nodes, 226 
testing, 276 



Index 491 


DCC, see Digital Command Control 
DCT, see Discrete cosine transform 
Dead code, 246, 247 
Deadline, 5, 185,312,312/ 
meeting, 8-9 
Debugging, 20, 44, 206 
challenges, 183-185 
interrupt code, 106 
techniques, 181-183 
Decision nodes, 226 
Decompression module, 367 
Definition-use analysis, 276 
Delay slots, 89 
Delayed branch, 130 
Demosaicing, 286 
Dense instruction sets, 270 
Dequeueing, 222 
Derived class, 23-24 
Design 

flows, 383-389 
methodologies 
example of, 383 
product metrics, 382 
process, 381 
review format, 406 

Design rule for Camera File (DCF) standard, 

291 

Desktop processors, power requirements of, 411 
Detector classes, 35, 36 
Device driver, 101, 112 
Diamond-shaped nodes, 226 
Digital Command Control (DCC), 30-32, 31/ 
Digital Command Control Communication 
Standard, 31 

Digital Command Control Electrical Standard, 31 
Digital filters, 218, 223 
Digital media processor, 431 
Digital signal processors (DSPs), 51, 53, 56, 72 
Digital still camera (DSC), 45 
architecture of, 293 
design of, 285-296 
file formats for, 290 
image compression, 287, 288 f 
imaging algorithms, 285 
integration and testing, 296 
operation and requirements, 285-289, 

290/, 292 
Digital system, 6 
Direct addresses, 82 
Direct memory access (DMA), 157 
controller, 167, 168, 168/ 
request, cyclic scheduling of, 169/ 

Directed acyclic graph (DAG), 315 


Direct-mapped cache, 118, 119, 119/ 
vs. set-associative cache, 121 
Discrete cosine transform (DCT), 441 
coefficients, 288-289 
Display class, 22 

Distributed embedded systems, 414 
CAN bus, 416-419 
Ethernet, 426-429 
in cars and airplanes, 419-422 
I 2 C bus, 422-426 

scheduling and allocation, 438-441 
Distributed system, 414 
system-on-chip vs., 412 
DLLs, see Dynamically linked libraries 
DMA, see Direct memory access 
Documents, DCC, 30 
Domain Name Server (DNS), 430 
Domain testing, 277/ 

Dominant, 414, 416 
DOS file systems, 187 

Double in-line memory modules (DIMMs), 174 
DRAM, see Dynamic RAM 
DSC, see Digital still camera 
DSPs, see Digital signal processors 
Dual AR indirect addressing, 83 
Dual-kernel approach, 352 
Dynamic power management mechanism, 134, 349 
Dynamic programming, 252 
Dynamic RAM (DRAM) 
organization of, 172 
types of, 173 

Dynamically linked libraries (DLLs), 235, 358 

E 

Earliest deadline first (EDF), 333-337, 344 

ECU, see Engine control unit 

EDF, see Earliest deadline first 

8-bit microcontroller, 3, 342 

Eight-to-fourteen (EFM) encoding, 452 

Elastic buffer, 103, 104, 221, 223, 341 

Electrical interface to PC bus, 422, 423/ 

Electronic control units (ECUs), 414 
Embedded computing 

multiprocessor system-on-chip for, 413 
platform, 44 

systems, 2, 177, 308, 385, 410, 411 
challenges in design, 8-9 
characteristics of applications, 4-5 
design process, 381 
multirate, 310 
performance of, 9-10 
VLIW processors and, 57 
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Embedded multiprocessor, 410, 412^113, 432 
Embedded programs 
components for 

circular buffers and stream-oriented 
programming, 216-221 

queues and producer/consumer systems, 221-223 
state machines, 214-215 
design, 44^15, 120 
Embedded system 

based on computing platform, 176-185 
design flow for, 387/ 
design process, 10 
architecture design, 17-19 
behavioral description, 25-28 
formalisms for, 20-21 
hardware and software components, 19 
requirements, 12-16 
specification, 16-17 
structural description, 21-25 
software layer diagram for, 159, 159/ 
eMIOS, see Enhanced modular 10 subsystem 
Encode, 140 

behavior, 141, 142/ 
encodeO method, 146-147 
Energy consumption, 5, 8, 56, 133, 266, 267/ 

269, 452 

Energy optimization, 267, 269 
Energy vs. power consumption, 133 
Engine control unit (ECU) 

component design and testing, 373 

specification, 370 

system 

architecture, 371-373 
integration and testing, 374 
theory of operation and requirements, 369-370 
Engine controller, 46, 310-311, 369-371, 373-374, 
419-420 

Enhanced modular IO subsystem (eMIOS), 373 
Enqueueing, 222 
Entry point, 233, 234/ 

Environmental development, embedded systems, 9 
Error correction code (ECC), 28, 202 
in compact disc, 452 
Error correction data byte, 32 
Error delimiter field, 418 
Error handling, 418 
Error injection, 280 
Ethernet, 180, 185, 426-429, 426/ 
packet format, 428, 428/ 

Evaluation board, 176, 180, 181 
Exceptions, 90, 115, 123, 150 
Exchangeable Image File Format (EXIF), 291, 291/ 
Executable binary file, 229 


Execute packet, 89 

Execution path, 130, 254, 256, 258-259, 272 
Execution time, 130-132, 254-256, 254 f 258, 268 
accelerator, 435, 436/ 
execv() function, 353 
EXIF, see Exchangeable Image File Format 
External memory interface (EMIF), 89 
External reference, 233, 234/ 

F 

Fast Fourier transform (FFT), 201 
Fast interrupt requests (FIQs), 112 
Fast-return mode, 113 
Fax machine, 2 
Federated network, 422 
Fetch packets, 89 

Field-programmable gate arrays (FPGAs), 19, 433, 
444, 446 
designing of, 449 
File allocation table (FAT), 187 
File display/selection, state diagram for, 203, 204/ 
File systems, 187-188, 202 
File Transport Protocol (FTP), 430 
FilelD class, 202 

Finite impulse response (FIR) filter, 68, 216, 218 
for ARM, 68 
in C, 219-220 
on C55x, 87 

on PIC16F microprocessor, 76 
Finite-state machine, 214 
FIR filter, see Finite impulse response filter 
First-level cache, 118 
Flash file systems, 188, 202 
Flash memory, 158, 174, 187, 188 
FlexRay network, 419 
Floating-point operations, 255 
Flow of control, 240, 240/ 
in ARM processor, 66-72 
instructions, 84-86, 130 
in PIC16F microprocessor, 76-77 
Flush, 140 

Foreground program, 102, 105, 107, 198 
fork() function, 352, 353 
Formatter class, 34, 37, 38/, 39 
Four-cycle handshake, 160, 161/, 167 
FPGAs, see Field-programmable gate arrays 
Fragmentation, 124 
Frame, 64, 71, 202 
Frame pointer (FP), 64-65, 71, 243 
FreeRTOS.org, 321/ 

Freescale MPC5676R, 421 
Frequency-shift keying (FSK), 280, 281/ 

Front panel module, 366 
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FSK, see Frequency-shift keying 
Functional requirements, 12, 185-186, 390, 405 
Functional tests 

code coverage of, 280/ 
evaluating, 279-280 

G 

Generalization relationship, UML, 24 
General-purpose computer, 2, 58 
performance in, 9 
Genesis Platform, 422 
Global Interrupt Enable (GIE) bit, 113 
Global Positioning System (GPS), 5 
moving map, 15, 16?, 17/ 18/ 
receiver, 19 
specification of, 17 
GPS, see Global Positioning System 
Graph 

coloring, 249, 249/ 
matrix representation of, 274/ 
theory, 274 

H 

HI standard, 429 
Hardware, 8 

block diagram, 18 
co-design, 432 
design methodology, 386/ 
designing components, 19 
Hardware abstraction layer (HAL), 159 
Harvard architectures, 52, 52/ 53 
HD video coprocessor subsystem (HDVICP2), 431 
HD video processing subsystem (HDVPSS), 432 
Heterogeneous shared memory multiprocessors, 431-432 
Hierarchical design flows, 386, 387 
High Speed Ethernet (HSE), 429 
High-level programming language, 224, 320 
High-performance processors, 6 
Hit rate, 117, 118, 120 
Host, 432 

system, 179, 180/ 

use case of synchronizing with, 186/ 

HP-35, 2 

Huffman coding, 289 

for text compression, 138 
technique, 137 

Hypertext Transport Protocol (HTTP), 430 

l 

I 2 C bus, 422-426, 422/, 424f 
Idle mode, power, 136 
i f statement, ARM, 66 
Image sensors, 286 


Immediate operands, 60 
Incidence matrix, 274 
In-circuit emulator (ICE), 182 
Indirect addresses, 82 
Induction variable, 262, 263 
Initiation interval, 313 
Initiation time, 312, 312/ 

Input and output (I/O) programming 
busy-wait devices, 99-100 
devices, 96-98, 96/ 178 
interrupts 
and buffers, 103 
and subroutines, 107 
basics, 101-107 
debugging code, 106 
in ARM, 112-113 
in C55x, 113 
in PIC16F, 113-114 
overhead, 111-112 
power-down, 109 

priorities and vectors, 107-111, 108/ 111/ 
primitives, 98-99 
with prioritized interrupts, 110 
Input symbols, data compressor, 137 
input_handler, 105 
Insert behavior, 141, 142/ 
insert method, 149 
Instruction data byte, 32 
Instruction execution, 54, 88, 130 
Instruction scheduling, reservation table for, 251, 252 f 
Instruction sets, 43, 96, 115, 116, 123 
characteristics of, 53 

Instruction space, PIC16F microprocessor, 73, 74/ 

Instruction-level simulator, 260 

INT External Interrupt Enable bit, 114 

INTCON register, 113 

Integrated project management, 387 

Intel 4004, 2 

Intel Strong ARM SA-1100 and SA-1111, system 
organization of, 158 
Intellectual property (IP), 179 
Interconnection network, see Networks 
Interface, 22, 36/ 

ACPI, 351 
CPU, 433 
electrical, 422 
EMIF, 89 
I 2 C, 425, 426 
motor, 35, 36/ 37 
PCI, 449 
telephone, 366 
user, 5, 15, 202, 206, 366 
Inter-instruction dependencies, 56 
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Internal consistency of requirements, 14 
International Standards Organization (ISO), 

402,414 
Internet, 429^130 

Internet Protocol (IP), 429, 429/ 430/ 
Internetworking, 429 
Interprocess communication mechanisms 
mailboxes, 343-344 
message passing, 341-342 
shared memory communication, 340-341 
signals, 342-343 
Interrupt requests (IRQs), 112 
Interrupt service routine (ISR), 345, 347 
Interrupts, 79, 86, 90, 352, 426 
acknowledge signal, 101 
and buffers, 103 
and subroutines, 107 
basics, 101-107 
debugging code, 106 
handler, 184, 200 
routine, 101 
in ARM, 112-113 
in C55x, 113 
in PIC16F, 113-114 
overhead, 111-112 
power-down, 109 

priorities and vectors, 107-111, 108/, 111/ 
registers control, 79 
request signal, 101 
WinCE, 360 

I/O programming, see Input and output programming 
io_buf, 105 

IP, see Intellectual property; Internet Protocol 
ISO, see International Standards Organization 
ISR, see Interrupt service routine 

J 

Jitter, 313 
Jog memory, 453 

Joint Photographic Experts Group (JPEG) images, 
compression process for, 288, 288/ 

JPEG images, see Joint Photographic Experts 
Group images 
Jump instruction, 228 

L 

LI cache, 118 
L2 cache, 118 

Large-scale embedded system design, 46 
Laser focus, compact disc, 451, 451/ 452/ 

Latency, 114, 128, 344, 345, 352, 436 
LDMIA, 129 


Leakage, CMOS, 133 
Light-emitting diodes (LEDs), 182 
Line replaceable units (LRUs), 421 
Linkage mechanism, 242 
Linker, 233 

Linking process, 233-235 
Links, 25, 25 f 
Linux, 352 

Little-endian mode vs. big-endian mode, 54, 58/ 
Load behavior, 141 
Load map file, 234 
Loader, 229 

Local Interconnect Network (LIN) bus, 419 
Logic analyzer, 182, 183, 183/ 255, 260 
Loop fusion, 246 
Loop tiling, 246, 247/ 

Loop-back testing, 285 
Loops, 85 

distribution, 297 
nest, 264 

optimizations, 262-264 
testing, 278 
unrolling, 245 

Lossless compression methods, 287 
Lossy compression algorithm, 287 
Luminance, 285-286 

M 

Machine-independent optimizations, 237 
Macroblocks, 441 
Manufacturing cost, 5, 12, 14 
MAPS_SHARED parameter, 356 
Masking, 109, 201 

Measurement-driven performance analysis, 259-261 
Mechanical systems of car, 419 
Media Oriented Systems Transport (MOST) 
bus, 419 
Memory 

access times, 190 
aspect ratio, 190, 191/ 
channels and banks in, 174, 175/ 
controllers, 174, 174/ 
devices, 172-175 
map, C55x DSPs, 79 
mapping, 123 

organization, 172, 172/ 174-175 
ARM processor and, 58 
C55x DSPs and, 78-80 
PIC16F microprocessor and, 73 
system performance, 117 
Memory management units (MMUs), 116 
and address translation 
ARM, 117, 127 
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memory mapping, 123 

segments and pages, 124, 124/, 125, 125/ 

TLB, 126 

Memory system mechanisms 
cache 
ARM, 122 
controllers, 117 

direct-mapped vs. set-associative, 121 
in memory system, 117/ 
memory system performance, 117 
microprocessor architectures, 116 
organization, 118 
set-associative, 120, 120/ 
two-level system, 118, 118/ 

MMUs, 116 

Memory-mapped I/O, ARM, 98 
Message passing, 341-342 
shared memory vs., 412 
Methodological techniques, 280 
Microcontroller, 3, 53, 157, 310, 426 
I 2 C bus interface on, 425, 426/ 

Microprocessor, 1, 6-7, 44, 255 
architectures, 116, 270 
bus, 160, 170 
busses, 160 
cost of, 410 

cyber-physical system, 7-8 
embedding computers, 2-4 
ICE, 182 

in-circuit emulator, 182 
system bus configurations, 170-172 
Miss rate, 117 

MMUs, see Memory management units 
Mock-up, 13 

Model train controller, 28, 29/ 
conceptual specification, 32-35 
DCC, 30-32 

detailed specification, 35-41 
requirements for, 29-30 

Motion estimator, architectures for, 446, 447, 447/ 
Motion vector, 443, 447 
Motion-based coding, 441 
Motor interface class, 35 

Motor speed controlling, pulse-width modulation, 36/ 

Move instruction, 83 

Moving map, block diagram for, 17, 17/ 

MP3 player, see Audio player 
MPC5676R, 421 
MPEG Layer 1 

decoder, 202, 202/ 
encoder, 201, 201/ 

MPEG-2 video compression, 441, 442/ 

MPSoC, see Multiprocessor system-on-chip 


Multimedia, 185 
operations, 72 
use case for playing, 186/ 

Multiple inheritance, UML, 24, 24/ 

Multiple processes, 308-310 

timing requirements on, 311-315 
Multiple tasks, 308-310 
Multiple timers, 318 
Multiple-issue instruction, 54 
Multiply instructions, 84 
Multiprocessor, 10, 47, 409-411, 412/ 
categories of, 412-414 

Multiprocessor system-on-chip (MPSoC), 412, 431-441 

Multirate behavior, 5 

Multirate communication, 315 

Multirate systems, 310-319 

Multitasking system, 10 

Multithreaded system, 434, 435/, 438/ 

N 

Named resources, 331 
NEON, 72 

Nested function calls and stacks, 70, 70/ 

Nested loop, 262 
Networks, 47, 409^-11 
abstractions, 414^416 
New-symbol-table, 140 
Nodes, 218, 226, 239, 249, 414, 416, 422 
Ethernet, 427 

Nonfunctional requirements, 12, 186, 390 
Nonmaskable interrupt (NMI), 109 
Non-object-oriented implementation, 146 
Nonrecurring engineering (NRE) costs, 12 
Nonrepeatable instructions, 85 

0 

Object-oriented design, 20, 21 
processes and, 324-325 
using C++, 142 

Object-oriented modeling language, 20 
Object-oriented programming, 21 
Object-oriented specification, 20, 21 
Objects 
code, 228 
design, 235-236 
file format, 233 
UML notation, 21, 21/ 

Off-hook, 362 
On-chip memory, 89 
One-byte transmissions, 424 
One-dimensional array, 244/ 

On-hook, 362 
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Open source platforms, 176 

Open Systems Interconnection (OSI) models, 414-415 
Operating system (OS), 45-46, 159, 179, 187, 307, 316 
performance evaluating 
interrupt latency, 345 
ISH, 346 
ISR, 345, 347 
POSIX, 352-357 
RTOS, 347 

process and scheduling states, 316-317 
Optical disc technology, 449 
Optimization techniques, 214, 236 
OPWFMB, see Output pulse width and frequency 
modulation buffered mode 
ORG statements, 230 

OSI models, see Open Systems Interconnection models 
Outgoing message (OGM), 363 
Output pulse width and frequency modulation 
buffered mode (OPWFMB), 373 
Output symbols, data compressor, 137 
output_handler,105 
Overhead interrupt, 111-112 
Oxygen sensor (OX), 311, 371 

P 

Packet transmission rates, 32 
Packets, 32 
Internet, 429 
VLIW, 56 
Page fault, 123 
Page mode access, 173, 190 
Page pointers, data and peripheral, 79 
Page table, 125, 126/ 

Pages, address translation, 124, 124/ 126/ 

Panel class, 36 
Panel-activate behavior, 40/ 

PASS, see Primary avionics software system 
PC, see Program counter 
PCI interface, designing of, 449 
peek function, 99 
busy-wait I/O, 100 
read/write operation, 100 
Perceptual coding, 201 
Performance measures, 255 
Performance optimization strategies, 265-266 
Periodic processes, 317-319 
Peripheral Interrupt Enable (PEIE) bit, 113 
Peripheral page pointers, 79 
Personal computers (PCs), 7 
Phase detection, 286 
Physical address, 125 
Physical interface classes, 364 
Physical layer, 415, 416, 422 


Physical performance measurement, 260 
PIC 16F, 51,73-77 

interrupts in, 113-114 
pipeline, 130 

P1C16F882 microcontroller, system organization 
of, 157 

PIC 16F microprocessor, 51 
and memory organization, 73 
FIR filter on, 76 
flow of control in, 76-77 
Picture-taking process, 292, 293/ 
sequence diagram for, 293, 295/ 
pi pe() function, 356 
Pipeline, 254 

ARM7, 128, 129/ 

PIC16F, 130 
RISC machines, 128 
stalls, 129 

Platform-level performance analysis, 188-192, 
188/ 

Platforms, 7, 10, 44 
smartphones as, 7 
Playback-msg behaviors, 367/ 

Pointer registers, auxiliary and coefficient data, 79 
poke function, 99 
busy-wait I/O, 100 
read/write operation, 100 
Polled processes, 339 
Polling, 99, 109/ 

POSIX, 352-357 

message queues, 357 
pipes, 356 

real-time scheduling in, 354 
semaphores, 355 
Post-indexing, 65, 66 

Power consumption, 5, 8, 13, 15, 19, 266, 349 
CPU, 133-137 

Power embedded computing, multiprocessing 
for, 410 

Power management policy, 349, 351 
Power state machine, 135 
Power supply voltage, 28, 133 
Power vs. energy consumption, 133 
Power-down interrupts, 109 
Power-down mode, 134-135 
Power-managed system, 350/ 

PowerPC 603, energy efficiency, 134 
Predictive shutdown, 349 
Preexisting systems, 405, 406 
Presentation layer, 415 

Primary avionics software system (PASS), 314 
Prioritized interrupts, 108, 108/ 

I/O with, 110 
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Priority inversion, 332-333 
Priority-based scheduling, 325-340, 354 
EDF, 333-337 
priority inversion, 332-333 
RMS, 326-330, 337 
shared resources, 330-332 
Procedure calls, in ARM, 71 
Procedure linkage, 70, 242, 243-244 
Process priorities, 321 
Process states, 316-317 
Processing element (PE), 409, 410, 431, 432 
Processor interrupt latency, 345 
Producer/consumer systems, 221-223, 223/ 
Product metrics, 382 
Profiling, 260 

Program counter (PC), 52, 59, 60, 64, 73, 74, 78, 
230, 260 

and control flow, 78 
Program execution time, 256, 265 
Program generation, compilation, 229/ 

Program location counter (PLC), 230 
Program performance, 43, 255 
elements of, 256-259 
Program size, analysis and optimization, 
270-271 

Program trace, 259 
Program-level energy, 266-269 
Program-level performance analysis 
execution time, 254, 254/ 
measurement-driven performance analysis, 
259-261 

performance measures, types of, 255 
program performance, elements of, 

256-259 

Programmability of microprocessors, 7 
Programming model, 59-60 
Programs, 10 

controlling and observing, 272-273 
embedded, 214-223 
models of, 223-228 
performance measures on, 255 
Prototypes, 405, 406 
Prototyping languages, 405 
Pseudo-ops, 55 
Pulser class, 35-36 
Pulse-width modulation, 36/ 

PWR_EN signal, 136 

Q 

Quality assurance (QA), 400-407 
techniques, 402-404 
Quantization matrix, 289 
Queues, 221-223, 342 


R 

RAM set, 122 

Random tests, 279 

Random values, 279 

Random-access memory, 172 

Rate-monotonic analysis (RMA), 326-330 

Rate-monotonic scheduling (RMS), 326-330, 337 

Reachability analysis, 246 

read_handler, 107 

Read-only memories (ROMs), 174 

Real time performance, 5, 7, 10, 189, 410, 430 

Real-time code, timing error in, 183-184 

Real-time computing, 9 

Real-time operating systems (RTOS), 45, 307, 339 
example of, POSIX, 352-357 
preemptive operating system, 319-325 
basic concepts, 320-321 
object-oriented design, 324-325 
processes and context, 321-324 
Real-time operations, 2 
Ethernet, 428 

Real-time performance, 410 
Receiver class, 34, 37, 37/ 

Recessive, 416 
Record-msg behaviors, 367/ 

Reduced instruction set computers (RISC) 
machines, 128 
vs. CISC, 53 

Reed-Solomon coding, 452 
Reentrant, 235 
Register allocation, 247 
problem solving, 249 

Register indirect addressing, in ARM, 62, 63/ 
Registers 

control interrupts, 79 
of C55x DSPs, 78, 80/ 

Regression tests, 279 
Relative addresses, 229 
Relative code, 233 
Reliability, 9 

Relocatable program, 236 
Remote frames, 418 

Remote transmission request (RTR) bit, 417 
Requirements analysis, 389-390 
Requirements form, 13, 13/ 

Reservation table, instruction scheduling, 251, 252/ 

RETFIE instruction, 114 

RISC, see Reduced instruction set computers 

RMA, see Rate-monotonic analysis 

ROMs, see Read-only memories 

Round nodes, 224 

Round-robin scheduling, 325 

Router, 429 
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Row major, 244 

RTOS, see Real-time operating systems 

Run mode, power, 136 

Single-instruction multiple-data (SIMD) operations, 72 
Single-issue processor, 54 

16-bit DSP processor, 204 

16-bit microcontroller, 3 

S 

Saved program status register (SPSR), 114-115 

Scaffolding code, 149 

SCHED_OTHER, 354 

SCHED_RR, 354 

Scheduling overhead, 309/, 317, 411/ 

Scheduling policy, 317, 327, 337, 344, 354, 374 

Scheduling processes, 438-441 

Scheduling states, 316-317 

SDRAM, see Synchronous dynamic RAM 

Second-level cache, 118 

Segments, address translation, 124-125, 

124/, 125/ 

Semaphores, 331, 344, 355 

Send-command method, 37 

Sender classes, 34 

Sequence diagram, 27, 28/ 41/ 162/ 293, 295/ 

320/ 321/ 345/ 360/ 446/ 
for control input transmitting, 38/ 
in UML, 27, 28/ 

Serial clock line (SCL), 422 

Serial communications program, parameters for, 97 

Serial data line (SDL), 422 
language, 391 

Servo control algorithms, 452 

Session layer, 415 

Set-associative cache, 120, 120/ 
direct-mapped vs., 121 

Set-speed command, 41/ 

SGS Thomson chip, 3 

Shared memory multiprocessors, 431 
heterogeneous, 431^132 

Shared memory vs. message passing, 412 

Sharpening algorithms, 287 

Signal flow graph, 218, 218/ 219 

Signal, in UML, 26, 26/ 

Signal processing algorithms, 279 

Simple Mail Transfer Protocol (SMTP), 430 

Simple Network Management Protocol 
(SNMP), 430 

Single in-line memory modules (SIMMs), 174 

Single repeat registers, 79 

Single threaded system, 434, 435/ 438/ 

Single-assignment form, 224, 224/ 

Single-chip 
computer, 54 

CPUs, 2, 3 
platform, 157 

Skip-if instructions, 130 

Sleep mode, power, 136-137 

Slow-return mode, 113 

Smartphones as platforms, 7 

Society of Automotive Engineers (SAE), 373 

Software 

block diagram, 18 
co-design, 432 
design methodology, 386/ 
designing components, 19 
interrupt, 115 
physics of, 8 
pipelining, 251 
scaffolding, 259 

Software engineers, 382 

Software modem, 45 

architecture of, 283-284 

class diagram for, 283/ 

component design and testing, 283-284 

design of, 280-285 

integration and testing, 285 

operation and requirements, 280-282 

Software performance optimization 
cache optimizations, 264-265 
loop optimizations, 262-264 
strategies, 265-266 

Software testing, techniques, 400, 403 

Source code, 45, 224, 230, 271 
types of, 223 

SP, see Stack pointer 

Space shuttle software error, 314 

Speaker module, 366 

Specification languages, 405, 406 

Speedup, 434, 436-437 

Spiral model, 383, 384/ 385 

Stack operations, 83 

Stack, PC, 74 

Stack pointer (SP), 71, 74, 78, 243. See also Frame pointer (FP) 
Standard data flow graph, 225/ 

Start signal, 424 

State machines, 25, 27, 27/ 214-215 

State mode, 182-183 

Statecharts, 391 

AND state in, 393/ 

OR state in, 392/ 

Static power management mechanism, 134 

Static scheduling policy, 326 

Status registers, 74, 96 
of C55x DSPs, 78 
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Stereotypes, in UML, 25 

Stop signal, 424 

Streaming data, 53, 428, 437 

Stream-oriented programming, 216-221 

Strength reduction, 263, 264 

Strong ARM SA-1100, power-saving modes, 136 

Structural description, 21-25 

Subroutines, 77, 85, 107, 270, 317 

Subscriber line, 362 

Successive refinement design methodology, 385, 385/ 
Superscalar processor, 54, 56 
vs. VLIW processor, 57 
Supervisor mode, 114-115 
SWI, 200 

interrupt, 115 

Symbol table, 140, 148, 230, 230 f 231 
Synchronous channels, 419 
Synchronous dynamic RAM (SDRAM), 173, 173/ 
Synchronous interrupts, 113, 114 
latency of, 114 
System design techniques 
design flows, 383-389 
design methodologies, 381-389 
QA, 400-407 
design reviews, 406-407 
specification, verifying, 404-406 
techniques, 402-404 
requirements analysis, 389-390 
specifications, 390-395 
advanced specifications, 394-395 
control-oriented specification languages, 

391-394 

system analysis and architecture design, CRC cards, 
396-400 

System integration, 19-20 
DSC, 296 

testing and, 200, 206, 285, 296, 368-369, 374 
System requirements 
validating, 13 
vs. specifications, 12 
System speedup, 437, 438/ 

System testing, DSC, 296 
System-on-chip, 54 

vs. distributed system, 412 

T 

Table attribute, 140 

Tagged Image File Format (TIFF), 290 
Target system, 179, 180/ 

Task, 10 
graph, 315 
set, 315 


TCAS, see Traffic alert and collision avoidance system 
Telephone 

input modules, 366 
line module, 366 
output modules, 366 
systems, 388 

Telephone answering machine, design 
component design and testing, 368 
specification, 364-366 
system architecture, 366-368 
system integration and testing, 368-369 
theory of operation and requirements, 361-364 
Template matching, code generation by, 252, 253/ 
Temporary registers, 79 
Test generation programs, 403 
Testbench program, 180 
Testing, 148, 149/ 

of embedded computer, 9 
video algorithms, 449 
Therac-25 medical imaging system, 401 
32-bit RISC microprocessor, 3, 204 
Threads, 308, 358-359 
Throttle settings, 311 
Thumbnail, 291 
TI C64x, 43, 87-90 
TI TMS320DM816x DaVinci, 431 
Time quantum, 320 
Time-out event, 26/ 27 
Timer, 198, 200, 255, 260, 318-322 
Time-sharing system, 235 
Timing mode, 182-183 
TMR0 Overflow Interrupt Enable bit, 113 
Top down design, 11 

Traffic alert and collision avoidance system 
(TCAS), 394 

Train controller commands, 32, 33/ 
refining, 39, 42/ 

Transition registers, 79 
Translation lookaside buffer (TLB), 126 
Transmission Control Protocol (TCP), 430 
Transmission controller, 419^-20 
Transmitter class, 34, 37, 37/ 

Transmitting node, 418 
Transport layer, 415 
Traps, 115, 116 
TrustZone, 72 

Two-dimensional arrays, 244, 245/ 

Type certification, 421 

U 

UML, see Unified Modeling Language 
Unified cache, 122 
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Unified Modeling Language (UML), 20-22, 33, 34/, 

324, 343, 447 
active objects, 324 
collaboration diagram, 33/, 138/ 
multiple inheritance in, 24, 24/ 
object in, 21/ 

sequence diagram, 27, 28/ 105 
sequence, of DMA transfer, 169/ 
state and transition in, 26/ 
state diagram, of bus bridge operation, 171/ 
Universal Asynchronous Receiver/Transmitter (UART) 
8251,97-98, 341 

Universal Serial Bus (USB), 157, 180, 186 
port, 181 

Unrolled schedules, 327, 335 
Usage scenarios, 398, 400, 406 
USB, see Universal Serial Bus 
User Datagram Protocol (UDP), 430 
User interface, 5, 15, 18, 186, 195, 199, 202, 206 
classes for alarm clock, 195/ 
of MP3 player, 202 
User mode, 90, 114, 358 

v 

Value nodes, 224 
Variable data rates, 309 
VDD power supply, 136 
VDD_FAULT, 136 
VDDX power supply, 136 
Vectors interrupt, 86, 108, 111 f 235 
Very large scale integration (VLSI), 2, 6, 410 
Very-long instruction word (VLIW) processor, 54, 56-57 
vs. superscalar, 57 


Video accelerator 

algorithm and requirements, 443^144 
architecture, 446-447 
component design, 449 
compression, 441-444 
specification for, 445-446 
Video compression, 441-444 
Virtual addressing, 123, 123/ 

Virtual memory, 126, 357 

VLIW processor, see Very-long instruction word processor 
von Neumann architectures, 52, 52/ 

w 

Wait states, 165, 165/ 189 
Waterfall model, 383, 384/ 385, 404 
Whi 1 e loop, 100, 199, 226, 228/ 272-273 
Windows CE, 347, 357-361 
architecture, 357 
interrupts, 360 
memory space, 357 
scheduling, 359 
threads and drivers, 358 
Word length, 53 
Working set, 117, 118 
Worst-case execution time, 255, 259 
analysis, 259 
Writable CDs, 454 
Write-back policy, 119 
Write-through scheme, 119 

X 

Xilinx Zynq-7000 platform, 434 



